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3.1.2.2
FDD

Active Process: HARQ process for which Scheduling Grant are applicable, i.e. scheduled data can be sent.
AG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).

Common E-DCH resource: Common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode.

E-DCH active set: The set of cells which carry the E-DCH for one UE. For FDD, in CELL_FACH state and Idle mode, the E-DCH active set consists of the Serving E-DCH cell only.

HS-DPCCH without on-going E-DCH transmission: Transmission on a common E-DCH to provide HS-DPCCH feedback which is triggerred by the reception of an HS-SCCH order as defined in [16].

Inactive Process: HARQ process for which Scheduling Grants are not applicable, i.e. scheduled data cannot be sent.

INACTIVE: Absolute Grant value that can be sent by the serving cell's scheduler on the E-AGCH to deactivate a process or to switch the UE to its secondary E-RNTI. In CELL_FACH state, this absolute grant value is used to release a common E-DCH resource.

Lowest Configured Serving Grant Value: The serving grant value indicated by index 0 of the SG table in use.

Maximum_Serving_Grant: The variable Maximum_Serving_Grant indicates the maximum E-DPDCH to DPCCH power ratio that the UE is allowed to use for scheduled data while the timer Non_Serving_RG_Timer has not expired.

Maximum number of re-transmissions, Maximum number of transmissions: Maximum number of re-transmissions = maximum number of transmissions - 1. Both these notations are used.

Minimum_Grant: The value Minimum_Grant corresponds to the minimum E-DPDCH to DPCCH power ratio that the UE considers. This value is in index 0 of the configured scheduling grant table described in subclause 9.2.5.2.1.
Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).

Non_Serving_RG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).
Primary Absolute Grant: Absolute Grant received with the primary E-RNTI.

Primary_Grant_Available: This state variable is a Boolean, indicating whether the UE’s serving grant is only affected by Primary Absolute Grants and Relative Grants (i.e. not by Secondary Absolute Grants).

Primary Uplink Frequency: If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which the E-DCH corresponding to the serving E-DCH cell associated with  the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.

reference_ETPR: The state variable reference_ETPR holds the E-DPDCH to DPCCH power ratio used as reference for relative grant commands. This variable is set to the E-DPDCH to DPCCH power ratio used for the E-TFC selected for the previous TTI on this HARQ process, calculated using the amplitude ratios prior to the quantization according to subclause 5.1.2.5B.2.3 or 5.1.2.5B.2.4 of [13], excluding non-scheduled transmissions, excluding any scaling applied according to subclause 5.1.2.6 of [13] and is obtained from the physical layer. In case no scheduled transmission took place on a HARQ process in the previous TTI, reference_ETPR shall be set to Minimum_Grant for this HARQ process. 

reference_ETPR2: The state variable reference_ETPR2 holds the E-DPDCH to DPCCH power ratio used as reference for non serving relative grant commands. This variable is set to the previously stored reference_ETPR on this HARQ process when the reference_ETPR is updated with a new value.

Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI.
Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS. For FDD, in CELL_FACH state and Idle mode, the Serving E-DCH RLS or Serving RLS contains the Serving E-DCH cell only, from which the UE can receive one Relative Grant.

Stored_Secondary_Grant: This state variable is used to store the value derived from the last received Secondary Absolute Grant Value. Possible values are: "Zero_Grant" and numerical values.

UL Common MAC Flow: an UL Common MAC Flow is a flow of MAC-c PDU mapped to E-DCH configured for UEs in Cell_FACH state and IDLE mode.
**** next modified subclause ****
8.3.1
Primitives

The primitives between MAC and RRC are shown in table 8.3.1.1.

Table 8.3.1.1: Primitives between MAC sub-layer and RRC
	Generic Name
	Parameter

	
	Request
	Indication
	Response
	Confirm

	CMAC-CONFIG
	UE information elements,

RB information elements,

TrCH information elements,

RACH transmission control elements,

Ciphering elements,

MBMS information elements,

E-DCH configuration elements,

Idle interval information elements (TDD only)
	
	
	

	CMAC-MEASUREMENT
	Measurement information elements 
	Measurement result
	
	

	CMAC-STATUS
	Cell Reselection(1.28 Mcps TDD only)
	Status info, 
E-DCH resource index, Enhanced Uplink in CELL_FACH and Idle mode process termination,

E-RUCCH failure(only for 1.28Mcps TDD),

Cell Reselection Indication process termination (1.28 Mcps TDD only), Last selected common E-DCH TTI value
	
	


CMAC-CONFIG-Req:

-
CMAC-CONFIG-Req is used to request for setup, release and configuration of a logical channel, e.g. RNTI allocation, switching the connection between logical channels and transport channels, TFCS update or scheduling priority of logical channel.

CMAC-MEASUREMENT-Req/Ind:

-
CMAC-MEASUREMENT-Req is used by RRC to request MAC to perform measurements, e.g. traffic volume measurements;

-
CMAC-MEASUREMENT-Ind is used to notify RRC of the measurement result.

CMAC-STATUS-Req:

-
CMAC-STATUS-Req primitive notifies MAC of status information.

CMAC-STATUS-Ind:

-
CMAC-STATUS-Ind primitive notifies RRC of status information.

8.3.2
Parameters

See [7] for a detailed description of the UE, RB and TrCH information elements.

a)
UE information elements
S-RNTI
SRNC identity
C-RNTI
Activation time 
Primary E-RNTI configured per Configured Uplink Frequency
Secondary E-RNTI configured per Configured Uplink Frequency (for FDD only)

b)
RB information elements
RB multiplexing info (Transport channel identity, Logical channel identity, MAC logical channel priority)
DDI mapping table for E-DCH transmission 
Indication whether the Logical channel is considered when the Scheduling Information is generated

c)
TrCH information elements
Transport Format Combination Set
MAC-hs/ehs reset indicator
MAC-es/e/i/is reset indicator
Re-ordering release timer (T1) 
HARQ Profile parameters (power offset, maximum number of re-transmissions and for 1.28 Mcps TDD retransmission timer)
E-DCH TTI duration (FDD only)
Allowed combinations for multiplexing of MAC-d flows into MAC-e PDUs or MAC-i PDUs
E-DCH grant type of MAC-d flows (scheduled or non-scheduled)
List of HARQ processes on which non-scheduled grants are allowed (for FDD only, this is if the grant type is non-scheduled and the E-DCH TTI duration is 2ms) in the Primary Uplink Frequency.
TSN field extension for MAC-ehs entity (for FDD only)
TSN field extension for MAC-i/is entity (for FDD and 1.28Mcps TDD only)

d)
Measurement information elements
Reporting Quantity identifiers
Time interval to take an average or a variance (applicable when Average or Variance is Reporting Quantity) CELL_DCH measurement occasion info LCR.
e)
Measurement result
Reporting Quantity
f)
Status info
when set to value "transmission unsuccessful" this parameter indicates to RRC that transmission of a TM RLC PDU failed (due to e.g. Maximum number of preamble ramping cycles reached for RACH in FDD), when set to value "transmission successful" this parameter indicates to RRC that the requested TM RLC PDU(s) has been submitted for transmission by the physical layer.

g)
RACH transmission control
Set of ASC parameters (identifier for PRACH partitions, persistence values)
Maximum number of preamble ramping cycles (FDD) or synchronisation attempts (1.28 Mcps TDD) Mmax
Minimum and maximum number of time units between two preamble ramping cycles, NBO1min and NBO1max (FDD only)
ASC for RRC CONNECTION REQUEST message
Type of random access procedure (1.28 Mcps only) 
Enhanced Uplink in CELL_FACH and Idle mode support indicator (FDD and 1.28 Mcps TDD only)
h)
Ciphering elements
Ciphering mode
Ciphering key
Ciphering sequence number

i)
(Void)

j)
MBMS information elements
MBMS Id 

k)
E-DCH configuration elements
E-DPCCH to DPCCH power offset (FDD only)
Happy bit delay condition (FDD only)
E-TFCI table index 
minimum set E-TFCI per Configured Uplink Frequency (FDD only)
Reference E-TFCI (FDD only)
Periodicities for Scheduling Information with and without grant (FDD only)
The code, timeslots and maximum power available per TDD resource unit per slot in TTIs designated for non-scheduled use by a given UE (TDD only)
The frames designated for non-scheduled use by a given UE (specified by means of a start frame number, repetition period and repetition length) (3.84/7.68 Mcps TDD only)

The subframes designated for non-scheduled use by a given UE (specified by means of a start subframe number, repetition period and repetition length) (1.28 Mcps TDD only)
Scheduling Information power offset
List of HARQ processes on which scheduled grants are allowed per Configured Uplink Frequency (for FDD only, this is if the E-DCH TTI duration is 2ms)
Initial Serving Grant value and type (FDD only)
E-DCH maximum and minimum allowed coderates (TDD only)


A table of paired values, each pair consists of code rate and β normative value (TDD only).

Parameters controlling E-RUCCH operation, such as T-RUCCH,  T-SCHED, and a set of  persistence values (one for each ASC) associated with E-RUCCH (3.84/7.68 Mcps TDD only)
Symbol offset Soffset (FDD only in CELL_FACH state and Idle mode)
Additional E-DCH transmission back off (FDD only in CELL_FACH state or Idle mode) 
E-DCH transmission continuation back off (FDD only in CELL_FACH state or Idle mode)
HS-DPCCH transmission continuation back off (FDD only in CELL_FACH state)
Maximum period for collision resolution phase (FDD only in CELL_FACH state and Idle mode)
Maximum E-DCH resource allocation for CCCH (FDD only in CELL_FACH state and Idle mode)
Parameters controlling E-RUCCH operation, such as T-RUCCH, N-RUCCH, T-WAIT, T-SI associated with E-RUCCH, the carrier on which the E-RUCCH is transmitted for multi-carrier E-DCH operation (1.28 Mcps TDD only)
Common E-RNTIs list for CCCH transmission (1.28 Mcps TDD only in CELL_FACH state and Idle mode)
Parameters for carrier groups and the related carrier information (1.28Mcps TDD only in multi-carrier E-DCH operation)

l)
DTX-DRX and HS-SCCH less Information Elements (FDD only)


MAC DTX Cycle
MAC Inactivity Threshold 
UE DTX DRX Offset
HS-SCCH less mode of operation 
Inactivity Threshold for UE Grant Monitoring
Inactivity Threshold for UE DTX cycle 2
Default SG in DTX Cycle 2

m)
E-DCH resource index (FDD only).

n)
Enhanced Uplink in CELL_FACH and Idle mode process termination (FDD only)

o)
Cell Reselection Indication process termination (1.28 Mcps TDD only)

p)
E-RUCCH failure(only for 1.28Mcps TDD)

q)
HS-DSCH/E-DCH SPS Information Elements (1.28 Mcps TDD only)


HS-DSCH SPS operation
E-DCH SPS operation

r)
Idle interval information elements (TDD only)


Idle interval period
Idle interval offset

s) Cell Reselection (1.28 Mcps TDD only)

t) MIMO operation (1.28 Mcps TDD only)

**** next modified subclause ****
11.2.2A
Control of Enhanced Uplink in CELL_FACH state and Idle mode for FDD mode

The transmissions in Enhanced Uplink in CELL_FACH state and Idle mode are controlled by the UE MAC sublayer as outlined in figures 11.2.2A-1, 11.2.2A-2 and 11.2.2A-3.

NOTE:
The figures shall illustrate the operation of the transmission control procedure as specified below. It shall not impose restrictions on implementation. MAC controls the timing of each initial preamble ramping cycle as well as successive preamble ramping cycles in case that no or a negative acknowledgement is received carried with an AI on AICH, if the use of E-AIs is not configured, and in case that none is received carried with an AI or a negative acknowledgement is received carried with an E-AI, if the use of E-AIs is configured.

MAC receives the following random access transmission control parameters from RRC with the CMAC-CONFIG-Req primitive:

-
a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,…,NumASC an identification of a PRACH partition and a persistence value Pi (transmission probability);

-
maximum number of preamble ramping cycles Mmax;

-
range of backoff interval for timer TBO1, given in terms of numbers of transmission 10 ms time intervals NBO1max and NBO1min, applicable when negative acknowledgement is received carried with an E-AI, or carried with an AI, when the use of E-AIs is not configured.

When there is data to be transmitted or upon indication of reception of an HS-SCCH order to trigger HS-DPCCH without on-going E-DCH transmission from layer 1, MAC selects the ASC from the available set of ASCs, which consists of an identifier i of a certain PRACH partition for Enhanced Uplink in CELL_FACH state and Idle mode and an associated persistence value Pi. The procedure to be applied for ASC selection is described in subclause 11.2.1.

Based on the persistence value Pi, the UE decides whether to start the L1 physical random access procedure for E-DCH (see [13]) in the present transmission time interval. If transmission is allowed, the physical random access procedure for E-DCH (starting with a preamble power ramping cycle) is initiated by sending of a PHY-ACCESS-REQ primitive. MAC then waits for access information from L1 via PHY-ACCESS-CNF primitive. If transmission is not allowed, a new persistency check is performed in the next transmission time interval. The persistency check is repeated until transmission is permitted.

When PHY indicates that neither a positive nor negative acknowledgement on AICH is received while the maximum number of preamble retransmissions is reached (defined by parameter Preamble_Retrans_Max on L1), a new persistency test is performed in the next transmission time interval. The timer T2 ensures that two successive persistency tests are separated by at least one 10 ms time interval.

In case that a negative acknowledgement has been received with an AI on AICH if  the use of E-AIs is not configured, or in case a negative acknowledgement has been received with an E-AI on AICH if the use of E-AI is configured, after the expiry of T2 a backoff timer TBO1 is started. After expiry of the timer, persistence check is performed again. Backoff timer TBO1 is set to an integer number NBO1 of 10 ms time intervals, randomly drawn within an interval 0 ( NBO1min ( NBO1 ( NBO1max (with uniform distribution). NBO1min and NBO1max may be set equal when a fixed delay is desired, and even to zero when no delay other than the one due to persistency is desired.

Before a persistency test is performed it shall be checked whether any new access transmission control parameters for Enhanced Uplink in CELL_FACH and Idle mode have been received from RRC with the CMAC-CONFIG-Req primitive. The latest set of random access transmission control parameters shall be applied.

If the maximum number of preamble ramping cycles Mmax is exceeded, failure of an Enhanced Uplink transmission in CELL_FACH state or Idle mode shall be reported to higher layer.

When the preamble has been acknowledged on AICH, then L1 access information with parameter "E-DCH resource index" corresponding to the selected signature as defined in [24] is indicated to MAC with PHY-ACCESS-CNF primitive and the timer T2 is stopped. In addition, if concurrent deployment of 2ms and 10ms TTI in a cell is configured by RRC, the PHY-ACCESS-CNF primitive from L1 also indicates "Last selected common E-DCH TTI value" to MAC.  MAC provides the "E-DCH resource index" and, if applicable, the "Last selected common E-DCH TTI value" with the CMAC-STATUS-Ind primitive to the RRC and receives following control parameters from RRC with the CMAC-CONFIG-Req primitive: 

-
Symbol offset Soffset;

-
Additional E-DCH transmission back off;
-
E-DCH and UL DPCCH configuration elements; 
-
the maximum period for collision resolution phase, where a common E-DCH resource can be used before collision resolution;

-
the maximum E-DCH resource allocation for CCCH;

-
E-DCH transmission continuation back off. 
For transmissions due to the reception of an HS-SCCH order to trigger HS-DPCCH without on-going E-DCH transmission, the following additional parameter is received from RRC with the CMAC-CONFIG-Req primitive:
-
HS-DPCCH transmission continuation back off.
Then DPCCH/E-DPCCH/E-DPDCH transmission is started with sending the PHY-DATA-REQ primitive every Transmission Time Interval. The PHY-Data-REQ primitive is used to request SDUs used for communications passed to the physical layer. Hereby, if TTI length is 10 ms, then for the first (1 + "Additional E-DCH transmission back off") Transmission Time Intervals no SDU is passed to the physical layer, i.e. only DPCCH transmission takes place. If TTI length is 2 ms, then for the first (2 + "Additional E-DCH transmission back off") Transmission Time Intervals no SDU is passed to the physical layer.

The allocated common E-DCH resource shall be used by MAC to carry either only CCCH transmission or only DTCH/DCCH transmission, but not both. In case of CCCH transmission, the maximum E-DCH resource allocation for CCCH, and in case of DCCH/DTCH transmissions, the maximum period for collision resolution phase is calculated from the allowed start time of the E-DCH transmission. The allowed start time of the E-DCH transmission is (1 + "Additional E-DCH transmission back off") TTIs for 10 ms TTI and (2 + "Additional E-DCH transmission back off") TTIs for 2 ms TTI after the start of the DPCCH transmission.

The E-DCH enhanced physical random access transmission procedure is completed with release of the allocated common E-DCH resource, if one of the following conditions is fullfilled: 

-
If the UE according to subclause 8.5.4A in [7] failed to establish the physical channels, or if the criteria for radio link failure are met as specified in subclause 8.5.6 in [7], then the timer T2 is started. After the expiry of T2 a backoff timer TBO1 is started. Backoff timer TBO1 is set to an integer number NBO1 of 10 ms time intervals, randomly drawn within an interval 0 ( NBO1min ( NBO1 ( NBO1max (with uniform distribution). NBO1min and NBO1max may be set equal when a fixed delay is desired, and even to zero when no delay other than the one due to persistency is desired. The procedure ends if timer TBO1 expires or the UE performs cell reselection while timer TBO1 is running, whatever occurs first. In case of a cell reselection, the timer TBO1 is stopped.

-
In case of CCCH transmission, if the maximum E-DCH resource allocation for CCCH has been reached, then this triggers a CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process termination.

-
In case of CCCH transmission, if the transmission E-DCH Buffer status is 0 bytes, then the MAC-STATUS-Ind primitive indicates to RLC for each logical channel that no PDU shall be transferred to MAC. If the transmission E-DCH Buffer status is 0 bytes and no MAC-i PDUs  are left for (re-)transmission in MAC, then this triggers a CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process termination.

-
In case of DTCH/DCCH transmission, if no E-AGCH with UE’s E-RNTI has been received (through an E-RNTI-specific CRC attachment) within the maximum period for collision resolution phase, then this triggers a CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process termination. Then the timer T2 is started. After the expiry of T2 a backoff timer TBO1 is started. Backoff timer TBO1 is set to an integer number NBO1 of 10 ms time intervals, randomly drawn within an interval 0 ( NBO1min ( NBO1 ( NBO1max (with uniform distribution). NBO1min and NBO1max may be set equal when a fixed delay is desired, and even to zero when no delay other than the one due to persistency is desired. The procedure ends when TBO1 expires.

-
Explicit common E-DCH resource release:
In case of DTCH/DCCH transmission, if an E-AGCH with UE’s E-RNTI has been received (through an E-RNTI-specific CRC attachment) with absolute grant value set to 'INACTIVE', then this triggers a CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode  process termination.

-
Implicit release with E-DCH transmission continuation backoff 
Implicit resource release is enabled only if "E-DCH transmission continuation back off" is not set to "infinity". 
If implicit resource release is enabled, then in case of DTCH/DCCH transmission, the timer Tb is set to "E-DCH transmission continuation back off" value, when TEBS is 0 byte and the last generated MAC-i PDU with higher layer data is provided with the PHY-data-REQ primitive to the physical layer for transmission. 
If TEBS <> 0 byte is detected while timer Tb is running, then the timer is stopped and uplink data transmission on the common E-DCH resource continues.
If a MAC-ehs PDU is received while timer Tb is running, then the timer is re-started.
If the "E-DCH transmission continuation back off" value is set to "0" or if timer Tb expires the MAC-STATUS-Ind primitive indicates to RLC for each logical channel that no PDUs shall be transferred to MAC. TEBS = 0 byte is reported to the Node B MAC as SI in a MAC-i PDU. If the "E-DCH transmission continuation back off" value is set to "0", then the SI shall be transmitted with the MAC-i PDU carrying the last DCCH/DTCH data, given the serving grant is sufficient to carry the SI in the same MAC-i PDU together with the remaining DCCH/DTCH data. Otherwise, the empty buffer status report is transmitted separately with the next MAC-i PDU.
CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process termination is triggered when the empty buffer status has been reported and no MAC-i PDU is left in any HARQ process for (re-)transmission. 
-
Implicit release with HS-DPCCH transmission continuation backoff 
If the common E-DCH resource is allocated for HS-DPCCH without on-going E-DCH transmission, then implicit resource release is additionally enabled if "HS-DPCCH transmission continuation back off" is present. 
The timer Tbhs is set to "HS-DPCCH transmission continuation back off" value when the DPCCH transmission starts. 
If TEBS <> 0 byte is detected while timer Tbhs is running, then the timer Tbhs is stopped.
If a MAC-ehs PDU is received while timer Tbhs is running, then the timer is re-started.
Once timer Tbhs is stopped, it is not started anymore for the duration of that E-DCH enhanced physical random access transmission procedure.
If timer Tbhs expires, the MAC-STATUS-Ind primitive indicates to RLC for each logical channel that no PDUs shall be transferred to MAC. TEBS = 0 byte is reported to the Node B MAC as SI in a MAC-i PDU.
CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process termination is triggered when the empty buffer status has been reported and no MAC-i PDU is left in any HARQ process for (re-)transmission. 
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Figure 11.2.2A-1: Enhanced Uplink in CELL_FACH state and Idle mode transmission control procedure (UE side, informative), Part I
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Figure 11.2.2A-2: Enhanced Uplink in CELL_FACH state and Idle mode transmission control procedure (UE side, informative), Part II for CCCH transmission


[image: image3.emf](B)

SendPHY-DATA-REQand

receivePHY-DATA-IND

SendCMAC-STATUS-Ind

END

E-AGCH

receivedCRCedwith

UE id?

no

TEBS = 0 bytes?

no

TimerTb running?

yes

Start TimerTb

no

Stop TimerTb, ifrunning

no

max. period

for collisionresolution

reached?

yes

Any

MAC-i PDU pendingfor

(re-)transmission?

yes

yes

no

E-AGCH

receivedwithAG value

INACTIVE?

no

TEBS = 0 

bytes

?

TimerTb running?

yes

Start TimerTb

no

Stop TimerTb, ifrunning

no

yes

Any

MAC

-i PDU 

pending

for

(re-)transmission?

no

yes

SendPHY-DATA-REQand

receivePHY-DATA-IND

yes

yes

no

no

yes

MAC-ehsPDU received?

ResetTimerTb, ifrunning

yes

no

Tb expired?

Tb expired?

?

MAC

-ehs

PDU received?

ResetTimerTb, ifrunning

yes

yes

no

Physical

ChannelEstb. Failureor

RLF

no

yes

Set and wait expiry timer 

T

2

(10 ms)

END

Physical

ChannelEstb. Failureor

RLF

no

yes

SendCMAC-STATUS-Ind

Set and wait expiry timer 

T

BO1

(N

BO1

* 10 ms)

Set and wait expiry timer 

T

2

(10 ms)

Set and wait expiry timer 

T

BO1

(N

BO1

* 10 ms)


Figure 11.2.2A-3: Enhanced Uplink in CELL_FACH state and Idle mode transmission control procedure (UE side, informative), Part II for DTCH/DCCH transmission

**** next modified subclause ****
11.8.1.9
Release of common E-DCH resources (FDD only)

If the UE is sending CCCH data in CELL_FACH state or Idle mode, the UE shall release the common E-DCH resource under following conditions:

-
the empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission; or

-
the maximum E-DCH resource allocation for CCCH is reached, or;

-
a L1 synchronisation failure is reported.

If the UE is sending DTCH or DCCH data, the UE shall release the common E-DCH resource under following conditions:

-
a L1 synchronization failure occurs; or

-
the maximum period for collision resolution is reached and no E-AGCH with the UE’s E-RNTI (through an E-RNTI specific CRC attachment) has been reached; or

-
an E-AGCH is received with a common E-DCH resource release command (INACTIVE) (explicit common E-DCH resource release) or; 

-
"E-DCH transmission continuation back off" is not set to "infinity", the empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission.

If the UE is allocated the common E-DCH resource for HS-DPCCH without on-going E-DCH transmission, the UE shall release the common E-DCH resource under following conditions:

-
a L1 synchronization failure occurs; or

-
the maximum period for collision resolution is reached and no E-AGCH with the UE’s E-RNTI (through an E-RNTI specific CRC attachment) has been reached; or

-
an E-AGCH is received with a common E-DCH resource release command (INACTIVE) (explicit common E-DCH resource release); or 

-
"E-DCH transmission continuation back off" is not set to "infinity", the empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission; or
-
"HS-DPCCH transmission continuation back off" is present, timer Tbhs has expired and empty buffer status (TEBS = 0 byte) has been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission.
**** next modified subclause ****
11.8.2.5
Determination of UE-ID (FDD only) and collision resolution

For UEs in CELL_FACH state or Idle mode, the Node B determines whether the UE id (E-RNTI) was included by the UE. 

If the Node B receives a MAC-i PDU with an E-RNTI included in the MAC-i header, then the Node B is aware of the user performing a collision resolution phase using a common E-DCH resource. The presence of the E-RNTI during the collision resolution phase identifies DCCH/DTCH data transmission by the UE. By sending a received E-RNTI on the E-AGCH, the Node B grants the common E-DCH resource explicitly to the UE with this UE id, resolving any potential collision. A UE adds its E-RNTI in all MAC-i PDUs at its side until the UE receives an E-AGCH with its E-RNTI (through an E-RNTI-specific CRC attachment).  

For CCCH data transmission, no E-RNTI is included in any MAC-i header and no collision resolution is performed.

If using common E-DCH resource for HS-DPCCH without on-going E-DCH transmission, if there is no data, the UE [sends its E-RNTI in a MAC-i PDU] until the UE receives an E-AGCH with its E-RNTI (through an E-RNTI-specific CRC attachment) for collision resolution. 
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