3GPP TSG RAN WG2 #78
 






R2-122365
Prague, Czech Republic, 21st – 25th May, 2012
Title:
[Draft] LS on PLMN selection during cell reselection to a shared CSG cell
Release:
Rel-11
Work Item:
FS_EHNB_enh
Source:
Huawei [to be RAN2]
To:
CT1
Cc:

Contact Person:


Name:
Xudong Yang
E-mail Address:
yangxudong[at]huawei[dot]com
Attachments:

1. Overall Description:

RAN2 has discussed the support of cell reselection to a shared CSG cell. RAN2 has found that the UE PLMN selection rule for UE cell reselects to a shared CSG cell is not clear in current CT1 specification. Because sometimes the selected PLMN according to current rule is not suitable since it is not in the UE’s whitelist.
RAN2 has discussed this issue and propose the PLMN selection during cell reselection to a shared CSG cell based on following order:
· If the rPLMN broadcasts in the target cell and the rPLMN + CSG ID is in UE CSG whitelist, UE select the rPLMN.

· If the UE’s HPLMN broadcasts in the target cell and the HPLMN is part of UE’s ePLMN and the HPLMN + CSG ID is in UE CSG whitelist, UE select the HPLMN.

· If one of UE’s ePLMN broadcasts in the target cell and the ePLMN + CSG ID is in UE CSG whitelist, UE select the ePLMN. If more than one ePLMN+CSG ID in UE CSG Whitelist, UE will select the ePLMN based on the broadcasted order.

2. Actions:

To TSG CT WG1
ACTION: 
RAN2 kindly asks CT1 to take the above information into account and clarify it in CT1 specifications.
3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN2#79
13 - 17 Aug 2012    
Qingdao, CN 
3GPP RAN2#79bis
8 – 12 Oct 2012 
Bratislava, Slovakia 
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