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8.1.1.6.19
System Information Block type 19
If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE should store all relevant IEs included in this system information block. If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE shall:

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
clear every stored value of "Threshx, high", "Threshx, low", "Threshx, high2" and "Threshx, low2" in every occurrence of the IE "Priority Info List" in the variable PRIORITY_INFO_LIST.

1>
otherwise:

2>
clear the variable PRIORITY_INFO_LIST.
1>
clear the variable EUTRA_FREQUENCY_INFO_LIST;

1>
act upon the received IE "UTRA priority info list" as described in subclause 8.6.7.3a;

1>
if the IE "GSM priority info list" is present:

2>
act upon the received IE as described in subclause 8.6.7.3b.

1>
if the IE "E-UTRA frequency and priority info list" is present:

2>
act upon the received IE as described in subclause 8.6.7.3c.
1>
if the IE "E-UTRA frequency RACH reporting information" is is present:

2>
act upon the received IE as described in subclause 8.5.23.
/-------- next change -------/
8.5.23
Measured results on RACH
When transmitting an uplink RRC message and System Information Block type 11, System Information Block type 11bis, System Information Block type 12 and System Information Block type 19, if transmitted, have been received, the UE shall:

1>
if the uplink RRC message is an RRC CONNECTION REQUEST message:

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 11:

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 11.

2>
if the IE "Inter-frequency RACH reporting information" is included in System Information Block type 11:

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
set the IE "Inter-frequency cell indication- SIB12" to any value.
1>
for any other uplink RRC message which optionally includes the IE "Measured results on RACH":

2>
if the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" are included in System Information Block type 12 (or "System Information Block Type 11", if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

3>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if these IEs are not included in the broadcast "System Information Block Type 12" or "System Information Block Type 12" is not being broadcast).

2>
if the IE "Inter-frequency RACH reporting information" is included in "System Information Block type 12" (or "System Information Block Type 11" if this IE is not included in the "System Information Block Type 12" or if "System Information Block Type 12" is not being broadcast):

3>
if, at the time the message is to be sent, valid measurements are available; and

3>
there is one or more cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information”, exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold":

4>
include a measurement report in the IE "Measured results on RACH";
4>
include the cells for which the quantity, indicated by the IE "Reporting quantity" in the IE "Inter-frequency RACH reporting information", exceeds the threshold specified by the IE "Inter-frequency RACH reporting threshold";

4>
set the IE "Inter-frequency cell indication- SIB11" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 11;

4>
if "System Information Block Type 12" is being broadcast:

5>
set the IE "Inter-frequency cell indication- SIB12" to the following value: Value_Tag MOD 2, with Value_Tag corresponding to the value tag of System Information Block Type 12.

4>
else:

5>
set the IE "Inter-frequency cell indication- SIB12" to any value.
1>
if the IE "E-UTRA frequency RACH reporting information" is included in System Information Block type 19:

2>
if, at the time the message is to be sent, valid measurements are available; and

2>
there is one or more cells for which the Physical layer Cell Identity is not included in the blacklistof whose frequency and the quantity, indicated by the IE "E-UTRA frequency RACH Reporting quantity" in the IE "E-UTRA frequency RACH reporting information", exceeds the threshold specified by the IE "E-UTRA frequency RACH reporting threshold":
3>
include a measurement report in the IE "Measured results on RACH";
1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. 

NOTE: 
The UE only includes measurement results for neighbour cells for which valid measurements are available at the time the message is sent. At cell access following selection or reselection to a cell, the UE may not have had sufficient time to obtain valid measurement results for neighbour cells.

1>
for messages transmitted on CCCH, take care that the maximum allowed message size is not exceeded when forming the IE "Measured results on RACH", i.e. limit the number of included neighbour cells or if required omit the IE "Measured results on RACH" altogether. When limiting the number of included neighbouring cells, the number of inter-frequency cells and the measurement results for E-UTRA frequencies should be limited first i.e. inter-frequency cells and the measurement results for E-UTRA frequencies should be omitted before limiting the number of intra- frequency cells. For inter-frequency cells and the measurement results for E-UTRA frequencies, which should be omitted first is FFS.
When transmitting an uplink RRC message and the System Information Block type 11, System Information Block type 11bis, System Information Block type 12 and System Information Block type 19, if transmitted, have not been received, the UE shall:

1>
for any uplink RRC message which optionally includes the IE "Measured results on RACH", include a measurement report in the IE "Measured results on RACH" according to the following rules:

2>
if the IE "Intra-frequency reporting quantity SIB3" was not present in System Information Block type 3:

3>
include a measurement report for the serving cell using CPICH RSCP as a measurement quantity;

3>
include measurement reports for cells on the used frequency for which measured results are available, using CPICH RSCP as measurement quantity for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".
3>
omit the IE "Measurement results for E-UTRA frequencies".
2>
if the IE "Intra-frequency reporting quantity SIB3" was present in System Information Block type 3:

3>
include a measurement report for the serving cell using as a measurement quantity given in IE "Intra-frequency reporting quantity SIB3";

3>
include measurement reports for cells on the used frequency for which measured results are available, using as a measurement quantity given in IE "Intra-frequency reporting quantity SIB3" for each cell;

3>
omit the IE "Measurement results for monitored cells on non-used frequencies".
3>
omit the IE "Measurement results for E-UTRA frequencies".
2>
for TDD, include measurement reports using the measurement quantities specified in the IE "Reporting quantity list".

If the IE "Measured results on RACH" is present in the message, the UTRAN should extract the contents to be used for radio resource control.
/-------- next change -------/
10.2.48.8.22
System Information Block type 19
The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UTRA priority info list
	MP
	
	UTRA priority info list 10.3.7.113
	
	REL-8

	GSM priority info list
	OP
	
	GSM priority info list 10.3.7.114
	
	REL-8

	E-UTRA frequency and priority info list
	OP
	
	E-UTRA frequency and priority info list 10.3.7.115
	
	REL-8

	E-UTRA frequency RACH reporting information
	OP
	
	E-UTRA frequency RACH reporting information
10.3.7.XXX
	
	REL-11


/-------- next change -------/
10.3.7.45
Measured results on RACH
For measurements on used frequency, this IE contains the measured results on RACH of the quantity indicated by Reporting quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" in system information broadcast on BCH. The list, measurement results for monitored cells (not including the current cell) shall be in the order of the value of the measurement quantity as indicated by Reporting Quantity in the IE "Intra-frequency reporting quantity for RACH Reporting" (the first cell shall be the best cell).

For measurements on non-used frequencies, this IE includes the best cell on each non- used frequency, in order of decreasing quality and up to a maximum number as specified by the IE "Maximum number of inter-frequency RACH reporting cells".

The "best" FDD cell has the largest value when the measurement quantity is "Ec/No" or "RSCP". On the other hand, the "best" cell has the smallest value when the measurement quantity is "Pathloss". The "best" TDD cell has the largest value when measurement quantity is "Primary CCPCH RSCP".
	Information Element/group name

	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement result for current cell
	MP
	
	
	
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>CHOICE measurement quantity
	MP
	
	
	One spare value is needed.
	

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>TDD
	
	
	
	
	

	>>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>>Timeslot List
	OP
	1 to 14
	
	
	

	>>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	

	>>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>>Timeslot List
	OP
	1 to 14
	
	
	REL-7

	>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	REL-7

	>>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>>Timeslot List
	OP
	1 to 6
	
	
	REL-4

	>>>>>>Timeslot ISCP
	MP
	
	Timeslot ISCP info 10.3.7.65
	The UE shall report the Timeslot ISCP in the same order as indicated in the cell info
	REL-4

	>>>Primary CCPCH RSCP
	OP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on used frequency
	OP
	1 to 8
	
	
	

	>SFN-SFN observed time difference
	OP
	
	SFN-SFN observed time difference 10.3.7.63
	
	

	>CHOICE mode
	MP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>>CHOICE measurement quantity
	OP
	
	
	One spare value is needed.
	

	>>>>CPICH Ec/N0
	
	
	Integer(0..49)
	In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	

	>>>>CPICH RSCP
	
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	

	>>>>Pathloss
	
	
	Integer(46..158)
	In dB.

Fifteen spare values are needed.
	

	>>TDD
	
	
	
	
	

	>>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	

	>>>Primary CCPCH RSCP
	MP
	
	Primary CCPCH RSCP info 10.3.7.54
	
	

	Measurement results for monitored cells on non-used frequencies
	OP
	
	
	
	REL-6

	>Inter-frequency cell indication- SIB11
	MP
	
	Integer (0..1)
	
	REL-6

	>Inter-frequency cell indication- SIB12
	MP
	
	Integer (0..1)
	
	REL-6

	>Inter-frequency cell list
	MP
	1 to <maxFreq>
	
	
	REL-6

	>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	REL-6

	Measurement results for E-UTRA frequencies
	OP
	
	
	[The detailed format is FFS]
	REL-11


NOTE:
Monitored cells consist of neighbouring cells.

/-------- next change -------/
10.3.7.XXX
E-UTRA frequency RACH reporting information
It contains the reporting configuration information for an E-UTRA frequency measurement report, which is sent on the RACH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequency RACH reporting quantity
	MP
	
	Enumerated (RSRP, RSRQ)
	
	REL-11

	E-UTRA frequency RACH reporting threshold
	MP
	
	Integer (0..97)

	In dB. Ranges used depend on measurement quantity: if measurement quantity is RSRQ, range should be (0..34), if measurement quantity is RSRP, range should be (0..97).
	REL-11


/-------- next change -------/
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,

/-------- text omitted -------/
-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,

MeasuredResultsOnRACHeutraFreq,

MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,
/-------- next change -------/
-- ***************************************************

--

-- CELL UPDATE

--

-- ***************************************************

CellUpdate ::= SEQUENCE {


-- User equipment IEs



u-RNTI






U-RNTI,



startList

STARTList,



am-RLC-ErrorIndicationRb2-3or4

BOOLEAN,



am-RLC-ErrorIndicationRb5orAbove
BOOLEAN,



cellUpdateCause




CellUpdateCause,



-- TABULAR: RRC transaction identifier is nested in FailureCauseWithProtErrTrId



failureCause




FailureCauseWithProtErrTrId


OPTIONAL,



rb-timer-indicator



Rb-timer-indicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




cellUpdate-r3-add-ext


BIT STRING









(CONTAINING CellUpdate-r3-add-ext-IEs)

OPTIONAL,




v590NonCriticalExtensions
SEQUENCE {





cellUpdate-v590ext
CellUpdate-v590ext, 




v690NonCriticalExtensions

SEQUENCE {






cellUpdate-v690ext



CellUpdate-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







cellUpdate-v6b0ext



CellUpdate-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








cellUpdate-v770ext



CellUpdate-v770ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









cellUpdate-v860ext



CellUpdate-v860ext-IEs,








va40NonCriticalExtensions

SEQUENCE {










cellUpdate-va40ext



CellUpdate-va40ext-IEs,









vbxyNonCriticalExtensions

SEQUENCE {











cellUpdate-vbxyext



CellUpdate-vbxyext-IEs,










nonCriticalExtensions


SEQUENCE {}
OPTIONAL









}

OPTIONAL








}

OPTIONAL








}

OPTIONAL






}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

CellUpdate-r3-add-ext-IEs ::=

SEQUENCE {


cellUpdate-v7e0ext




CellUpdate-v7e0ext-IEs,


v7g0NonCriticalExtensions

SEQUENCE {



cellUpdate-v7g0ext



CellUpdate-v7g0ext-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


}

OPTIONAL

}
CellUpdate-v590ext ::= SEQUENCE {


establishmentCause



EstablishmentCause
OPTIONAL

}

CellUpdate-v690ext-IEs ::=


SEQUENCE {


-- User equipment IEs



cellUpdateCause-ext



CellUpdateCause-ext




OPTIONAL,



trafficVolumeIndicator


ENUMERATED { true }




OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,



reconfigurationStatusIndicator
ENUMERATED { true }




OPTIONAL

}

CellUpdate-v6b0ext-IEs ::=


SEQUENCE {


-- MBMS IEs



mbmsSelectedServices


MBMS-SelectedServicesShort


OPTIONAL

}

CellUpdate-v770ext-IEs ::=


SEQUENCE {


-- User equipment IEs


csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL,



hspdschReception-CellFach

ENUMERATED { true }




OPTIONAL,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



capabilityChangeIndicator

ENUMERATED { true }




OPTIONAL
}

CellUpdate-v7e0ext-IEs ::=


SEQUENCE {


-- User equipment IEs



supportForTwoDRXSchemesInPCH

ENUMERATED { true }



OPTIONAL

}

CellUpdate-v7g0ext-IEs ::=


SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

CellUpdate-v860ext-IEs ::=


SEQUENCE {


-- User equipment IEs


supportOfCommonEDCH



ENUMERATED { true }




OPTIONAL,



supportOfHS-DSCHDRXOperation
ENUMERATED { true }




OPTIONAL,



supportOfMACiis




ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation


ENUMERATED { true }




OPTIONAL,



supportOfControlChannelDRXOperation











ENUMERATED { true }




OPTIONAL

}

CellUpdate-va40ext-IEs ::= 


SEQUENCE {


-- User equipment IEs



securityRevertStatusIndicator
ENUMERATED { revertedBack, normalOperation }
OPTIONAL,


-- Other IEs



loggedMeasAvailable



ENUMERATED { true }




OPTIONAL,



loggedANRResultsAvailable

ENUMERATED { true }




OPTIONAL
}
CellUpdate-vbxyext-IEs ::=


SEQUENCE {


-- Measurement IEs



measuredResultsOnRACHeutraFreq
MeasuredResultsOnRACHeutraFreq

OPTIONAL
}
/-------- next change -------/
-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



intraDomainNasNodeSelector

IntraDomainNasNodeSelector,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



v3a0NonCriticalExtensions

SEQUENCE {


initialDirectTransfer-v3a0ext
InitialDirectTransfer-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




initialDirectTransfer-r3-add-ext

BIT STRING










(CONTAINING InitialDirectTransfer-r3-add-ext-IEs)
OPTIONAL,





v590NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v590ext
InitialDirectTransfer-v590ext,





v690NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v690ext
InitialDirectTransfer-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








initialDirectTransfer-v770ext
InitialDirectTransfer-v770ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









initialDirectTransfer-v860ext
InitialDirectTransfer-v860ext-IEs,








vbxyNonCriticalExtensions

SEQUENCE {










initialDirectTransfer-vbxyext
InitialDirectTransfer-vbxyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

InitialDirectTransfer-v3a0ext ::= SEQUENCE {


-- start-value shall always be included in this version of the protocol


start-Value





START-Value






OPTIONAL

}

InitialDirectTransfer-v590ext ::= SEQUENCE {


establishmentCause

EstablishmentCause
OPTIONAL

}

InitialDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



plmn-Identity




PLMN-Identity





OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

InitialDirectTransfer-v770ext-IEs ::= SEQUENCE {



csCallType





ENUMERATED { speech, video, other, spare }
OPTIONAL

}

InitialDirectTransfer-v860ext-IEs ::= SEQUENCE {



supportOfCSG




ENUMERATED { true }




OPTIONAL

}

InitialDirectTransfer-r3-add-ext-IEs ::=

SEQUENCE {


initialDirectTransfer-v7g0ext




InitialDirectTransfer-v7g0ext-IEs,


nonCriticalExtensions



SEQUENCE {}

OPTIONAL

}

InitialDirectTransfer-v7g0ext-IEs ::=


SEQUENCE {


-- Measurement IEs


measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

InitialDirectTransfer-vbxyext-IEs ::=


SEQUENCE {


-- Measurement IEs



measuredResultsOnRACHeutraFreq
MeasuredResultsOnRACHeutraFreq

OPTIONAL
}

/-------- next change -------/
-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementReport-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










measurementReport-v770ext

MeasurementReport-v770ext-IEs,









v860NonCriticalExtensions

SEQUENCE {











measurementReport-v860ext
MeasurementReport-v860ext-IEs,











v920NonCriticalExtensions

SEQUENCE {












measurementReport-v920ext
MeasurementReport-v920ext-IEs,












v970NonCriticalExtensions

SEQUENCE {













measurementReport-v970ext-IE


















MeasurementReport-v970ext-IEs,













va40NonCriticalExtensions

SEQUENCE {














measurementReport-va40ext


















MeasurementReport-va40ext-IEs,













vbxyNonCriticalExtensions

SEQUENCE {














measurementReport-vbxyext


















MeasurementReport-vbxyext-IEs,














nonCriticalExtensions

















SEQUENCE {}

OPTIONAL













}


OPTIONAL












}


OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v770ext-IEs ::= SEQUENCE {

measuredResults





MeasuredResults-v770ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v770xet


OPTIONAL,

eventResults





EventResults-v770ext



OPTIONAL,


ue-Positioning-OTDOA-MeasuredResults











UE-Positioning-OTDOA-MeasuredResultsTDD-ext

OPTIONAL

}
MeasurementReport-v860ext-IEs ::= SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


measuredResults





MeasuredResults-v860ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v860ext


OPTIONAL,

eventResults





EventResults-v860ext



OPTIONAL,


eutra-MeasuredResults



EUTRA-MeasuredResults



OPTIONAL,


eutra-EventResults




EUTRA-EventResults




OPTIONAL

}

MeasurementReport-v920ext-IEs ::= SEQUENCE {


cSGProximityIndication



CSGProximityIndication



OPTIONAL,


measuredResults





MeasuredResults-v920ext



OPTIONAL,


measuredResultsOnSecUlFreq


MeasuredResultsOnSecUlFreq


OPTIONAL,

additionalMeasuredResults


MeasuredResultsList-v920ext


OPTIONAL,


additionalMeasuredResultsOnSecUlFreq











MeasuredResultsListOnSecUlFreq

OPTIONAL,


eventResultsOnSecUlFreq



EventResultsOnSecUlFreq



OPTIONAL,

eutra-MeasuredResults



EUTRA-MeasuredResults-v920ext

OPTIONAL

}

MeasurementReport-v970ext-IEs ::= SEQUENCE {


measurementIdentity




MeasurementIdentityExt


OPTIONAL

}
MeasurementReport-va40ext-IEs ::= SEQUENCE {


eventResults





EventResults-va40ext



OPTIONAL,


loggedMeasAvailable




ENUMERATED { true }




OPTIONAL,


loggedANRResultsAvailable


ENUMERATED { true }




OPTIONAL

}

MeasurementReport-vbxyext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHeutraFreq

MeasuredResultsOnRACHeutraFreq

OPTIONAL

}
/-------- next change -------/
-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v7b0NonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v7b0ext

















RRCConnectionRequest-v7b0ext-IEs,











v860NonCriticalExtensions

SEQUENCE {












rrcConnectionRequest-v860ext

















RRCConnectionRequest-v860ext-IEs,












v7e0NonCriticalExtensions

SEQUENCE {













rrcConnectionRequest-v7e0ext

















RRCConnectionRequest-v7e0ext-IEs,













v7g0NonCriticalExtensions

SEQUENCE {














rrcConnectionRequest-v7g0ext

















RRCConnectionRequest-v7g0ext-IEs,














v920NonCriticalExtensions

SEQUENCE {















rrcConnectionRequest-v920ext

















RRCConnectionRequest-v920ext-IEs,















v940NonCriticalExtensions
SEQUENCE {
















rrcConnectionRequest-v940ext

















RRCConnectionRequest-v940ext-IEs,
















va40NonCriticalExtensions

















RRCConnectionRequest-NonCriticalExts-va40-IEs

















}
OPTIONAL














}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-v770ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7b0ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportForE-FDPCH




ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7e0ext-IEs ::=
SEQUENCE {



supportForCSVoiceoverHSPA


ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v7g0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

RRCConnectionRequest-v860ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,



multiCellSupport




ENUMERATED { true }




OPTIONAL,



pre-redirectionInfo




Pre-RedirectionInfo




OPTIONAL,



supportOfMACiis





ENUMERATED { true }




OPTIONAL,



supportOfSPSOperation



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v920ext-IEs ::=
SEQUENCE {


-- User equipment IEs



supportOfDualCellMIMO



ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v940ext-IEs ::=
SEQUENCE {


-- User equipment IEs



systemInformationContainerStoredIndicator
ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-NonCriticalExts-va40-IEs ::=
SEQUENCE {


rrcConnectionRequest-va40ext

RRCConnectionRequest-va40ext-IEs,

vbxyNonCriticalExtensions

SEQUENCE {



rrcConnectionRequest-vbxyext





RRCConnectionRequest-vbxyext-IEs,


nonCriticalExtensions



SEQUENCE {} OPTIONAL

}
}
RRCConnectionRequest-va40ext-IEs ::=
SEQUENCE {


-- User equipment IEs



-- For 1.28 Mcps TDD, IE ”supportOfMoreThanTwoCells” represent MU-MIMO capability,



-- higherRate indicates uplink and downlink MU-MIMO, lowerRate indicates uplink MU-MIMO



supportOfMoreThanTwoCells


ENUMERATED { higherRate, lowerRate }

OPTIONAL,



supportOf1stFrequencyBand


ENUMERATED { true }






OPTIONAL,



supportOf2ndFrequencyBand


ENUMERATED { true }






OPTIONAL

}

RRCConnectionRequest-vbxyext-IEs ::=
SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHeutraFreq

MeasuredResultsOnRACHeutraFreq

OPTIONAL

}

/-------- next change -------/
-- ***************************************************

--

-- UPLINK DIRECT TRANSFER

--

-- ***************************************************

UplinkDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




uplinkDirectTransfer-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE {





uplinkDirectTransfer-v690ext

UplinkDirectTransfer-v690ext-IEs,




v7g0NonCriticalExtensions


SEQUENCE {






uplinkDirectTransfer-v7g0ext

UplinkDirectTransfer-v7g0ext-IEs,





vbxyNonCriticalExtensions


SEQUENCE {







uplinkDirectTransfer-vbxyext

UplinkDirectTransfer-vbxyext-IEs,






nonCriticalExtensions



SEQUENCE {}

OPTIONAL





}
OPTIONAL




}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

UplinkDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq



OPTIONAL

}

UplinkDirectTransfer-v7g0ext-IEs ::=
SEQUENCE {


-- Measurement IEs



measuredResultsOnRACH-v7g0ext

MeasuredResultsOnRACH-v7g0ext

OPTIONAL

}

UplinkDirectTransfer-vbxyext-IEs ::=
SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHeutraFreq

MeasuredResultsOnRACHeutraFreq

OPTIONAL

}

/-------- next change -------/
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,

/-------- text omitted -------/
SysInfoType18 ::=





SEQUENCE {



idleModePLMNIdentities


PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentities
PLMNIdentitiesOfNeighbourCells

OPTIONAL,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoType18-v6b0ext


SysInfoType18-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoType18-v860ext


SysInfoType18-v860ext,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}
SysInfoType18-v6b0ext ::=



SEQUENCE {



idleModePLMNIdentitiesSIB11bis

PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentitiesSIB11bis
PLMNIdentitiesOfNeighbourCells

OPTIONAL

}

SysInfoType18-v860ext ::=



SEQUENCE {



idleModePLMNIdentities



PLMNIdentitiesOfNeighbourCells-v860ext
OPTIONAL,



connectedModePLMNIdentities


PLMNIdentitiesOfNeighbourCells-v860ext
OPTIONAL

}

SysInfoType19 ::=





SEQUENCE {


-- Measurement IEs



utra-PriorityInfoList



UTRA-PriorityInfoList,



gsm-PriorityInfoList



GSM-PriorityInfoList




OPTIONAL,



eutra-FrequencyAndPriorityInfoList
EUTRA-FrequencyAndPriorityInfoList

OPTIONAL,


-- Extension mechanism for non-release8 information



v920NonCriticalExtensions

SEQUENCE {




sysInfoType19-v920ext


SysInfoType19-v920ext,



vbxyNonCriticalExtensions

SEQUENCE {





sysInfoType19-vbxyext


SysInfoType19-vbxyext,





nonCriticalExtensions


SEQUENCE {}







OPTIONAL



}
OPTIONAL


}
OPTIONAL

}

SysInfoType19-v920ext ::=



SEQUENCE {



utra-PriorityInfoList-v920ext




UTRA-PriorityInfoList-v920ext,



eutra-FrequencyAndPriorityInfoList-v920ext

EUTRA-FrequencyAndPriorityInfoList-v920ext

}
SysInfoType19-vbxyext ::=



SEQUENCE {


-- Measurement IEs


eutra-FrequencyRACHReportingInfo


EUTRA-FrequencyRACHReportingInfo


OPTIONAL

}

SysInfoType20 ::=




SEQUENCE {



hNBName






HNBName








OPTIONAL,



nonCriticalExtensions


SEQUENCE {}







OPTIONAL

}

SysInfoTypeSB1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB1-v6b0ext


SysInfoTypeSB1-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoTypeSB1-v860ext


SysInfoTypeSB1-v860ext,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

/-------- next change -------/
EUTRA-SIacquisitionResults ::= 

SEQUENCE {


cgiInfo







SEQUENCE {



plmn-Identity 





PLMN-Identity,



cellIdentity 





BIT STRING (SIZE (28)),



trackingAreaCode 




BIT STRING (SIZE (16))


},


csgIdentity






CSG-Identity





OPTIONAL,

csgMemberIndication




ENUMERATED { member }



OPTIONAL
}

EUTRA-FrequencyRemoval ::=


CHOICE {



removeAllFrequencies


NULL,



removeSomeFrequencies


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EARFCN,



removeNoFrequencies



NULL

}

EUTRA-FrequencyInfoList ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo

EUTRA-FrequencyInfo ::=



SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL

}
EUTRA-FrequencyRACHReportingInfo ::= SEQUENCE {


eutra-FrequencyRepQuantityRACH



ENUMERATED { rsrp, rsrq },


eutra-FrequencyRACHReportingThreshold

INTEGER (0..97)

}
EUTRA-MeasurementBandwidth ::=

ENUMERATED { mbw6, mbw15, mbw25, mbw50, mbw75, mbw100 }

Event1a ::=






SEQUENCE {


triggeringCondition




TriggeringCondition2,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList




OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

Event1a-r4 ::=





SEQUENCE {


triggeringCondition




TriggeringCondition2,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList-r4



OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

Event1a-OnSecUlFreq-r9 ::=





SEQUENCE {


triggeringCondition




TriggeringCondition2,


reportingRange





ReportingRange,


forbiddenAffectCellListOnSecULFreq
ForbiddenAffectCellListOnSecULFreq

OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

Event1a-LCR-r4 ::=




SEQUENCE {


triggeringCondition




TriggeringCondition2,


reportingRange





ReportingRange,


forbiddenAffectCellList



ForbiddenAffectCellList-LCR-r4


OPTIONAL,


w








W,


reportDeactivationThreshold


ReportDeactivationThreshold,


reportingAmount





ReportingAmount,


reportingInterval




ReportingInterval

}

/-------- next change -------/
MeasuredResultsList-v860ext ::=

SEQUENCE (SIZE (1..maxAdditionalMeas)) OF SEQUENCE {


-- The 'measuredResults' element shall be present, if 'v860' extended measurement results


-- associated with the corresponding element in the IE 'MeasuredResultList' shall be


-- provided, otherwise it is not needed


measuredResults





MeasuredResults-v860ext




OPTIONAL

}

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss,






spare







NULL 





}




},




tdd








SEQUENCE {





-- For 3.84 Mcps, 7.68 Mcps and 1.28 Mcps TDD





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}

MeasuredResultsOnRACH-v7g0ext ::= 
SEQUENCE {



currentCell-DeltaRSCP



DeltaRSCPPerCell




OPTIONAL,



monitoredCellRACH-List-v7g0ext

MonitoredCellRACH-List-v7g0ext

OPTIONAL

}

--The order of the list corresponds to the order of the cells in MonitoredCellRACH-List

MonitoredCellRACH-List-v7g0ext ::= SEQUENCE (SIZE (1..8)) OF













DeltaRSCPPerCell

MeasuredResultsOnRACHinterFreq ::=

SEQUENCE {


interFreqCellIndication-SIB11


INTEGER (0..1),


interFreqCellIndication-SIB12


INTEGER (0..1),


interFreqRACHRepCellsList



InterFreqRACHRepCellsList

}

MeasuredResultsOnRACHeutraFreq ::=

SEQUENCE {

FFS
}

MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementCommand-r4 ::=


CHOICE {


setup







MeasurementType-r4,


modify







SEQUENCE {



measurementType





MeasurementType-r4



OPTIONAL


},


release







NULL

}

MeasurementCommand-r6 ::=


CHOICE {


setup







MeasurementType-r6,


modify







SEQUENCE {



measurementType





MeasurementType-r6



OPTIONAL


},


release







NULL

}
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