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	CDMA2000 operators have a deployed base of CDMA2000 femtocells.  When such a CDMA2000 operator deploys a LTE network and supports voice through 1xCSFB, they would like the ability to move the UE from LTE macro eNB to CDMA2000 Femto during the CSFB procedure.  Adding support for CDMA2000 femtocells in the Proximity Indication will helpthis use-case.  
More details are in the accompanying discussion paper (R2-122426).
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	Circuit Switched Fallback from LTE macro eNB to 1x Femtocell will not be efficient.
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<< Skipped unchanged paragraphs>>
4.3.10
CSG Proximity Indication parameters
4.3.10.1
intraFreqProximityIndication
This parameter defines whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

4.3.10.2
interFreqProximityIndication
This parameter defines whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

4.3.10.3
utran-ProximityIndication
This parameter defines whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

4.3.10.4
cdma2000-ProximityIndication
This parameter defines whether the UE supports proximity indication for CDMA2000 femtocells in the UE’s preferred femtocell list.
<< Skipped unchanged paragraphs>>
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