3GPP TSG RAN WG2 Meeting #80


R2-125192
New Orleans, USA, 12 - 16 November 2012

3GPP TSG SA WG5 (Telecom Management) Meeting #85
S5-122484
8-12 October; Kyoto, Japan
Title:
LS on MDT agreements in RAN2
Response to:
LS (S5-122308/R2-124342) on on MDT agreements in RAN2 from RAN2
Release:
Rel-11
Work Item:
OAM-ePM-UE
Source:
SA5
To:
RAN2
Cc:


Contact Person:
Name:
Gyula Bodog
E-mail Address:
gyula (dot) Bodog (at) nsn (dot) com
Attachments:
-
1. Overall Description:

SA5 has analysed the RAN2 agreement and has come to the following conclusion.
In UMTS several measurements have been already specified (e.g.  M1and M2 measurements) with reporting interval defined as an enum type with the following values:

· 250 ms (0), 500 ms (1), 1000 ms (2), 2000 ms (3), 3000 ms (4),4000 ms (5), 6000 ms (6), 8000 ms (7), 12000 ms (8), 16000 ms (9), 20000 ms (10), 24000 ms (11), 28000 ms (12), 32000 ms (13), 64000 ms (14)
However, in the LS R2-124342 RAN2 has informed SA5 that the reporting interval value range for the measurements  M6 and M7 is in the range of 1..64 seconds. 

SA5 believes that, from the OAM point of view, it is beneficial to have the possibility of aligned reporting interval(s) for all UMTS measurements (M1, M2, M3, M4, M5, M6, and M7), to facilitate the correlation of different measurements in post-processing.

Therefore, SA5 would like to ask RAN2 to confirm if there was any specific reason to provide the value range for reporting interval of M6 and M7 measurements in a different format and whether it is acceptable to use the same enum format for measurements M1, M2, M3, M4, M5, M6 and M7? 
2. Actions:

To RAN2group.

ACTION: 
SA5 asks RAN2 group to clarify the above question.
3. Date of Next SA5 Meetings:

SA5#86
12-16 November 2012
New Orleans(US)
