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6.2.2
Message definitions

<Cut until the next modification>
–
InDeviceCoexIndication

The InDeviceCoexIndication message is used to inform E-UTRAN about IDC problems which can not be solved by the UE itself, as well as to provide information that may assist E-UTRAN when resolving these problems.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

InDeviceCoexIndication message

-- ASN1START

InDeviceCoexIndication-r11 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



inDeviceCoexIndication-r11



InDeviceCoexIndication-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}
InDeviceCoexIndication-r11-IEs ::=
SEQUENCE {


affectedCarrierFreqList-r11


AffectedCarrierFreqList-r11




OPTIONAL,

tdm-AssistanceInfo-r11



TDM-AssistanceInfo-r11





OPTIONAL,


lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



SEQUENCE {}








OPTIONAL

}

AffectedCarrierFreqList-r11 ::=
SEQUENCE (SIZE (1..maxFreqIDC-r11)) OF AffectedCarrierFreq-r11

AffectedCarrierFreq-r11 ::=
SEQUENCE {


carrierFreq-r11



MeasObjectId,


interferenceDirection-r11
ENUMERATED {eutra, other, both, spare}

}

TDM-AssistanceInfo-r11 ::=
CHOICE {


drx-AssistanceInfo-r11



SEQUENCE {



drx-CycleLength-r11




ENUMERATED {sf40, sf64, sf80, sf128, sf160,













 sf256, spare2, spare1},



drx-Offset-r11





INTEGER (0..255) 
OPTIONAL,


drx-ActiveTime-r11




ENUMERATED {sf20, sf30, sf40, sf60, sf80,












 sf100, spare2, spare1}

},


idc-SubframePatternList-r11


IDC-SubframePatternList-r11,

...

}

IDC-SubframePatternList-r11 ::=
SEQUENCE (SIZE (1..maxSubframePatternIDC-r11)) OF IDC-SubframePattern-r11

IDC-SubframePattern-r11 ::= CHOICE {


subframePatternFDD-r11



BIT STRING (SIZE (40)),


subframePatternTDD-r11



CHOICE {



subframeConfig0-r11




BIT STRING (SIZE (70)),



subframeConfig1-5-r11



BIT STRING (SIZE (10)),



subframeConfig6-r11




BIT STRING (SIZE (60))


},


...

}
-- ASN1STOP
	InDeviceCoexIndication field descriptions

	affectedCarrierFreqList

List of E-UTRA carrier frequencies affected by IDC problems. 

	drx-CycleLength

Indicates the desired DRX cycle length that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf64 corresponds to 64 subframes and so on.

	drx-Offset

Indicates the desired DRX starting offset that the E-UTRAN is recommended to configure. If drx-CycleLength-r11 is configured, the starting frame and subframe satisfy the relation [(SFN * 10) + subframe number] modulo (drx-CycleLength-r11) = drx-Offset-r11.

	drx-ActiveTime

Indicates the desired active time that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf20 corresponds to 20 subframe, sf30 corresponds to 30 subframes and so on.

	idc-SubframePatternList
A list of one or more subframe patterns indicating which HARQ process E-UTRAN is requested to abstain from using. Value 0 indicates that E-UTRAN is requested to abstain from using the subframe. The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Note.

	interferenceDirection
Indicates the direction of IDC interference.  Value eutra indicates that only E-UTRA is victim of IDC interference; value other indicates that only another radio is victim of IDC interference; and value both indicates that both E-UTRA and another radio are victims of IDC interference. The other radio refers to either the ISM radio or GNSS (see 3GPP TR 36.816 [63]).


NOTE:
For TDD, a subframe pattern follows HARQ time line, as specified in TS 36.213, i.e. if a subframe is set to 1 in the subframe pattern, also the corresponding subframes carrying the potential UL grant [23, 8.0], the UL HARQ retransmission [23, 8.0] and the DL/UL HARQ feedback [23, 7.3, 8.3 and 9.1.2] are set to 1. For FDD, a subframe pattern indicates only UL subframes, i.e. unusable DL subframes are implicitly indicated. The eNB is requested to abstain from requiring UE to perform UL transmission (both scheduled and periodic) in the UL subframes where the value 0 is indicated.
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