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	Reason for change:
(

	With the CRs 5117, 5118, 5119, 5120 (approved in RAN#57 in RP-121357) the default configuration #23 was invalidated in Rel-8 and re-introduced with the missing IE "Include in Scheduling Info" set to TRUE from Rel-9 onwards.

Further, with CR 5125 (approved in RAN#57 in RP-121382) the missing IE "Include in Scheduling Info" was added in default configuration #17 with value FALSE in Rel-11 but with magic sentence wrt implemention in earlier releases. But due to this the highlighted part in Note 7 wrt the difference between default configuration #23 and default configuration #17 may cause some confusion in the Rel-9/10 versions of 25.331:
NOTE 7:
The difference between default configuration #23 and default configuration #17 (Signalling on E-DCH + HS-DSCH) resides in the IE "E-DCH MAC-d flow identity" and IE "MAC-d Flow Identity" (6 in #23, 0 in #17), in IE "transmissionGrantType" (scheduledTransmissionGrantInfo in #23, non-ScheduledTransGrantInfo in #17) and in IE "Include in Scheduling Info" (TRUE in #23, FALSE in #17).
To fix this issue the highlighted part in Note 7 should be removed in the Rel-9/10 versions of 25.331.


	
	

	Summary of change:
(

	  In subclause 13.7 the ambiguous part in Note 7 wrt the difference between

  default configuration #23 and default configuration #17 in IE "Include in 
  Scheduling Info" (TRUE in #23, FALSE in #17) has been removed.
Impact Analysis

Impacted functionality:

The change impacts the use of default configuration #23.
Inter-operability:

There are no interoperability issues.
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not approved:
	The part in Note 7 wrt the difference between default configuration #23 and default configuration #17 in IE "Include in Scheduling Info" (TRUE in #23, FALSE in #17) may cause some confusion.
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	Other comments:
(

	The correction in Note 7 affects only the Rel-9/10 versions of 25.331, so that there is no need for a Rel-11 shadow CR.


13.7
Parameter values for default radio configurations
*** TEXT OMITTED ***
	Configuration
	Signalling on E-DCH + HS-DSCH; Scheduled. (see NOTE 7)

	Ref 25.993
	-

	Default configuration identity
	23

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3



	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>timerRST
	RB1: N/A

RB2- RB3: 200

	>>max-RST
	RB1: N/A

RB2- RB3: 1

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

	>>>TimerPoll
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>PollWindow
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>DL RLC PDU size
	RB1-RB3: 144

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

	>>dl-UM-RLC-LI-size
	7

	Rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>UplinkTransport ChannelTypeChoice
	

	>>ul-TransportChannelType
	E-DCH

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	>>>E-DCH MAC-d flow identity 
	RB1-RB3: 6

	>>>DDI
	RB1: 1, RB2: 2, RB3: 3

	>>>>RLC PDU size
	144

	>>>Include in Scheduling Info
	TRUE

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

	>DL-logicalChannelMappings
	OneLogicalChannel

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	HS-DSCH

	>>>>Mac-d flow identity
	RB1- RB3: 6

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	E-DCH

	>UL Transport channel identity
	

	> UL-ParametersChoice
	

	>> E-DCH Transmission Time Interval
	10

	>> HARQ info for E-DCH
	

	>>> HARQ RV Configuration
	Rvtable

	>> Added or reconfigured E-DCH MAC-d flow
	One MAC-d flow

	>>> E-DCH MAC-d flow identity
	6

	>>> E-DCH MAC-d flow power offset
	4

	>>> E-DCH MAC-d flow maximum number of  retransmissions
	5

	>>> E-DCH MAC-d flow multiplexing list
	0

	>>> transmission grant typeChoice
	

	>>>> Scheduled transmission grant info
	

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	HS-DSCH

	>DL-ParametersChoice
	

	>>HARQ Info
	

	>>>Number of Processes 
	6

	>>>Memory PartitioningChoice
	

	>>>>Implicit
	

	>>Added or reconfigured MAC-d flow
	

	>>> MAC-hs queue to add or reconfigure list
	

	>>>>MAC-hs queue Id
	0

	>>>>MAC-d Flow Identity
	6

	>>>>T1
	100

	>>>>MAC-hs window size
	12

	>>>>MAC-d PDU size info
	

	>>>>>MAC-d PDU size
	148

	>>>>>MAC-d PDU size index
	0

	TrCH INFORMATION, COMMON
	Null


NOTE 7:
The difference between default configuration #23 and default configuration #17 (Signalling on E-DCH + HS-DSCH) resides in the IE "E-DCH MAC-d flow identity" and IE "MAC-d Flow Identity" (6 in #23, 0 in #17) and in IE "transmissionGrantType" (scheduledTransmissionGrantInfo in #23, non-ScheduledTransGrantInfo in #17).
End
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