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	Reason for change:
(

	In case HSPA is disabled in a Cell, UE in CELL_FACH, CELL_PCH state will continue to listen to their dedicated H-RNTI, but the Node B may have deleted their H-RNTI. One way to connect back to those UE is to use "BCCH modification info" and ask the UE to check the SIBs. The SIB should indicate R99 DL parameters so that the UE will listen again to R99 channels. Then the SIBs can be changed again to HS-DSCH reception.
This requires however to wait :

-a full DRX cycle to read all the UE on PICH (in CELL_PCH)

-a full SIB scheduling cycle to be sure that the UEs have read the SIB5.

During this time all new UE entering the cell will switch to R99 Channel.



	
	

	Summary of change:
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	It is clarified that the Network can use BCCH specific H-RNTI to alert UE about a change in the SIBs, even if the new SIBs does not contains "HS-DSCH common system information"
The early implementation of the CR does not cause interoperability issue.
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	Some UE may not consider the new SIBs if BCCH Specific H-RNTI is used and SIBs does not contains "HS-DSCH common system information"
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8.1.1.7.1
Modification of system information blocks using a value tag
Upon modifications of system information blocks using value tags, UTRAN should notify the new value tag for the master information block in the IE "BCCH modification info", transmitted in the following way:

1>
to reach UEs in idle mode, and in CELL_PCH state and URA_PCH state with S-CCPCH assigned, the IE "BCCH modification info" is contained in a PAGING TYPE 1 message transmitted on the PCCH in all paging occasions in the cell;

1>
to reach UEs in CELL_PCH state and URA_PCH state with HS-DSCH assigned and no dedicated H-RNTI assigned, the IE "BCCH modification info" is contained in a PAGING TYPE 1 message transmitted on the PCCH in all paging occasions in the cell;

1>
to reach UEs in CELL_FACH state or TDD UEs in CELL_DCH with S-CCPCH assigned, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on at least one FACH on every Secondary CCPCH in the cell;

1>
for FDD and 1.28 Mcps TDD, to reach UEs in CELL_FACH state with HS-DSCH assigned and in CELL_PCH with HS-DSCH and dedicated H-RNTI assigned, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on the HS-PDSCH indicated with the first indexed HS-SCCH code by the BCCH specific H-RNTI. The network may use this message to inform UE in CELL_FACH or CELL_PCH state that System Information Block type 5 or System Information Block type 5bis does not include IE "HS-DSCH common system information". 
Upon reception of a PAGING TYPE 1 message or a SYSTEM INFORMATION CHANGE INDICATION message containing the IE "BCCH modification info" containing the IE "MIB value tag" but not containing the IE "BCCH modification time", the UE shall perform actions as specified in subclause 8.1.1.7.3.

If the IE "BCCH modification time" is included the UE shall perform actions as specified in subclause 8.1.1.7.2.
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