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	  A UE in RRC_CONNECTED sends the UECapabilityInformation message 
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Impacted functionality:

The changes impact the transmission of UECapabilityInformation message including the INTER RAT HANDOVER INFO message in the ue-CapabilityRAT-Container by a UE supporting both UMTS FDD and TDD.
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1. If the network is implemented according to the CR and the UE is not then the UE cannot set the contents of INTER RAT HANDOVER INFO message in the ue-CapabilityRAT-Container correctly.
2. If the UE is implemented according to the CR and the network is not then the network cannot receive the UECapabilityInformation message including the INTER RAT HANDOVER INFO message in the ue-CapabilityRAT-Container correctly.
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5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes eutra:

3>
include the UE-EUTRA-Capability within a ue-CapabilityRAT-Container and with the rat-Type set to eutra;

3>
if the UE supports FDD and TDD:

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for both FDD and TDD (i.e. functionality supported by both modes);

4>
if (some of) the UE capability fields have a different value for FDD and TDD:

5>
if for FDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field fdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for FDD;

5>
if for TDD, the UE supports additional functionality compared to what is indicated by the previous fields of UECapabilityInformation:

6>
include field tdd-Add-UE-EUTRA-Capabilities and set it to include fields reflecting the additional functionality applicable for TDD;

NOTE:

The UE includes fields of XDD-Add-UE-EUTRA-Capabilities in accordance with the following:

-
The field is included only if one or more of its sub-fields has a value that is different compared to the value signalled elsewhere within UE-EUTRA-Capability;

(this value signalled elsewhere is also referred to as the Common value, that is supported for both XDD modes)

-
For the fields that are included in XDD-Add-UE-EUTRA-Capabilities, the UE sets:

-
the sub-fields that are not allowed to be different the same as the Common value;

-
the sub-fields that are allowed to be different to a value indicating at least the same functionality as indicated by the Common value;

3>
else (UE supports single xDD mode):

4>
set all fields of UECapabilityInformation, except field fdd-Add-UE-EUTRA-Capabilities and tdd-Add-UE-EUTRA-Capabilities (including their sub-fields), to include the values applicable for the xDD mode supported by the UE;

2>
if the ue-CapabilityRequest includes geran-cs and if the UE supports GERAN CS domain:

3>
include the UE radio access capabilities for GERAN CS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-cs;

2>
if the ue-CapabilityRequest includes geran-ps and if the UE supports GERAN PS domain:

3>
include the UE radio access capabilities for GERAN PS within a ue-CapabilityRAT-Container and with the rat-Type set to geran-ps;

2>
if the ue-CapabilityRequest includes utra:

3>
if the UE supports FDD and TDD:
4>
if the utra-Type includes UTRA-FDD:
5>
include the UE radio access capabilities for FDD within a ue-CapabilityRAT-Container and with the rat-Type set to utra;
4>
if the utra-Type includes UTRA-TDD:
5>
include the UE radio access capabilities for TDD within a ue-CapabilityRAT-Container and with the rat-Type set to utra;
3>
else (UE supports single xDD mode):

4>
include the UE radio access capabilities applicable for the xDD mode supported by the UE within a ue-CapabilityRAT-Container and with the rat-Type set to utra;
2>
if the ue-CapabilityRequest includes cdma2000-1XRTT and if the UE supports CDMA2000 1xRTT:

3>
include the UE radio access capabilities for CDMA2000 within a ue-CapabilityRAT-Container and with the rat-Type set to cdma2000-1XRTT;

1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;
Next change
6.2.2
Message definitions

*** TEXT OMITTED ***
–
UECapabilityEnquiry
The UECapabilityEnquiry message is used to request the transfer of UE radio access capabilities for E‑UTRA as well as for other RATs.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

UECapabilityEnquiry message
-- ASN1START

UECapabilityEnquiry ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




ueCapabilityEnquiry-r8



UECapabilityEnquiry-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityEnquiry-r8-IEs ::=

SEQUENCE {


ue-CapabilityRequest



UE-CapabilityRequest,


nonCriticalExtension



UECapabilityEnquiry-v8a0-IEs






OPTIONAL

}

UECapabilityEnquiry-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



UECapabilityEnquiry-v9d0-IEs






OPTIONAL
-- Need OP

}

UECapabilityEnquiry-v9d0-IEs ::= SEQUENCE {


utra-Type-r9





ENUMERATED {UTRA-FDD, UTRA-TDD},

nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}
UE-CapabilityRequest ::=

SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type

-- ASN1STOP

	UECapabilityEnquiry field descriptions

	ue-CapabilityRequest

List of the RATs for which the UE is requested to transfer the UE radio access capabilities i.e. E-UTRA, UTRA, GERAN-CS, GERAN-PS, CDMA2000.

	utra-Type
Indicates to the UE which radio access capabilities to transfer, i.e. for UTRA FDD or UTRA TDD.


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE {


ue-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList,


nonCriticalExtension



UECapabilityInformation-v8a0-IEs






OPTIONAL

}

UECapabilityInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

*** TEXT OMITTED ***
End
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