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//------------------------------------unmodified sections omitted---------------------------------//
7
Conditionally Mandatory features
7.1
Access control features

7.1.1
SSAC

It is mandatory to support Service Specific Access Control as specified in [5, 5.3.3.10] for UEs which are IMS voice capable in LTE.

7.1.2
CSFB Access Barring Control

It is mandatory to support CSFB Access Barring Control as specified in [5, 5.3.3.2] for UEs which are supporting CSFB to UTRA or GERAN. 
7.2
Emergency call features

7.2.1
IMS emergency call

It is mandatory to support IMS emergency call for UEs which are IMS voice capable in LTE.
7.3
MAC features

7.3.1
SR mask

It is mandatory to support configuration indicated by logicalChannelSR-Mask for UE which have set bit number 29 of featureGroupIndicators to “1” as specified in [5].

7.3.2
Power Management Indicator in PHR

Power management indicator in PHR is mandatory to support for UE applying additional power backoff due to power management (as allowed by P-MPR [6]).
7.4
Inter-RAT Mobility features

7.4.1
High Priority CSFB redirection

It is mandatory to support the RRCConnectionRelease indicating 'cs-FallbackHighPriority' for UEs which are supporting CSFB to UTRA as specified in [5].

7.5
Delay Tolerant Access Features

7.5.1
extendedWaitTime

It is mandatory to support the RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime for UEs which do support Delay Tolerant Access as specified in [5].
7.6
RRC Connection

7.6.1
Additional Spectrum Emission
It is mandatory to support handling of additionalSpectrumEmissionPCell for UEs which are carrier aggregation capable.
7.x
Multiple Frequency Band Indicators
It is mandatory for UE to support the Multiple Frequency Band Indicator feature if the UE supports a band which has overlap with other bands defined in 3GPP, otherwise not applicable. Note that these other bands may not be supported by the UE, but the UE shall understand the EARFCN signalling for all these bands which overlap with the UE supported band(s) as specified in [5] [15].
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