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1
Introduction

In the last RAN2 #79bis meeting, we discussed UE’s optional behaviour of CSI/SRS reporting and agreed to mandate CSI/SRS reporting for the subframes where UL-SCH data and HARQ feedback is transmitted. The discussion is still on-going regarding the NOTE which allows CSI/SRS reporting optionality for certain cases [1]. 

If RAN2 decides to leave the NOTE as it is, the specification does not allow CSI/SRS reporting optionality during On Duration, which may not be fulfilled if the On Duration pops up unexpectedly.
This contribution suggests a simple solution to handle unexpected On Duration, in case that the NOTE is not removed. 
2
Discussion

The problem is that the UE cannot report CSI/SRS during On Duration if the On Duration pops up unexpectedly. 
If CQI-masking is configured, the UE shall report the CQI/PMI/RI/PTI on PUCCH and/or type-0-triggered SRS transmissions when onDurationTimer is running. This requirement can be fulfilled if the UE has enough time, say 4 ms, to prepare CSI/SRS reports before going into On Duration. The current NOTE is introduced under the assumption that the UE can always expect On Duration at least 4 ms beforehand.

However, there are cases the On Duration pops up unexpectedly (i.e. state change is made within 4 ms), as explained in R2-123455. 
case 1) The UE in Short DRX expects to move to Long DRX, but is still kept in Short DRX.

case 2) The UE in Long DRX suddenly moves to Short DRX.

We think that this issue can be solved by restricting the mandatory CSI/SRS reporting only for the expected On Duration. This can be realized by simple change in the NOTE. 
Proposal 1. To allow an optionality of CSI/SRS reporting for unexpected On Duration. 
3
Conclusion

In this contribution, we present LGE’s view on the problem of CSI/SRS reporting in DRX operation. We propose that;

Proposal 1. To allow an optionality of CSI/SRS reporting for unexpected On Duration.

A draft CR is provided in [2] to show how the Proposal is implemented.
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