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	Reason for change:
(

	According to TS36.331, the UE shall indicate to upper layers that the CS Fallback procedure has failed if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to TRUE. 
In 5.6.1.6 of TS24.301, the corresponding NAS behaviour is:
   b)
Lower layer failure or release of the NAS signalling connection before the    

        service request procedure is completed (see subclause 5.6.1.4) or before    

         SERVICE REJECT message is received


     If the service request was initiated for CS fallback, the UE shall select    

        GERAN or UTRAN radio access technology. The UE then proceeds with    

        appropriate MM and CC specific procedures. The EMM sublayer shall not      

        indicate the abort of the service request procedure to the MM sublayer.
According to 5.6.1.6 of TS24.301, in case of lower layer failure if the service request was initiated for 1xCS fallback, the UE shall either:

-
select cdma2000® 1x radio access technology and proceed with appropriate cdma2000® 1x CS call processing; or

-
perform cell selection according to 3GPP TS 36.304 [21]. 

But in TS36.331, there is no any interaction between AS and NAS for eCSFB failure case;

Therefore NAS behaviours on 1xCS fallback failure will be never performed.

	
	

	Summary of change:
(

	the UE shall indicate to upper layers that the CS Fallback procedure has failed if e-CSFB is present:
Implementation of this CR by a Rel 9 or Rel 10 UE will not cause any compatibility issues.
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not approved:
	In case of CSFB failure using eCSFB, NAS recovery action (select cdma2000 RAT) will not be performed.
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5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
if T304 expires (mobility from E-UTRA failure); or

1>
if the UE does not succeed in establishing the connection to the target radio access technology; or

1>
if the UE is unable to comply with (part of) the configuration included in the MobilityFromEUTRACommand message; or

1>
if there is a protocol error in the inter RAT information included in the MobilityFromEUTRACommand message, causing the UE to fail the procedure according to the specifications applicable for the target RAT:

2>
stop T304, if running;

2>
if the cs-FallbackIndicator in the MobilityFromEUTRACommand message was set to TRUE or e-CSFB is present:

3>
 indicate to upper layers that the CS Fallback procedure has failed;

2>
revert back to the configuration used in the source PCell, excluding the configuration configured by the physicalConfigDedicated, mac-MainConfig and sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7;

NOTE:
For enhanced CS fallback to CDMA2000 1xRTT, the above UE behavior applies only when the UE is attempting the enhanced 1xRTT CS fallback and connection to the target radio access technology fails or if the UE is attempting enhanced 1xRTT CS fallback along with concurrent mobility to CDMA2000 HRPD and connection to both the target radio access technologies fails.
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