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1. Introduction

At RAN4#60, RAN4 has identified the issue that in certain deployment scenarios, RSRQ measurements over narrow measurement bandwidth are not accurate, which may impact triggering of RSRQ based cell reselections and handovers [1]. After extensive studies and discussion during RAN4#61-65, RAN4 has concluded that for both connected and idle state in UTRAN and E-UTRAN, wideband RSRQ measurements would be introduced [2] [3].

According to [3], in UTRAN idle mode, CELL_PCH, URA_PCH and CELL_FACH state, the wideband RSRQ measurements is applicable during cell reselection to E-UTRA.
However, in Rel-11 Further Enhancements to CELL_FACH WI, in order to improve the U2L redirection robustness in CELL_FACH state, the dedicated E-UTRA measurement and reporting for CELL_FACH have been introduced [4]. This is not covered in RAN4 wideband RSRQ measurements discussion. The dedicated E-UTRA measurement and reporting for CELL_FACH is similar as that of CELL_DCH. When UE receives E-UTRA measurement and reporting configuration in CELL_FACH, it shall stop cell reselection to E-UTRA and begin measurements and reporting on the designated E-UTRA frequencies. In case certain deployment scenarios as described in [1], if the UE does not perform wider RSRQ measurements, the E-UTRA measured results would be inaccurate and the U2L redirection would be failed. Therefore, it is necessary for UE to perform the wideband RSRQ measurements for CELL_FACH dedicated E-UTRA measurement and reporting.
Proposal 1: It is proposed to introduce the wideband RSRQ measurements for CELL_FACH dedicated E-UTRA measurement and reporting.
2. Conclusions
In this contribution, we discuss the wideband RSRQ measurements for CELL_FACH dedicated E-UTRA measurement and reporting and it is proposed RAN2 to discuss and agree on the following proposal:
Proposal 1: It is proposed to introduce the wideband RSRQ measurements for CELL_FACH dedicated E-UTRA measurement and reporting.

The corresponding CR is provided in [5].
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