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***** Start of Change*****

8.1.3.5
Cell re-selection, T300 or T318 timeout
1>
if the UE has not yet received an RRC CONNECTION SETUP message with the value of the IE "Initial UE identity" equal to the value of the variable INITIAL_UE_IDENTITY; and

1>
if cell re-selection or expiry of timer T300 or timer T318 occurs:

the UE shall:

1>
if the UE performs cell reselection:

2>
clear the variable SYSTEM_INFORMATION_CONTAINER.

1>
check the value of V300; and

2>
if V300 is equal to or smaller than N300:

3>
if cell re-selection occurred:

4>
set CFN in relation to SFN of current cell according to subclause 8.5.15.

4>
for FDD and 1.28 Mcps TDD, if the UE supports HS-DSCH reception in CELL_FACH state and if IE: "HS-DSCH common system information" is included in System Information Block type 5 or System Information Block type 5bis:

5>
if variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

6>
reset the MAC-ehs entity [15].

5>
else:

6>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to TRUE;

6>
start receiving the HS-DSCH according to the procedure in subclause 8.5.37.

3>
set the IEs in the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

3>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13; and

3>
apply the given Access Service Class when accessing the RACH or the common E-DCH (for the Enhanced Uplink in CELL_FACH state and Idle mode);

3>
submit a new RRC CONNECTION REQUEST message to lower layers for transmission on the uplink CCCH;

3>
increment counter V300;

3>
restart timer T300 when the MAC layer indicates success or failure to transmit the message.

2>
if V300 is greater than N300:

3>
enter idle mode.

3>

consider the procedure to be unsuccessful;
3>
if UE find continuously that V300 is greater than N300 in same cell:
4>
consider the cell to be barred according to [4]; and

4>
consider the barred cell as using the value "allowed" in the IE "Intra-fraquency cell re-slection indicator" , and the "320 (or 160) " seconds in the IE "Tbarred".
3>
Other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

3>
the procedure ends.
***** End of Change*****
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