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	 In the field description of svReqList, it indicates that “This field defines the SV for which the navigation model assistance is requested. Each bit position in this BIT STRING represents a SV-ID. Bit 1 represents SV-ID=1 and bit 64 represents SV-ID=64. A one-value at a bit position means the navigation model data for the corresponding SV-ID is requested, a zero-value means not requested.” But in fact, the value range of SV-ID is defined to (0...63) instead of (1...64) in specification 36.355. So the field description of svReqList should be corrected, i.e “Bit 1 represents SV-ID=0 and bit 64 represents SV-ID=63”.
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	Correct the SV-ID value range in the field description of svReqList.
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6.5.2.4
GNSS Assistance Data Request Elements

–
GNSS-NavigationModelReq

The IE GNSS-NavigationModelReq is used by the target device to request the GNSS-NavigationModel assistance from the location server.
-- ASN1START

GNSS-NavigationModelReq ::= 
CHOICE {


storedNavList

StoredNavListInfo,


reqNavList


ReqNavListInfo,


...

}

StoredNavListInfo ::= SEQUENCE { 


gnss-WeekOrDay


INTEGER (0..4095),


gnss-Toe



INTEGER (0..255),


t-toeLimit



INTEGER (0..15),


satListRelatedDataList
SatListRelatedDataList
OPTIONAL,


...

}

SatListRelatedDataList ::= SEQUENCE (SIZE (1..64)) OF SatListRelatedDataElement

SatListRelatedDataElement ::= SEQUENCE {


svID 



SV-ID,

iod 



BIT STRING (SIZE(11)),


clockModelID

INTEGER (1..8)


OPTIONAL,

orbitModelID

INTEGER (1..8)


OPTIONAL,




...

}

ReqNavListInfo ::=
SEQUENCE { 


svReqList



BIT STRING (SIZE (64)),


clockModelID-PrefList
SEQUENCE (SIZE (1..8)) OF
INTEGER (1..8)

OPTIONAL,


orbitModelID-PrefList
SEQUENCE (SIZE (1..8)) OF
INTEGER (1..8)

OPTIONAL,



addNavparamReq


BOOLEAN



OPTIONAL,
-- Cond orbitModelID-2

...

}

-- ASN1STOP

	Conditional presence
	Explanation

	orbitModelID-2
	The field is mandatory present if orbitModelID-PrefList is absent or includes a Model-ID = ‘2’; otherwise it is not present.


	GNSS-NavigationModelReq field descriptions

	storedNavList

This list provides information to the location server about which GNSS-NavigationModel data the target device has currently stored for the particular GNSS indicated by GNSS-ID. 

	reqNavList

This list provides information to the location server which GNSS-NavigationModel data are requested by the target device.

	gnss-WeekOrDay 

If GNSS-ID does not indicate ‘glonass’, this field defines the GNSS Week number of the assistance currently held by the target device.

If GNSS-ID is set to ‘glonass’, this field defines the calendar number of day within the four-year interval starting from 1st of January in a leap year, as defined by the parameter NT in [9] of the assistance currently held by the target device.

	gnss-Toe

If GNSS-ID does not indicate ‘glonass’, this field defines the GNSS time of ephemeris in hours of the latest ephemeris set contained by the target device.

If GNSS-ID is set to ‘glonass’, this field defines the time of ephemeris in units of 15 minutes of the latest ephemeris set contained by the target device (range 0 to 95 representing time values between 0 and 1425 minutes). In this case, values 96 to 255 shall not be used by the sender.

	t-toeLimit

If GNSS-ID does not indicate ‘glonass’, this IE defines the ephemeris age tolerance of the target device  in units of hours.

If GNSS-ID is set to ‘glonass’, this IE defines the ephemeris age tolerance of the target device  in units of 30 minutes. 

	satListRelatedDataList

This list defines the clock and orbit models currently held by the target device for each SV. This field is not included if the target device does not have any stored clock and orbit models for any SV.

	svID

This field identifies the particular GNSS satellite.

	iod

This field identifies the issue of data currently held by the target device.

	clockModelID, orbitModelID

These fields define the clock and orbit model number currently held by the target device. If these fields are absent, the default interpretation of the table GNSS-ID to clockModelID & orbitModelID relation below applies. 

	svReqList

This field defines the SV for which the navigation model assistance is requested. Each bit position in this BIT STRING represents a SV-ID. Bit 1 represents SV-ID=0 and bit 64 represents SV-ID=63. A one-value at a bit position means the navigation model data for the corresponding SV-ID is requested, a zero-value means not requested.

	clockModelIDPrefList, orbitModelID-PrefList

These fields define the Model-IDs of the clock and orbit models that the target device wishes to obtain in the order of preference. The first Model-ID in the list is the most preferred model, the second Model-ID the second most preferred, etc. If these fields are absent, the default interpretation of the table GNSS-ID to clockModelID-PrefList & orbitModelIDPrefList relation below applies. 

	addNavparamReq

This field specifies whether the location server is requested to include the addNAVparam fields in GNSS-NavigationModel IE (NavModel-NAVKeplerianSet  field) or not. TRUE means requested. 


GNSS-ID to clockModelID & orbitModelID relation

	GNSS-ID
	clockModelID
	orbitModelID

	gps
	2
	2

	sbas
	5
	5

	qzss
	2
	2

	galileo
	1
	1

	glonass
	4
	4


GNSS-ID to clockModelID-PrefList & orbitModelID-PrefList relation

	GNSS-ID
	clockModelID-PrefList
	orbitModelID-PrefList

	gps
	Model-2
	Model-2

	sbas
	Model-5
	Model-5

	qzss
	Model-2
	Model-2

	galileo
	Model-1
	Model-1

	glonass
	Model-4
	Model-4
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