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	In the current 36.304 spec, the rules for the UE to reselect from LTE CSG cells, and the rules for the UE to reselect to LTE CSG cells, will cause ping-pong reselections between LTE CSG cells and inter-frequency/inter-RAT macro cells. 

In addition, the rules for the UE to reselect from LTE CSG cells to macro cells in 36.304, are different from the rules for the UE to reselect from UMTS CSG cells to macro cells in 25.304.
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	To solve pingpong issue: Align the 36.304 rules for reselection from LTE CSG to inter-frequency/inter-RAT macro cells macro cells, to their counterpart UMTS CSG rules in 25.304.
Impact analysis

Impacted functionality:

LTE CSG feature 
Inter-operability:

No inter-operability problems.

This change is only about UE idle mode reselections at the UE side. 

If the network is implemented according to this CR while the UE is not, no interop problems. 

If the UE is implemented according to this CR while the network is not, no interop problems.
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<Skipping sections>
<First Change>
5.2.4.8

Cell reselection with CSG cells

5.2.4.8.1
Cell reselection from a non-CSG cell to a CSG cell

In addition to normal cell reselection, to detect suitable CSG cells the UE shall use an autonomous search function for CSG cells on non-serving frequencies when at least one CSG ID with associated PLMN identity is included in the UE’s allowed CSG list. This UE autonomous search for CSG cells may also include CSG cells of RATs other than E-UTRAN. The UE may also use autonomous search on the serving frequency. The UE shall disable the autonomous search function for CSG cells if the UE’s allowed CSG list is empty.

If the UE detects one or more suitable CSG cells on different frequencies, then the UE shall reselect to one of the detected cells irrespective of the frequency priority of the cell the UE is currently camped on, if the concerned CSG cell is the highest ranked cell on that frequency.

If the UE detects a suitable CSG cell on the same frequency, it shall reselect to this cell as per normal reselection rules (5.2.4.6.).

If the UE detects one or more suitable CSG cells on another RAT, the UE shall reselect to one of them, if allowed according to [19].

5.2.4.8.2

Cell reselection from a CSG cell

While camped on a suitable CSG cell, the UE shall consider the frequency of the serving cell to be the highest priority frequency (i.e. higher than the eight network configured values) and shall not reselect to non-CSG cell as long as the serving cell remains the highest ranked cell on that frequency. The UE shall apply the normal cell reselection rules as defined in subclause 5.2.4 for cell reselection from a CSG cell to non-CSG cell.
To search for suitable CSG cells on non-serving frequencies, the UE may use an autonomous search function. If the UE detects a CSG cell on a non-serving frequency, the UE may reselect to the detected CSG cell if it is the highest ranked cell on its frequency.

If the UE detects one or more suitable CSG cells on another RAT, the UE may reselect to one of them if allowed according to [19].
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