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1. Overall Description:

RAN2 thanks RAN4 for the LS on the agreements on the UE SCell Activation/Deactivation Minimum Requirements for Release10. RAN2 also has discussed the detailed operation of SCell activation and find the following issue: 
Different HARQ timing for TDD is shown in Table 10.1.3.1-1 of TS 36.213 v10.1.0. Typically eNB can also send Scell activation command in subframe which of HARQ ACK/NACK timing belongs to k=4 in TDD case. Only configuration 6 does not have such subframe which of HARQ ACK/NACK timing belongs to k=4. It means that minimization interruption of Pcell, i.e after N+9 subframe can not be met even though 5m including the subframe when the SCell activation command is received is assumed to decode Scell activation command MAC CE and 5ms is needed for RF returning. If we extend the minimization interruption requirement of Pcell, i.e after N+9 subframe to after N+10 subframe, the ENB can send the Scell activation command in the subframe which of HARQ ACK/NACK timing belongs to k=5. 

Therefore, RAN2 sees following alternatives to realize extend minimization interruption requirement of Pcell to solve this issue:
Alternative 1: extend minimization interruption requirement of Pcell for all TDD configuration 

Alternative 2: extend minimization interruption requirement of Pcell for TDD configuration 6 only 

2. Actions:

To RAN WG4:

ACTION:  RAN2 respectfully asks RAN4 to take the above alternatives into account and update their specifications accordingly if needed.
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