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1. Overall Description:

RAN2 would like to thank SA2 for the LS on Questions to RAN on UPCON.
In response to the request in the LS, RAN WG3 would like to clarify the following:

Question 1: Based on which implementation-independent criteria can the RAN determine whether it experiences user-plane congestion?

Answer 1: both Cell Capacity Class Value and Load Value can be used to describe the UP congestion. However Cell Capacity Class Value and Load Value are more vendor specific, they should be enhanced if we would like to use them to determine the UP congestion in multiple RAN vendor scenario. In addition, latency and data drop rate as defined in TS36.314 can be used to describe the UP congestion in both single vendor and multiple vendor scenarios.
Question 2: To enable that multiple congestion levels can be determined and reported to the Core Network while also ensuring the same severity level being reported by different RAN implementations in similar congestion situations, which implementation-independent criteria need to be configurable by operators in the RAN to enable the RAN to detect and derive the different severity levels of congestion?

Answer 2: Derived factor, e.g load or data drop and granularity, e.g. per QCI or bearer should be configurable by operators in the RAN to enable the RAN to detect and derive the different severity levels of congestion.
2. Actions:

To SA2 group.
ACTION:
RAN2 kindly asks SA2 to take these answers into account.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #83bis
07 – 11 Oct 2013
Ljubljana,, Slovenia.
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11 – 15 Nov 2013
San Francisco, USA

