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5.5.3
Performing measurements

5.5.3.1
General

For all measurements the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting.

The UE shall:

1>
whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell, applying for the PCell the time domain measurement resource restriction in accordance with measSubframePatternPCell, if configured;

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the purpose for the associated reportConfig is set to reportCGI:

3>
if si-RequestForHO is configured for the associated reportConfig:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;

3>
else:

4>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;

NOTE 1:
UE is capable to perform measurements with the purpose set to reportCGI regardless of minimum measurement requirements of parallel measurement cell number per frequency specified in TS 36.133[16].
NOTE 2:
If autonomous gaps are used to perform measurements, the UE is allowed to temporarily abort communication with all serving cell(s), i.e. create autonomous gaps to perform the corresponding measurements within the limits specified in TS 36.133 [16]. Otherwise, the UE only supports the measurements with the purpose set to reportCGI only if E-UTRAN has provided sufficient idle periods.

3>
try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

4>
try to acquire the trackingAreaCode in the concerned cell;

4>
try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

NOTE 3:
The 'primary' PLMN is part of the global cell identity.

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:

4>
try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;

4>
try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:

4>
try to acquire the RAC in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is typeHRPD:

4>
try to acquire the Sector ID in the concerned cell;

3>
if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is type1XRTT:

4>
try to acquire the BASE ID, SID and NID in the concerned cell;

2>
else:

3>
if a measurement gap configuration is setup; or

3>
if the UE does not require measurement gaps to perform the concerned measurements:

4>
if s-Measure is not configured; or

4>
if s-Measure is configured and the PCell RSRP, after layer 3 filtering, is lower than this value:

5>
perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject, applying for neighbouring cells on the primary frequency the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject;

4>
if the ue-RxTxTimeDiffPeriodical is configured in the associated reportConfig:

5>
perform the UE Rx–Tx time difference measurements on the PCell;

2>
perform the evaluation of reporting criteria as specified in 5.5.4;

NOTE 4:
The s-Measure defines when the UE is required to perform measurements. The UE is however allowed to perform measurements also when the PCell RSRP exceeds s-Measure, e.g., to measure cells broadcasting a CSG identity following use of the autonomous search function as defined in TS 36.304 [4].

 [...]
7.1
UE variables

[...]
–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

NOTE:
For the requirements affecting the amount of measurement configuration information, which a UE is required to store: cell storage related requirements are specified in subclause 11.1, and the maximum stored frequencies and RATs are affected by the requirements specified in [16].

VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






INTEGER (-140..-44)




OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL

}

-- ASN1STOP

 [...]
11.1
UE capability related constraints

The following table lists constraints regarding the UE capabilities that E-UTRAN is assumed to take into account.

	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE shall support
	8

	#RLC-AM
	The number of RLC AM entities that a UE shall support
	10

	#minCellperMeasObjectEUTRA
	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store within a MeasObjectEUTRA
	32

	#minBlackCellRangesperMeasObjectEUTRA
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store within a MeasObjectEUTRA
	32

	#minCellperMeasObjectUTRA
	The minimum number of neighbour cells that a UE shall be able to store within a MeasObjectUTRA
	32

	#minCellperMeasObjectGERAN
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectGERAN
	32

	#minCellperMeasObjectCDMA2000
	The minimum number of neighbour cells that a UE shall be able to store within a measObjectCDMA2000
	32

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total in all measurement objects configured
	256


NOTE:
For one measurement identity using a reporting configuration with the purpose set to reportCGI, the cell indicated by the cellForWhichToReportCGI is not counted in the minCellperMeasObjectEUTRA, minCellperMeasObjectUTRA, minCellperMeasObjectGERAN, minCellperMeasObjectCDMA2000 or minCellTotal.
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