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1. Overall Description:
RAN5 has defined test cases for Extended Buffer Size and Extended Power Headroom reporting under work item for Carrier Aggregation and made it applicable only to Rel-10 or later UE’s also supporting Carrier Aggregation. 
	TS
	Clause
	Title
	Test Purpose / Scope

	36.523-1
	7.1.4.18
	CA / Correct handling of MAC control information / Buffer Status / UL data arrive in the UE Tx buffer / Extended buffer size
	To verify that the UE transmits a MAC PDU containing 'Buffer Status Report' MAC control element with Extended Buffer size in case extended BSR-Sizes is configured.

	36.523-1
	7.1.4.21
	CA / UE power headroom reporting / Extended PHR
	To verify that the UE transmits a MAC PDU containing 'Extended Power Headroom' MAC control element in case extended PHR is configured.


During RAN5#61,it was brought to attention of the meeting that Extended-BSR sizes and/or Extended-PHR reporting can be configured independent of Carrier Aggregation and  hence the two test cases need to be made applicable to all Rel-10 or later UE’s.
RAN WG5 would like RAN WG2 to kindly clarify if Extended-BSR sizes and Extended-PHR reporting are expected to be configured:
· in association with Carrier Aggregation and  will be used only in the context of Carrier Aggregation; and/or
· independent of Carrier Aggregation;
2. Actions:

ACTION: 
RAN WG5 requests RAN WG2 to kindly provide guidance on the use cases for E-PHR and E-BSR. 
3. Date of Next TSG-RAN WG5 Meetings:
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