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First modified section
10.2.2
Message definitions

<cut>
–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message
-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL, 

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL, 

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, spare5, spare4, spare3,











spare2, spare1, ...} 


OPTIONAL, 
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING








OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config

The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context

Local E-UTRAN context required by the target eNB.

	rrm-Config

Local E-UTRAN context used depending on the target node’s implementation, which is mainly used for the RRM purpose.

	ue-ConfigRelease

Indicates the RRC protocol release applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	

	ue-RadioAccessCapabilityInfo

NOTE 2


NOTE 1:
The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.

NOTE 2:
The following table indicates per source RAT whether RAT capabilities are included or not.
	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities

	UTRAN
	IMay be included
	May be included, ignored by eNB if received
	May be included

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.


