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	Reason for change:
	Existing specification text does not require UE to examine each sharing PLMN of a cell to verify if the criteria for re-selecting to the cell are satisfied.

	
	

	Summary of change:
	Corrected such that UE examines criteria to trigger cell re-selection for each sharing PLMN.
The CR can be implemented in UE of earlier release without compatibility issues. 

Impact Analysis

Impacted functionality:

Cell re-selection to shared cell
Inter-operability:

No inter-operability issues, as only UE is impacted. 



	
	

	Consequences if not approved:
	UE may erroneously avoid to re-select to a target cell in a shared RAN scenario.
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	Other comments:
	


5.2.6.1.3
Highest ranked cells with cell reservations, access restrictions or unsuitable for normal camping

For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.6.1.4, or for the best cell according to absolute priority reselection criteria specified in subclause 5.2.6.1.4a, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.1.

If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1.1, the UE shall not consider these as candidates for cell reselection. This limitation is removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to not being part of at least one PLMN where 

· the PLMN is the home PLMN,  registered PLMN or a PLMN indicated as being equivalent to the registered PLMN, and
· the LA of the cell is not on the "list of forbidden LAs for roaming", 
the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s. If the UE has to perform an any cell selection procedure any limitation shall be removed. If the UE is redirected under UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.

If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to not being part at least one PLMN where 

· the PLMN is the home PLMN,  registered PLMN or a PLMN indicated as being equivalent to the registered PLMN, and
· the LA of the cell is not on of the "list of forbidden LAs for roaming", 
the UE shall not consider this cell and other cells on the same frequency as candidates for reselection for a maximum of 300s. If the UE has to perform an any cell selection procedure any limitation shall be removed. If the UE is redirected under UTRAN control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
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