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	Reason for change:
	 In the procedure of handover from E-UTRAN to UTRAN TDD(1.28Mcps) , the physical synchronisation in UTRAN TDD is achieved by the random access procedure.The   synchronization parameters for UTRAN should be transmittted from the netwok to UE in HANDOVER TO UTRAN COMMAND message. In such use case,   “Synchronisation parameters” in IE “Uplink Timing Advance Control” shall be contained in HANDOVER TO UTRAN COMMAND, otherwise it causes an error of physical synchronisation.

	
	

	Summary of change:
	Add the presence condition of Synchronisation parameters in IE “Uplink Timing Advance Control” in meassage HANDOVER TO UTRAN COMMAND.

Impacted functionality

IRAT Handover to 1.28Mcps TDD functiinality.
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There are no inter-operability issues.
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<Start of modified section>
10.3.6.96
Uplink Timing Advance Control

NOTE:
Only for TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Timing Advance
	MP
	
	
	
	

	>Disabled
	
	
	Null
	Indicates that no timing advance is applied
	

	>Enabled
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>UL Timing Advance
	MD
	
	Uplink Timing Advance 10.3.6.95
	Absolute timing advance value to be used to avoid large delay spread at the NodeB.

Default value is the existing value for uplink timing advance.
	

	>>Extended Timing Advance
	OP
	
	Extended UL Timing Advance Control  10.3.6.95a
	
	REL-7

	>>>>Activation Time
	OP
	
	Activation Time 10.3.3.1
	Frame number timing advance is to be applied. This IE is required when a new UL Timing Advance adjustment is specified and Activation Time is not otherwise specified in the RRC message.
	

	>>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>>Extended UL Timing Advance
	MD
	
	Extended Uplink Timing Advance 10.3.6.95a
	Absolute timing advance value to be used to avoid large delay spread at the NodeB.

Default value is the existing value for uplink timing advance.
	REL-7

	>>>>Activation Time
	OP
	
	Activation Time 10.3.3.1
	Frame number timing advance is to be applied. This IE is required when a new UL Timing Advance adjustment is specified and Activation Time is not otherwise specified in the RRC message.
	REL-7

	>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	>>>Uplink synchronisation parameters
	MD
	
	
	Default: Uplink synchronisation step size is 1.
Uplink synchronisation frequency is 1.
	REL-4

	>>>>Uplink synchronisation step size
	MP
	
	Integer(1..8)
	This parameter specifies the step size to be used for the adjustment of the uplink transmission timing
	REL-4

	>>>>Uplink synchronisation frequency
	MP
	
	Integer(1..8)
	This parameter specifies the frequency of the adjustment of the uplink transmission timing
	REL-4

	>>>Synchronisation parameters
	CV-HandoverType
	
	
	
	

	>>>>SYNC_UL codes bitmap
	MP
	
	SYNC_UL codes bitmap
10.3.6.78o
	
	REL-4

	>>>>FPACH info
	MP
	
	FPACH info 10.3.6.35a
	
	REL-4

	>>>>PRXUpPCHdes
	MP
	
	Integer(-120…-58 by step of 1)
	In dBm
	REL-4

	>>>>SYNC_UL procedure
	MD
	
	
	Default is:

Max SYNC_UL Transmission is 2.

Power Ramp Step is 2.
	REL-4

	>>>>>Max SYNC_UL Transmissions
	MP
	
	Integer(1,2,4,8)
	Maximum numbers of SYNC_UL transmissions in a power ramping sequence.
	REL-4

	>>>>>Power Ramp Step
	MP
	
	Integer(0,1,2,3)
	In dB
	REL-4


	Condition
	Explanation

	HandoverType
	This IE is mandatory present if it is inter-RAT handover, otherwise it is optional. 


<End of modified section>
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