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6.3.2
Radio resource control information elements
... content omitted for clarity ...

–
LogicalChannelConfig
The IE LogicalChannelConfig is used to configure the logical channel parameters.

LogicalChannelConfig information element
-- ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (1..16),



prioritisedBitRate




ENUMERATED {













kBps0, kBps8, kBps16, kBps32, kBps64, kBps128,













kBps256, infinity, kBps512-v1020, kBps1024-v1020,













kBps2048-v1020, spare5, spare4, spare3, spare2,













spare1},



bucketSizeDuration




ENUMERATED {













ms50, ms100, ms150, ms300, ms500, ms1000, spare2,













spare1},



logicalChannelGroup




INTEGER (0..3)


OPTIONAL


-- Need OR


}

OPTIONAL,
















-- Cond UL


...,


[[
logicalChannelSR-Mask-r9


ENUMERATED {setup}

OPTIONAL

-- Cond SRmask


]],

[[
logicalChannelBSRTrigger-Mask-r12
ENUMERATED {setup}

OPTIONAL

-- Cond BSRmask

]]
}

-- ASN1STOP

	LogicalChannelConfig field descriptions

	bucketSizeDuration

Bucket Size Duration for logical channel prioritization in TS 36.321 [6]. Value in milliseconds. Value ms50 corresponds to 50 ms, ms100 corresponds to 100 ms and so on.

	logicalChannelGroup

Mapping of logical channel to logical channel group for BSR reporting in TS 36.321 [6].

	logicalChannelSR-Mask

Controlling SR triggering on a logical channel basis when an uplink grant is configured. See TS 36.321 [6].

	logicalChannelBSRTrigger-Mask

Controlling BSR triggering upon data arrival at PDCP on a logical channel basis. See TS 36.321 [6].

	prioritisedBitRate

Prioritized Bit Rate for logical channel prioritization in TS 36.321 [6]. Value in kilobytes/second. Value kBps0 corresponds to 0 kB/second, kBps8 corresponds to 8 kB/second, kBps16 corresponds to 16 kB/second and so on. Infinity is the only applicable value for SRB1 and SRB2

	priority

Logical channel priority in TS 36.321 [6]. Value is an integer.


	Conditional presence
	Explanation

	BSRmask
	The field is optionally present if ul-SpecificParameters is present, need OR; otherwise it is not present.

	SRmask
	The field is optionally present if ul-SpecificParameters is present, need OR; otherwise it is not present.

	UL
	The field is mandatory present for UL logical channels; otherwise it is not present.


... content omitted for clarity ...

