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1. Overall Description:

In LTE/LTE-A, the intra-/inter-freq measurements are performed based on DRX configuration in order to save UE power consumption.
For Dual Connectivity, RAN2 has been also discussing the intra-/inter-frequency measurement requirements. RAN2 assumes that UE performs the intra-frequency measurement with the measurement requirement determined based on the DRX cycle of the serving cell configured in the frequency. Accordingly, for SCG carriers, UE follows the DRX applied to the SCG for intra-frequency measurement.
A main concern is the inter-frequency measurement in Dual Connectivity. RAN2 already agreed to have two separate DRX configurations for MeNB and SeNB. It is unclear which one between two DRX cycles has to be applied to each non-serving frequency. For example, the following options can be considered:
a. Network indicates which of DRX cycle is applicable,

b. Shortest DRX cycle between two DRX cycles for MeNB and SeNB,

c. Longest DRX cycle between two DRX cycles for MeNB and SeNB,

d. DRX cycle applied to MeNB,

e. DRX cycle being closest in the frequency domain or

f. leave it to UE implementation.
The intra-/inter-frequency measurement requirement is related to RAN4 as well. Considering the measurement requirement and RF issue, RAN2 assume that RAN4 can introduce the potential solution. 
2. Actions:

To RAN4:

ACTION: RAN2 respectfully asks RAN4 to study intra-/inter-frequency measurement requirement, and to provide feedback if the potential solution from RAN4 impacts RAN2 specification.
3. Date of Next RAN2 Meetings:

RAN2-87
18 Aug – 22 Aug 2014
Dresden, Germany
RAN2-87bis
6 Oct – 10 Oct 2014
Shanghai, China
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