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15.3.3
Multi-cell transmission

Multi-cell transmission of MBMS is characterized by:

-
Synchronous transmission of MBMS within its MBSFN Area;

-
Combining of MBMS transmission from multiple cells is supported;

-
Scheduling of each MCH is done by the MCE;

-
A single transmission is used for MCH (i.e. neither blind HARQ repetitions nor RLC quick repeat);

-
A single Transport Block is used per TTI for MCH transmission, that TB uses all the MBSFN resources in that subframe;

-
MTCH and MCCH can be multiplexed on the same MCH and are mapped on MCH for p-t-m transmission;

-
MTCH and MCCH use the RLC-UM mode;

-
The MAC subheader indicates the LCID for MTCH and MCCH;

-
The MBSFN Synchronization Area, the MBSFN Area, and the MBSFN cells are semi-statically configured e.g. by O&M;

-
MBSFN areas are static, unless changed by O&M (i.e. no dynamic change of areas);

NOTE:
The UE is not required to receive services from more than one MBSFN Area simultaneously and may support only a limited number of MTCHs.

Multiple MBMS services can be mapped to the same MCH and one MCH contains data belonging to only one MBSFN Area. An MBSFN Area contains one or more MCHs. An MCH specific MCS is used for all subframes of the MCH that do not use the MCS indicated in BCCH. All MCHs have the same coverage area.

For MCCH and MTCH, the UE shall not perform RLC re-establishment at cell change between cells of the same MBSFN area. Within the MBSFN subframes, all MCHs within the same MBSFN area occupy a pattern of subframes, not necessarily adjacent in time, that is common for all these MCHs and is therefore called the Common Subframe Allocation (CSA) Pattern. The CSA pattern is periodically repeated with the CSA period. The actual MCH subframe allocation (MSA) for every MCH carrying MTCH is defined by the CSA pattern, the CSA period, and the MSA end, that are all signalled on MCCH. The MSA end indicates the last subframe of the MCH within the CSA period. Consequently, the MCHs are time multiplexed within the CSA period, which finally defines the interleaving degree between the MCHs. It shall be possible for MCHs to not use all MBSFN resources signalled as part of the Rel-8 MBSFN signalling. Further, such MBSFN resource can be shared for more than one purpose (MBMS, Positioning, etc.). During one MCH scheduling period (MSP), which is configurable per MCH, the eNB applies MAC multiplexing of different MTCHs and optionally MCCH to be transmitted on this MCH.

MCH scheduling information (MSI) is provided per MCH to indicate which subframes are used by each MTCH during the MSP. The following principles are used for the MSI:

· it is used both when services are multiplexed onto the MCH and when only a single service is transmitted on the MCH;

· it is generated by the eNB and provided once at the beginning of the MSP;

· it has higher scheduling priority than the MCCH and, when needed, it appears first in the PDU;

· it allows the receiver to determine what subframes are used by every MTCH, sessions are scheduled in the order in which they are included in the MCCH session list;
Note1:
In the first MCCH Modification Period after suspension of a session, the sessions scheduled may not align with the sessions included in the MCCH session list.
· it is carried in a MAC control element which cannot be segmented;

· it carries the mapping of MTCHs to the subframes of the associated MSP. This mapping is based on the indexing of subframes belonging to one MSP.

************************** Text omitted **************************
15.8.2.7
MBMS Service Suspension and Resumption Function

The MBMS Service Suspension and Resumption Function enables the MCE to request the eNB that it may release the allocated RAN resources, may leave the IP multicast if already joined, shall update the MCCH information and shall continue MSI/MTCH transmission in the MCCH modification period where the MCCH information is updated and suspend the MBSFN transmission from the next MCCH modification period while keeping the MBMS context for that service in the eNB. If the MCE subsequently requests the eNB for resumption, then the eNB shall allocate the RAN resources, shall send the MCCH change notification, shall update the MCCH information, shall resume the MBSFN transmission and shall join IP multicast if previously left. This MBMS Services Suspension and Resumption function is implemented by the MBMS Scheduling Information procedure as described in subclause 15.8.3.3.

Suspension/Resumption of MBMS service provision is applied to a whole MBSFN area.










