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1. Overall Description:

RAN2 would like to thank RAN4 for the LS on defining the new RSRQ measurements definition. RAN2 had an initial discussion on potential RAN2 impact. 
Regarding the issue whether the new RSRQ and the Rel-8 RSRQ measurements can share the same thresholds for idle mode, RAN2 understood that it depends on whether the difference of measurement results for the new RSRQ and the Rel-8 RSRQ measurements is significant. RAN2 would like to ask RAN4:

Question 1: Can the new RSRQ and the Rel-8 RSRQ measurements share the same thresholds for idle mode in case legacy UEs and UEs supporting the new RSRQ measurements are all in the same cell? 
According to the RAN4 LS in R4-142526, it is unclear whether the new RSRQ is configured per UE or per frequency. As this will impact the RAN2 signaling design, RAN2 would like to ask:

Question 2: Is the new RSRQ measurement configured per UE or per frequency?
In addition, RAN2 realized that it will be discussed in RAN4 whether the support of the new RSRQ measurement shall be mandatory or not for the UE. RAN2 would like to inform RAN4 that at least for UMTS a capability bit is needed. 
2. Actions:

To RAN4 group.

ACTION: 
RAN2 respectfully asks RAN4 to take the above into account for further work and inform RAN2 about the latest conclusions.
3. Date of Next TSG-RAN2 Meetings:
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