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Attachment: Test Case 6.3.3.2 from TS 34.123-1 V11.2.0
1. Overall Description:
In TS 34.123-1, Test Case 6.3.3.2 - Inter frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states – checks to verify that the UE reselects from a CSG cell to an allowed CSG cell on another frequency if the detected CSG cell is the highest ranked cell, according to clause 5.2.6.1.4 of TS 25.304 when UE is in Idle state.

As per TS 25.304 Clause 5.2.6.4.3, for reselection to neighbour CSG cells listed in the system information of the serving CSG cell, the UE shall apply cell measurement rules according to clause 5.2.6. If the UE detects a suitable CSG cell that is listed in the system information of the serving cell on other frequencies, and the detected CSG cell is the strongest cell on that frequency, then the UE shall consider these frequencies to have a priority equal to the current frequency and shall follow cell reselection rules according to clauses 5.2.6.1.4 and 5.2.6.1.4a.
However, it is RAN5 understanding that there is no performance requirements in TS 25.133 for CSG-to-CSG inter frequency cell reselection.
The attached is the current CSG-to-CSG cell reselection test case introduced in RAN5 for RAN4’s information.
2. Actions:

To 3GPP WG RAN4:
ACTION: 
RAN5 kindly asks RAN4 to clarify whether RAN4 intention was to leave the CSG-to-CSG inter-frequency Cell reselection in Idle Mode for UE implementation or to specify minimum performance requirements
3. Date of Next 3GPP RAN5 Meetings:
3GPP RAN5 Meeting #64      18th – 22nd August 2014

Dresden, Germany
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Venice, Italy.

