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7.1.1
1. Introduction
In several meetings, RAN1 made some agreements and it will be beneficial to capture some of them in stage2.
2. Suggestion to capture PHY aspects for DC
In stage2, some physical aspects are captured in section 5. As DC specific aspects, the TPC modes (one for synchronized, the other for unsynchronized) are worth to be captured in stage2. Also, to capture them, it is beneficial to capture what is synchronized and unsynchronized DC in the annex to clarify the difference between them.
Proposal1: To capture TPC mode1/2 in section5

Proposal2: To capture the synchronized and unsynchronized DC in the new Annex
The text proposal is provided in annex.
3. Annex: Text proposal of stage2
5
Physical Layer for E-UTRA

Downlink and uplink transmissions are organized into radio frames with 10 ms duration. Two radio frame structures are supported:

-
Type 1, applicable to FDD;
-
Type 2, applicable to TDD.

Frame structure Type 1 is illustrated in Figure 5.1-1. Each 10 ms radio frame is divided into ten equally sized sub-frames. Each sub-frame consists of two equally sized slots. For FDD, 10 subframes are available for downlink transmission and 10 subframes are available for uplink transmissions in each 10 ms interval. Uplink and downlink transmissions are separated in the frequency domain.
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Figure 5.1-1: Frame structure type 1

Frame structure Type 2 is illustrated in Figure 5.1-2. Each 10 ms radio frame consists of two half-frames of 5 ms each. Each half-frame consists of eight slots of length 0.5 ms and three special fields: DwPTS, GP and UpPTS. The length of DwPTS and UpPTS is configurable subject to the total length of DwPTS, GP and UpPTS being equal to 1ms. Both 5ms and 10ms switch-point periodicity are supported. Subframe 1 in all configurations and subframe 6 in configuration with 5ms switch-point periodicity consist of DwPTS, GP and UpPTS. Subframe 6 in configuration with 10ms switch-point periodicity consists of DwPTS only. All other subframes consist of two equally sized slots.

For TDD, GP is reserved for downlink to uplink transition. Other Subframes/Fields are assigned for either downlink or uplink transmission. Uplink and downlink transmissions are separated in the time domain.
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Figure 5.1-2: Frame structure type 2 (for 5ms switch-point periodicity)

Table 5.1-1: Uplink-downlink allocations.

	Configuration
	Switch-point periodicity
	Subframe number

	
	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	U

	1
	5 ms
	D
	S
	U
	U
	D
	D
	S
	U
	U
	D

	2
	5 ms
	D
	S
	U
	D
	D
	D
	S
	U
	D
	D

	3
	10 ms
	D
	S
	U
	U
	U
	D
	D
	D
	D
	D

	4
	10 ms
	D
	S
	U
	U
	D
	D
	D
	D
	D
	D

	5
	10 ms
	D
	S
	U
	D
	D
	D
	D
	D
	D
	D

	6
	5 ms
	D
	S
	U
	U
	U
	D
	S
	U
	U
	D


The physical channels of E-UTRA are:

Physical broadcast channel (PBCH)

-
The coded BCH transport block is mapped to four subframes within a 40 ms interval;

-
40 ms timing is blindly detected, i.e. there is no explicit signalling indicating 40 ms timing;

-
Each subframe is assumed to be self-decodable, i.e. the BCH can be decoded from a single reception, assuming sufficiently good channel conditions.

Physical control format indicator channel (PCFICH)

-
Informs the UE and the RN about the number of OFDM symbols used for the PDCCHs;

-
Transmitted in every downlink or special subframe.

Physical downlink control channel (PDCCH)

-
Informs the UE and the RN about the resource allocation of PCH and DL-SCH, and Hybrid ARQ information related to DL-SCH;

-
Carries the uplink scheduling grant.
Enhanced physical downlink control channel (EPDCCH)

-
Informs the UE about the resource allocation of DL-SCH, and Hybrid ARQ information related to DL-SCH;

-
Carries the uplink scheduling grant.

Physical Hybrid ARQ Indicator Channel (PHICH)

-
Carries Hybrid ARQ ACK/NAKs in response to uplink transmissions.

Physical downlink shared channel (PDSCH)

-
Carries the DL-SCH and PCH.

Physical multicast channel (PMCH)

-
Carries the MCH.

Physical uplink control channel (PUCCH)

-
Carries Hybrid ARQ ACK/NAKs in response to downlink transmission;

-
Carries Scheduling Request (SR);

-
Carries CSI reports.

Physical uplink shared channel (PUSCH)

-
Carries the UL-SCH.

Physical random access channel (PRACH)

-
Carries the random access preamble.

Relay physical downlink control channel (R-PDCCH)

-
Informs the RN about the resource allocation of DL-SCH, and Hybrid ARQ information related to DL-SCH;

-
Carries the uplink scheduling grant.

5.1
Downlink Transmission Scheme

5.1.1
Basic transmission scheme based on OFDM

The downlink transmission scheme is based on conventional OFDM using a cyclic prefix. The OFDM sub-carrier spacing is (f = 15 kHz. 12 consecutive sub-carriers during one slot correspond to one downlink resource block. In the frequency domain, the number of resource blocks, NRB, can range from NRB-min = 6 to NRB-max = 110 per CC or per Cell in case of CA or DC.

In addition there is also a reduced sub-carrier spacing(flow = 7.5 kHz, only for MBMS-dedicated cell. 

In the case of 15 kHz sub-carrier spacing there are two cyclic-prefix lengths, corresponding to seven and six OFDM symbols per slot respectively. 

-
Normal cyclic prefix: TCP = 160(Ts (OFDM symbol #0) , TCP = 144(Ts (OFDM symbol #1 to #6)

-
Extended cyclic prefix: TCP-e = 512(Ts (OFDM symbol #0 to OFDM symbol #5)

where Ts  = 1/ (2048 ( (f)

In case of 7.5 kHz sub-carrier spacing, there is only a single cyclic prefix length TCP-low = 1024(Ts, corresponding to 3 OFDM symbols per slot.
In case of FDD, operation with half duplex from UE point of view is supported.
---------------------------------------------------------Skip unmodified parts----------------------------------------------------------
5.2
Uplink Transmission Scheme

5.2.1
Basic transmission scheme

For both FDD and TDD, the uplink transmission scheme is based on single-carrier FDMA, more specifically DFTS-OFDM. It also supports multi-cluster assignment of DFTS-OFDM.
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Figure 5.2.1-1: Transmitter scheme of SC-FDMA
The uplink sub-carrier spacing (f = 15 kHz. The sub-carriers are grouped into sets of 12 consecutive sub-carriers, corresponding to the uplink resource blocks. 12 consecutive sub-carriers during one slot correspond to one uplink resource block. In the frequency domain, the number of resource blocks, NRB, can range from NRB-min = 6 to NRB-max = 110 per carrier or per CC in case of CA or DC.

There are two cyclic-prefix lengths defined: Normal cyclic prefix and extended cyclic prefix corresponding to seven and six SC-FDMA symbol per slot respectively. 

-
Normal cyclic prefix: TCP = 160(Ts (SC-FDMA symbol  #0) , TCP = 144(Ts (SC-FDMA symbol #1 to #6)

-
Extended cyclic prefix: TCP-e = 512(Ts (SC-FDMA symbol  #0 to SC-FDMA symbol  #5)

5.2.2
Physical-layer processing
The uplink physical layer processing of transport channels consists of the following steps:

-
CRC insertion: 24 bit CRC for PUSCH;

-
Channel coding: turbo coding based on QPP inner interleaving with trellis termination;

-
Physical-layer hybrid-ARQ processing;

-
Scrambling: UE-specific scrambling;

-
Modulation: QPSK, 16QAM, and 64QAM (64 QAM optional in UE);

-
Mapping to assigned resources and antennas ports.

5.2.3
Physical uplink control channel

The PUCCH shall be mapped to a control channel resource in the uplink.
Depending on presence or absence of uplink timing synchronization, the uplink physical control signalling for scheduling request can differ.
In the case of time synchronization being present for the pTAG or psTAG, the outband control signalling consists of:

-
CSI;

-
ACK/NAK;

-
Scheduling Request (SR).

The CSI informs the scheduler about the current channel conditions as seen by the UE. If MIMO transmission is used, the CSI includes necessary MIMO-related feedback.

The HARQ feedback in response to downlink data transmission consists of a single ACK/NAK bit per transport block in case of non-bundling configuration.
PUCCH resources for SR and CSI reporting are assigned and can be revoked through RRC signalling. An SR is not necessarily assigned to UEs acquiring synchronization through the RACH (i.e. synchronised UEs may or may not have a dedicated SR channel). PUCCH resources for SR and CSI are lost when the UE is no longer synchronized.

PUCCH is transmitted on PCell only in carrier aggregation.

The physical layer supports simultaneous transmission of PUCCH and PUSCH.
---------------------------------------------------------Skip unmodified parts----------------------------------------------------------
5.2.7
Physical channel procedure

5.2.7.1
Link adaptation

Uplink link adaptation is used in order to guarantee the required minimum transmission performance of each UE such as the user data rate, packet error rate, and latency, while maximizing the system throughput.

Three types of link adaptation are performed according to the channel conditions, the UE capability such as the maximum transmission power and maximum transmission bandwidth etc., and the required QoS such as the data rate, latency, and packet error rate etc. Three link adaptation methods are as follows.

-
Adaptive transmission bandwidth;

-
Transmission power control;

-
Adaptive modulation and channel coding rate.

5.2.7.2
Uplink Power control

Intra-cell power control: the power spectral density of the uplink transmissions can be influenced by the eNB. For DC, two types of power-control modes are supported, mode 1 and mode 2 as specified in [6]. The UE supporting synchronized DC as described in Annex X only applies power-control mode 1 when DC is configured. For the UE supporting unsynchronized DC as described in Annex X, the eNB configures either mode 1 or 2 when DC is configured.
5.2.7.3
Uplink timing control

The timing advance is derived from the UL received timing and sent by the eNB to the UE which the UE uses to advance/delay its timings of transmissions to the eNB so as to compensate for propagation delay and thus time align the transmissions from different UEs with the receiver window of the eNB.

The timing advance command for each TAG is on a per need basis with a granularity in the step size of 0.52 (s (16(Ts).

5.2.8
Coordinated Multi-Point reception

For UL CoMP, multiple reception points are coordinated in their uplink data reception.

The UE may be configured with UE-specific parameters of PUSCH DMRS sequence and cyclic shift hopping, PUCCH sequence, and PUCCH region for hybrid-ARQ feedback. These UE-specific parameters can be configured independently of the physical cell identity of the UE’s serving cell.

---------------------------------------------------------Skip unmodified parts----------------------------------------------------------
Annex X (informative):
Dual Connectivity
For Dual Connectivity, two operations are defined; synchronized and unsynchronized DC. Synchronized DC is the DC operation such that a UE can cope with a delay spread of up to 33 s among any component carriers belonging to the different CGs monitored at the receiver and can cope with a delay spread of up to 30.26 s among the component carriers belonging to the same CG monitored at the receiver. Unsynchronized DC is the DC operation such that a UE can cope with a delay spread of up to 500 s among any component carriers belonging to the different CGs monitored at the receiver and can cope with a delay spread of up to 30.26 s among the component carriers belonging to the same CG monitored at the receiver.

When DC is deployed, frame timing and SFN are aligned among the component carriers to be aggregated within a CG, and may or may not be aligned among the component carriers to be aggregated between the different CGs.
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