Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG2 #88

 

R2-145083
Sanfrancisco, USA, 17 – 21 Nov 2014
Agenda item:
7.3.2.1
Source: 
LG Electronics Inc.
Title: 
Correction of ”out-of-coverage” condition in TS 36.331 running CR
Document for:

Discussion
1 Introduction
This paper tries to correct the condition in TS 36.331 running CR for evaluating where UE is “out of coverage” for ProSe Direct Communication. 
2 Discussion

According to RAN2 agreements, UE shall be able to use preconfigured resources if UE cannot find any cell that only fulfills S-criterion. Current running CR captures the UE behaviors as follows:

	5.X.4
Direct Communication transmission

A UE capable of ProSe Direct Communication that is configured by upper layers to perform Direct Communication transmission and has related data to be transmitted shall:

NOTE:
Only if the UE is authorised, upper layers configure the UE to perform a particular ProSe activity.

1> If the cell used for ProSe Direct Communication is suitable as defined in TS 36.304 [4]:

1>
else (out of coverage on ProSe carrier):
2>
transmit the scheduling assignment and the corresponding data, using the pool of resources that were preconfigured, as specified in TS 36.321 [6];


The ‘else’ condition is equivalent that there is no suitable cell UE can detect on ProSe carrier. This condition also includes the case UE can find only acceptable cell on ProSe carrier but no suitable cell. In that case, UE shall not use preconfigured resources but current text seems to allow this. So we propose to correct this by replacing the “else” with the following
1>
else if there is no cell that fulfilling S-criterion as defined in TS 36.304 [4] (out of coverage on ProSe carrier):

Proposal 1
Correct the out-of-coverage condition in Section 5.X.4 by replacing “1> else” with “else if there is no cell that fulfilling S-criterion as defined in TS 36.304 [4] (out of coverage on ProSe carrier)”
3 Text Proposal
5.X.4
Direct Communication transmission

A UE capable of ProSe Direct Communication that is configured by upper layers to perform Direct Communication transmission and has related data to be transmitted shall:

NOTE:
Only if the UE is authorised, upper layers configure the UE to perform a particular ProSe activity.

1> If the cell used for ProSe Direct Communication is suitable as defined in TS 36.304 [4]:

2> if T301, T310 or T311 is running and the PCell at which the UE detected radio link failure broadcasts SystemInformationBlockType18 including commTxPoolExceptional:

eNote
TBC in general it is assumed the resources are only applied on the frequency at which they are recived, so there is no need to state ‘while on the frequency at which failure was detected.

3>
transmit the scheduling assignment and the corresponding data, using the pool of resources indicated by commTxPoolExceptional, as specified in TS 36.321 [6];
..omitted..


1>
else if there is no cell that fulfilling S-criterion as defined in TS 36.304 [4] (out of coverage on ProSe carrier):

2>
transmit the scheduling assignment and the corresponding data, using the pool of resources that were preconfigured, as specified in TS 36.321 [6];
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