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*** FIRST MODIFIED SECTION ***

5.6.11

Mobility history Information

5.6.11.1
General

This procedure specifies how the mobility history information is stored by the UE, covering RRC_CONNECTED and RRC_IDLE.

5.6.11.2
Initiation
If the UE supports storage of mobility history information, the UE shall:

1>
Upon change of cell, consisting of PCell in RRC_CONNECTED or serving cell in RRC_IDLE, to another E-UTRA or inter-RAT cell or when entering out of service:
2>
include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:

3>
 if the global cell identity of the previous PCell/ serving cell is available:
4>
 include the global cell identity of that cell in the field visitedCellId of the entry;
3>
else:

4>
include the the physical cell identity and carrier frequency of that cell in the field visitedCellId of the entry;
3>
set the field timeSpent of the entry as the time spent in the previous PCell/ serving cell;
1>
upon entering E-UTRA (in RRC_CONNECTED or RRC_IDLE) while previously out of service and/ or using another RAT:

2>
include an entry in variable VarMobilityHistoryReport possibly after removing the oldest entry, if necessary, according to following:

3>
set the field timeSpent of the entry as the time spent outside E-UTRA;
5.6.x
Maximum Uplink Transmission Timing Difference Indication 

5.6.x.1
General


[image: image1.emf] 

Max UlTrans TimingDiff I n d  

UE   EUTRAN  


Figure 5.6.x.1-1: Max Uplink Transmission Timing Difference Indication
The purpose of this procedure is to inform E-UTRAN about the uplink transmission timing difference between PCells and SCells that has exceeded the maximum value which the UE could handle, i.e. 32.74ss.
5.6.x.2
Initiation

A UE initiates the procedure to report maximum uplink transmission timing difference when the following condition is met:

1>
upon receiving the MAC indication;
Upon initiating the procedure, the UE shall:

1>
initiate transmission of the MaxUlTransTimingDiffInd message in accordance with 5.6.x.3;

5.6.x.3
Actions related to transmission of MaxUlTransTimingDiffInd message

The UE shall set the contents of the MaxUlTransTimingDiffInd message as follows:

1>
if the UE initiates transmission of the MaxUlTransTimingDiffInd message to provide uplink transmission timing difference exceeding the maximum value information:

2>
include max-ul-transmission-timing-diff and set it to be true;

The UE shall submit the MaxUlTransTimingDiffInd message to lower layers for transmission.
*** NEXT MODIFIED SECTION ***
6.2.1
General message structure

*** NEXT MODIFIED SECTION ***
–
UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN or from the RN to the E-UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message ::= SEQUENCE {


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



csfbParametersRequestCDMA2000


CSFBParametersRequestCDMA2000,



measurementReport





MeasurementReport,



rrcConnectionReconfigurationComplete
RRCConnectionReconfigurationComplete,



rrcConnectionReestablishmentComplete
RRCConnectionReestablishmentComplete,



rrcConnectionSetupComplete



RRCConnectionSetupComplete,



securityModeComplete




SecurityModeComplete,



securityModeFailure





SecurityModeFailure,



ueCapabilityInformation




UECapabilityInformation,



ulHandoverPreparationTransfer


ULHandoverPreparationTransfer,



ulInformationTransfer




ULInformationTransfer,



counterCheckResponse




CounterCheckResponse,



ueInformationResponse-r9



UEInformationResponse-r9,



proximityIndication-r9




ProximityIndication-r9,



rnReconfigurationComplete-r10


RNReconfigurationComplete-r10,



mbmsCountingResponse-r10



MBMSCountingResponse-r10,



interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10


},


messageClassExtension
CHOICE {



c2






CHOICE {




ueAssistanceInformation-r11


UEAssistanceInformation-r11,




inDeviceCoexIndication-r11


InDeviceCoexIndication-r11,



mbmsInterestIndication-r11


MBMSInterestIndication-r11,



maxUlTransTimingDiffInd-r12


MaxUlTransTimingDiffInd-r12,



spare13 NULL,




spare12 NULL, spare11 NULL, spare10 NULL,




spare9 NULL, spare8 NULL, spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



messageClassExtensionFuture-r11
SEQUENCE {}


}

}

-- ASN1STOP

*** NEXT MODIFIED SECTION ***
–
MaxUlTransTimingDiffInd
The MaxUlTransTimingDiffIndmessage is used to provide information informing E-UTRAN about the uplink transmission timing difference between PCells and SCells that has exceeded the maximum value which the UE could handle, i.e. 32.74s.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MaxUlTransTimingDiffInd message
-- ASN1START

MaxUlTransTimingDiffInd-r12 ::=

SEQUENCE {

criticalExtensions




CHOICE {



c1








CHOICE {




maxUlTransTimingDiffInd-r12


MaxUlTransTimingDiffInd-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MaxUlTransTimingDiffInd-r12-IEs ::=

SEQUENCE {


max-ul-transmission-timing-diff

ENUMERATED {true},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

*** NEXT MODIFIED SECTION ***
11.2
Processing delay requirements for RRC procedures

*** NEXT MODIFIED SECTION ***

	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment


	RRCConnectionSetup
	RRCConnectionSetupComplete
	15
	

	RRC connection release
	RRCConnectionRelease
	
	NA


	

	RRC connection re-configuration (radio resource configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)


	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection reconfiguration (SCell addition/release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection re-establishment


	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.

The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	

	Counter check
	CounterCheck
	CounterCheckResponse
	10
	

	Proximity indication
	
	ProximityIndication
	NA
	

	UE information
	UEInformationRequest
	UEInformationResponse
	15
	

	MBMS counting
	MBMSCountingRequest
	MBMSCountingResponse
	NA
	

	MBMS interest indication
	
	MBMSInterestIndication
	NA
	

	In-device coexistence indication
	
	InDeviceCoexIndication
	NA
	

	UE assistance information
	
	UEAssistanceInformation
	NA
	

	Maximum Uplink Transmission Timing Difference Indication
	
	MaxUlTransTimingDiffInd
	NA
	


*** NEXT MODIFIED SECTION ***
A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InDeviceCoexIndication
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MaxUlTransTimingDiffInd
	+
	-
	-
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBMSInterestIndication
	+
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	+
	-
	-
	Justification for case “P”: RAN2 agreed that measurement configuration may be sent prior to security activation

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
	


_1476602250.doc


UE







EUTRAN











































MaxUlTransTimingDiffInd




































