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6.2.2	Message definitions
<CUT>
–	RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r8				RRCConnectionRelease-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-r8-IEs ::=		SEQUENCE {
	releaseCause						ReleaseCause,
	redirectedCarrierInfo				RedirectedCarrierInfo				OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo			IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v890-IEs		OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-v920-IEs		OPTIONAL
}

-- Late non critical extensions
RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {
	redirectedCarrierInfo-v9e0			RedirectedCarrierInfo-v9e0			OPTIONAL,	-- Cond NoRedirect-r8
	idleModeMobilityControlInfo-v9e0	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- Regular non critical extensions
RRCConnectionRelease-v920-IEs ::=	SEQUENCE {
	cellInfoList-r9					CHOICE {
		geran-r9						CellInfoListGERAN-r9,
		utra-FDD-r9						CellInfoListUTRA-FDD-r9,
		utra-TDD-r9						CellInfoListUTRA-TDD-r9,
		...,
		utra-TDD-r10					CellInfoListUTRA-TDD-r10
	}															OPTIONAL,	-- Cond Redirection
	nonCriticalExtension			RRCConnectionRelease-v1020-IEs		OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=	SEQUENCE {
	extendedWaitTime-r10				INTEGER (1..1800)		OPTIONAL,	-- Need ON
	nonCriticalExtension			SEQUENCE {}				OPTIONAL
}

ReleaseCause ::=				ENUMERATED {loadBalancingTAUrequired,
											other, cs-FallbackHighPriority-v1020, spare1}

[bookmark: OLE_LINK101][bookmark: OLE_LINK102]RedirectedCarrierInfo ::=			CHOICE {
	eutra								ARFCN-ValueEUTRA,
	geran								CarrierFreqsGERAN,
	utra-FDD							ARFCN-ValueUTRA,
	utra-TDD							ARFCN-ValueUTRA,
[bookmark: OLE_LINK114][bookmark: OLE_LINK115]	cdma2000-HRPD						CarrierFreqCDMA2000,
	cdma2000-1xRTT						CarrierFreqCDMA2000,
	...,
	utra-TDD-r10						CarrierFreqListUTRA-TDD-r10
}

RedirectedCarrierInfo-v9e0 ::=			SEQUENCE {
	eutra-v9e0								ARFCN-ValueEUTRA-v9e0
}

CarrierFreqListUTRA-TDD-r10 ::=			SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA

IdleModeMobilityControlInfo ::=		SEQUENCE {
	freqPriorityListEUTRA				FreqPriorityListEUTRA			OPTIONAL,		-- Need ON
	freqPriorityListGERAN				FreqsPriorityListGERAN			OPTIONAL,		-- Need ON
	freqPriorityListUTRA-FDD			FreqPriorityListUTRA-FDD		OPTIONAL,		-- Need ON
	freqPriorityListUTRA-TDD			FreqPriorityListUTRA-TDD		OPTIONAL,		-- Need ON
	bandClassPriorityListHRPD			BandClassPriorityListHRPD		OPTIONAL,		-- Need ON
	bandClassPriorityList1XRTT			BandClassPriorityList1XRTT		OPTIONAL,		-- Need ON
	t320								ENUMERATED {
											min5, min10, min20, min30, min60, min120, min180,
											spare1}						OPTIONAL,		-- Need OR
	...,
	[[	freqPriorityListExtEUTRA-r12		FreqPriorityListExtEUTRA-r12		OPTIONAL		-- Need ON
	]]
}

IdleModeMobilityControlInfo-v9e0 ::=	SEQUENCE {
	freqPriorityListEUTRA-v9e0			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0
}

FreqPriorityListEUTRA ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityEUTRA ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL	-- Cond EARFCN-max
}

FreqPriorityEUTRA-r12 ::=				SEQUENCE {
	carrierFreq-r12							ARFCN-ValueEUTRA-r9,
	cellReselectionPriority-r12				CellReselectionPriority
}

FreqsPriorityListGERAN ::=			SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=				SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityListHRPD ::=		SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityList1XRTT ::=	SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

CellInfoListGERAN-r9 ::=		SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9

CellInfoGERAN-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdGERAN,
	carrierFreq-r9						CarrierFreqGERAN,
	systemInformation-r9				SystemInfoListGERAN
}

CellInfoListUTRA-FDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-FDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-TDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r10 ::=		SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=			SEQUENCE {
	physCellId-r10						PhysCellIdUTRA-TDD,
	carrierFreq-r10						ARFCN-ValueUTRA,
	utra-BCCH-Container-r10				OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass
The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX
Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries.

	idleModeMobilityControlInfo
Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10.
E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present.

	systemInformation
Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45, table 9.1.1]. 

	t320
Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container
Contains System Information Container message as defined in TS 25.331 [19].



	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	NoRedirect-r8
	The field is optionally present, need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.





[bookmark: _Toc398985102]6.3.1	System information blocks
<CUT>
[bookmark: _Toc398985106]–	SystemInformationBlockType5
The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=		SEQUENCE {
	interFreqCarrierFreqList			InterFreqCarrierFreqList,
	...,
	lateNonCriticalExtension				OCTET STRING	(CONTAINING SystemInformationBlockType5-v8h0-IEs)				OPTIONAL
}

SystemInformationBlockType5-v8h0-IEs ::=	SEQUENCE {
	interFreqCarrierFreqList-v8h0 SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v8h0				 OPTIONAL,	-- Need OP
	nonCriticalExtension			SystemInformationBlockType5-v9e0-IEs	OPTIONAL
}

SystemInformationBlockType5-v9e0-IEs ::=	SEQUENCE {
	interFreqCarrierFreqList-v9e0	SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v9e0				OPTIONAL,	-- Need OR
	nonCriticalExtension			SystemInformationBlockType5-v12xy-IEs	OPTIONAL
}

SystemInformationBlockType5-v12xy-IEs ::=	SEQUENCE {
	interFreqCarrierFreqList-v12xy		InterFreqCarrierFreqList-v12xy		OPTIONAL,	-- Need OR
	interFreqCarrierFreqListExt-r12		InterFreqCarrierFreqListExt-r12 	OPTIONAL,	-- Need OR
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

InterFreqCarrierFreqList ::=		SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqList-v12xy ::=	SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v12xy

InterFreqCarrierFreqListExt-r12 ::=	SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-r12

InterFreqCarrierFreqInfo ::=	SEQUENCE {
	dl-CarrierFreq						ARFCN-ValueEUTRA,
	q-RxLevMin							Q-RxLevMin,
	p-Max								P-Max							OPTIONAL,		-- Need OP
	t-ReselectionEUTRA					T-Reselection,
	t-ReselectionEUTRA-SF				SpeedStateScaleFactors			OPTIONAL,		-- Need OP
	threshX-High						ReselectionThreshold,
	threshX-Low							ReselectionThreshold,
	allowedMeasBandwidth				AllowedMeasBandwidth,
	presenceAntennaPort1				PresenceAntennaPort1,
	cellReselectionPriority				CellReselectionPriority			OPTIONAL,		-- Need OP
	neighCellConfig						NeighCellConfig,
	q-OffsetFreq						Q-OffsetRange					DEFAULT dB0,
	interFreqNeighCellList				InterFreqNeighCellList			OPTIONAL, 		-- Need OR
	interFreqBlackCellList				InterFreqBlackCellList			OPTIONAL, 		-- Need OR
	...,
	[[	q-QualMin-r9					Q-QualMin-r9					OPTIONAL,		-- Need OP
		threshX-Q-r9					SEQUENCE {
			threshX-HighQ-r9				ReselectionThresholdQ-r9,
			threshX-LowQ-r9					ReselectionThresholdQ-r9
		}																OPTIONAL		-- Cond RSRQ
	]],
	[[	q-QualMinWB-r11					Q-QualMin-r9					OPTIONAL	-- Cond WB-RSRQ
	]]
}

InterFreqCarrierFreqInfo-v8h0 ::=		SEQUENCE {
	multiBandInfoList					MultiBandInfoList				OPTIONAL	-- Need OR
}

InterFreqCarrierFreqInfo-v9e0 ::=	SEQUENCE {
	dl-CarrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0	OPTIONAL,	-- Cond dl-FreqMax
	multiBandInfoList-v9e0				MultiBandInfoList-v9e0	OPTIONAL	-- Need OR
}

InterFreqCarrierFreqInfo-v12xy ::=		SEQUENCE {
	reducedMeasurementPerformance-r12		ENUMERATED {true}		OPTIONAL		-- Need OR
}

InterFreqCarrierFreqInfo-r12 ::=		SEQUENCE {
	dl-CarrierFreq-r12					ARFCN-ValueEUTRA-r9,
	q-RxLevMin-r12						Q-RxLevMin,
	p-Max-r12							P-Max							OPTIONAL,		-- Need OP
	t-ReselectionEUTRA-r12				T-Reselection,
	t-ReselectionEUTRA-SF-r12			SpeedStateScaleFactors			OPTIONAL,		-- Need OP
	threshX-High-r12					ReselectionThreshold,
	threshX-Low- If the measId-v12xy is included12						ReselectionThreshold,
	allowedMeasBandwidth-r12			AllowedMeasBandwidth,
	presenceAntennaPort1-r12			PresenceAntennaPort1,
	cellReselectionPriority-r12			CellReselectionPriority			OPTIONAL,		-- Need OP
	neighCellConfig-r12					NeighCellConfig,
	q-OffsetFreq-r12					Q-OffsetRange					DEFAULT dB0,
	interFreqNeighCellList-r12			InterFreqNeighCellList			OPTIONAL, 		-- Need OR
	interFreqBlackCellList-r12			InterFreqBlackCellList			OPTIONAL, 		-- Need OR
	q-QualMin-r12						Q-QualMin-r9					OPTIONAL,		-- Need OP
	threshX-Q-r12						SEQUENCE {
		threshX-HighQ-r12					ReselectionThresholdQ-r9,
		threshX-LowQ-r12					ReselectionThresholdQ-r9
	}																	OPTIONAL,	-- Cond RSRQ
	q-QualMinWB-r12						Q-QualMin-r9					OPTIONAL,	-- Cond WB-RSRQ
	multiBandInfoList-r12				MultiBandInfoList-r11			OPTIONAL,	-- Need OR
	reducedMeasurementPerformance-r12	ENUMERATED {true}		  		OPTIONAL,	-- Need OR
...
}

InterFreqNeighCellList ::=			SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=			SEQUENCE {
	physCellId							PhysCellId,
	q-OffsetCell						Q-OffsetRange
}

InterFreqBlackCellList ::=			SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	interFreqBlackCellList
List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList
List of neighbouring inter-frequencies. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the E-ARFCN used to indicate this. If E-UTRAN includes interFreqCarrierFreqList-v8h0 and/ or interFreqCarrierFreqList-v9e0 it includes the same number of entries, and listed in the same order, as in interFreqCarrierFreqList (i.e. without suffix). See Annex D for more descriptions.

	interFreqCarrierFreqListExt
List of additional neighbouring inter-frequencies. EUTRAN may include interFreqCarrierFreqListExt even if interFreqCarrierFreqList (i.e without suffix) does not include maxFreq entries. 

	interFreqNeighCellList
List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	multiBandInfoList
Indicates the list of frequency bands in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common. E-UTRAN indicates at most maxMultiBands frequency bands (i.e. the total number of entries across both multiBandInfoList and multiBandInfoList-v9e0 is below this limit).

	p-Max
Value applicable for the neighbouring E-UTRA cells on this carrier frequency. If absent the UE applies the maximum power according to the UE capability.

	q-OffsetCell
Parameter “Qoffsets,n” in TS 36.304 [4].

	q-OffsetFreq
Parameter “Qoffsetfrequency” in TS 36.304 [4].

	q-QualMin
Parameter “Qqualmin” in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinWB
If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	reducedMeasurementPerformance
Value TRUE indicates that the neighbouring inter-frequency is configured for reduced measurement performance, see TS 36.133 [16]. If the field is not included, the neighbouring inter-frequency is configured for normal measurement performance, see TS 36.133 [16]. 

	threshX-High
Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-HighQ
Parameter “ThreshX, HighQ” in TS 36.304 [4].

	threshX-Low
Parameter “ThreshX, LowP” in TS 36.304 [4].

	threshX-LowQ
Parameter “ThreshX, LowQ” in TS 36.304 [4].

	t-ReselectionEUTRA
Parameter “TreselectionEUTRA” in TS 36.304 [4].

	t-ReselectionEUTRA-SF
Parameter “Speed dependent ScalingFactor for TreselectionEUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].



	Conditional presence
	Explanation

	dl-FreqMax
	The field is mandatory present if, for the corresponding entry in InterFreqCarrierFreqList (i.e. without suffix), dl-CarrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present.



[bookmark: _Toc398985107]–	SystemInformationBlockType6
The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=		SEQUENCE {
	carrierFreqListUTRA-FDD				CarrierFreqListUTRA-FDD			OPTIONAL, 		-- Need OR
	carrierFreqListUTRA-TDD				CarrierFreqListUTRA-TDD			OPTIONAL, 		-- Need OR
	t-ReselectionUTRA					T-Reselection,
	t-ReselectionUTRA-SF				SpeedStateScaleFactors			OPTIONAL,		-- Need OP
	...,
	lateNonCriticalExtension			OCTET STRING	(CONTAINING SystemInformationBlockType6-v8h0-IEs)					OPTIONAL
}

SystemInformationBlockType6-v8h0-IEs ::=	SEQUENCE {
	carrierFreqListUTRA-FDD-v8h0 SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqInfoUTRA-FDD-v8h0 OPTIONAL,	-- Cond UTRA-FDD
	nonCriticalExtension			SystemInformationBlockType6-v12xy-IEs	OPTIONAL
}

SystemInformationBlockType6-v12xy-IEs ::= 	SEQUENCE {
	carrierFreqListUTRA-FDD-v12xy SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF
									CarrierFreqInfoUTRA-v12xy OPTIONAL,	-- Cond UTRA-FDD
	carrierFreqListUTRA-TDD-v12xy SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF
									CarrierFreqInfoUTRA-v12xy OPTIONAL,	-- Cond UTRA-TDD
	carrierFreqListUTRA-FDD-Ext-r12	
									CarrierFreqListUTRA-FDD-Ext-r12 OPTIONAL,		-- Cond UTRA-FDD
	carrierFreqListUTRA-TDD-Ext-r12 	
									CarrierFreqListUTRA-TDD-Ext-r12 OPTIONAL,	-- Cond UTRA-TDD
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

CarrierFreqInfoUTRA-v12xy ::=		SEQUENCE {
	reducedMeasurementPerformance-r12		ENUMERATED {true}		OPTIONAL		-- Need OR
}

CarrierFreqListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 

CarrierFreqListUTRA-FDD-Ext-r12 ::=	SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF
									 CarrierFreqUTRA-FDD-Ext-r12

CarrierFreqUTRA-FDD ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority			OPTIONAL, 		-- Need OP
	threshX-High						ReselectionThreshold,
	threshX-Low							ReselectionThreshold,
	q-RxLevMin							INTEGER (-60..-13),
	p-MaxUTRA							INTEGER (-50..33),
	q-QualMin							INTEGER (-24..0),
	...,
	[[	threshX-Q-r9					SEQUENCE {
			threshX-HighQ-r9				ReselectionThresholdQ-r9,
			threshX-LowQ-r9					ReselectionThresholdQ-r9
		}																OPTIONAL		-- Cond RSRQ
	]]
}

CarrierFreqInfoUTRA-FDD-v8h0 ::=			SEQUENCE {
	multiBandInfoList					SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator-UTRA-FDD				OPTIONAL	-- Need OR
}

CarrierFreqUTRA-FDD-Ext-r12 ::= 				SEQUENCE {
	carrierFreqr-r12					ARFCN-ValueUTRA,
	cellReselectionPriority-r12			CellReselectionPriority			OPTIONAL, 	-- Need OP
	threshX-High-r12					ReselectionThreshold,
	threshX-Low-r12						ReselectionThreshold,
	q-RxLevMin-r12						INTEGER (-60..-13),
	p-MaxUTRA-r12						INTEGER (-50..33),
	q-QualMin-r12						INTEGER (-24..0),
	threshX-Q-r12						SEQUENCE {
			threshX-HighQ-r12				ReselectionThresholdQ-r9,
			threshX-LowQ-r12				ReselectionThresholdQ-r9
	}																OPTIONAL,		-- Cond RSRQ
	multiBandInfoList					SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator-UTRA-FDD				OPTIONAL,	-- Need OR
	reducedMeasurementPerformance-r12	ENUMERATED {true}		  		OPTIONAL,	-- Need OR
	...
}

CarrierFreqListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 

CarrierFreqListUTRA-TDD-Ext-r12 ::=	 SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF
									 CarrierFreqUTRA-TDD-r12

CarrierFreqUTRA-TDD ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority			OPTIONAL, 		-- Need OP
	threshX-High						ReselectionThreshold,
	threshX-Low							ReselectionThreshold,
	q-RxLevMin							INTEGER (-60..-13),
	p-MaxUTRA							INTEGER (-50..33),
	...
}

CarrierFreqUTRA-TDD-r12 ::=  	SEQUENCE {
	carrierFreq-r12						ARFCN-ValueUTRA,
	cellReselectionPriority-r12			CellReselectionPriority			OPTIONAL, 		-- Need OP
	threshX-High-r12					ReselectionThreshold,
	threshX-Low-r12						ReselectionThreshold,
	q-RxLevMin-r12						INTEGER (-60..-13),
	p-MaxUTRA-r12						INTEGER (-50..33),
	reducedMeasurementPerformance-r12	ENUMERATED {true}		  		OPTIONAL,	-- Need OR
	...
}

FreqBandIndicator-UTRA-FDD ::=				INTEGER (1..86)

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	carrierFreqListUTRA-FDD
List of carrier frequencies of UTRA FDD. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the ARFCN used to indicate this. If E-UTRAN includes carrierFreqListUTRA-FDD-v8h0 it includes the same number of entries, and listed in the same order, as in carrierFreqListUTRA-FDD (i.e. without suffix). See Annex D for more descriptions.

	carrierFreqListUTRA-TDD
List of carrier frequencies of UTRA TDD. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the ARFCN used to indicate this.

	carrierFreqListUTRA-FDD-Ext
List of additional carrier frequencies of UTRA FDD. EUTRAN may include carrierFreqListUTRA-FDD-Ext even if carrierFreqListUTRA-FDD (i.e without suffix)  does not include maxUTRA-FDD-Carrier entries.

	carrierFreqListUTRA-TDD-Ext
List of additional carrier frequencies of UTRA TDD. EUTRAN may include carrierFreqListUTRA-TDD-Ext even if carrierFreqListUTRA-TDD (i.e without suffix)  does not include maxUTRA-TDD-Carrier entries.

	multiBandInfoList
Indicates the list of  frequency bands in addition to the band represented by carrierFreq in the CarrierFreqUTRA-FDD for which UTRA cell reselection parameters are common.

	p-MaxUTRA
The maximum allowed transmission power on the (uplink) carrier frequency, see TS 25.304 [40]. In dBm

	q-QualMin
Parameter “Qqualmin” in TS 25.304 [40]. Actual value = IE value [dB].

	q-RxLevMin
Parameter “Qrxlevmin” in TS 25.304 [40]. Actual value = IE value * 2+1 [dBm].

	reducedMeasurementPerformance
Value TRUE indicates that the UTRA carrier frequency is configured for reduced measurement performance, see TS 36.133 [16]. If the field is not included, the UTRA carrier frequency is configured for normal measurement performance, see TS 36.133 [16]. 

	t-ReselectionUTRA
Parameter “TreselectionUTRAN” in TS 36.304 [4].

	t-ReselectionUTRA-SF
Parameter “Speed dependent ScalingFactor for TreselectionUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	threshX-High
Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-HighQ
Parameter “ThreshX, HighQ” in TS 36.304 [4].

	threshX-Low
 Parameter “ThreshX, LowP” in TS 36.304 [4].

	threshX-LowQ
 Parameter “ThreshX, LowQ” in TS 36.304 [4].



	Conditional presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	UTRA-FDD
	The field is optionally present, need OR, if the carrierFreqListUTRA-FDD is present. Otherwise it is not present.

	UTRA-TDD
	The field is optionally present, need OR, if the carrierFreqListUTRA-TDD is present. Otherwise it is not present.



[bookmark: _Toc398985218]

6.3.5	Measurement information elements
<CUT>
[bookmark: _Toc398985222]–	MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.
MeasConfig information element
-- ASN1START

MeasConfig ::=						SEQUENCE {
	-- Measurement objects
	measObjectToRemoveList				MeasObjectToRemoveList				OPTIONAL,	-- Need ON
	measObjectToAddModList				MeasObjectToAddModList				OPTIONAL,	-- Need ON
	-- Reporting configurations
	reportConfigToRemoveList			ReportConfigToRemoveList			OPTIONAL,	-- Need ON
	reportConfigToAddModList			ReportConfigToAddModList			OPTIONAL,	-- Need ON
	-- Measurement identities
	measIdToRemoveList					MeasIdToRemoveList					OPTIONAL,	-- Need ON
	measIdToAddModList					MeasIdToAddModList					OPTIONAL,	-- Need ON
	-- Other parameters
	quantityConfig						QuantityConfig						OPTIONAL,	-- Need ON
	measGapConfig						MeasGapConfig						OPTIONAL,	-- Need ON
	s-Measure							RSRP-Range							OPTIONAL,	-- Need ON
	preRegistrationInfoHRPD				PreRegistrationInfoHRPD				OPTIONAL, 	-- Need OP
	speedStatePars			CHOICE {
		release								NULL,
		setup								SEQUENCE {
			mobilityStateParameters				MobilityStateParameters,
			timeToTrigger-SF					SpeedStateScaleFactors
		}
	}																		OPTIONAL,	-- Need ON
	...,
	[[	measObjectToAddModList-v9e0			MeasObjectToAddModList-v9e0		OPTIONAL	-- Need ON
	]],
	[[	measScaleFactor-r12						MeasScaleFactor-r12				OPTIONAL,	-- Need ON
		measIdToRemoveListExt-r12			MeasIdToRemoveListExt-r12		OPTIONAL,	-- Need ON
		measIdToAddModListExt-r12			MeasIdToAddModListExt-r12		OPTIONAL	-- Need ON
	]]
}

MeasIdToRemoveList ::=				SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasIdToRemoveListExt-r12 ::=		SEQUENCE (SIZE (1..maxMeasId)) OF MeasId-v12xy

MeasObjectToRemoveList ::=			SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

ReportConfigToRemoveList ::=		SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	measGapConfig
Used to setup and release measurement gaps.

	measObjectToAddModList
If E-UTRAN includes measObjectToAddModList-v9e0 it includes the same number of entries, and listed in the same order, as in measObjectToAddModList (i.e. without suffix).

	measIdToRemoveList
List of measurement identities to remove.

	measObjectToRemoveList
List of measurement objects to remove.

	measScaleFactor
E-UTRAN configures values sf8 or sf16 to the field if and only if at least one measObject includes reducedMeasurementPerformance. E-UTRAN configures value none to the field if and only if no measObject includes reducedMeasurementPerformance.

	PreRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	reportConfigToRemoveList
List of measurement reporting configurations to remove.

	s-Measure
PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value “0” indicates to disable s-Measure.

	timeToTrigger-SF
The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.



<CUT>
[bookmark: _Toc398985224]–	MeasId
The IE MeasId is used to identify a measurement configuration, i.e., linking of a measurement object and a reporting configuration.
MeasId information element
-- ASN1START

MeasId ::=							INTEGER (1..maxMeasId)

MeasId-v12xy ::=					INTEGER (maxMeasId-Plus1..maxMeasId-r12)

-- ASN1STOP

[bookmark: _Toc398985225]–	MeasIdToAddModList
The IE MeasIdToAddModList concerns a list of measurement identities to add or modify, with for each entry the measId, the associated measObjectId and the associated reportConfigId.
MeasIdToAddModList information element
-- ASN1START

MeasIdToAddModList ::=				SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddMod

MeasIdToAddModListExt-r12 ::=		SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddModExt-r12

MeasIdToAddMod ::=	SEQUENCE {
	measId								MeasId,
	measObjectId						MeasObjectId,
	reportConfigId						ReportConfigId
}

MeasIdToAddModExt-r12 ::=	SEQUENCE {
	measId-v12xy						MeasId-v12xy,
	measObjectId-r12					MeasObjectId,
	reportConfigId-r12					ReportConfigId
}



-- ASN1STOP

<CUT>
[bookmark: _Toc398985227]–	MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=					SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	allowedMeasBandwidth				AllowedMeasBandwidth,
	presenceAntennaPort1				PresenceAntennaPort1,
	neighCellConfig						NeighCellConfig,
	offsetFreq							Q-OffsetRange				DEFAULT dB0,
	-- Cell list
	cellsToRemoveList					CellIndexList				OPTIONAL,		-- Need ON
	cellsToAddModList					CellsToAddModList			OPTIONAL,		-- Need ON
	-- Black list
	blackCellsToRemoveList				CellIndexList				OPTIONAL,		-- Need ON
	blackCellsToAddModList				BlackCellsToAddModList		OPTIONAL,		-- Need ON
	cellForWhichToReportCGI				PhysCellId					OPTIONAL,		-- Need ON
	...,
	[[measCycleSCell-r10				MeasCycleSCell-r10		OPTIONAL,		-- Need ON
		measSubframePatternConfigNeigh-r10	MeasSubframePatternConfigNeigh-r10	OPTIONAL							-- Need ON
	]],
	[[widebandRSRQ-Meas-r11				BOOLEAN	OPTIONAL		-- Cond WB-RSRQ
	]],
	[[altTTT-CellsToRemoveList-r12	CellIndexList				OPTIONAL,		-- Need ON
		altTTT-CellsToAddModList-r12	AltTTT-CellsToAddModList-r12	OPTIONAL		-- Need ON
	]],
	[[t312-r12							ENUMERATED {ms0, ms50, ms100, ms200, ms300, ms400, ms500, 
                                        		ms1000}				OPTIONAL		-- Need ON
	]],
	[[	measPerformance 				SEQUENCE {
			reducedMeasurementPerformance-r12		ENUMERATED {true} 
		}													OPTIONAL	 	-- Need ON
	]]
}

MeasObjectEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0
}

CellsToAddModList ::=				SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellId							PhysCellId,
	cellIndividualOffset				Q-OffsetRange
}

BlackCellsToAddModList ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellIdRange						PhysCellIdRange
}

MeasCycleSCell-r10 ::=				ENUMERATED {sf160, sf256, sf320, sf512,
													sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=	CHOICE {
	release									NULL,
	setup									SEQUENCE {
		measSubframePatternNeigh-r10			MeasSubframePattern-r10,
		measSubframeCellList-r10				MeasSubframeCellList-r10	OPTIONAL	-- Cond always
	}
}

MeasSubframeCellList-r10 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

AltTTT-CellsToAddModList-r12 ::=	SEQUENCE (SIZE (1..maxCellMeas)) OF AltTTT-CellsToAddMod-r12

AltTTT-CellsToAddMod-r12 ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellIdRange						PhysCellIdRange
}

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	altTTT-CellsToAddModList
List of cells to add/ modify in the cell list for which the alternative time to trigger specified by alternativeTimeToTrigger in reportConfigEUTRA, if configured, applies.

	altTTT-CellsToRemoveList
List of cells to remove from the list of cells for alternative time to trigger.

	blackCellsToAddModList
List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList
List of cells to remove from the black list of cells.

	carrierFreq
Identifies E‑UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the E-ARFCN used to indicate this.

	cellIndex
Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset
Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList
List of cells to add/ modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list.

	measCycleSCell
The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, see TS 36.133 [16, 8.3.3]. E-UTRAN configures the parameter whenever an SCell is configured on the frequency indicated by the measObject, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measSubframeCellList
List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes, and have the same special subframe configuration as PCell.

	offsetFreq
Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId
Physical cell identity of a cell in the cell list.

	physCellIdRange
Physical cell identity or a range of physical cell identities.

	reducedMeasurementPerformance
Value TRUE indicates that the EUTRA carrier frequency is configured for reduced measurement performance, see TS 36.133 [16]. If the field is not included, the neighbouring inter-frequency is configured for normal measurement performance, see TS 36.133 [16].

	t312
The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	widebandRSRQ-Meas
If this field is set to TRUE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16].



	Conditional presence
	Explanation

	always
	The field is mandatory present.

	WB-RSRQ
	The field is optionally present, need ON, if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present and the UE shall delete any existing value for this field, if configured.



<CUT>
[bookmark: _Toc398985231]–	MeasObjectUTRA
The IE MeasObjectUTRA specifies information applicable for inter-RAT UTRA neighbouring cells.
MeasObjectUTRA information element
-- ASN1START

MeasObjectUTRA ::=					SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	offsetFreq							Q-OffsetRangeInterRAT		DEFAULT 0,
	cellsToRemoveList					CellIndexList				OPTIONAL,			-- Need ON
	cellsToAddModList					CHOICE {
		cellsToAddModListUTRA-FDD			CellsToAddModListUTRA-FDD,
		cellsToAddModListUTRA-TDD			CellsToAddModListUTRA-TDD
	}																OPTIONAL,			-- Need ON
	cellForWhichToReportCGI				CHOICE {
		utra-FDD							PhysCellIdUTRA-FDD,
		utra-TDD							PhysCellIdUTRA-TDD
	}																OPTIONAL, 	-- Need ON
	...,
	[[	csg-allowedReportingCells-v930			CSG-AllowedReportingCells-r9	OPTIONAL		-- Need ON
	]],
	[[	measPerformance 				SEQUENCE {
			reducedMeasurementPerformance-r12		ENUMERATED {true} 
		}													OPTIONAL	 	-- Need ON
	]]
}

CellsToAddModListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-FDD 

CellsToAddModUTRA-FDD ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellId							PhysCellIdUTRA-FDD
}

CellsToAddModListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModUTRA-TDD 

CellsToAddModUTRA-TDD ::=	SEQUENCE {
	cellIndex							INTEGER (1..maxCellMeas),
	physCellId							PhysCellIdUTRA-TDD
}

CSG-AllowedReportingCells-r9 ::=		SEQUENCE {
	physCellIdRangeUTRA-FDDList-r9			PhysCellIdRangeUTRA-FDDList-r9	OPTIONAL	-- Need OR
}
-- ASN1STOP

	MeasObjectUTRA field descriptions

	carrierFreq
Identifies UTRA carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the ARFCN used to indicate this.

	cellIndex
Entry index in the neighbouring cell list.

	cellsToAddModListUTRA-FDD
List of UTRA FDD cells to add/ modify in the neighbouring cell list.

	cellsToAddModListUTRA-TDD
List of UTRA TDD cells to add/modify in the neighbouring cell list.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	csg-allowedReportingCells
One or more ranges of physical cell identities for which UTRA-FDD reporting is allowed.

	reducedMeasurementPerformance
Value TRUE indicates that the UTRA carrier frequency is configured for reduced measurement performance, see TS 36.133 [16]. If the field is not included, the UTRA carrier frequency is configured for normal measurement performance, see TS 36.133 [16].
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The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.
MeasResults information element
-- ASN1START

MeasResults ::=						SEQUENCE {
	measId								MeasId,
	measResultPCell					SEQUENCE {
		rsrpResult							RSRP-Range,
		rsrqResult							RSRQ-Range
	},
	measResultNeighCells				CHOICE {
		measResultListEUTRA					MeasResultListEUTRA,
		measResultListUTRA					MeasResultListUTRA,
		measResultListGERAN					MeasResultListGERAN,
		measResultsCDMA2000					MeasResultsCDMA2000,
		...
	}																		OPTIONAL,
	...,
	[[	measResultForECID-r9				MeasResultForECID-r9			OPTIONAL
	]],
	[[	locationInfo-r10					LocationInfo-r10				OPTIONAL,
		measResultServFreqList-r10			MeasResultServFreqList-r10		OPTIONAL
	]],
	[[	measId-v12xy						MeasId-v12xy					OPTIONAL
	]]
}

MeasResultListEUTRA ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=	SEQUENCE {
	physCellId							PhysCellId,
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdEUTRA,
		trackingAreaCode					TrackingAreaCode,
		plmn-IdentityList					PLMN-IdentityList2 				OPTIONAL
	}			 												OPTIONAL,
	measResult							SEQUENCE {
		rsrpResult							RSRP-Range						OPTIONAL,
		rsrqResult							RSRQ-Range						OPTIONAL,
		...,
		[[	additionalSI-Info-r9				AdditionalSI-Info-r9				OPTIONAL
		]],
		[[	primaryPLMN-Suitable-r12			ENUMERATED {true}			OPTIONAL
		]]
	}
}

[bookmark: OLE_LINK34]MeasResultServFreqList-r10 ::=	SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10

MeasResultServFreq-r10 ::=			SEQUENCE {
	servFreqId-r10						ServCellIndex-r10,
	measResultSCell-r10					SEQUENCE {
		rsrpResultSCell-r10					RSRP-Range,
		rsrqResultSCell-r10					RSRQ-Range
	}															OPTIONAL,
	measResultBestNeighCell-r10			SEQUENCE {
		physCellId-r10						PhysCellId,
		rsrpResultNCell-r10					RSRP-Range,
		rsrqResultNCell-r10					RSRQ-Range
	}															OPTIONAL,
	...
}

MeasResultListUTRA ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=	SEQUENCE {
	physCellId							CHOICE {
		fdd									PhysCellIdUTRA-FDD,
		tdd									PhysCellIdUTRA-TDD
	},
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdUTRA,
		locationAreaCode					BIT STRING (SIZE (16))			OPTIONAL,
		routingAreaCode						BIT STRING (SIZE (8))			OPTIONAL,
		plmn-IdentityList					PLMN-IdentityList2 				OPTIONAL
	}			 												OPTIONAL,
	measResult							SEQUENCE {
		utra-RSCP							INTEGER (-5..91)				OPTIONAL,
		utra-EcN0							INTEGER (0..49)					OPTIONAL,
		...,
		[[	additionalSI-Info-r9				AdditionalSI-Info-r9				OPTIONAL
		]],
		[[	primaryPLMN-Suitable-r12			ENUMERATED {true}			OPTIONAL
		]]
	}
}

MeasResultListGERAN ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=	SEQUENCE {
	carrierFreq							CarrierFreqGERAN,
	physCellId							PhysCellIdGERAN,
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdGERAN,
		routingAreaCode						BIT STRING (SIZE (8))			OPTIONAL
	}			 															OPTIONAL,
	measResult							SEQUENCE {
		rssi								INTEGER (0..63),
		...
	}
}

MeasResultsCDMA2000 ::=				SEQUENCE {
	preRegistrationStatusHRPD			BOOLEAN,
	measResultListCDMA2000				MeasResultListCDMA2000
}

MeasResultListCDMA2000 ::=			SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=	SEQUENCE {
	physCellId							PhysCellIdCDMA2000,
	cgi-Info							CellGlobalIdCDMA2000		 		OPTIONAL,
	measResult							SEQUENCE {
		pilotPnPhase						INTEGER	(0..32767)				OPTIONAL,
		pilotStrength						INTEGER (0..63),
		...
	}
}

MeasResultForECID-r9 ::=		SEQUENCE {
	ue-RxTxTimeDiffResult-r9				INTEGER (0..4095),
	currentSFN-r9							BIT STRING (SIZE (10))
}

PLMN-IdentityList2 ::=				SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=			SEQUENCE {
	csg-MemberStatus-r9				ENUMERATED {member}				OPTIONAL,
	csg-Identity-r9						CSG-Identity						OPTIONAL
}

-- ASN1STOP

	MeasResults field descriptions

	csg-MemberStatus
Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN
Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	locationAreaCode
A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId
Identifies the measurement identity for which the reporting is being performed. If the measId-v12xy is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult
Measured result of an E‑UTRA cell;
Measured result of a UTRA cell;
Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.
Measured result of UE Rx–Tx time difference.

	measResultListCDMA2000
List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA
List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN
List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA
List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultPCell
Measured result of the PCell.

	measResultsCDMA2000
Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList
Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase
Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength
CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD
Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	routingAreaCode
The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult
Measured RSRP result of an E‑UTRA cell.
The rsrpResult is only reported if configured by the eNB.

	rsrqResult
Measured RSRQ result of an E‑UTRA cell.
The rsrqResult is only reported if configured by the eNB.

	rssi
GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. According to UE Rx-Tx time difference report mapping in TS 36.133 [16].


	utra-EcN0
According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP
According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.



<CUT>
–	MeasScaleFactor
The IE MeasScaleFactor specifies the factor for scaling the measurement performance requirements in TS 36.133 [16] when the UE is configured with UTRA and E-UTRA frequencies for reduced measurement performance.
MeasScaleFactor information element
-- ASN1START

MeasScaleFactor-r12 ::=			SEQUENCE {
	sf-Measurement						ENUMERATED {none, sf8, sf16}		OPTIONAL	-- Need OR
}
-- ASN1STOP


	MeasScaleFactor field descriptions

	sf-Measurement
The factor used to scale the measurement performance for UTRA and E-UTRA frequencies, see TS 36.133 [16]. Value none indicates that the UE shall measure all configured carriers with normal performance as specified TS36.133 [16].



<CUT>


[bookmark: _Toc398985242]6.3.6	Other information elements
[bookmark: _Toc398985243]<cut>
[bookmark: _Toc398985261]–	UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.
UE-EUTRA-Capability information element
-- ASN1START

[bookmark: OLE_LINK112][bookmark: OLE_LINK113]UE-EUTRA-Capability ::=			SEQUENCE {
	accessStratumRelease				AccessStratumRelease,
	ue-Category							INTEGER (1..5),
	pdcp-Parameters						PDCP-Parameters,
	phyLayerParameters					PhyLayerParameters,
	rf-Parameters						RF-Parameters,
	measParameters						MeasParameters,
	featureGroupIndicators				BIT STRING (SIZE (32))				OPTIONAL,
	interRAT-Parameters				SEQUENCE {
		utraFDD								IRAT-ParametersUTRA-FDD				OPTIONAL,
		utraTDD128							IRAT-ParametersUTRA-TDD128				OPTIONAL,
		utraTDD384							IRAT-ParametersUTRA-TDD384				OPTIONAL,
		utraTDD768							IRAT-ParametersUTRA-TDD768				OPTIONAL,
		geran								IRAT-ParametersGERAN					OPTIONAL,
		cdma2000-HRPD						IRAT-ParametersCDMA2000-HRPD			OPTIONAL,
		cdma2000-1xRTT						IRAT-ParametersCDMA2000-1XRTT			OPTIONAL
	},
	nonCriticalExtension				UE-EUTRA-Capability-v920-IEs		OPTIONAL
}

-- Late non critical extensions
UE-EUTRA-Capability-v9a0-IEs ::=	SEQUENCE {
	featureGroupIndRel9Add-r9			BIT STRING (SIZE (32))				OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-r9	UE-EUTRA-CapabilityAddXDD-Mode-r9	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-r9	UE-EUTRA-CapabilityAddXDD-Mode-r9	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9c0-IEs		OPTIONAL
}

UE-EUTRA-Capability-v9c0-IEs ::=		SEQUENCE {
	interRAT-ParametersUTRA-v9c0		IRAT-ParametersUTRA-v9c0		OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9d0-IEs	OPTIONAL
}

UE-EUTRA-Capability-v9d0-IEs ::=		SEQUENCE {
	phyLayerParameters-v9d0				PhyLayerParameters-v9d0			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9e0-IEs	OPTIONAL
}

UE-EUTRA-Capability-v9e0-IEs ::=	SEQUENCE {
	rf-Parameters-v9e0					RF-Parameters-v9e0						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v9h0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v9h0-IEs ::=	SEQUENCE {
	interRAT-ParametersUTRA-v9h0		IRAT-ParametersUTRA-v9h0			OPTIONAL,
	-- Following field is only to be used for late REL-9 extensions
	lateNonCriticalExtension			OCTET STRING							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v10c0-IEs			OPTIONAL
}

UE-EUTRA-Capability-v10c0-IEs ::=	SEQUENCE {
	otdoa-PositioningCapabilities-r10	OTDOA-PositioningCapabilities-r10		OPTIONAL,
	-- Following field is only to be used for late extensions from REL-10
	nonCriticalExtension				SEQUENCE {}								OPTIONAL
}

-- Regular non critical extensions
UE-EUTRA-Capability-v920-IEs ::=		SEQUENCE {
	phyLayerParameters-v920				PhyLayerParameters-v920,
	interRAT-ParametersGERAN-v920			IRAT-ParametersGERAN-v920,
	interRAT-ParametersUTRA-v920			IRAT-ParametersUTRA-v920			OPTIONAL,
	interRAT-ParametersCDMA2000-v920		IRAT-ParametersCDMA2000-1XRTT-v920	OPTIONAL,
	deviceType-r9							ENUMERATED {noBenFromBatConsumpOpt}	OPTIONAL,
	csg-ProximityIndicationParameters-r9	CSG-ProximityIndicationParameters-r9,
	neighCellSI-AcquisitionParameters-r9	NeighCellSI-AcquisitionParameters-r9,
	son-Parameters-r9						SON-Parameters-r9,
	nonCriticalExtension					UE-EUTRA-Capability-v940-IEs		OPTIONAL
}

UE-EUTRA-Capability-v940-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING UE-EUTRA-Capability-v9a0-IEs)
																			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1020-IEs		OPTIONAL
}

UE-EUTRA-Capability-v1020-IEs ::=	SEQUENCE {
	ue-Category-v1020					INTEGER (6..8)							OPTIONAL,
	phyLayerParameters-v1020			PhyLayerParameters-v1020				OPTIONAL,
	rf-Parameters-v1020					RF-Parameters-v1020						OPTIONAL,
	measParameters-v1020				MeasParameters-v1020					OPTIONAL,
	featureGroupIndRel10-r10			BIT STRING (SIZE (32))					OPTIONAL,
	interRAT-ParametersCDMA2000-v1020	IRAT-ParametersCDMA2000-1XRTT-v1020		OPTIONAL,
	ue-BasedNetwPerfMeasParameters-r10	UE-BasedNetwPerfMeasParameters-r10		OPTIONAL,
	interRAT-ParametersUTRA-TDD-v1020	IRAT-ParametersUTRA-TDD-v1020			OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1060-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1060-IEs ::=	SEQUENCE {
	fdd-Add-UE-EUTRA-Capabilities-v1060	UE-EUTRA-CapabilityAddXDD-Mode-v1060	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1060	UE-EUTRA-CapabilityAddXDD-Mode-v1060	OPTIONAL,
	rf-Parameters-v1060					RF-Parameters-v1060						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1090-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1090-IEs ::=	SEQUENCE {
	rf-Parameters-v1090					RF-Parameters-v1090						OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1130-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1130-IEs ::=	SEQUENCE {
	pdcp-Parameters-v1130				PDCP-Parameters-v1130,
	phyLayerParameters-v1130			PhyLayerParameters-v1130				OPTIONAL,
	rf-Parameters-v1130					RF-Parameters-v1130,
	measParameters-v1130				MeasParameters-v1130,
	interRAT-ParametersCDMA2000-v1130	IRAT-ParametersCDMA2000-v1130,
	otherParameters-r11					Other-Parameters-r11,
	fdd-Add-UE-EUTRA-Capabilities-v1130	UE-EUTRA-CapabilityAddXDD-Mode-v1130	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1130	UE-EUTRA-CapabilityAddXDD-Mode-v1130	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1170-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1170-IEs ::=	SEQUENCE {
	phyLayerParameters-v1170			PhyLayerParameters-v1170				OPTIONAL,
	ue-Category-v1170					INTEGER (9..10)							OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v1180-IEs			OPTIONAL
}

UE-EUTRA-Capability-v1180-IEs ::=	SEQUENCE {
	rf-Parameters-v1180					RF-Parameters-v1180						OPTIONAL,
	mbms-Parameters-r11					MBMS-Parameters-r11						OPTIONAL,
	fdd-Add-UE-EUTRA-Capabilities-v1180	UE-EUTRA-CapabilityAddXDD-Mode-v1180	OPTIONAL,
	tdd-Add-UE-EUTRA-Capabilities-v1180	UE-EUTRA-CapabilityAddXDD-Mode-v1180	OPTIONAL,
	nonCriticalExtension				UE-EUTRA-Capability-v12xy-IEs			OPTIONAL
}

UE-EUTRA-Capability-v12xy-IEs ::=	SEQUENCE {
	phyLayerParameters-v12xy			PhyLayerParameters-v12xy				OPTIONAL,
	rlc-Parameters-r12					RLC-Parameters-r12						OPTIONAL,
	ue-BasedNetwPerfMeasParameters-v12xy	UE-BasedNetwPerfMeasParameters-v12xy	OPTIONAL,
	ue-Category-v12xy					INTEGER (0)								OPTIONAL,
	measParameters-v12xy				MeasParameters-v12xy 					OPTIONAL,
	nonCriticalExtension				SEQUENCE {}								OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=	SEQUENCE {
	phyLayerParameters-r9				PhyLayerParameters					OPTIONAL,
	featureGroupIndicators-r9			BIT STRING (SIZE (32))				OPTIONAL,
	featureGroupIndRel9Add-r9			BIT STRING (SIZE (32))				OPTIONAL,
	interRAT-ParametersGERAN-r9			IRAT-ParametersGERAN				OPTIONAL,
	interRAT-ParametersUTRA-r9			IRAT-ParametersUTRA-v920			OPTIONAL,
	interRAT-ParametersCDMA2000-r9		IRAT-ParametersCDMA2000-1XRTT-v920	OPTIONAL,
	neighCellSI-AcquisitionParameters-r9	NeighCellSI-AcquisitionParameters-r9	OPTIONAL,
	...
}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=	SEQUENCE {
	phyLayerParameters-v1060			PhyLayerParameters-v1020			OPTIONAL,
	featureGroupIndRel10-v1060			BIT STRING (SIZE (32))				OPTIONAL,
	interRAT-ParametersCDMA2000-v1060	IRAT-ParametersCDMA2000-1XRTT-v1020	OPTIONAL,
	interRAT-ParametersUTRA-TDD-v1060	IRAT-ParametersUTRA-TDD-v1020		OPTIONAL,
	...,
	[[	otdoa-PositioningCapabilities-r10	OTDOA-PositioningCapabilities-r10	OPTIONAL
	]]
}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=	SEQUENCE {
	phyLayerParameters-v1130			PhyLayerParameters-v1130			OPTIONAL,
	measParameters-v1130				MeasParameters-v1130				OPTIONAL,
	otherParameters-r11					Other-Parameters-r11				OPTIONAL,
	...
}

UE-EUTRA-CapabilityAddXDD-Mode-v1180 ::=	SEQUENCE {
	mbms-Parameters-r11					MBMS-Parameters-r11
}

AccessStratumRelease ::=			ENUMERATED {
										rel8, rel9, rel10, rel11, spare4, spare3,
										spare2, spare1, ...}

RLC-Parameters-r12 ::=				SEQUENCE {
	extended-RLC-LI-Field-r12			ENUMERATED {supported}
}

PDCP-Parameters ::=				SEQUENCE {
	supportedROHC-Profiles				SEQUENCE {
		profile0x0001						BOOLEAN,
		profile0x0002						BOOLEAN,
		profile0x0003						BOOLEAN,
		profile0x0004						BOOLEAN,
		profile0x0006						BOOLEAN,
		profile0x0101						BOOLEAN,
		profile0x0102						BOOLEAN,
		profile0x0103						BOOLEAN,
		profile0x0104						BOOLEAN
	},
	maxNumberROHC-ContextSessions		ENUMERATED {
											cs2, cs4, cs8, cs12, cs16, cs24, cs32,
											cs48, cs64, cs128, cs256, cs512, cs1024,
											cs16384, spare2, spare1}				DEFAULT cs16,
	...
}

PDCP-Parameters-v1130 ::=		SEQUENCE {
	pdcp-SN-Extension-r11					ENUMERATED {supported}			OPTIONAL,
	supportRohcContextContinue-r11			ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters ::=				SEQUENCE {
	ue-TxAntennaSelectionSupported		BOOLEAN,
	ue-SpecificRefSigsSupported		BOOLEAN
}

PhyLayerParameters-v920 ::=		SEQUENCE {
	enhancedDualLayerFDD-r9			ENUMERATED {supported}			OPTIONAL,
	enhancedDualLayerTDD-r9			ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v9d0 ::=			SEQUENCE {
	tm5-FDD-r9						ENUMERATED {supported}			OPTIONAL,
	tm5-TDD-r9						ENUMERATED {supported}			OPTIONAL
}

PhyLayerParameters-v1020 ::=			SEQUENCE {
	twoAntennaPortsForPUCCH-r10				ENUMERATED {supported}					OPTIONAL,
	tm9-With-8Tx-FDD-r10					ENUMERATED {supported}					OPTIONAL,
	pmi-Disabling-r10						ENUMERATED {supported}					OPTIONAL,
	crossCarrierScheduling-r10				ENUMERATED {supported}					OPTIONAL,
	simultaneousPUCCH-PUSCH-r10				ENUMERATED {supported}					OPTIONAL,
	multiClusterPUSCH-WithinCC-r10			ENUMERATED {supported}					OPTIONAL,
	nonContiguousUL-RA-WithinCC-List-r10	NonContiguousUL-RA-WithinCC-List-r10	OPTIONAL
}

PhyLayerParameters-v1130 ::=			SEQUENCE {
	crs-InterfHandl-r11						ENUMERATED {supported}					OPTIONAL,
	ePDCCH-r11								ENUMERATED {supported}					OPTIONAL,
	multiACK-CSI-Reporting-r11				ENUMERATED {supported}					OPTIONAL,
	ss-CCH-InterfHandl-r11					ENUMERATED {supported}					OPTIONAL,
	tdd-SpecialSubframe-r11					ENUMERATED {supported}					OPTIONAL,
	txDiv-PUCCH1b-ChSelect-r11				ENUMERATED {supported}					OPTIONAL,
	ul-CoMP-r11								ENUMERATED {supported}					OPTIONAL
}

PhyLayerParameters-v1170 ::=			SEQUENCE {
	interBandTDD-CA-WithDifferentConfig-r11	BIT STRING (SIZE (2))			OPTIONAL
}

PhyLayerParameters-v12xy ::=			SEQUENCE {
	e-HARQ-Pattern-FDD-r12					ENUMERATED {supported}			OPTIONAL,
	tdd-FDD-CA-PCellDuplex-r12				BIT STRING (SIZE (2))			OPTIONAL,
	phy-TDD-ReConfig-TDDPCell-r12			ENUMERATED {supported}			OPTIONAL,
	phy-TDD-ReConfig-FDDPCell-r12			ENUMERATED {supported}			OPTIONAL,
	pusch-SRS-PowerControl-SubframeSet-r12	ENUMERATED {supported}			OPTIONAL,
	csi-SubframeSet-r12						ENUMERATED {supported}			OPTIONAL
}


NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=		SEQUENCE {
	nonContiguousUL-RA-WithinCC-Info-r10	ENUMERATED {supported}					OPTIONAL
}

RF-Parameters ::=					SEQUENCE {
	supportedBandListEUTRA				SupportedBandListEUTRA
}

RF-Parameters-v9e0 ::=					SEQUENCE {
	supportedBandListEUTRA-v9e0				SupportedBandListEUTRA-v9e0				OPTIONAL
}

RF-Parameters-v1020 ::=				SEQUENCE {
	supportedBandCombination-r10			SupportedBandCombination-r10
}

RF-Parameters-v1060 ::=				SEQUENCE {
	supportedBandCombinationExt-r10			SupportedBandCombinationExt-r10
}

RF-Parameters-v1090 ::=					SEQUENCE {
	supportedBandCombination-v1090			SupportedBandCombination-v1090			OPTIONAL
}

RF-Parameters-v1130 ::=				SEQUENCE {
	supportedBandCombination-v1130			SupportedBandCombination-v1130			OPTIONAL
}

RF-Parameters-v1180 ::=				SEQUENCE {
	freqBandRetrieval-r11					ENUMERATED {supported}			OPTIONAL,
	requestedBands-r11						SEQUENCE (SIZE (1.. maxBands)) OF FreqBandIndicator-r11						OPTIONAL,
	supportedBandCombinationAdd-r11			SupportedBandCombinationAdd-r11		OPTIONAL
}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10 

SupportedBandCombinationExt-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParametersExt-r10

SupportedBandCombination-v1090 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1090

SupportedBandCombination-v1130 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1130

SupportedBandCombinationAdd-r11 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-r11

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandCombinationParametersExt-r10 ::= SEQUENCE {
	supportedBandwidthCombinationSet-r10	SupportedBandwidthCombinationSet-r10	OPTIONAL
}

BandCombinationParameters-v1090 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1090

BandCombinationParameters-v1130 ::=	SEQUENCE {
	multipleTimingAdvance-r11		ENUMERATED {supported}					OPTIONAL,
	simultaneousRx-Tx-r11			ENUMERATED {supported}					OPTIONAL,
	bandParameterList-r11			SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1130	OPTIONAL,
	...
}

BandCombinationParameters-r11 ::=	SEQUENCE {
	bandParameterList-r11			SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF 
			BandParameters-r11,
	supportedBandwidthCombinationSet-r11	SupportedBandwidthCombinationSet-r10	OPTIONAL,
	multipleTimingAdvance-r11		ENUMERATED {supported}					OPTIONAL,
	simultaneousRx-Tx-r11			ENUMERATED {supported}					OPTIONAL,
	bandInfoEUTRA-r11				BandInfoEUTRA,
	...
}

SupportedBandwidthCombinationSet-r10 ::=	BIT STRING (SIZE (1..maxBandwidthCombSet-r10))

BandParameters-r10 ::= SEQUENCE {
	bandEUTRA-r10					FreqBandIndicator,
	bandParametersUL-r10			BandParametersUL-r10					OPTIONAL,
	bandParametersDL-r10			BandParametersDL-r10					OPTIONAL
}

BandParameters-v1090 ::= SEQUENCE {
	bandEUTRA-v1090					FreqBandIndicator-v9e0					OPTIONAL,
	...
}

BandParameters-v1130 ::= SEQUENCE {
	supportedCSI-Proc-r11			ENUMERATED {n1, n3, n4}
}

BandParameters-r11 ::= SEQUENCE {
	bandEUTRA-r11					FreqBandIndicator-r11,
	bandParametersUL-r11			BandParametersUL-r10					OPTIONAL,
	bandParametersDL-r11			BandParametersDL-r10					OPTIONAL,
	supportedCSI-Proc-r11			ENUMERATED {n1, n3, n4}					OPTIONAL
}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10

CA-MIMO-ParametersUL-r10 ::= SEQUENCE {
	ca-BandwidthClassUL-r10				CA-BandwidthClass-r10,
	supportedMIMO-CapabilityUL-r10		MIMO-CapabilityUL-r10				OPTIONAL
}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

CA-MIMO-ParametersDL-r10 ::= SEQUENCE {
	ca-BandwidthClassDL-r10				CA-BandwidthClass-r10,
	supportedMIMO-CapabilityDL-r10		MIMO-CapabilityDL-r10				OPTIONAL
}

CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, fourLayers}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

SupportedBandListEUTRA ::=			SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandListEUTRA-v9e0::=			SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9e0

SupportedBandEUTRA ::=				SEQUENCE {
	bandEUTRA							FreqBandIndicator,
	halfDuplex							BOOLEAN
}

SupportedBandEUTRA-v9e0 ::=		SEQUENCE {
	bandEUTRA-v9e0						FreqBandIndicator-v9e0		OPTIONAL
}

MeasParameters ::=					SEQUENCE {
	bandListEUTRA						BandListEUTRA
}

MeasParameters-v1020 ::=			SEQUENCE {
	bandCombinationListEUTRA-r10			BandCombinationListEUTRA-r10
}

MeasParameters-v1130 ::=			SEQUENCE {
	rsrqMeasWideband-r11			ENUMERATED {supported}					OPTIONAL
}

MeasParameters-v12xy ::=			SEQUENCE {	
	timerT312-r12						ENUMERATED {supported}		OPTIONAL,
	alternativeTimeToTrigger-r12		ENUMERATED {supported}		OPTIONAL,
	incMonEUTRA-r12						ENUMERATED {supported}		OPTIONAL,
	incMonUTRA-r12						ENUMERATED {supported}		OPTIONAL
}

BandListEUTRA ::=					SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandCombinationListEUTRA-r10 ::=	SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=					SEQUENCE {
	interFreqBandList					InterFreqBandList,
	interRAT-BandList					InterRAT-BandList		OPTIONAL
}

InterFreqBandList ::=				SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=				SEQUENCE {
	interFreqNeedForGaps				BOOLEAN
}

InterRAT-BandList ::=				SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=				SEQUENCE {
	interRAT-NeedForGaps				BOOLEAN
}

IRAT-ParametersUTRA-FDD ::=		SEQUENCE {
	supportedBandListUTRA-FDD			SupportedBandListUTRA-FDD
}

IRAT-ParametersUTRA-v920 ::=		SEQUENCE {
	e-RedirectionUTRA-r9				ENUMERATED {supported}
}

IRAT-ParametersUTRA-v9c0 ::=		SEQUENCE {
	voiceOverPS-HS-UTRA-FDD-r9						ENUMERATED {supported}		OPTIONAL,
	voiceOverPS-HS-UTRA-TDD128-r9					ENUMERATED {supported}		OPTIONAL,
	srvcc-FromUTRA-FDD-ToUTRA-FDD-r9				ENUMERATED {supported}		OPTIONAL,
	srvcc-FromUTRA-FDD-ToGERAN-r9					ENUMERATED {supported}		OPTIONAL,
	srvcc-FromUTRA-TDD128-ToUTRA-TDD128-r9			ENUMERATED {supported}		OPTIONAL,
	srvcc-FromUTRA-TDD128-ToGERAN-r9				ENUMERATED {supported}		OPTIONAL
}

IRAT-ParametersUTRA-v9h0 ::=		SEQUENCE {
	mfbi-UTRA-r9						ENUMERATED {supported}
}

SupportedBandListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=			ENUMERATED {
										bandI, bandII, bandIII, bandIV, bandV, bandVI,
										bandVII, bandVIII, bandIX, bandX, bandXI,
										bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,
										bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,
										bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,
										bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,
										bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=		SEQUENCE {
	supportedBandListUTRA-TDD128		SupportedBandListUTRA-TDD128
}

SupportedBandListUTRA-TDD128 ::=	SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=		ENUMERATED {
										a, b, c, d, e, f, g, h, i, j, k, l, m, n,
										o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=		SEQUENCE {
	supportedBandListUTRA-TDD384		SupportedBandListUTRA-TDD384
}

SupportedBandListUTRA-TDD384 ::=	SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=		ENUMERATED {
											a, b, c, d, e, f, g, h, i, j, k, l, m, n,
											o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=		SEQUENCE {
	supportedBandListUTRA-TDD768		SupportedBandListUTRA-TDD768
}

SupportedBandListUTRA-TDD768 ::=	SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=		ENUMERATED {
										a, b, c, d, e, f, g, h, i, j, k, l, m, n,
										o, p, ...}

IRAT-ParametersUTRA-TDD-v1020 ::=		SEQUENCE {
	e-RedirectionUTRA-TDD-r10				ENUMERATED {supported}
}

IRAT-ParametersGERAN ::=			SEQUENCE {
	supportedBandListGERAN				SupportedBandListGERAN,
	interRAT-PS-HO-ToGERAN				BOOLEAN
}

IRAT-ParametersGERAN-v920 ::=		SEQUENCE {
	dtm-r9								ENUMERATED {supported}			OPTIONAL,
	e-RedirectionGERAN-r9				ENUMERATED {supported}			OPTIONAL
}

SupportedBandListGERAN ::=			SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=				ENUMERATED {
										gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,
										gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,
										spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=	SEQUENCE {
	supportedBandListHRPD				SupportedBandListHRPD,
	tx-ConfigHRPD						ENUMERATED {single, dual},
	rx-ConfigHRPD						ENUMERATED {single, dual}
}

SupportedBandListHRPD ::=			SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=	SEQUENCE {
	supportedBandList1XRTT				SupportedBandList1XRTT,
	tx-Config1XRTT						ENUMERATED {single, dual},
	rx-Config1XRTT						ENUMERATED {single, dual}
}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=	SEQUENCE {
	e-CSFB-1XRTT-r9						ENUMERATED {supported},
	e-CSFB-ConcPS-Mob1XRTT-r9			ENUMERATED {supported}			OPTIONAL
}

IRAT-ParametersCDMA2000-1XRTT-v1020 ::=	SEQUENCE {
	e-CSFB-dual-1XRTT-r10				ENUMERATED {supported}
}

IRAT-ParametersCDMA2000-v1130 ::=		SEQUENCE {
	cdma2000-NW-Sharing-r11					ENUMERATED {supported}		OPTIONAL
}

SupportedBandList1XRTT ::=			SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=	SEQUENCE {
	intraFreqProximityIndication-r9	ENUMERATED {supported}			OPTIONAL,
	interFreqProximityIndication-r9	ENUMERATED {supported}			OPTIONAL,
	utran-ProximityIndication-r9		ENUMERATED {supported}			OPTIONAL
}

NeighCellSI-AcquisitionParameters-r9 ::=	SEQUENCE {
	intraFreqSI-AcquisitionForHO-r9	ENUMERATED {supported}			OPTIONAL,
	interFreqSI-AcquisitionForHO-r9	ENUMERATED {supported}			OPTIONAL,
	utran-SI-AcquisitionForHO-r9		ENUMERATED {supported}			OPTIONAL
}

SON-Parameters-r9 ::=				SEQUENCE {
	rach-Report-r9						ENUMERATED {supported}			OPTIONAL
}

UE-BasedNetwPerfMeasParameters-r10 ::=	SEQUENCE {
	loggedMeasurementsIdle-r10				ENUMERATED {supported}		OPTIONAL,
	standaloneGNSS-Location-r10				ENUMERATED {supported}		OPTIONAL
}

UE-BasedNetwPerfMeasParameters-v12xy ::= 	SEQUENCE {
	loggedMBSFNMeasurements-r12				ENUMERATED {supported}
}

OTDOA-PositioningCapabilities-r10 ::=	SEQUENCE {
	otdoa-UE-Assisted-r10					ENUMERATED {supported},
	interFreqRSTD-Measurement-r10			ENUMERATED {supported}		OPTIONAL
}

Other-Parameters-r11 ::=				SEQUENCE {
	inDeviceCoexInd-r11						ENUMERATED {supported}		OPTIONAL,
	powerPrefInd-r11						ENUMERATED {supported}		OPTIONAL,
	ue-Rx-TxTimeDiffMeasurements-r11		ENUMERATED {supported}		OPTIONAL
}

MBMS-Parameters-r11 ::=				SEQUENCE {
	mbms-SCell-r11							ENUMERATED {supported}		OPTIONAL,
	mbms-NonServingCell-r11					ENUMERATED {supported}		OPTIONAL
}

-- ASN1STOP


	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease
Set to rel11 in this version of the specification.
	-

	alternativeTimeToTrigger
Indicates whether the UE supports alternativeTimeToTrigger.
	-

	bandCombinationListEUTRA
One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 
	-

	BandCombinationParameters-v1090
If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	BandCombinationParameters-v1130
The field is applicable to each supported CA bandwidth class combination (i.e. CA configuration in TS 36.101 [42, Section 5.6A.1]) indicated in the corresponding band combination. If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	bandEUTRA
E‑UTRA band as defined in TS 36.101 [42]. In case the UE includes bandEUTRA-v9e0 or bandEUTRA-v1090, the UE shall set the corresponding entry of bandEUTRA (i.e. without suffix) or bandEUTRA-r10 respectively to maxFBI.
	-

	bandListEUTRA
One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	CA-BandwidthClass
The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1]. 
The UE explicitly includes all the supported CA bandwidth class combinations in the band combination signalling. Support for one CA bandwidth class does not implicitly indicate support for another CA bandwidth class.
	-

	cdma2000-NW-Sharing
Indicates whether the UE supports network sharing for CDMA2000.
	-

	crossCarrierScheduling
	Yes

	crs-InterfHandl
Indicates whether the UE supports CRS interference handling.
	No

	csi-SubframeSet
Indicates whether the UE supports REL-12 DL CSI subframe set configuration, REL-12 DL CSI subframe set dependent CSI measurement/feedback, configuration of additional CSI-IM resource for a CSI process if the UE supports tm10, configuration of two ZP-CSI-RS, PDSCH RE mapping with two ZP-CSI-RS configurations, and EPDCCH RE mapping with two ZP-CSI-RS configurations if the UE supports EPDCCH. This field is only applicable for UEs supporting TDD. 
	-

	deviceType
UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.
	-

	dtm
Indicates whether the UE supports DTM in GERAN.
	-

	e-CSFB-1XRTT
Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.
	Yes

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.
	Yes

	e-CSFB-dual-1XRTT
Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to supported if tx-Config1XRTT and rx-Config1XRTT are both set to dual.
	Yes

	e-HARQ-Pattern-FDD
Indicates whether the UE supports enhanced HARQ pattern for TTI bundling operation for FDD.
	-

	enhancedDualLayerTDD
Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not.
	-

	ePDCCH
Indicates whether the UE can receive DCI on UE specific search space on Enhanced PDCCH.
	Yes

	e-RedirectionUTRA
	Yes

	e-RedirectionUTRA-TDD
Indicates whether the UE supports enhanced redirection to UTRA TDD to multiple carrier frequencies both with and without using related SIB provided by RRCConnectionRelease or not.
	Yes

	extended-RLC-LI-Field
Indicates whether the UE supports 15 bit RLC length indicator.
	-

	featureGroupIndicators, featureGroupIndRel9Add, featureGroupIndRel10
The definitions of the bits in the bit string are described in Annex B.1 (for featureGroupIndicators and featureGroupIndRel9Add) and in Annex C.1.(for featureGroupIndRel10)
	Yes

	freqBandRetrieval
Indicates whether the UE supports reception of requestedFrequencyBands.
	-

	halfDuplex
If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.
	-

	incMonEUTRA
Indicates whether the UE supports increased number of E-UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	incMonUTRA
Indicates whether the UE supports increased number of UTRA carrier monitoring in RRC_IDLE and  RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	inDeviceCoexInd
Indicates whether the UE supports in-device coexistence indication as well as autonomous denial functionality.
	Yes

	interBandTDD-CA-WithDifferentConfig
Indicates whether the UE supports inter-band TDD carrier aggregation with different UL/DL configuration combinations. The first bit indicates UE supports the configuration combination of SCell DL subframes are a subset of PCell by SIB1 configuration and the configuration combination of SCell DL subframes are a superset of PCell by SIB1 configuration; the second bit indicates UE supports the configuration combination of SCell DL subframes are neither superset nor subset of PCell by SIB1 configuration. This field is included only if UE supports inter-band TDD carrier aggregation.
	-

	interFreqBandList
One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	interFreqNeedForGaps
Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.
	-

	interFreqProximityIndication
Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN CSG member cells.
	-

	interFreqRSTD-Measurement
Indicates whether the UE supports inter-frequency RSTD measurements for OTDOA positioning [54].
	Yes

	interFreqSI-AcquisitionForHO
Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.
	Yes

	interRAT-BandList
One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.
	-

	interRAT-NeedForGaps
Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.
	-

	interRAT-PS-HO-ToGERAN
Indicates whether the UE supports inter-RAT PS handover to GERAN or not.
	Yes

	intraFreqProximityIndication
Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN CSG member cells.
	-

	intraFreqSI-AcquisitionForHO
Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.
	Yes

	loggedMBSFNMeasurements
Indicates whether the UE supports logged measurements for MBSFN. A UE indicating support for logged measurements for MBSFN shall also indicate support for logged measurements in Idle mode.
	-

	loggedMeasurementsIdle
Indicates whether the UE supports logged measurements in Idle mode.
	-

	maxNumberROHC-ContextSessions
Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.
	-

	mbms-SCell
Indicates whether the UE in RRC_CONNECTED supports MBMS reception on a frequency indicated in an MBMSInterestIndication message, when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated).
	Yes

	mbms-NonServingCell
Indicates whether the UE in RRC_CONNECTED supports MBMS reception on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination and to network synchronization properties) a serving cell may be additionally configured. If this field is included, the UE shall also include the mbms-SCell field.
	Yes

	mfbi-UTRA
It indicates if the UE supports the signalling requirements of multiple radio frequency bands in a UTRA FDD cell, as defined in TS 25.307 [65].
	-

	MIMO-CapabilityDL
The number of supported layers for spatial multiplexing in DL. 
	-

	MIMO-CapabilityUL
The number of supported layers for spatial multiplexing in UL.
	-

	multiACK-CSIreporting
Indicates whether the UE supports multi-cell HARQ ACK and periodic CSI reporting and SR on PUCCH format 3.
	Yes

	multiClusterPUSCH-WithinCC
	Yes

	multipleTimingAdvance
Indicates whether the UE supports multiple timing advances for each band combination listed in supportedBandCombination. If the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), the field indicates that the same or different timing advances on different band entries are supported. If the band combination comprised of one band entry (i.e., intra-band contiguous band combination), the field indicates that the same or different timing advances across component carriers of the band entry are supported.
	-

	NonContiguousUL-RA-WithinCC-List
One entry corresponding to each supported E-UTRA band listed in the same order as in supportedBandListEUTRA.
	No

	otdoa-UE-Assisted
Indicates whether the UE supports UE-assisted OTDOA positioning [54].
	Yes

	pdcp-SN-Extension
Indicates whether the UE supports 15 bit length of PDCP sequence number.
	-

	phy-TDD-ReConfig-FDDPCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a FDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations. This bit can only be set to supported only if the second bit of tdd-FDD-CA-PCellDuplex is set to 1 and phy-TDD-ReConfig-TDDPCell is set to supported.
	-

	phy-TDD-ReConfig-TDDPCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a TDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations.
	-

	pmi-Disabling
	Yes

	powerPrefInd
Indicates whether the UE supports power preference indication.
	No

	pusch-SRS-PowerControl-SubframeSet
Indicates whether the UE supports subframe set dependent UL power control for PUSCH and SRS. This field is only applicable for UEs supporting TDD.
	-

	rach-Report
Indicates whether the UE supports delivery of rachReport.
	-

	requestedBands
Indicates the frequency bands requested by E-UTRAN.
	-

	rsrqMeasWideband
Indicates whether the UE can perform RSRQ measurements with wider bandwidth.
	Yes

	simultaneousPUCCH-PUSCH
	Yes

	simultaneousRx-Tx
Indicates whether the UE supports simultaneous reception and transmission on different bands for each band combination listed in supportedBandCombination. This field is only applicable for inter-band TDD carrier aggregation.
	-

	srvcc-FromUTRA-FDD-ToGERAN
Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to GERAN CS.
	-

	srvcc-FromUTRA-FDD-ToUTRA-FDD
Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to UTRA FDD CS.
	-

	srvcc-FromUTRA-TDD128-ToGERAN
Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to GERAN CS.
	-

	srvcc-FromUTRA-TDD128-ToUTRA-TDD128
Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to UTRA TDD 1.28Mcps CS.
	-

	ss-CCH-InterfHandl
Indicates whether the UE supports synchronisation signal and common channel interference handling.
	Yes

	standaloneGNSS-Location
Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.
	-

	supportedBandCombination
Includes the supported CA band combinations, if any, and may include all the supported non-CA bands.
	-

	supportedBandCombinationAdd
Includes additional supported CA band combinations in case maximum number of CA band combinations of supportedBandCombination is exceeded.
	-

	SupportedBandCombinationExt, SupportedBandCombination-v1090,  SupportedBandCombination-v1130
If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandCombination-r10.
	-

	SupportedBandGERAN
GERAN band as defined in TS 45.005 [20].
	No

	SupportedBandList1XRTT
One entry corresponding to each supported CDMA2000 1xRTT band class.
	-

	SupportedBandListEUTRA
Includes the supported E-UTRA bands. This field shall include all bands which are indicated in BandCombinationParameters.
	-

	SupportedBandListEUTRA-v9e0
If included, the UE shall include the same number of entries, and listed in the same order, as in supportedListEUTRA (i.e. without suffix).
	-

	SupportedBandListGERAN
	No

	SupportedBandListHRPD
One entry corresponding to each supported CDMA2000 HRPD band class.
	-

	SupportedBandUTRA-FDD
UTRA band as defined in TS 25.101 [17].
	-

	SupportedBandUTRA-TDD128
UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD384
UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD768
UTRA band as defined in TS 25.102 [18].
	-

	supportedBandwidthCombinationSet
The supportedBandwidthCombinationSet indicated for a band combination is applicable to all bandwidth classes indicated by the UE in this band combination.
Field encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination, see 36.101 [42]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. The UE shall neither include the field for a non-CA band combination, nor for a CA band combination for which the UE only supports Bandwidth Combination Set 0.
	-

	supportedCSI-Proc
Indicates the maximum number of CSI processes supported on a component carrier within a band. Value n1 corresponds to 1 CSI process, value n3 corresponds to 3 CSI processes, and value n4 corresponds to 4 CSI processes. If this field is included, the UE shall include the same number of entries listed in the same order as in BandParameters. If the UE supports at least 1 CSI process on any component carrier, then the UE shall include this field in all bands in all band combinations.
	-

	supportRohcContextContinue
Indicates whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon handover.
	-

	tdd-SpecialSubframe
Indicates whether the UE supports TDD special subframe defined in TS 36.211 [21].
	No

	tdd-FDD-CA-PCellDuplex
Indicates whether the UE supports TDD PCell and/or FDD PCell in any supported band combination including at least one FDD band and at least one TDD band. The first bit is set to "1" if UE supports the TDD PCell.  The second bit is set to “1” if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band and at least one TDD band. If this field is included, the UE shall set at least one of the bits as “1”. 
	-

	timerT312
Indicates whether the UE supports T312.
	-

	tm5-FDD
Indicates whether the UE supports the PDSCH transmission mode 5 in FDD.
	-

	tm5-TDD
Indicates whether the UE supports the PDSCH transmission mode 5 in TDD.
	-

	tm9-With-8Tx-FDD
	No

	twoAntennaPortsForPUCCH
	No

	txDiv-PUCCH1b-ChSelect
Indicates whether the UE supports transmit diversity for PUCCH format 1b with channel selection.
	Yes

	ue-Category
UE category as defined in TS 36.306 [5]. Set to values 0 to 10 in this version of the specification. For ASN.1 compatibility, a UE indicating category 0 shall also indicate any of the categories (1..5) in ue-Category (without suffix), which is ignored by the eNB.
	-

	ue-Rx-TxTimeDiffMeasurements
Indicates whether the UE supports Rx - Tx time difference measurements.
	No

	ue-SpecificRefSigsSupported
	No

	ue-TxAntennaSelectionSupported
TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].
	Yes

	ul-CoMP
Indicates whether the UE supports UL Coordinated Multi-Point operation.
	No

	utran-ProximityIndication
Indicates whether the UE supports proximity indication for UTRAN CSG member cells.
	-

	utran-SI-AcquisitionForHO
Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.
	Yes

	voiceOverPS-HS-UTRA-FDD
Indicates whether UE supports IMS voice according to GSMA IR.58 profile in UTRA FDD.
	-

	voiceOverPS-HS-UTRA-TDD128
Indicates whether UE supports IMS voice in UTRA TDD 1.28Mcps.
	-



NOTE 1:	The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.
NOTE 2:	The column FDD/ TDD diff indicates if the UE is allowed to signal, as part of the additional capabilities for an XDD mode i.e. within UE-EUTRA-CapabilityAddXDD-Mode-xNM, a different value compared to the value signalled elsewhere within UE-EUTRA-Capability (i.e. the common value, supported for both XDD modes). A '-' is used to indicate that it is not possible to signal different values (used for fields for which the field description is provided for other reasons).
NOTE 3:	All the combinations of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL for one band and across all the bands in each BandCombinationParameters are supported by the UE and have the same measurement gap requirement (i.e. the same BandInfoEUTRA applies). The BandCombinationParameters for the same band combination can be included more than once.
NOTE 4:	UE CA and measurement capabilities indicate the combinations of frequencies that can be configured as serving frequencies.
[bookmark: _Toc398985271]<CUT>
6.4	RRC multiplicity and type constraint values
[bookmark: _Toc398985272]–	Multiplicity and type constraint definitions
-- ASN1START

maxBandComb-r10				INTEGER ::=	128	-- Maximum number of band combinations.
maxBandComb-r11				INTEGER ::=	256	-- Maximum number of additional band combinations.
maxBands					INTEGER ::= 64	-- Maximum number of bands listed in EUTRA UE caps
maxBandwidthClass-r10		INTEGER ::=	16	-- Maximum number of supported CA BW classes per band
maxBandwidthCombSet-r10		INTEGER ::=	32	-- Maximum number of bandwidth combination sets per
											-- supported band combination
maxCDMA-BandClass			INTEGER ::= 32	-- Maximum value of the CDMA band classes
maxCellBlack				INTEGER ::= 16	-- Maximum number of blacklisted physical cell identity
											-- ranges listed in SIB type 4 and 5
maxCellHistory-r12			INTEGER ::= 16	-- Maximum number of visited EUTRA cells reported
maxCellInfoGERAN-r9 		INTEGER ::=	32	-- Maximum number of GERAN cells for which system in-
											-- formation can be provided as redirection assistance
maxCellInfoUTRA-r9			INTEGER ::=	16	-- Maximum number of UTRA cells for which system
											-- information can be provided as redirection
											-- assistance
maxCSI-IM-r11				INTEGER ::= 3	-- Maximum number of CSI-IM configurations
											-- (per carrier frequency)
maxCSI-IM-r12				INTEGER ::= 4	-- Maximum number of CSI-IM configurations
											-- (per carrier frequency)
maxCSI-Proc-r11				INTEGER ::= 4	-- Maximum number of CSI RS processes (per carrier
											--  frequency)
maxCSI-RS-NZP-r11			INTEGER ::= 3	-- Maximum number of CSI RS resource
											--  configurations using non-zero Tx power
											--  (per carrier frequency)
maxCSI-RS-ZP-r11			INTEGER ::= 4	-- Maximum number of CSI RS resource
											--  configurations using zero Tx power(per carrier
											--  frequency)
maxCQI-ProcExt-r11			INTEGER ::= 3	-- Maximum number of additional periodic CQI
											-- configurations (per carrier frequency)
maxFreqUTRA-TDD-r10			INTEGER ::=	6	-- Maximum number of UTRA TDD carrier frequencies for
											-- which system information can be provided as
											-- redirection assistance
maxCellInter				INTEGER ::= 16	-- Maximum number of neighbouring inter-frequency
											-- cells listed in SIB type 5
maxCellIntra				INTEGER ::= 16	-- Maximum number of neighbouring intra-frequency
											-- cells listed in SIB type 4
maxCellListGERAN			INTEGER ::= 3	-- Maximum number of lists of GERAN cells
maxCellMeas					INTEGER ::= 32	-- Maximum number of entries in each of the
											-- cell lists in a measurement object
maxCellReport				INTEGER ::= 8	-- Maximum number of reported cells
maxDRB						INTEGER ::= 11	-- Maximum number of Data Radio Bearers
maxEARFCN					INTEGER ::= 65535	-- Maximum value of EUTRA carrier frequency
maxEARFCN-Plus1				INTEGER ::= 65536	-- Lowest value extended EARFCN range
maxEARFCN2					INTEGER ::= 262143	-- Highest value extended EARFCN range
maxEPDCCH-Set-r11			INTEGER ::= 2	-- Maximum number of EPDCCH sets
maxFBI						INTEGER ::= 64	-- Maximum value of fequency band indicator
maxFBI-Plus1					INTEGER ::= 65	-- Lowest value extended FBI range
maxFBI2						INTEGER ::= 256	-- Highest value extended FBI range
maxFreq						INTEGER ::= 8	-- Maximum number of carrier frequencies
maxFreqIDC-r11				INTEGER ::= 32	-- Maximum number of carrier frequencies that are
											-- affected by the IDC problems
maxFreqMBMS-r11				INTEGER ::= 5	-- Maximum number of carrier frequencies for which an 
											-- MBMS capable UE may indicate an interest
maxGERAN-SI					INTEGER ::= 10	-- Maximum number of GERAN SI blocks that can be
											-- provided as part of NACC information
maxGNFG						INTEGER ::= 16	-- Maximum number of GERAN neighbour freq groups
maxLogMeasReport-r10		INTEGER ::= 520	-- Maximum number of logged measurement entries
											--  that can be reported by the UE in one message
maxMBSFN-Allocations		INTEGER ::= 8	-- Maximum number of MBSFN frame allocations with
											-- different offset
maxMBSFN-Area				INTEGER ::= 8
maxMBSFN-Area-1				INTEGER ::= 7
maxMeasId					INTEGER ::= 32
maxMeasId-Plus1 			INTEGER ::= 33
maxMeasId-r12				INTEGER ::= 64
maxMultiBands				INTEGER ::= 8	-- Maximum number of additional frequency bands
											-- that a cell belongs to
maxObjectId					INTEGER ::= 32
maxPageRec					INTEGER ::= 16	-- 
maxPhysCellIdRange-r9 		INTEGER ::= 4	-- Maximum number of physical cell identity ranges
maxPLMN-r11					INTEGER ::=	6	-- Maximum number of PLMNs
maxPNOffset					INTEGER ::=	511	-- Maximum number of CDMA2000 PNOffsets
maxPMCH-PerMBSFN			INTEGER ::= 15
maxRAT-Capabilities			INTEGER ::= 8	-- Maximum number of interworking RATs (incl EUTRA)
maxRE-MapQCL-r11			INTEGER ::= 4	-- Maximum number of PDSCH RE Mapping configurations
											--  (per carrier frequency)
maxReportConfigId			INTEGER ::= 32
maxRSTD-Freq-r10			INTEGER ::= 3	-- Maximum number of frequency layers for RSTD
											-- measurement
maxSAI-MBMS-r11				INTEGER ::= 64	-- Maximum number of MBMS service area identities
											-- broadcast per carrier frequency
maxSCell-r10				INTEGER ::= 4	-- Maximum number of SCells
maxSTAG-r11					INTEGER ::= 3	-- Maximum number of STAGs
maxServCell-r10				INTEGER ::= 5	-- Maximum number of Serving cells
maxServiceCount 			INTEGER ::= 16	-- Maximum number of MBMS services that can be included
											--  in an MBMS counting request and response
maxServiceCount-1			INTEGER ::= 15
maxSessionPerPMCH			INTEGER ::= 29
maxSessionPerPMCH-1			INTEGER ::= 28
maxSIB						INTEGER ::= 32	-- Maximum number of SIBs
maxSIB-1					INTEGER ::= 31
maxSI-Message				INTEGER ::= 32	-- Maximum number of SI messages
maxSimultaneousBands-r10	INTEGER ::= 64	-- Maximum number of simultaneously aggregated bands
maxSubframePatternIDC-r11	INTEGER ::= 8	-- Maximum number of subframe reservation patterns
											-- that the UE can simultaneously recommend to the
											-- E-UTRAN for use.
maxUTRA-FDD-Carrier			INTEGER ::= 16	-- Maximum number of UTRA FDD carrier frequencies
maxUTRA-TDD-Carrier			INTEGER ::= 16	-- Maximum number of UTRA TDD carrier frequencies
maxWLAN-Id-r12				INTEGER ::=	16	-- Maximum number of WLAN identifiers

-- ASN1STOP
NOTE: The value of maxDRB aligns with SA2.
[bookmark: _Toc398985273]–	End of EUTRA-RRC-Definitions
-- ASN1START

END

-- ASN1STOP

[bookmark: _Toc398985274]7	Variables and constants
[bookmark: _Toc398985275]7.1	UE variables
NOTE: 	To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available.
[bookmark: _Toc398985276]–	EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.
-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	AbsoluteTimeInfo-r10,
	AreaConfiguration-r10,
	AreaConfiguration-v1130,
	CarrierFreqGERAN,
	CellIdentity,
	ConnEstFailReport-r11,
	SpeedStateScaleFactors,
	C-RNTI,
	LoggingDuration-r10,
	LoggingInterval-r10,
	LogMeasInfo-r10,
	MeasId,
	MeasId-v12xy,
	MeasIdToAddModList,
	MeasIdToAddModListExt-r12,
	MeasObjectToAddModList,
	MeasObjectToAddModList-v9e0,
	MeasScaleFactor-r12,
	MobilityStateParameters,
	NeighCellConfig,
	PhysCellId,
	PhysCellIdCDMA2000,
	PhysCellIdGERAN,
	PhysCellIdUTRA-FDD,
	PhysCellIdUTRA-TDD,
	PLMN-Identity,
	PLMN-IdentityList3-r11,
	QuantityConfig,
	ReportConfigToAddModList,
	RLF-Report-r9,
	RSRP-Range,
	TargetMBSFN-AreaList-r12,
	TraceReference-r10,
	VisitedCellInfoList-r12,
	maxCellMeas,
	maxMeasId,
	maxMeasId-r12
FROM EUTRA-RRC-Definitions;

-- ASN1STOP


<Cut>

[bookmark: _Toc398985280]–	VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.
NOTE:	The amount of measurement configuration information, which a UE is required to store, is specified in subclause 11.1. If the number of frequencies configured for a particular RAT exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies of that RAT are measured. If the total number of frequencies for all RATs provided to the UE in the measurement configuration exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies/RATs are measured.
VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=					SEQUENCE {
	-- Measurement identities
	measIdList							MeasIdToAddModList					OPTIONAL,
	measIdListExt-r12					MeasIdToAddModListExt-r12			OPTIONAL,
	-- Measurement objects
	measObjectList						MeasObjectToAddModList				OPTIONAL,
	measObjectList-v9i0					MeasObjectToAddModList-v9e0			OPTIONAL,
	-- Reporting configurations
[bookmark: OLE_LINK86]	reportConfigList					ReportConfigToAddModList			OPTIONAL,
	-- Other parameters
	quantityConfig						QuantityConfig						OPTIONAL,
	measScaleFactor-r12					MeasScaleFactor-r12					OPTIONAL, 
	s-Measure							INTEGER (-140..-44)					OPTIONAL,
	speedStatePars						CHOICE {
		release								NULL,
		setup								SEQUENCE {
			mobilityStateParameters				MobilityStateParameters,
			timeToTrigger-SF					SpeedStateScaleFactors
		}
	}																		OPTIONAL
}

-- ASN1STOP

[bookmark: _Toc398985281]–	VarMeasReportList
The UE variable VarMeasReportList includes information about the measurements for which the triggering conditions have been met.
VarMeasReportList UE variable
-- ASN1START

VarMeasReportList ::=				SEQUENCE (SIZE (1..maxMeasId)) OF VarMeasReport
VarMeasReportList-r12 ::=			SEQUENCE (SIZE (1..maxMeasId-r12)) OF VarMeasReport

VarMeasReport ::=					SEQUENCE {
	-- List of measurement that have been triggered
	measId								MeasId,
	measId-v12xy						MeasId-v12xy					OPTIONAL,
	cellsTriggeredList					CellsTriggeredList				OPTIONAL,
	numberOfReportsSent					INTEGER
}

CellsTriggeredList ::=				SEQUENCE (SIZE (1..maxCellMeas)) OF CHOICE {
	physCellIdEUTRA							PhysCellId,
	physCellIdUTRA							CHOICE {
		fdd										PhysCellIdUTRA-FDD,
		tdd										PhysCellIdUTRA-TDD
	},
	physCellIdGERAN							SEQUENCE {
		carrierFreq								CarrierFreqGERAN,
		physCellId								PhysCellIdGERAN
	},
	physCellIdCDMA2000						PhysCellIdCDMA2000
}
-- ASN1STOP


3GPP TSG


-


RAN2 Meeting #88


 


R2


-


14


5144


 


San Fran


cisco, USA, 17 


–


 


21  Nov 2014


 


CR


-


Form


-


v11.1


 


CHANGE REQUEST


 


 


 


36.331


 


CR


 


1588


 


rev


 


1


 


Current version:


 


12.3


.0


 


 


 


For 


HELP


 


on using this form


: c


omprehensive instructions can be found at 


 


http://www.3gpp.org/Change


-


Requests


.


 


 


 


Proposed change affects:


 


UICC apps


 


 


ME


 


X


 


Radio Access Network


 


X


 


Core Network


 


 


 


 


Title:


 


 


Introduction of increased 


number of frequencies to monitor


 


 


 


Source to WG:


 


Ericsson


 


Source to TSG:


 


R2


 


 


 


Work item code:


 


LTE_UTRA_IncMon


-


Core


 


 


Date:


 


2014


-


11


-


06


 


 


 


 


 


 


Category:


 


B


 


 


Release:


 


Rel


-


10


 


 


Use 


one


 


of the following categories:


 


F


  


(correction)


 


A


  


(mirror corresponding to a change in an earlier 


release)


 


B


  


(addition of feature), 


 


C


  


(functional modification of feature)


 


D


  


(editorial modification)


 


Detailed explanations of the above categories can


 


be found in 3GPP 


TR 21.900


.


 


Use 


one


 


of the following releases:


 


Rel


-


8


 


(Release 8)


 


Rel


-


9


 


(Release 9)


 


Rel


-


10


 


(Release 10)


 


Rel


-


11


 


(Release 11)


 


Rel


-


12


 


(Release 12)


 


Rel


-


13


 


(Release 13)


 


Rel


-


14


 


(Release 14)


 


 


 


Reason for change:


 


In Rel


-


12, RAN4 


introduces new requirements for the minimum number of LTE 


and UMTS frequencies to monitor, and the maximum number of UMTS 


neighbours to monitor.


 


 


 


Summary of change:


 


The maximum number EUTRA frequencies possible to indicate in message 


RRCConnectionRelease


 


for  the purpose of dedicted priorities for cell re


-


selection is increased from 8 to 16.


 


 


The maximum number of EUTRA


 


frequencies in 


SIB5 is extended from 8 to 16.


 


 


The maximum number of EUTRA frequencies possible to indicate in 


measurement configuration (RRC_Connected) is increased from 8 to 16.


 


 


The maximum number of 


MeasId


 


is extended from 32 to 64.


 


 


New field 


ReducedMeasurementPerformance


 


is introduced in SIB5 (EUTRA 


Inter


-


freq), SIB6 (UTRA FDD/TDD freq) and in measurement con


figuration 


(measObjectEUTRA and measObjectUTRA).


 


 


New UTRA frequency lists (FDD and TDD) introduced in SIB6 to allow that 


frequencies with reduced measurement performance are not added to the 


existing lists.


 


 


New field 


measScaleFactor


 


is introduced in measurement configuration to 


indicate the scaling required (two scaling factors) to derive the new measurement 


requirements. Value 


none


 


indicates that the  UE shall measure all configured 


carriers with normal performance.


 


 


UE capability si


gnalling for support of extended number of carriers introduced.


 


.


 


 


 


Consequences if not 


approved:


 


New Rel


-


12 requirements are not fullfilled


.


 


 


 




3GPP TSG - RAN2 Meeting #88   R2 - 14 5144   San Fran cisco, USA, 17  –   21  Nov 2014  

CR - Form - v11.1  

CHANGE REQUEST  

 

 36.331  CR  1588  rev  1  Current version:  12.3 .0   

 

For  HELP   on using this form : c omprehensive instructions can be found at    http://www.3gpp.org/Change - Requests .  

 

 

Proposed change affects:  UICC apps   ME  X  Radio Access Network  X  Core Network   

 

 

Title:    Introduction of increased  number of frequencies to monitor  

  

Source to WG:  Ericsson  

Source to TSG:  R2  

  

Work item code:  LTE_UTRA_IncMon - Core   Date:  2014 - 11 - 06  

     

Category:  B   Release:  Rel - 10  

 Use  one   of the following categories:   F    (correction)   A    (mirror corresponding to a change in an earlier  release)   B    (addition of feature),    C    (functional modification of feature)   D    (editorial modification)   Detailed explanations of the above categories can   be found in 3GPP  TR 21.900 .  Use  one   of the following releases:   Rel - 8   (Release 8)   Rel - 9   (Release 9)   Rel - 10   (Release 10)   Rel - 11   (Release 11)   Rel - 12   (Release 12)   Rel - 13   (Release 13)   Rel - 14   (Release 14)  

  

Reason for change:  In Rel - 12, RAN4  introduces new requirements for the minimum number of LTE  and UMTS frequencies to monitor, and the maximum number of UMTS  neighbours to monitor.  

  

Summary of change:  The maximum number EUTRA frequencies possible to indicate in message  RRCConnectionRelease   for  the purpose of dedicted priorities for cell re - selection is increased from 8 to 16.     The maximum number of EUTRA   frequencies in  SIB5 is extended from 8 to 16.     The maximum number of EUTRA frequencies possible to indicate in  measurement configuration (RRC_Connected) is increased from 8 to 16.     The maximum number of  MeasId   is extended from 32 to 64.     New field  ReducedMeasurementPerformance   is introduced in SIB5 (EUTRA  Inter - freq), SIB6 (UTRA FDD/TDD freq) and in measurement con figuration  (measObjectEUTRA and measObjectUTRA).     New UTRA frequency lists (FDD and TDD) introduced in SIB6 to allow that  frequencies with reduced measurement performance are not added to the  existing lists.     New field  measScaleFactor   is introduced in measurement configuration to  indicate the scaling required (two scaling factors) to derive the new measurement  requirements. Value  none   indicates that the  UE shall measure all configured  carriers with normal performance.     UE capability si gnalling for support of extended number of carriers introduced.   .  

  

Consequences if not  approved:  New Rel - 12 requirements are not fullfilled .  

  

