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	Reason for change:
	As indicated in RAN LS RP-141024, when indicated, this RSRQ measurement method is applicable on all E-UTRA carriers the UE is configured to measure. Therefore the network shall set “QqualminRSRQ-OnAllSymbols” for all E-UTRA frequecies in “E-UTRA frequency and priority”, however such requirement is missing in TS25.331.

	
	

	Summary of change:
	1. Add a CV in sestion 10.3.7.115 specifying the requirements that “The IE is optionally present if both the IEs “Threshx, high2” and “Threshx, low2” are present; otherwise it is not needed. If this IE is present for any E-UTRA frequency, it is mandatory present for all the E-UTRA frequencies.”
Impact Analysis:

Impacted functionality:

The setting of “QqualminRSRQ-OnAllSymbols” in “E-UTRA frequency and priority”.
Inter-operability:

If the network is implemented according to this CR while the UE is not, there is no inter operability issue.

If the UE is implemented according to this CR while the network is not, the UE behavior is unpredictable.

	
	

	Consequences if not approved:
	If the network only sets “QqualminRSRQ-OnAllSymbols” for some E-UTRA frequencies in “E-UTRA frequency and priority”, the UE behavior is unpredictable.
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	Other comments:
	


10.3.7.115
E-UTRA frequency and priority info list
Contains information about neighbour E-UTRA frequencies (with associated blacklists), together with priority based reselection information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequency and priority
	
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0..65535)
	EARFCN of the downlink carrier frequency [64].

For UTRAN FDD, it is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the EARFCN used to indicate this.
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-9

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-9

	>QqualminEUTRA-WB
	CV-WB-RSRQ
	
	Integer

(-34..-3)
	RSRQ, dB, 

If this IE is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [74]
	REL-11

	>QqualminRSRQ-OnAllSymbols
	CV-Thresh2
	
	Integer

(-34..-3)
	RSRQ, dB, 

If this IE is present, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 25.215 [7] and TS 25.225 [8]

	REL-12

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS.

NOTE 1.
	REL-8

	>Reduced measurement performance
	OP
	
	BOOLEAN
	TRUE indicates that the frequency is configured for reduced measurement performance [19].

FALSE indicates that the frequency is configured for normal measurement performance [19].
	REL-12

	Number of applicable EARFCN
	CV-EARFCNBands
	
	Integer (0..7)
	The number N of EARFCN in "E-UTRA frequency and priority" which are applicable.

If present this IE indicates the first N occurrences of EARFCN in "E-UTRA frequency and priority" which shall be read by UE.  
	REL-11

	E-UTRA frequency and priority extension
	OP
	1 to <maxNumEUTRAFreqs>
	
	NOTE 2
	REL-11

	>EARFCN extension
	MP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64]. For UTRAN FDD, it is always ensured by the UTRAN that more than one entry for the same physical frequency is not configured regardless of the EARFCN used to indicate this
	REL-11

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-11

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-11

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-11

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-11

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-11

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-11

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-11

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-11

	>QqualminEUTRA-WB
	CV-WB-RSRQ
	
	Integer

(-34..-3)
	RSRQ, dB, 

If this IE is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [74]
	REL-11

	>QqualminRSRQ-OnAllSymbols
	CV-Thresh2
	
	Integer

(-34..-3)
	RSRQ, dB, 

If this IE is present, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 25.215 [7] and TS 25.225 [8]
	REL-12

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-11

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-11

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS.

NOTE 1.
	REL-11

	>Reduced measurement performance
	OP
	
	BOOLEAN
	TRUE indicates that the frequency is configured for reduced measurement performance [19].

FALSE indicates that the frequency is configured for normal measurement performance [19].
	REL-12

	Multiple E-UTRA frequency info list
	OP
	1 to <maxNumEUTRAFreqs>
	
	Each entry in the list corresponds to an entry in the "E-UTRA frequency and priority" IE, or an entry in the "E-UTRA frequency and priority extension" IE.

NOTE 3.
	REL-10

	>Multiple E-UTRA frequency band indicator list
	OP
	1 to <maxMultipleFrequencyBandsEUTRA>
	
	Indicates, per neighbour EARFCN, a list of frequency bands which the E-UTRA cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular EARFCN.
	REL-10

	>>E-UTRA Frequency band
	MP
	
	Integer (1..64)
	As defined in [64].
	REL-10

	Multiple E-UTRA frequency info extension list
	OP
	1 to <maxNumEUTRAFreqs>
	
	Each entry in the list corresponds to an entry in the "E-UTRA frequency and priority" IE or the "E-UTRA frequency and priority extension" IE.

NOTE 3
	REL-11

	>Multiple E-UTRA frequency band indicator extension  list
	OP
	1 to <maxMultipleFrequencyBandsEUTRA>
	
	Indicates, per neighbour EARFCN, a list of frequency bands which the E-UTRA cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular EARFCN.
	REL-11

	>>E-UTRA Frequency band extension
	MP
	
	Integer (65..256)
	As defined in [64].


	REL-11

	NOTE 1:
If the value of "E-UTRA detection" is not identical across the frequency layers, UE behaviour is unspecified.

	NOTE 2:
The number of instances of IE "E-UTRA frequency and priority extension" shall be less than or equal to maxNumEUTRAFreqs – the value specified in IE "Number of applicable EARFCN"  

	NOTE 3:
The number of bands signalled in "Multiple E-UTRA frequency band indicator list" and "Multiple E-UTRA frequency band indicator extension list" combined,  for the same occurrence of EARFCN or EARFCN extension, should be less than or equal to maxMultipleFrequencyBandsEUTRA.


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.

NOTE:
The network should ensure that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.

	Condition
	Explanation

	EARFCNBands
	This IE is mandatory present when the IE "E-UTRA frequency and priority extension" is present, otherwise it is not needed.

	WB-RSRQ
	The field is optionally present if the measurement bandwidth indicated by Measurement Bandwidth is 50 resource blocks or larger. Otherwise it is not needed.

	Thresh2
	The IE is optionally present if both the IEs “Threshx, high2” and “Threshx, low2” are present; otherwise it is not needed. If this IE is present for any E-UTRA frequency, it is mandatory present for all the E-UTRA frequencies.


