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	Reason for change:
	1. In 4.3.21.1, the text “the UE shall support sidelink communication transmission based on…out of coverage sidelink discovery” is unclear; 
2. The remote UE shall select the relay UE based on SD-RSRP measurement results. Therefore, SD-RSRP meaurement shall be mandatory for the UE supporting sidelink remote UE operation, which has not been clarified in subclause 6.13.2.


	
	

	Summary of change:
	1. In 4.3.21.1, correct the text for out of coverage sidelink discovery;

2. In 6.13.2, clarify that SD-RSRP meaurement is mandatory for the UE supporting sidelink remote UE operation.


	
	

	Consequences if not approved:
	1. The text for out of coverage sidelink discovery is unclear;

2. The capability for SD-RSRP is still missing in TS 36.306.
Impact analysis
Impacted functionality:

Sidelink capabilities.
Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem. 
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4.3.21.1
commSupportedBands-r12

This field indicates the bands on which the UE supports sidelink communication, as defined in TS 23.303 [24] and specified in TS 36.331 [5]. If a UE supports sidelink communication on at least one band, the UE shall support sidelink communication transmission based on UE autonomous resource selection, eNB scheduled resource allocation, and ProSe Per Packet Priority (PPPP) handling. If a UE supports sidelink communication, the UE shall support 16 sidelink processes for reception of SL-SCH. If a UE supports sidelink communication, the UE shall support out of coverage sidelink discovery.
	NEXT CHANGE


6.13
Sidelink features

6.13.1
Sidelink Relay UE operation

It is optional for UE to support sidelink relay UE operation as specified in TS 36.331 [5].

6.13.2
Sidelink Remote UE operation

It is optional for UE to support sidelink remote UE operation as specified in TS 36.331 [5]. If a UE supports sidelink remote UE operation, the UE shall support SD-RSRP measurement.
6.13.3
Sidelink discovery gap

It is optional for UE to support sidelink discovery gaps as specified in TS 36.331.
	CHANGE END


