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<Start of modified section>
8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

1>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

2>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception:

3> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

2>
initiate the physical channels in accordance with the received physical channel information elements.

1>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

2>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

3>
ignore the radio bearers other than signalling radio bearers.

2>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

1>
if IE "Specification mode" is set to "Complete specification":

2>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
if IE "Default configuration for CELL_FACH" is set:

2>
act in accordance with the default parameters according to section 13.8.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
for FDD and 1.28 Mcps TDD, if the HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE.
1>  if the UE supports Retrievable configurations and if the "Retrievable configuration indication" is included in System information block type 5:
2> store the values of the parameters received in the RRC Connection Setup message with the stored id "1"  in the variable RETRIEVABLE_CONFIGURATION;
1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency;

4>
for 1.28Mcps TDD, decide the working frequency according to subclause 8.6.6.1.

3>
else:

4>
for 1.28Mcps TDD, continue to use the currently used frequency as working frequency.

3>
enter UTRA RRC connected mode;

3>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

3>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

3>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

3>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

4>
select PRACH according to subclause 8.5.17.

3>
else:

4>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD.

3>
for 3.84 Mcps and 7.68 Mcps TDD; or

3>
for FDD and 1.28 Mcps TDD, if the UE does not support HS-DSCH reception in CELL_FACH state; or

3>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis; or

3> for 1.28 Mcps TDD, if the IE "Common E-DCH system info" is not included in System Information Block type 5:

4>
select Secondary CCPCH according to subclause 8.5.19.

3>
else:

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;

4>
For FDD if variable READY_FOR_COMMON_EDCH is set to FALSE:
5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type “RACH” in the UL; and

5>
if "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

4>
else:

5>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

5>
if the IEs "new Primary E-RNTI", "new H-RNTI" and "new C-RNTI" are included:

6>
store the "new Primary E-RNTI" according to subclause 8.6.3.14;

6>
store the "new H-RNTI" according to subclause 8.6.3.1b;

6>
store the "new C-RNTI" according to subclause 8.6.3.9;

6>
configure Enhanced Uplink in CELL_FACH state and Idle mode according to subclause 8.5.45 for FDD and 8.5.45a for 1.28 Mcps TDD;

6>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

5>
else:

6>
clear variable C_RNTI and delete any stored C-RNTI value;

6>
clear variable H_RNTI and delete any stored H-RNTI value;

6>
clear variable E_RNTI and delete any stored E-RNTI value; 

6>
clear any stored IE "HARQ Info";

6>
set the variable INVALID_CONFIGURATION to TRUE.

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode;

2>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the volatile memory of the ME if the USIM [50], or the SIM is present.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability";

2>
if the UE supports contiguous multi-cell operation on four cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a2' for the supported bands; otherwise, if the UE supports contiguous multi-cell operation on three cells in the same band, include the IE "Additional Secondary Cells" in the IE "UE radio access capability extension" and set it to 'a1' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on eight cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a6' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on seven cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a5' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on six cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a4' for the supported bands;

2>
if the UE supports contiguous multi-cell operation on five cells in the same band, include the IE "Additional Secondary Cells 2" in the IE "UE radio access capability extension" and set it to 'a3' for the supported bands;

2>
if the UE supports non-contiguous multi-cell operation on two cells in the same band:

3>
set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-2c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize', or

2>
if the UE supports non-contiguous multi-cell operation on three cells in the same band:

3>

set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-3c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize', or

2>
if the UE supports non-contiguous multi-cell operation on four cells in the same band:

3>

set the IE "Aggregated cells" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" to 'nc-4c' for the supported band;

3>
set the IE "Gap size" in IE "Non-contiguous multi-cell" in the IE "UE radio access capability extension" for the supported band to 'fiveMHz' or 'tenMHz' or 'anyGapSize';

3>
if the UE supports an equal number of contiguous cells on each side of the gap, include the IE "Non-contiguous multi-cell Combination (2,2)";

3>
if the UE supports a different number of contiguous cells on each side of the gap, include the IE "Non-contiguous multi-cell Combination (3,1) (1,3)".

2>
if the UE supports Multiflow operation on two cells on one frequency:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to two cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to one frequency.

2>
if the UE supports Multiflow operation on three cells on two frequencies in the same band:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to three cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to two frequencies.

2>
if the UE supports Multiflow operation on four cells on two frequencies in the same band:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to four cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to two frequencies.

2>
if the UE supports Multiflow operation on four cells on three frequencies in the same band:

3>
set the IE "Number of cells" in IE "Multiflow per band capability" to four cells;

3>
set the IE "Number of frequencies" in IE "Multiflow per band capability" to three frequencies.

2>
if the UE support Multiflow operation on three or four non-contiguous cells in the same band:

3>
set the IE "Gap size" in IE "Multiflow per band capability".

2>
if the UE supports Multiflow operation with MIMO:

3>
set IE "MIMO support" in IE "Multiflow per band capability" to single or dual stream MIMO transmission in all the frequency bands where the Multiflow operation is supported;

3>
if the UE needs more processing to generate HARQ feedback for Multiflow with MIMO operation:

4>
set IE "Longer HARQ processing time" in IE "Multiflow capability".

2>
if the UE supports Multiflow operation on three or four cells on two frequencies in different bands:

3>
set the IE "Supported Multiflow Combination" in IE "Radio Access Capability Band Combination List";

3>
if the UE supports three cells on two frequencies in different bands:

4>
set the IE "Number of cells in band A" to two cells;

4>
set the IE "Number of cells in band B" to one cell;

4>
set the IE "Number of frequencies in band A" to one frequency;

4>
set the IE "Number of frequencies in band B" to one frequency.

3>
if the UE supports four cells on two frequencies in different bands:

4>
set the IE "Number of cells in band A" to two cells;

4>
set the IE "Number of cells in band B" to two cells;

4>
set the IE "Number of frequencies in band A" to one frequency;

4>
set the IE "Number of frequencies in band B" to one frequency. 

3>
if the UE supports four cells on three frequencies in different bands:

4>
set the IE "Number of cells in band A" to three cells;

4>
set the IE "Number of cells in band B" to one cell;

4>
set the IE "Number of frequencies in band A" to two frequencies;

4>
set the IE "Number of frequencies in band B" to one frequency.

3>
if the UE supports MIMO with Multiflow in different bands:

4>
set IE "Support for Multiflow with MIMO operation in different bands" in IE "Multiflow capability".

2>
if the variable DEFERRED_MEASUREMENT_STATUS is TRUE: 

3>
if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block; or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block; or

3>
if System Information Block type 11ter is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block; or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".

2>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

3>
include IE "Logged Meas Available".

2>
if an IE "Logged ANR Report Info" in variable LOG_ ANR_REPORT_VARIABLE is present and the registered PLMN is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE:

3>
include IE "ANR Logging Results Available".

2>
if an IE "Logged Connection Establishment Failure Info-FDD" or "Logged Connection Establishment Failure Info-TDD" in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE is present and the current Registered PLMN is the same as the PLMN in IE "PLMN Identity" stored in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE:

3>
include IE "Connection Establishment Failure Info Available".

NOTE:
If the "RRC State indicator" is set to the value "CELL_FACH", the UE continues to read and store the IEs in System Information Block type 11, System Information Block type 11bis, System Information Block type 11ter, System Information Block type 12, System Information Block type 18 and System Information Block type 19, if transmitted, after submitting the RRC Connection Setup Complete message to lower layers (see 8.5.31).
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_DCH state:

2>
clear the variable SYSTEM_INFORMATION_CONTAINER;

2>
if the IE "Deferred measurement control reading" was included in the RRC CONNECTION SETUP COMPLETE message:

3>
clear variable MEASUREMENT_IDENTITY;

3>
clear the variable CELL_INFO_LIST.
2>
if the UE supports RAN-assisted WLAN interworking:
3>
stop the timer T330, if it is running;
3>
stop using the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO, and forward this indication to the upper layers;
3>
if the variable WLAN_OFFLOAD_INFO is not empty:
4>
use the information stored in the variable WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.
1>
if the UE has entered CELL_FACH state:

2>
if the variable SYSTEM_INFORMATION_CONTAINER is not empty:

3>
the UE behaviour is unspecified.

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;
2>
if the UE supports RAN-assisted WLAN interworking:
3>
stop the timer T330, if it is running;
3>
if the variable WLAN_OFFLOAD_INFO is not empty:
4>
use the information stored in the variable WLAN_OFFLOAD_INFO as specified in [4], and forward it to the upper layers.

3>
else:

4>
use the information stored in the variable SYSTEM_INFO_WLAN_OFFLOAD_INFO as specified in [4] and forward it to the upper layers.
1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful.

And the procedure ends.
<End of modified section>
<Start of modified section>
10.2.48.8.8
System Information Block type 5 and 5bis
The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. System information block type 5bis uses the same structure as System information block type 5. System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X if it is broadcasted.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB6 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB6 is broadcast in the cell.

When the UE receives SIB5 in the System Information Container message, this IE is interpreted as FALSE
	

	SIB22 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB22 is broadcast in the cell.
	REL-11

	PhyCH information elements
	
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	>TDD
	
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>PUSCH system information VHCR
	OP
	
	PUSCH system information VHCR 10.3.6.66a
	Only for 7.68 Mcps TDD

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-7

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1
	

	PRACH system information list
	MP
	
	PRACH system information list 10.3.6.55
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	Common E-DCH system info
	OP
	
	Common E-DCH system info 10.3.6.9a
	
	REL-8

	Secondary CCPCH system information
	MP
	
	Secondary CCPCH system information 10.3.6.72
	Note 2

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	

	CBS DRX Level 1 information
	CV-CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	
	

	Frequency band indicator
	OP
	
	Frequency band indicator

10.3.6.35b
	
	REL-6

	Frequency band indicator 2
	OP
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-6

	Frequency band indicator 3
	OP
	
	Frequency band indicator 3

10.3.6.35ca
	
	REL-10

	Frequency Bands Indicator Support
	OP
	
	
	
	REL-10

	>CHOICE mode
	
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Frequency bands indicator for redirection
	MP
	1 to< maxFreqBandsIndicatorSupport>
	
	The presence of this IE indicates one or two bands for redirection.
	REL-10

	>>>>CHOICE frequency bands indicator
	
	
	
	
	REL-10

	>>>>>Frequency bands indicator 1 for redirection
	
	
	Frequency band indicator

10.3.6.35b
	
	REL-10

	>>>>>Frequency bands indicator 2 for redirection
	
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-10

	>>>>>Frequency bands indicator 3 for redirection
	
	
	Frequency band indicator 3

10.3.6.35ca
	
	REL-10

	>>TDD
	
	
	
	
	

	>>>Frequency bands indicator for 1.28Mcps TDD
	MP
	1 to< maxFreqBandsIndicatorSupport>
	
	The presence of this IE indicates one or two bands for RF capability.
	REL-10

	>>>>Frequency bands indicator for TDD
	MP
	
	Frequency band indicator for TDD

10.3.6.35d
	
	REL-10

	Multiple Frequency Band indicator list
	OP
	1 to< maxMultipleFrequencyBandsFDD >
	
	A list of additional frequency bands which the cell belong to.

The order of appearance of the additional supported frequency bands in the list indicates their priority i.e from higher to lower.

If the UE supports the frequency band indicated explicitly or implicitly in accordance with subclause 8.1.1.6.5, it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the IE "Multiple Frequency Band indicator list".
	REL-10

	>CHOICE frequency bands indicator
	MP
	
	
	
	REL-10

	>>Frequency band indicator
	
	
	Frequency band indicator

10.3.6.35b
	
	REL-10

	>>Frequency band indicator 2
	
	
	Frequency band indicator 2

10.3.6.35c
	
	REL-10

	>>Frequency band indicator 3
	
	
	Frequency band indicator 3

10.3.6.35ca
	
	REL-10

	HSDPA cell Indicator
	MD
	
	Enumerated (HSDPA Capable Cell)
	Default is ’HSDPA capability not indicated’.

’HSDPA Capable Cell’ means that the UE may consider this cell as part of the HSDPA coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	E-DCH cell Indicator
	MD
	
	Enumerated (E-DCH Capable Cell)
	Default is ’E-DCH capability not indicated’.

’E-DCH Capable Cell’ means that the UE may consider this cell as part of the E-DCH coverage area for display indication only.

This indication shall not be used for any other purpose.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaves as if this IE would not have been received.
	REL-6

	Secondary CCPCH system information MBMS
	OP
	
	Secondary CCPCH system information MBMS 10.3.6.72a
	Included if MCCH is on an S-CCPCH used only for MBMS. Note 2
	REL-6

	CHOICE mode 
	OP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>HS-DSCH common system information
	MP
	
	HS-DSCH common system information 10.3.6.36c
	Included if cell supports HS-DSCH reception in CELL_FACH and during IDLE to RRC Connection state transition. 
	REL-7

	>>HS-DSCH paging system information
	OP
	
	HS-DSCH paging system information 10.3.6.36d
	Included if cell supports for UEs in RRC Connected state paging message reception on HS-DSCH. 
	REL-7

	>TDD
	
	
	
	
	REL-7

	>>HS-DSCH common system information
	MP
	
	HS-DSCH common system information 1.28Mcps TDD

10.3.6.36ca
	Included if cell supports HS-DSCH reception in CELL_FACH and during IDLE to RRC Connection state transition.
	REL-8

	>>HS-DSCH paging system information
	OP
	
	HS-DSCH paging system information 1.28Mcps TDD 10.3.6.36da
	Included if cell supports for UEs in RRC Connected state paging message reception on HS-DSCH.
	REL-8

	TDD MBSFN information
	OP
	
	TDD MBSFN Information 10.3.6.78b
	TDD only: included only if some timeslots are designated to MBSFN.
	REL-7

	HS-DSCH DRX in CELL_FACH Information
	OP
	
	HS-DSCH DRX in CELL_FACH Information 10.3.6.36g
	
	REL-8

	HS-DSCH DRX in CELL_FACH Information 1.28 Mcps TDD
	OP
	
	HS-DSCH DRX in CELL_FACH Information 1.28 Mcps TDD 10.3.6.36h
	
	REL-8

	Second Frequency info
	OP
	
	Integer (0 .. 16383)
	Note 3
	REL-8

	Treset Usage Indicator
	OP
	
	Enumerated (TRUE)
	Only for 1.28 Mcps TDD. The presence of this IE means the timer Treset is not valid when the dedicated H-RNTI is configured in CELL_FACH and CELL_PCH.
	REL-8

	UpPCH Position Info
	CV-Frequency
	
	Integer (0 .. 127)
	Only for 1.28 Mcps TDD.
	REL-8

	Cell Update message with optimised encoding
	OP
	
	Enumerated (TRUE)
	Only for FDD.

The presence of this IE means that UE shall use the Rel-11 asn1 message type for Cell Update, if the UE supports this message type.
	REL-11

	Retrievable configuration indication
	OP
	
	Enumerated (TRUE)
	The presence of this IE means that the UE shall store the SRB configuration signalled in RRC Connection Setup as retrievable configuration identity 1.
	REL-13


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

NOTE 2:
There is only one MCCH in a cell, which may either be mapped on to an S-CCPCH also used for non- MBMS purposes or to an S-CCPCH dedicated to MBMS. In the first case the MCCH configuration is specified within the IE "Secondary CCPCH system information", in the latter case the MCCH configuration is provided within the IE "Secondary CCPCH system information MBMS".

NOTE 3:
This IE is used in 1.28 Mcps TDD multi-frequency cell to indicate the secondary frequency at which enhanced E-DCH transmission and HS-PDSCH reception for 1.28 Mcps TDD is supported and to indicate that corresponding IEs: "Common E-DCH system info", "HS-DSCH common system information" (TDD) and "HS-DSCH DRX in CELL_FACH Information 1.28 Mcps TDD" can apply for this frequency. The absense of "Frequency info" means that enhanced E-DCH access transmission and HS-PDSCH reception and above IEs apply for primary frequency. For 1.28 Mcps TDD only.

	Condition
	Explanation

	CTCH
	The IE is mandatory present if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message

	Frequency
	The IE is optional if the IE "Frequency info" is present, otherwise the IE is not needed.


<End of modified section>
<Start of modified section>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
-----------------Unmodified sections omitted-------------------------------------------------------------------------------

SysInfoType5 ::=



SEQUENCE {



sib6indicator



BOOLEAN,


-- Physical channel IEs



pich-PowerOffset


PICH-PowerOffset,



modeSpecificInfo


CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps or 7.68Mcps TDD, the following IEs should be absent


-- and the info included in the respective tdd128SpecificInfo or tdd768SpecificInfo instead.


-- If PDSCH/PUSCH is configured for 3.84Mcps TDD in R5, HCR-r5-SpecificInfo should also be 


-- included. 





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList
PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType5-v4b0ext


SysInfoType5-v4b0ext-IEs

OPTIONAL,



-- Extension mechanism for non- rel-4 information




v590NonCriticalExtensions

SEQUENCE {





sysInfoType5-v590ext


SysInfoType5-v590ext-IEs

OPTIONAL,





v650NonCriticalExtensions

SEQUENCE {






sysInfoType5-v650ext


SysInfoType5-v650ext-IEs

OPTIONAL,






v680NonCriticalExtensions

SEQUENCE {







sysInfoType5-v680ext


SysInfoType5-v680ext-IEs

OPTIONAL,







v690NonCriticalExtensions

SEQUENCE {








sysInfoType5-v690ext


SysInfoType5-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









sysInfoType5-v770ext


SysInfoType5-v770ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType5-v860ext


SysInfoType5-v860ext-IEs,










v890NonCriticalExtensions

SEQUENCE {











sysInfoType5-v890ext


SysInfoType5-v890ext-IEs,











v8b0NonCriticalExtensions

SEQUENCE {












sysInfoType5-v8b0ext


















SysInfoType5-v8b0ext-IEs,












v8d0NonCriticalExtensions

SEQUENCE {













sysInfoType5-v8d0ext




















SysInfoType5-v8d0ext-IEs,













va40NonCriticalExtensions

SEQUENCE {













sysInfoType5-va40ext





















SysInfoType5-va40ext-IEs,













va80NonCriticalExtensions

SEQUENCE {















sysInfoType5-va80ext
SysInfoType5-va80ext-IEs,















vb50NonCriticalExtensions
















SysInfoType5-NonCriticalExtensions-vb50-IEs


OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL

}

SysInfoType5-v4b0ext-IEs ::=
SEQUENCE {


--The following IE PNBSCH-Allocation-r4 shall be used for 3.84Mcps TDD only.


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL,


frequencyBandIndicator


RadioFrequencyBandFDD


OPTIONAL

}

SysInfoType5-v590ext-IEs ::=
SEQUENCE {


hcr-r5-SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-HCR-r5
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-HCR-r5
OPTIONAL


}
















OPTIONAL

}

SysInfoType5-v650ext-IEs ::=
SEQUENCE {


frequencyBandIndicator2

RadioFrequencyBandFDD2
}

SysInfoType5-v680ext-IEs ::=
SEQUENCE {


-- TABULAR: HSDPA Cell Indicator is MD in tabular description


-- Default value is 'HSDPA Capability not indicated'


hsdpa-CellIndicator


ENUMERATED { hsdpa-CapableCell }


OPTIONAL

}

SysInfoType5-v690ext-IEs ::=

SEQUENCE {


-- TABULAR: E-DCH Cell Indicator is MD in tabular description


-- Default value is 'E-DCH Capability not indicated'


edch-CellIndicator




ENUMERATED { edch-CapableCell }

OPTIONAL,


sccpch-SystemInformation-MBMS

CHOICE {


mcchOnSCCPCHusedForNonMBMS


MBMS-MCCH-ConfigurationInfo-r6,



mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r6

}

OPTIONAL,


additionalPRACH-TF-and-TFCS-CCCH-List
AdditionalPRACH-TF-and-TFCS-CCCH-List
OPTIONAL,


cBS-DRX-Level1Information-extension

CBS-DRX-Level1Information-extension-r6
OPTIONAL

}

SysInfoType5-v770ext-IEs ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hs-dsch-CommonSystemInformation

HS-DSCH-CommonSystemInformation,




hs-dsch-PagingSystemInformation

HS-DSCH-PagingSystemInformation

OPTIONAL



},



tdd768







SEQUENCE {




pusch-SysInfoList-SFN



PUSCH-SysInfoList-SFN-VHCR


OPTIONAL,




pdsch-SysInfoList-SFN



PDSCH-SysInfoList-VHCR-r7


OPTIONAL,



-- If SysInfoType5 is sent to configure a 7.68Mcps TDD cell, the 'prach-RACH-Info' in




-- IE PRACH-SystemInformationList shall be ignored, 'prach-Partitioning' shall be absent




-- and the corresponding IE in the following IE PRACH-SystemInformationList-VHCR-r7




-- shall be used instead.




prach-SystemInformationList

PRACH-SystemInformationList-VHCR-r7
OPTIONAL



},



tdd128







SEQUENCE {




prach-SystemInformationList

PRACH-SystemInformationList-LCR-v770ext
OPTIONAL



}


}

OPTIONAL,


-- If SysInfoType5 is sent to configure a 7.68 Mcps TDD cell (in any mode) or a 3.84 Mcps TDD 

-- cell operating in MBSFN mode, IE SCCPCH-SystemInformationList-HCR-VHCR-r7 is used, otherwise


-- IE SCCPCH-SystemInformationList-r6 is used.


sccpch-SystemInformationList


SCCPCH-SystemInformationList-HCR-VHCR-r7
OPTIONAL,

sccpch-SystemInformation-MBMS

CHOICE {


-- If choice is 'mcchOnSCCPCHusedForNonMBMS', IE MBMS-MCCH-ConfigurationInfo-r6 is used.


-- If choice is 'mcchOnSCCPCHusedOnlyForMBMS', IE MBMS-MCCH-ConfigurationInfo-r7 is used



-- to configure a 7.68Mcps TDD cell or a cell operating in MBSFN mode, otherwise IE



-- SCCPCH-SystemInformation-MBMS-r6 is used.


mcchOnSCCPCHusedOnlyForMBMS


SCCPCH-SystemInformation-MBMS-r7

}

OPTIONAL,


tDD-MBSFNInformation



TDD-MBSFNInformation


OPTIONAL
}

SysInfoType5-v860ext-IEs ::=
SEQUENCE {


-- The field 'dummy' shall be marked absent in SysInfoType5 and SysInfoType5bis. A failure to


-- comply with this requirement may prevent the UE to receive any service in the cell. The UE


-- may treat the cell as barred.


dummy







SEQUENCE {}







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hs-dsch-DrxCellfach-info


HS-DSCH-DrxCellfach-info



OPTIONAL



},



tdd128







SEQUENCE {




hs-dsch-CommonSysInfo



SEQUENCE {





hs-dsch-CommonSystemInformation
HS-DSCH-CommonSystemInformation-TDD128,





hs-dsch-PagingSystemInformation
HS-DSCH-PagingSystemInformation-TDD128
OPTIONAL




}

OPTIONAL,




hs-dsch-DrxCellfach-info


HS-DSCH-DrxCellfach-info-TDD128


OPTIONAL



}


}

}

SysInfoType5-v890ext-IEs ::= SEQUENCE {


secondFrequencyInfo


FrequencyInfoTDD





OPTIONAL,


commonEDCHSystemInfo


CommonEDCHSystemInfo




OPTIONAL

}

SysInfoType5-v8b0ext-IEs ::= SEQUENCE {


tresetUsageIndicator



ENUMERATED { true }



OPTIONAL,


upPCHpositionInfo




UpPCHposition-LCR




OPTIONAL

}

SysInfoType5-v8d0ext-IEs ::=
SEQUENCE {


commonEDCHSystemInfoFDD



CommonEDCHSystemInfoFDD

OPTIONAL

}

SysInfoType5-va40ext-IEs ::=
SEQUENCE {


frequencyBandsIndicatorSupport

FrequencyBandsIndicatorSupport
OPTIONAL,


frequencyBandIndicator3



RadioFrequencyBandFDD3


OPTIONAL

}

SysInfoType5-va80ext-IEs ::=
SEQUENCE {


multipleFrequencyBandIndicatorListFDD

MultipleFrequencyBandIndicatorListFDD

OPTIONAL

}

SysInfoType5-NonCriticalExtensions-vb50-IEs::=
SEQUENCE {


sysInfoType5-vb50ext



SysInfoType5-vb50ext-IEs,

vd20NonCriticalExtensions  SEQUENCE {

    
sysInfoType5-vd20ext


SysInfoType5-vd20ext-IEs

OPTIONAL,


nonCriticalExtensions


SEQUENCE {}




OPTIONAL

}
}

SysInfoType5-vb50ext-IEs ::=
SEQUENCE {


sib22indicator




BOOLEAN,


cellUpdateMessageOptimisedEncoding
ENUMERATED { true }

OPTIONAL

}

SysInfoType5-vd20ext-IEs ::= SEQUENCE {


retrievConfigIndicator



ENUMERATED { true }

OPTIONAL

}

-- SysInfoType5bis uses the same structure as SysInfoType5

SysInfoType5bis ::= SysInfoType5
-----------------Unmodified sections omitted-------------------------------------------------------------------------------
<End of modified section>
