
3GPP TSG RAN WG2 Meeting #94

R2-163320
Nanjing, China, 23–27 May 2016

3GPP TSG-RAN WG1 Meeting #84bis
R1-163954
Busan, Korea, April 11-15, 2016
Title:
LS on RRC parameter list for NB-IoT
Release:
Rel-13
Work Item:
NB_IoT-Core
Source:
RAN WG1
To:
RAN WG2
Cc:

Contact Persons:
Name:
Matthew Webb
E-mail Address:
matthew.webb@huawei.com
Attachments:

1. Overall Description:

RAN1 has further discussed NB-IoT during the preparation of the physical layer CRs. RAN1 would like to inform RAN2 of one additional L1 parameter for NB-IoT, as follows:
	RAN1 specification
	Section
	Parameter name in specification
	Current UE specific parameter
	Parameter name in text
	Description
	Value range
	Default value
	UE specific/Cell specific
	Specification
	Comment

	36.211
	 
	12-tone DM-RS base sequence for NPUSCH
	New parameter
	twelveTone-BaseSequence
	DM-RS base sequence used for 12-tone NPUSCH transmission
	5bits
	 
	Cell-specific
	36.331
	The base sequence of DMRS sequence in a cell for 12 tones transmission can be indicated by a SIB; otherwise, it is given by NB-IoT CellID mod 30.


2. Actions:

RAN1 respectfully ask RAN2 to take this information into account when preparing the corresponding CRs for NB-IoT.
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