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22A.2.6
Traffic Steering Operation
22A.2.6.1
Traffic Steering from E-UTRAN to WLAN

The traffic steering from E-UTRAN to WLAN procedure is initiated by the eNB.
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Figure 22A.2.6.1-1: Traffic steering from E-UTRAN to WLAN procedure
1.
The eNB sends the RRCConnectionReconfiguration message to the UE indicating the UE to steer traffic from E-UTRAN to WLAN.

2.
The UE forward the indication to upper layers and replies with RRCConnectionReconfigurationComplete message.
3.
The UE performs WLAN Association and steers traffic from E-UTRAN to WLAN (subject to upper layer) after successful connection to WLAN.

4.
If WLAN association failed, the UE sends WLANConnectionStatusReport message.
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22A.2.6.2
Traffic Steering from WLAN to E-UTRAN

The traffic steering from WLAN to E-UTRAN procedure is initiated by the eNB.
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Figure 22A.2.6.2-1: Traffic steering from WLAN to E-UTRAN procedure
1.
The eNB sends the RRCConnectionReconfiguration message to the UE indicating the UE to steer traffic fromWLAN to E-UTRAN.

2.
The UE forward the indication to upper layers and replies with RRCConnectionReconfigurationComplete message.
3.
The UE steers traffic from WLAN to E-UTRAN.
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