3GPP TSG-RAN WG2 #94
Tdoc R2-164221
Nanjing, China, 23–27 May 2015
Title:
Draft LS to RAN1 on RAN2 agreements related to V2X
Response to:


Release:
Rel-14
Work Item:
FS_LTE_V2X
Source:
LGE [to be RAN WG2]
To:
RAN WG1
Cc:

Contact Person:


Name:
Jaewook Lee
Tel. Number:

E-mail Address:
jaewook.lee@lge.com
Attachments:
 R2-163650
1. Overall Description: 
RAN2 would like to inform the following agreements of RAN2#93bis for V2X SI.
UL enhancements 

· Observation:  CAM message generation can be dynamic in terms of size, periodicity and timing. Such changes will result in misalignment between SPS timing and CAM timing.  There may be some regularity in size and periodicity between different triggers.  
· SPS can be beneficial for some cases and SPS can be configured.  FFS if UE assistance is necessary 

· At least 100ms and 1s SPS periodicities should be included.  

· FFS if SPS enhancement are necessary
DL enhancements 
· Both MBSFN and SC-PTM can be used
· For MBSFN and SC-PTM the following optimizations are considered to be added, shorter MCCH and SC-MCCH modification period, shorter repetition period and for MBSFN, shorter MCH scheduling period (e.g. 10ms).  We will capture these optimizations and capture pros/cons and gains.  
· FFS on the critically of the control plane latency and whether latency requirements can be met with this optimizations will be further analysed.  
· We will consider can use pre-configured MRB
Location based 

· RAN2 assumes that the application/upper layer can provide the necessary location information for DL broadcast and AS mechanism is not needed to assist the application server.  
Scenarios

· Between V2P and P2V RAN2 will prioritize study of P2V.  

· V2P/P2V can be done over Uu

· Scenario 3 is de-prioritized for all the cases.  

· Scenario 2 is applicable to V2N/V2I/V2P/P2V

· Scenario 2 should separately describe the combination DL only and UL only.  

· The study in RAN2 does not considers the case that each operator is allocated with a different uplink carrier while a set of downlink operation carrier(s) is shared by UEs subscribed to different operators
· Inter-PLMN reception for DL broadcast is allowed.   

· The UE may receive on multiple DL carriers
Please note that the attached TP (R2-163650) capturing the above agreements is agreed in RAN2. 

2. Actions:

To RAN1 group.

ACTION: RAN2 kindly request RAN1 to take above agreements and agreed TP into account.

3. Date of Next TSG-RAN2 Meetings:

RAN2#95
22-26 Aug. 2016
Gothenburg
Sweden
RAN2#95bis
10-14 Oct. 2016
Kaohsiung
Taiwan
