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	Reason for change:
	Currently, in the eNB implementation of handover triggers, it is not possible to benefit (in terms of possible extension of coverage) from the fact that UE may support different UE power classes (maximum transmission powers) on different E-UTRA bands (except for the 20dBM power class 5). 

	
	

	Summary of change:
	UE power class is introduced in UE E-UTRA capability signalling per E-UTRA band.
Impact Analysis
Impacted functionality:

UE capability signalling
Inter-operability:

No inter-operability impacts are expected.



	
	

	Consequences if not approved:
	eNB is not able to take UE power class into account in handover decisions.
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4.3.5
RF parameters

4.3.5
RF parameters

4.3.5.1
supportedBandListEUTRA
This field defines which E-UTRA radio frequency bands [6] are supported by the UE. For each band, support for either only half duplex operation, or full duplex operation is indicated. For TDD, the half duplex indication is not applicable.
4.3.5.1.x
ue-PowerClass-N-r13, ue-PowerClass-5-r13
These fields define for each supported E-UTRA band whether the UE supports power UE Power Class 1, 2, 4 or 5 for the band, as specified in TS 36.101 [8]. Absence of these fields means that UE support the default UE Power Class for the band, as specified in TS 36.101 [8].
<CUT>
4.3.5.20
Void
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