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1. Overall Description
RAN2 would like to inform CT1 and RAN3 of the following agreements for eMTC and impact on NAS timer settings. For eMTC, there are the CE Modes A and B, where CE Mode B provides most coverage enhancement and longest transmission delays).
At RAN2#93bis, RAN2 assumed that for UE supporting CE Mode A only, the “…RAN2 understanding is that legacy [NAS] timers would be suitable”.
At RAN2#94, RAN2 agreed that for a UE operating in CE Mode B at RRC Connection establishment, extended NAS timer settings should be used (i.e. when RACH is successful while using RACH CE level 2 or 3), otherwise legacy (normal) NAS timer settings should be used (i.e. when RACH is successful while using RACH CE level 0 or 1). Agreed CR to 36.331 is attached.
In LS on Extended coverage impact on NAS timers (R2-162008/S2-161382/C1-161745), RAN2 indicated that timers T300, T301 and T304 are extended from a maximum of 2s to 10s. RAN2 recommends CT1 to use e.g. the same multiplication factor in their extended NAS timer settings.
2. Actions:

To CT1.

ACTION: 
RAN2 respectfully asks CT1 to take the above into account in the work on NAS timer settings for enhanced coverage in eMTC.
To RAN3.
ACTION: 
RAN2 respectfully asks RAN3 to define corresponding signalling from eNB to MME as in attached CR to TS36.331.
3. Date of Next RAN3 Meetings:

RAN2#95

22nd– 26th August
Gothenburg, Sweden

RAN2#95bis

10th – 14th October
Kaohsiung, Taiwan

