
3GPP TSG-RAN WG2 Meeting #94 
R2-164574
Nanjing,  23rd- 27th May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.304
	CR
	0320
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


Dear
	

	Title:

	eDRX Paging Hyper-Frame Calculation

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_extDRX-Core
	
	Date:
	-

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
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Start of modified section
7.3
Paging in extended DRX
The UE may be configured by upper layers with an extended DRX (eDRX) cycle TeDRX. The UE may operate in extended DRX only if the cell indicates support for eDRX in System Information.

If the UE is configured with a TeDRX cycle of 512 radio frames, it monitors POs as defined in 7.1 with parameter T = 512. Otherwise, a UE configured with eDRX monitors POs as defined in 7.1 (i.e, based on the upper layer configured DRX value and a default DRX value determined in 7.1), during a periodic Paging Time Window (PTW) configured for the UE or until a paging message including the UE’s NAS identity is received for the UE during the PTW, whichever is earlier. The PTW is UE-specific and is determined by a Paging Hyperframe (PH), a starting position within the PH (PTW_start) and an ending position (PTW_end). PH, PTW_start and PTW_end are given by the following formulae:

The PH is the H-SFN satisfying the following equation:

H-SFN mod TeDRX,H= (UE_ID_H mod TeDRX,H), where

-

-
UE_ID_H:  floor (IMSI/16384) mod 1024
-
T eDRX,H  : eDRX cycle of the UE in Hyper-frames, (TeDRX,H =1, 2, …, 256 Hyper-frames) and configured by upper layers
PTW_start denotes the first radio frame of the PH that is part the PTW and has SFN satisfying the following equation:

SFN = 256* ieDRX, where

-
ieDRX = floor(UE_ID/TeDRX,H) mod 4
-
UE_ID: IMSI mod 1024
PTW_end is the last radio frame of the PTW and has SFN satisfying the following equation:

SFN = (PTW_start + L*100 - 1) mod 1024, where

-
L = Paging Time Window length (in seconds) configured by upper layers
End of modified section
