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5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;

1>
if the procedure is triggered by a system information change notification:
2>
if the UE uses an idle DRX cycle longer than the modification period:
3>
start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;

1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;

2>
upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;

1>
neither initiate the RRC connection establishment procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT);

1>
not initiate the RRC connection establishment subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
if the UE is in CE:
5>
start acquiring SystemInformationBlockType10;
4>
else
5>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services:

2>
if the UE is capable of MBMS reception as specified in 5.8:

3>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType13;

2>
if the UE is capable of SC-PTM reception as specified in 5.8a:

3>
if schedulingInfoList indicates that SystemInformationBlockType20 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType20;

2>
if the UE is capable of MBMS Service Continuity:

3>
if schedulingInfoList indicates that SystemInformationBlockType15 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType15;

1>
if the UE is EAB capable:

2>
when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:

3>
if schedulingInfoList indicates that SystemInformationBlockType14 is present:

4>
start acquiring SystemInformationBlockType14 immediately;

3>
else:

4>
discard SystemInformationBlockType14, if previously received;

NOTE 4:
EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

NOTE 5:
EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.

1>
if the UE is capable of PS sidelink communication and is configured by upper layers to receive or transmit PS sidelink communication:

2>
if the cell used for PS sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>
if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType18;

1>
if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:

2>
if schedulingInfoList indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

2>
for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:

3>
if schedulingInfoList indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType19; 
1>
if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB is set to TRUE:

2>
not initiate the RRC connection establishment/resume procedure until the UE has a valid version of SystemInformationBlockType14-NB;
1>
if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication:

2> if the cell used for V2X sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>
if schedulingInfoList indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType21;

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 6:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
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5.2.2.25
Actions upon reception of SystemInformationBlockType18
Upon receiving SystemInformationBlockType18, the UE shall:

1>
if SystemInformationBlockType18 message includes the commConfig:

2>
if configured to receive PS sidelink communication:

3>
from the next SC period, as defined by sc-Period, use the resource pool indicated by commRxPool for PS sidelink communication monitoring, as specified in 5.10.3;

2>
if configured to transmit PS sidelink communication:

3>
from the next SC period, as defined by sc-Period, use the resource pool indicated by commTxPoolNormalCommon, commTxPoolNormalCommonExt or by commTxPoolExceptional for PS sidelink communication transmission, as specified in 5.10.4;

5.2.2.26
Actions upon reception of SystemInformationBlockType19
Upon receiving SystemInformationBlockType19, the UE shall:

1>
if SystemInformationBlockType19 message includes the discConfig or discConfigPS:

2>
from the next discovery period, as defined by discPeriod, use the resources indicated by discRxPool, discRxResourcesInterFreq or discRxPoolPS for sidelink discovery monitoring, as specified in 5.10.5;

2>
if SystemInformationBlockType19 message includes the discTxPoolCommon or discTxPoolPS-Common; and the UE is in RRC_IDLE:

3>
from the next discovery period, as defined by discPeriod, use the resources indicated by discTxPoolCommon or discTxPoolPS-Common for sidelink discovery announcement, as specified in 5.10.6;

2>
if the SystemInformationBlockType19 message includes the discTxPowerInfo:

3>
use the power information included in discTxPowerInfo for sidelink discovery transmission on the serving frequency, as specified in TS 36.213 [23];
1>
if SystemInformationBlockType19 message includes the discConfigRelay:

2>
if the SystemInformationBlockType19 message includes the txPowerInfo:

3>
use the power information included in txPowerInfo for sidelink discovery transmission on the corresponding non-serving frequency, as specified in TS 36.213 [23];

5.2.2.27
Actions upon reception of SystemInformationBlockType20
No UE requirements related to the contents of this SystemInformationBlock apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.
5.2.2.x
Actions upon reception of SystemInformationBlockType21
Upon receiving SystemInformationBlockType21, the UE shall:

1>
if SystemInformationBlockType21 message includes v2x-CommConfig:

2>
inform upper layer the V2X communication transmission path configured in v2x-CommTxPath;

2>
if configured to receive V2X sidelink communication:

3> from the next SC period, as defined by sc-Period, use the resource pool indicated by v2x-CommRxPool in sl-V2X-ConfigCommon for sidelink communication monitoring, as specified in 5.10.x;

2>
if configured to transmit V2X sidelink communication:

3> from the next SC period, as defined by sc-Period, use the resource pool indicated by v2x-CommTxPoolNormalCommon or by v2x-CommTxPoolExceptional for sidelink communication transmission, as specified in 5.10.y;
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5.3.3.1a
Conditions for establishing RRC Connection for sidelink communication/ discovery
For sidelink communication an RRC connection is initiated only in the following case:

1>
if configured by upper layers to transmit non-relay related PS sidelink communication and related data is available for transmission:

2>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon;

1>
if configured by upper layers to transmit relay related PS sidelink communication:

2>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; or

2>
if the UE has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met and if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon or commTxAllowRelayCommon;
1>
if configured by upper layers to transmit V2X sidelink communication and related data is available for transmission:

2>
if SystemInformationBlockType21 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType21 includes v2x-CommConfig; and if v2x-CommTxPath is set to pc5 or both; and sl-V2X-ConfigCommon does not include v2x-CommTxPoolNormalCommon;
For sidelink discovery an RRC connection is initiated only in the following case:

1>
if configured by upper layers to transmit non-PS related sidelink discovery announcements:

2>
if the frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps does not include discTxPoolCommon-r12; or

2>
if the frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements is included in discInterFreqList in SystemInformationBlockType19 broadcast by the cell on which the UE camps, with discTxResourcesInterFreq included within discResourcesNonPS and set to requestDedicated;
1>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements:

2>
if the frequency on which the UE is configured to transmit non-relay PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps includes discConfigPS but does not include discTxPoolPS-Common; or
2>
if the frequency on which the UE is configured to transmit non-relay PS related sidelink discovery announcements (e.g. group member discovery) is included in discInterFreqList in SystemInformationBlockType19 broadcast by the cell on which the UE camps, with discTxResourcesInterFreq within discResourcesPS included and set to requestDedicated;
1>
if configured by upper layers to transmit relay PS related sidelink discovery announcements:

2>
if the UE is acting as sidelink relay UE; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or
2>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:
3>
if the frequency on which the UE is configured to transmit relay PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps includes discConfigRelay and discConfigPS but does not include discTxPoolPS-Common;
NOTE:
Upper layers initiate an RRC connection. The interaction with NAS is left to UE implementation.
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5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
if this is the first RRCConnectionReconfiguration message after successful completion of the RRC connection re-establishment procedure:

2>
re-establish PDCP for SRB2 and for all DRBs that are established, if any;

2>
re-establish RLC for SRB2 and for all DRBs that are established, if any;

2>
if the RRCConnectionReconfiguration message includes the fullConfig:

3>
perform the radio configuration procedure as specified in 5.3.5.8;

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

2>
resume SRB2 and all DRBs that are suspended, if any;

NOTE 1:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

NOTE 2:
The UE may discard SRB2 messages and data that it receives prior to completing the reconfiguration used to resume these bearers.

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

NOTE 3:
If the RRCConnectionReconfiguration message includes the establishment of radio bearers other than SRB1, the UE may start using these radio bearers immediately, i.e. there is no need to wait for an outstanding acknowledgment of the SecurityModeComplete message.

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or
1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:

2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the v2x-CommConfig:

2>
perform the V2X communication related dedicated configuration procedure as specified in 5.3.10.x;
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;
1>
stop timer T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
stop timer T370, if running;
1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
if BL UE or UE in CE:

2>
acquire the MasterInformationBlock in the target PCell;

1>
reset MCG MAC and SCG MAC, if configured;
1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish MCG RLC and SCG RLC, if configured, for all RBs that are established;
1>
configure lower layers to consider the SCell(s) other than the PSCell, if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;
1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;
1>
if the received RRCConnectionReconfiguration includes the scg-Configuration; or
1>
if the current UE configuration includes one or more split DRBs and the received RRCConnectionReconfiguration includes radioResourceConfigDedicated including drb-ToAddModList:
2>
perform SCG reconfiguration as specified in 5.3.10.10;
1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the KASME key taken into use with the latest successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the otherConfig:

2>
perform the other configuration procedure as specified in 5.3.10.9;
1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig or sl-CommConfig:

2>
perform the sidelink dedicated configuration procedure as specified in 5.3.10.15;
1>
if the RRCConnectionReconfiguration message includes wlan-OffloadInfo:
2>
perform the dedicated WLAN offload configuration procedure as specified in 5.6.12.2;

1>
release the LWA configuration, if configured, as described in 5.6.14.3;
1>
release the LWIP configuration, if configured, as described in 5.6.17.3;
1>
if the RRCConnectionReconfiguration message includes rclwi-Configuration:

2>
perform the WLAN traffic steering command procedure as specified in 5.6.16.2;
1>
if the RRCConnectionReconfiguration message includes lwa-Configuration:

2>
perform the LWA configuration procedure as specified in 5.6.14.2;

1>
if the RRCConnectionReconfiguration message includes lwip-Configuration:
2>
perform the LWIP reconfiguration procedure as specified in 5.6.17.2;
1>
if the RRCConnectionReconfiguration message includes the v2x-CommConfig or mobilityControlInfoV2X:
2>
perform the vehicle communication related dedicated configuration procedure as specified in 5.3.10.x;
1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
if the UE is configured to provide IDC indications:

3>
if the UE has transmitted an InDeviceCoexIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;

2>
if the UE is configured to provide power preference indications:

3>
if the UE has transmitted a UEAssistanceInformation message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted a MBMSInterestIndication message during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;
4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;
2>
if SystemInformationBlockType18 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of PS sidelink communication related parameters relevant in target PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo; or

2>
if SystemInformationBlockType19 is broadcast by the target PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in target PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding reception of the RRCConnectionReconfiguration message including mobilityControlInfo:

3>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;
2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell, except for BL UEs or UEs in CE.

	NEXT CHANGE


5.3.7.5
Reception of the RRCConnectionReestablishment by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
consider the current cell to be the PCell;

1>
re-establish PDCP for SRB1;

1>
re-establish RLC for SRB1;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
resume SRB1;

NOTE 2:
E-UTRAN should not transmit any message on SRB1 prior to receiving the RRCConnectionReestablishmentComplete message.

1>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

1>
if connected as an RN:

2>
derive the KUPint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply integrity protection using the previously configured algorithm and the KUPint key, for subsequently resumed or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if the UE is not a NB-IoT UE:

2>
set the content of RRCConnectionReestablishmentComplete message as follows:

3>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

4>
include the rlf-InfoAvailable;

3>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

4>
include logMeasAvailableMBSFN;

3>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include the logMeasAvailable;
3>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

4>
include the connEstFailInfoAvailable;
2>
perform the measurement related actions as specified in 5.5.6.1;

2>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;

1>
if SystemInformationBlockType15 is broadcast by the PCell:

2>
if the UE has transmitted an MBMSInterestIndication message during the last 1 second preceding detection of radio link failure:

3>
ensure having a valid version of SystemInformationBlockType15 for the PCell;
3>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

3>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;
3>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;
1>
if SystemInformationBlockType18 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of PS sidelink communication related parameters relevant in PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding detection of radio link failure; or

1>
if SystemInformationBlockType19 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding detection of radio link failure; or
1>
if SystemInformationBlockType21 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X communication related parameters relevant in PCell (i.e. change of v2x-CommRxInterestedFreq or v2x-CommTxResourceReq) during the last 1 second preceding detection of radio link failure:
2>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;
1>
the procedure ends;

	NEXT CHANGE


5.3.10.15
Sidelink dedicated configuration
The UE shall:

1>
if the RRCConnectionReconfiguration message includes the sl-CommConfig:

2>
if commTxResources is included and set to setup:

3>
from the next SC period use the resources indicated by commTxResources for PS sidelink communication transmission, as specified in 5.10.4;

2>
else if commTxResources is included and set to release:

3>
from the next SC period, release the resources allocated for PS sidelink communication transmission previously configured by commTxResources;
1>
if the RRCConnectionReconfiguration message includes the sl-DiscConfig:

2>
if discTxResources is included and set to setup:

3>
from the next discovery period, as defined by discPeriod, use the resources indicated by discTxResources for sidelink discovery announcement, as specified in 5.10.6;

2>
else if discTxResources is included and set to release:

3>
from the next discovery period, as defined by discPeriod, release the resources allocated for sidelink discovery announcement previously configured by discTxResources;
2>
if discTxResourcesPS is included and set to setup:

3>
from the next discovery period, as defined by discPeriod, use the resources indicated by discTxResourcesPS for sidelink discovery announcement, as specified in 5.10.6;

2>
else if discTxResourcesPS is included and set to release:

3>
from the next discovery period, as defined by discPeriod, release the resources allocated for sidelink discovery announcement previously configured by discTxResourcesPS;

2>
if discTxInterFreqInfo is included and set to setup:

3>
from the next discovery period, as defined by discPeriod, use the resources indicated by discTxInterFreqInfo for sidelink discovery announcement, as specified in 5.10.6;

2>
else if discTxInterFreqInfo is included and set to release:
3>
from the next discovery period, as defined by discPeriod, release the resources allocated for sidelink discovery announcement previously configured by discTxInterFreqInfo;

2>
if discRxGapConfig is included and set to setup:

3>
from the next gap period, as defined by gapPeriod, use the gaps indicated by discRxGapConfig for sidelink discovery monitoring, as specified in 5.10.5;
2>
else if discRxGapConfig is included and set to release:

3>
from the next gap period, as defined by gapPeriod, release the gaps configured for sidelink discovery monitoring previously configured by discRxGapConfig;

2>
if discTxGapConfig is included and set to setup:

3>
from the next gap period, as defined by gapPeriod, use the gaps indicated by discTxGapConfig for sidelink discovery announcement, as specified in 5.10.6;

2>
else if discTxGapConfig is included and set to release:
3>
from the next gap period, as defined by gapPeriod, release the gaps configured for sidelink discovery announcement previously configured by discTxGapConfig;
2>
if discSysInfoToReportConfig is included and set to setup:

3>
start timer T370 with the timer value set to 60s;

2>
else if discSysInfoToReportConfig is included and set to release:

3>
stop timer T370 and release discSysInfoToReportConfig;

5.3.10.16
T370 expiry

The UE shall:

1>
if T370 expires:

2>
release discSysInfoToReportConfig;
5.3.10.X
V2X Communication related dedicated configuration
The UE shall:

1>
if the RRCConnectionReconfiguration message includes the v2x-CommTxPath in v2x-CommConfig:
2>
inform upper layer the V2X communication transmission path configured in v2x-CommTxPath;

1>
if the RRCConnectionReconfiguration message includes the sl-V2X-Config in v2x-CommConfig:

2>
if commTxResources is included and set to setup:

3>
use the resources indicated by commTxResources for V2X sidelink communication transmission, as specified in 5.10.y;

2>
else if commTxResources is included and set to release:

3>
from the next SC period, release the resources allocated for V2X sidelink communication transmission previously configured by commTxResources;
2>
if v2x-InterFreqList is included:

3>
use the synchronization configuration for performing V2X sidelink communication on frequencies included in v2x-InterFreqList;

1>
if the RRCConnectionReconfiguration message includes the mobilityControlInfoV2X:
2>
if v2x-CommRxPool is included:

3>
use the resources indicated by v2x-CommRxPool for sidelink communication reception, as specified in 5.10.x;
2>
if v2x-CommTxPoolExceptional is included:
3>
use the resources indicated by v2x-CommTxPoolExceptional for sidelink communication transmission, as specified in 5.10.y;
	NEXT CHANGE


5.10
Sidelink
5.10.1
Introduction

The sidelink communication and associated synchronisation resource configuration applies for the frequency at which it was received/ acquired or the indicated frequency in the configuration. Moreover, for a UE configured with one or more SCells, the sidelink communication and associated synchronisation resource configuration provided by dedicated signalling applies for the PCell/ the primary frequency or the indicated frequency in the configuration. The sidelink discovery and associated synchronisation resource configuration applies for the frequency at which it was received/ acquired or the indicated frequency in the configuration. For a UE configured with one or more SCells, the sidelink discovery and associated synchronisation resource configuration provided by dedicated signalling applies for the the PCell/ the primary frequency / any other indicated frequency.
NOTE 1:
Upper layers configure the UE to receive or transmit sidelink communication on a specific frequency, to monitor or transmit non-PS related sidelink discovery announcements on one or more frequencies or to monitor or transmit PS related sidelink discovery announcements on a specific frequency, but only if the UE is authorised to perform these particular ProSe related sidelink activities.

NOTE 2:
It is up to UE implementation which actions to take (e.g. termination of unicast services, detach) when it is unable to perform the desired sidelink activities, e.g. due to UE capability limitations.

Sidelink communication consists of one-to-many and one-to-one (for PS only) sidelink communication. One-to-many PS sidelink communication consists of relay related and non-relay related one-to-many PS sidelink communication. One-to-one sidelink communication consists of relay related and non-relay related one-to-one PS sidelink communication. In relay related one-to-one PS sidelink communication the communicating parties consist of one sidelink relay UE and one sidelink remote UE. Upper layers indicate to RRC whether a particular packet for sidelink communication is V2X related or PS related.
Sidelink discovery consists of public safety related (PS related) and non-PS related sidelink discovery. PS related sidelink discovery consists of relay related and non-relay related PS related sidelink discovery. Upper layers indicate to RRC whether a particular sidelink announcement is PS related or non-PS related.

The specification covers the use of UE to network sidelink relays by specifying the additional requirements that apply for a sidelink relay UE and a sidelink remote UE. I.e. for such UEs the regular sidelink UE requirements equally apply unless explicitly stated otherwise.
5.10.1a
Conditions for sidelink communication operation

When it is specified that the UE shall perform sidelink communication operation only if the conditions defined in this section are met, the UE shall perform sidelink communication operation only if:

1>
if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and if either the selected cell on the frequency used for sidelink communication operation belongs to the registered or equivalent PLMN as specified in TS 24.334 [69] or the UE is out of coverage on the frequency used for sidelink communication operation as defined in TS 36.304 [4, 11.4]; or

1>
if the UE is camped on a serving cell (RRC_IDLE) on which it fulfils the conditions to support sidelink communication in limited service state as specified in TS 23.303 [68, 4.5.6]; and if either the serving cell is on the frequency used for sidelink communication operation or the UE is out of coverage on the frequency used for sidelink communication operation as defined in TS 36.304 [4, 11.4]; or
1>
if the UE has no serving cell (RRC_IDLE);
5.10.1b
Conditions for PS related sidelink discovery operation

When it is specified that the UE shall perform PS related sidelink discovery operation only if the conditions defined in this section are met, the UE shall perform PS related sidelink discovery operation only if:

1>
if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and if either the selected cell on the frequency used for PS related sidelink discovery operation belongs to the registered or other PLMN as specified in TS 24.334 [69] or the UE is out of coverage on the frequency used for PS related sidelink discovery operation as defined in TS 36.304 [4, 11.4]; or

1>
if the UE is camped on a serving cell (RRC_IDLE) on which it fulfils the conditions to support sidelink discovery in limited service state as specified in TS 23.303 [68, 4.5.6]; and if either the serving cell is on the frequency used for PS related sidelink discovery operation or the UE is out of coverage on the frequency used for PS related sidelink discovery operation as defined in TS 36.304 [4, 11.4]; or

1>
if the UE has no serving cell (RRC_IDLE);
5.10.1c
Conditions for non-PS related sidelink discovery operation

When it is specified that the UE shall perform non-PS related sidelink discovery operation only if the conditions defined in this section are met, the UE shall perform non-PS related sidelink discovery operation only if:

1>
if the UE’s serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) is suitable; and if the selected cell on the frequency used for non-PS related sidelink discovery operation belongs to the registered or other PLMN as specified in TS 24.334 [69].
5.10.2
Sidelink UE information

5.10.2.1
General
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Figure 5.10.2-1: Sidelink UE information

The purpose of this procedure is to inform E-UTRAN that the UE is interested or no longer interested to receive sidelink communication or discovery, as well as to request assignment or release of transmission resources for sidelink communication or discovery announcements or sidelink discovery gaps and to report parameters related to sidelink discovery from system information of inter-frequency/PLMN cells.
5.10.2.2
Initiation

A UE capable of sidelink communication or discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving sidelink communication or discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18,  SystemInformationBlockType19 or SystemInformationBlockType21. A UE capable of sidelink communication or discovery may initiate the procedure to request assignment of dedicated resources for the concerned sidelink communication transmission or discovery announcements or to request sidelink discovery gaps for sidelink discovery transmission or sidelink discovery reception and a UE capable of inter-frequency/PLMN sidelink discovery parameter reporting may initiate the procedure to report parameters related to sidelink discovery from system information of inter-frequency/PLMN cells.

NOTE 1:
A UE in RRC_IDLE that is configured to transmit sidelink communication/ discovery announcements, while SystemInformationBlockType18/ SystemInformationBlockType19/ SystemInformationBlockType21 does not include the resources for transmission (in normal conditions), initiates connection establishment in accordance with 5.3.3.1a.

Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell;

2>
if configured by upper layers to receive PS sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or
NOTE 2:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously as such a source PCell may not forward the interest information.

3>
if the last transmission of the SidelinkUEInformation message did not include commRxInterestedFreq; or if the frequency configured by upper layers to receive PS sidelink communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the PS sidelink communication reception frequency of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commRxInterestedFreq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in PS sidelink communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit non-relay related one-to-many PS sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReq; or if the information carried by the commTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the non-relay related one-to-many PS sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-relay related one-to-many PS sidelink communication transmission resources in accordance with 5.10.2.3;

2>
if configured by upper layer to transmit relay related one-to-many PS sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18, connected to a PCell not broadcasting SystemInformationBlockType19 or broadcasting SystemInformationBlockType19 not including discConfigRelay; or
3>
if the last transmission of SidelinkUEInformation message did not include commTxResourceReqRelay; or if the information carried by the commTxResourceReqRelay has changed since the last transmission of the SidelinkUEInformation message:

4>
if the UE is acting as sidelink relay UE:

5>
initiate transmission of the SidelinkUEInformation message to indicate the relay related one-to-many PS sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqRelay:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires relay related one-to-many PS sidelink communication transmission resources in accordance with 5.10.2.3;
2>
if configured by upper layers to transmit non-relay related one-to-one PS sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18 or connected to a PCell broadcasting SystemInformationBlockType18 not including commTxResourceUC-ReqAllowed; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqUC; or if the information carried by the commTxResourceReqUC has changed since the last transmission of the SidelinkUEInformation message:

4>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:

5>
initiate transmission of the SidelinkUEInformation message to indicate the non-relay related one-to-one PS sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqUC:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-relay related one-to-one PS sidelink communication transmission resources in accordance with 5.10.2.3;
2>
if configured by upper layers to transmit relay related one-to-one PS sidelink communication:
3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18, connected to a PCell not broadcasting SystemInformationBlockType19 or broadcasting SystemInformationBlockType19 not including discConfigRelay; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqRelayUC; or if the information carried by the commTxResourceReqRelayUC has changed since the last transmission of the SidelinkUEInformation message:

4>
if the UE is acting as sidelink relay UE; or:

4>
if the UE has a selected sidelink relay UE; and if SystemInformationBlockType19 is broadcast by the PCell and includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met;
5>
initiate transmission of the SidelinkUEInformation message to indicate the relay related one-to-one PS sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqRelayUC:
4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires relay related one-to-one PS sidelink communication transmission resources in accordance with 5.10.2.3;
1>
if SystemInformationBlockType19 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType19 for the PCell;

2>
if configured by upper layers to receive sidelink discovery announcements on a serving frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 of the PCell:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19; or

3>
if the last transmission of the SidelinkUEInformation message did not include discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements on the primary frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 of the PCell, with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesNonPS or discTxResourcesInterFreq did not include all frequencies for which the UE will request resources; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReq; or if the non-PS related sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReq) since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the non-PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires non-PS related sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit PS related sidelink discovery announcements on the primary frequency or, in case of non-relay PS related sidelink discovery announcements, on a frequency included in discInterFreqList, if included in SystemInformationBlockType19, with discTxResourcesInterFreq included within discResourcesPS and not set to noTxOnCarrier:
3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19, connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigPS, or in case of non-relay PS related transmission: (connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesPS or for which discTxResourcesInterFreq did not include all frequencies for which the UE will request resources), or in case of relay related PS sidelink discovery announcements: (connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigRelay) sidelink; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReqPS; or if the PS related sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReqPS) since the last transmission of the SidelinkUEInformation message:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; or
4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or
4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:
5>
initiate transmission of the SidelinkUEInformation message to indicate the PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReqPS:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires PS related sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to monitor or transmit sidelink discovery announcements; and if the UE requires sidelink discovery gaps, to perform such actions:
3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including gapRequestsAllowedCommon while at the same time the UE was not configured with gapRequestsAllowedDedicated; or

3>
if the last transmission of the SidelinkUEInformation message did not include the gaps required to monitor or transmit the sidelink discovery announcements (i.e. UE requiring gaps to monitor discovery announcements while discRxGapReq was not included or UE requiring gaps to transmit discovery announcements while discTxGapReq was not included); or if the sidelink discovery gaps required by the UE have changed (i.e. resulting in a change of discRxGapReq or discTxGapReq) since the last transmission of the SidelinkUEInformation message:

4>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

4>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:
5>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink discovery gaps required by the UE in accordance with 5.10.2.3;
2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxGapReq or discRxGapReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires sidelink discovery gaps in accordance with 5.10.2.3;
2>
if the UE acquired the relevant parameters from the system information of one or more cells on a carrier included in the discSysInfoToReportConfig and T370 is running:

3>
if the UE has configured lower layers to transmit or monitor the sidelink discovery announcements on those cells:
4>
initiate transmission of the SidelinkUEInformation message to report the acquired system information parameters and stop T370;

1>
if SystemInformationBlockType21 which includes v2x-CommConfig is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType21 for the PCell;

2> if configured by upper layers to receive V2X sidelink communication:
3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType21; or
3>
if the last transmission of the SidelinkUEInformation message did not include v2x-CommRxInterestedFreq; or if the frequency configured by upper layers to receive V2X sidelink communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the V2X sidelink communication reception frequency of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included v2x-CommRxInterestedFreq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in V2X sidelink communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit V2X sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType21; or

3>
if the last transmission of the SidelinkUEInformation message did not include v2x-CommTxResourceReq; or if the information carried by the v2x-CommTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the V2X sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;
2>
else:

3>
if the last transmission of the SidelinkUEInformation message included v2x-CommTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it no longer requires V2X sidelink communication transmission resources in accordance with 5.10.2.3;

5.10.2.3
Actions related to transmission of SidelinkUEInformation message

The UE shall set the contents of the SidelinkUEInformation message as follows:

1>
if the UE initiates the procedure to indicate it is (no more) interested to receive sidelink communication or discovery or to request (configuration/ release) of sidelink communication or discovery transmission resources (i.e. UE includes all concerned information, irrespective of what triggered the procedure):

2>
if SystemInformationBlockType18 is broadcast by the PCell:

3>
if configured by upper layers to receive PS sidelink communication:

4>
include commRxInterestedFreq and set it to the PS sidelink communication frequency;

3>
if configured by upper layers to transmit non-relay related one-to-many PS sidelink communication:

4>
include commTxResourceReq and set its fields as follows:

5>
set carrierFreq to indicate the PS sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoList to include the non-relay related one-to-many PS sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>
if configured by upper layers to transmit non-relay related one-to-one PS sidelink communication; and
3>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:

4>
include commTxResourceReqUC and set its fields as follows:

5>
set carrierFreq to indicate the one-to-one PS sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoList to include the non-relay related one-to-one PS sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>
if configured by upper layers to transmit relay related one-to-one PS sidelink communication; and
3>
if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and

3>
if the UE is acting as sidelink relay UE; or if the UE has a selected sidelink relay UE; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:

4>
include commTxResourceReqRelayUC and set its fields as follows:

5>
set destinationInfoList to include the one-to-one PS sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

4>
include ue-Type and set it to relayUE if the UE is acting as sidelink relay UE and to remoteUE otherwise;
3>
if configured by upper layers to transmit relay related one-to-many PS sidelink communication; and

3>
if SystemInformationBlockType19 is broadcast by the PCell including discConfigRelay; and

3>
if the UE is acting as sidelink relay UE:

4>
include commTxResourceReqRelay and set its fields as follows:

5>
set destinationInfoList to include the one-to-many PS sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
4>
include ue-Type and set it to relayUE;
2>
if SystemInformationBlockType19 is broadcast by the PCell:

3>
if configured by upper layers to receive sidelink discovery announcements on a serving frequency or one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

4>
include discRxInterest;

3>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements:
4>
for each frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements that concerns the primary frequency or that is included in discInterFreqList with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:
5>
for the first frequency, include discTxResourceReq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;
5>
for any additional frequency, include discTxResourceReqAddFreq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency;

3>
if configured by upper layers to transmit PS related sidelink discovery announcements; and
3>
if the frequency on which the UE is configured to transmit PS related sidelink discovery announcements either concerns the primary frequency or, in case of non-relay PS related sidelink discovery announcements, is included in discInterFreqList with discTxResources InterFreq included within discResourcesPS and not set to noTxOnCarrier:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements and SystemInformationBlockType19 includes discConfigPS; or
4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink relay UE threshold conditions as specified in 5.10.10.4 are met; or

4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met:
5>
include discTxResourceReqPS and set it to indicate the number of discovery messages for PS related sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;

2>
if SystemInformationBlockType21 is broadcast by the PCell:

3> if configured by upper layers to receive V2X sidelink communication:

4>
include v2x-CommRxInterestedFreq and set it to the frequency for V2X sidelink communication;

3>
if configured by upper layers to transmit V2X sidelink communication:

4>
include v2x-CommTxResourceReq and set its fields as follows:

5>
set v2x-CommTxFreq to indicate the frequency for V2X sidelink communication i.e. the same value as indicated in v2x-CommRxInterestedFreq if included;

5>
set v2x-DestinationInfoList to include the V2X sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
1>
else if the UE initiates the procedure to request sidelink discovery transmission and/ or reception gaps:

2>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

2>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:

3>
if the UE requires sidelink discovery gaps to monitor the sidelink discovery announcements the UE is configured to monitor by upper layers:

4>
include discRxGapReq and set it to indicate, for each frequency that either concerns the primary frequency or is included in discInterFreqList on which the UE is configured to monitor sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;

3>
if the UE requires sidelink discovery gaps to transmit the sidelink discovery announcements the UE is configured to transmit by upper layers:

4>
include discTxGapReq and set it to indicate, for each frequency that either concerns the primary or is included in discInterFreqList on which the UE is configured to transmit sidelink discovery announcements and for which it requires sidelink discovery gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;
1>
else if the UE initiates the procedure to report the system information parameters related to sidelink discovery of carriers other than the primary:
2>
include discSysInfoReportFreqList and set it to report the system information parameter acquired from the cells on those carriers;
The UE shall submit the SidelinkUEInformation message to lower layers for transmission.

5.10.3
Sidelink communication monitoring
A UE capable of PS sidelink communication that is configured by upper layers to receive PS sidelink communication shall:

1>
 if the conditions for PS sidelink communication operation as defined in 5.10.1a are met:

2>
if in coverage on the frequency used for PS sidelink communication, as defined in TS 36.304 [4, 11.4]:
3>
if the cell chosen for PS sidelink communication reception broadcasts SystemInformationBlockType18 including commRxPool:
4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated by commRxPool;
NOTE 1:
If commRxPool includes one or more entries including rxParametersNCell, the UE may only monitor such entries if the associated PSS/SSS or SLSSIDs is detected. When monitoring such pool(s), the UE applies the timing of the concerned PSS/SSS or SLSS.
2>
else (i.e. out of coverage on the sidelink carrier):

3>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources that were preconfigured (i.e. preconfigComm in SL-Preconfiguration defined in 9.3);
NOTE 2:
The UE may monitor in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UE’s own timing.
5.10.4
Sidelink communication transmission

A UE capable of PS sidelink communication that is configured by upper layers to transmit non-relay related PS sidelink communication and has related data to be transmitted or a UE capable of relay related PS sidelink communication that is configured by upper layers to transmit relay related PS sidelink communications and satisfies the conditions for relay related PS sidelink communication specified in this section shall:

1>
if the conditions for sidelink communication operation as defined in 5.10.1a are met:

2>
if in coverage on the frequency used for PS sidelink communication, as defined in TS 36.304 [4, 11.4]:
3>
if the UE is in RRC_CONNECTED and uses the PCell for PS sidelink communication:

4>
if the UE is configured, by the current PCell/ the PCell in which physical layer problems or radio link failure was detected, with commTxResources set to scheduled:

5>
if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType18 including commTxPoolExceptional; or

5>
if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType18 including commTxPoolExceptional:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;

5>
else:

6>
configure lower layers to request E-UTRAN to assign transmission resources for PS sidelink communication;

4>
else if the UE is configured with commTxPoolNormalDedicated or commTxPoolNormalDedicatedExt:

5>
if priorityList is included for the entries of commTxPoolNormalDedicated or commTxPoolNormalDedicatedExt:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by commTxPoolNormalDedicated or commTxPoolNormalDedicatedExt i.e. indicate all entries of this field to lower layers;

5>
else:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalDedicated;

3>
else (i.e. PS sidelink communication in RRC_IDLE or on cell other than PCell in RRC_CONNECTED):

4>
if the cell chosen for PS sidelink communication transmission broadcasts SystemInformationBlockType18:
5>
if SystemInformationBlockType18 includes commTxPoolNormalCommon:
6>
if priorityList is included for the entries of commTxPoolNormalCommon or commTxPoolNormalCommonExt:

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by commTxPoolNormalCommon and/or commTxPoolNormalCommonExt i.e. indicate all entries of these fields to lower layers;
6>
else:

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalCommon;

5>
else if SystemInformationBlockType18 includes commTxPoolExceptional:

6>
from the moment the UE initiates connection establishment until receiving an RRCConnectionReconfiguration including sl-CommConfig or until receiving an RRCConnectionRelease or an RRCConnectionReject;

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;

2>
else (i.e. out of coverage on sidelink carrier):

3>
if priorityList is included for the entries of preconfigComm in SL-Preconfiguration defined in 9.3:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated preconfigComm i.e. indicate all entries of this field to lower layers and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;

3>
else:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources that were preconfigured i.e. indicated by the first entry in preconfigComm in SL-Preconfiguration defined in 9.3 and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;
The conditions for relay related PS sidelink communication are as follows:
1>
if the transmission concerns sidelink relay communication; and the UE is capable of sidelink relay or sidelink remote operation:
2>
if the UE is in RRC_IDLE; and if the UE has a selected sidelink relay UE: configure lower layers to transmit the sidelink control information and the corresponding data using the resources, as specified previously in this section, only if the following condition is met:

3>
if the sidelink remote UE threshold conditions as specified in 5.10.11.5 are met; and if the UE configured lower layers with a pool of resources included in SystemInformationBlockType18 (i.e. commTxPoolNormalCommon, commTxPoolNormalCommonExt or commTxPoolExceptional); and commTxAllowRelayCommon is included in SystemInformationBlockType18;
2>
if the UE is in RRC_CONNECTED: configure lower layers to transmit the sidelink control information and the corresponding data using the resources, as specified previously in this section, only if the following condition is met:

3>
if the UE configured lower layers with resources provided by dedicated signalling (i.e. commTxResources); and the UE is configured with commTxAllowRelayDedicated set to true;
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5.10.7
Sidelink synchronisation information transmission
5.10.7.1
General
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Figure 5.10.7.1-1: Synchronisation information transmission for sidelink communication, in (partial) coverage
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Figure 5.10.7.1-2: Synchronisation information transmission for sidelink communication/ discovery, out of coverage
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Figure 5.10.7.1-3: Synchronisation information transmission for sidelink discovery, in (partial) coverage
The purpose of this procedure is to provide synchronisation information to a UE. For sidelink discovery, the synchronisation information concerns a Sidelink Synchronisation Signal (SLSS) and, in case of PS related discovery, also timing information and some additional configuration parameters (i.e. the MasterInformationBlock-SL message), while for sidelink communication it concerns an SLSS and the MasterInformationBlock-SL message. A UE transmits synchronisation information either when E-UTRAN configures it to do so by dedicated signalling (i.e. network based), or when not configured by dedicated signalling (i.e. UE based) and E-UTRAN broadcasts (in coverage) or pre-configures a threshold (out of coverage).
The synchronisation information transmitted by the UE may be derived from information/ signals received from E-UTRAN (in coverage) or received from a UE acting as synchronisation reference for the transmitting UE. In the remainder, the UE acting as synchronisation reference is referred to as SyncRef UE.
5.10.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting sidelink discovery announcements in accordance with 5.10.6 and when the following conditions are met:

1>
if in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or

2>
if networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the reference cell, selected as defined in 5.10.6b, is below the value of syncTxThreshIC:

3>
if the sidelink discovery announcements are not PS related; or if syncTxPeriodic is not included:
4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

3>
else:

4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage, PS):

2>
if syncTxThreshOoC is included in the preconfigured sidelink parameters (i.e. SL-Preconfiguration defined in 9.3); and the UE has not selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC:

3>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE capable of sidelink communication that is configured by upper layers to transmit sidelink communication shall, irrespective of whether or not it has data to transmit:

1>
if the conditions for sidelink communication operation as defined in 5.10.1a are met:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:
3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE shall, when transmitting PS sidelink communication in accordance with 5.10.4 and when the following conditions are met:

1>
if in coverage on the frequency used for PS sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
if the UE is in RRC_CONNECTED; and networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for PS sidelink communication transmission is below the value of syncTxThreshIC; or
2>
if the UE is in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for PS sidelink communication transmission is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured sidelink parameters (i.e. SL-Preconfiguration defined in 9.3); and the UE has no selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;
A UE capable of V2X sidelink communication shall, when transmitting V2X sidelink communication in accordance with 5.10.y, and if the conditions for sidelink communication operation as defined in 5.10.1a are met and when the following conditions are met:

1>
if in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or

2>
if networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType21 acquired from the cell chosen for V2X sidelink communication transmission; and the RSRP measurement of the cell is below the value of syncTxThreshIC:

3>
transmit SLSS on the frequency used for V2X sidelink communication in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message on the frequency used for V2XV2X sidelink communication, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1> if out of coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
if the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqList in RRCConnectionReconfiguration or in v2x-InterFreqList within SystemInformationBlockType21, and for which typeTXSync is set to enb:
3>

if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or
3> if networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType21; and the RSRP measurement of the UE’s serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) is below the value of syncTxThreshIC:
4>
transmit SLSS on the frequency used for V2X sidelink communication in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL message on the frequency used for V2X sidelink communication, in the same subframe as SLSS, and in accordance with 5.10.7.4;

2>
else:

3>
the UE has no selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC; 
4>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;
NOTE 1:
It is up to RAN1 whether the UE synchronized with GNSS timing transmits SLSS.
5.10.7.3
Transmission of SLSS

The UE shall select the SLSSID and the subframe in which to transmit SLSS as follows:

1>
if triggered by sidelink discovery announcement and in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:

2>
select the SLSSID included in the entry of discSyncConfig included in the received SystemInformationBlockType19, that includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
for each pool used for the transmission of discovery announcements (each corresponding to the selected SLSSID):

3>
if a subframe indicated by syncOffsetIndicator corresponds to the first subframe of the discovery transmission pool;
4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:
5>
select the concerned subframe;

3>
else

4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:
5>
select the subframe indicated by syncOffsetIndicator that precedes and which, in time domain, is nearest to the first subframe of the discovery transmission pool;
3>
if the sidelink discovery announcements concern PS; and if syncTxPeriodic is included:
4>
additionally select each subframe that periodically occurs 40 subframes after the selected subframe;

1>
if triggered by PS sidelink communication and in coverage on the frequency used for PS sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
select the SLSSID included in the entry of commSyncConfig that is included in the received SystemInformationBlockType18 and includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
select the subframe(s) indicated by syncOffsetIndicator;
2>
else (when transmitting communication):

3>
select the subframe(s) indicated by syncOffsetIndicator within the SC period in which the UE intends to transmit sidelink control information or data;
1>
if triggered by V2X sidelink communication and in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4];
2>
select the SLSSID included in the entry of v2x-SyncConfig that is included in the received SystemInformationBlockType21 and includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
select the subframe(s) indicated by syncOffsetIndicator;
2>
else:

3>
select the subframe(s) indicated by syncOffsetIndicator within the SC period in which the UE intends to transmit sidelink control information or data;
1> if triggered by V2X sidelink communication; and out of coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]; and the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqList in RRCConnectionReconfiguration or in v2x-InterFreqList within SystemInformationBlockType21 of the serving cell/ PCell; and for the concern frequency typeTXSync is set to enb:
2>
if the UE is in RRC_CONNECTED; and configured with v2x-InterFreqList in RRCConnectionReconfiguration; 
3>
select the SLSSID included in the entry of v2x-SyncConfigListNFreq that is configured for the frequency used to transmit V2X sidelink communication within v2x-InterFreqList in RRCConnectionReconfiguration and includes txParameters;
2>
else; 
3>
select the SLSSID included in the entry of v2x-SyncConfigListNFreq that is configured for the frequency used to transmit V2X sidelink communication within v2x-InterFreqList in SystemInformationBlockType21and includes txParameters;
2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
select the subframe(s) indicated by syncOffsetIndicator;
2>
else:

3>
select the subframe(s) indicated by syncOffsetIndicator within the SC period in which the UE intends to transmit sidelink control information or data;
1>
else (i.e. out of coverage on sidelink carrier):
2>
select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.10.8;

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL message received from this UE is set to TRUE; or

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL message received from this UE is set to FALSE while the SLSS from this UE is part of the set defined for out of coverage, see TS 36.211 [21]:

3>
select the same SLSSID as the SLSSID of the selected SyncRef UE;

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else if the UE has a selected SyncRef UE:

3>
select the SLSSID from the set defined for out of coverage having an index that is 168 more than the index of the SLSSID of the selected SyncRef UE, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else (i.e. no SyncRef UE selected):

3>
randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 (arbitrary selection between these) included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3);

5.10.7.4
Transmission of MasterInformationBlock-SL message

The UE shall set the contents of the MasterInformationBlock-SL message as follows:

1>
if in coverage on the frequency used for the sidelink operation (communication or discovery) that triggered this procedure as defined in TS 36.304 [4, 11.4]:
2>
set inCoverage to TRUE;

2>
set sl-Bandwidth to the value of ul-Bandwidth as included in the received SystemInformationBlockType2 of the cell chosen for the concerned sidelink operation;

2>
if tdd-Config is included in the received SystemInformationBlockType1:

3>
set subframeAssignmentSL to the value representing the same meaning as of subframeAssignment that is included in tdd-Config in the received SystemInformationBlockType1;

2>
else:

3>
set subframeAssignmentSL to none;

2>
if triggered by PS sidelink communication; and if syncInfoReserved is included in an entry of commSyncConfig from the received SystemInformationBlockType18;

3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType18;

2>
if triggered by sidelink discovery; and if syncInfoReserved is included in an entry of discSyncConfig from the received SystemInformationBlockType19;

3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType19;

2>
if triggered by V2X sidelink communication; and if syncInfoReserved is included in an entry of v2x-SyncConfig from the received SystemInformationBlockType21;

3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType21;

2>
else:

3>
set all bits in reserved to 0;

1>
if triggered by V2X sidelink communication; and out of coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]; and the frequency used to transmit V2X sidelink communication is included in v2x-InterFreqList in RRCConnectionReconfiguration or in v2x-InterFreqList within SystemInformationBlockType21 of the serving cell/ PCell; and and for the concern frequency typeTXSync is set to enb:
2>
set inCoverage to TRUE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. v2x-CommPreconfigGeneral in SL-PreconfigurationV2X defined in 9.3);

1>
else if the UE has a selected SyncRef UE (as defined in 5.10.8):

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the received MasterInformationBlock-SL;

1>
else (i.e. no SyncRef UE selected):

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. preconfigGeneral in SL-Preconfiguration defined in 9.3);

1>
set directFrameNumber and directSubframeNumber according to the subframe used to transmit the SLSS, as specified in 5.10.7.3;

1>
submit the MasterInformationBlock-SL message to lower layers for transmission upon which the procedure ends;

5.10.7.5
Void
5.10.8
Sidelink synchronisation reference

5.10.8.1
General

The purpose of this procedure is to select a synchronisation reference and used a.o. when transmitting sidelink communication, sidelink discovery or synchronisation information.
5.10.8.2
Selection and reselection of synchronisation reference
The UE shall:

1>
if triggered by V2X sidelink communication, and out of coverage on the frequency for V2X sidelink communication, and typeTXSync is not configured or is set to gnss for the concerned frequency, and GNSS is available in accordance with TS 36.101 [42] and TS 36.133 [16]:
2>
select GNSS as the synchronization reference source;
1>
else, for the frequency used for sidelink communication or discovery, if out of coverage on that frequency as defined in TS 36.304 [4, 11.4]:
2>
perform a full search (i.e. covering all subframes and all possible SLSSIDs) to detect candidate SLSS, in accordance with TS 36.133 [16]

2>
when evaluating the one or more detected SLSSIDs, apply layer 3 filtering as specified in 5.5.3.2 using the preconfigured filterCoefficient as defined in 9.3, before using the S-RSRP measurement results;

2>
if the UE has selected a SyncRef UE:

3>
if the S-RSRP of the strongest candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the strongest candidate SyncRef UE belongs to the same priority group as the current SyncRef UE and the S-RSRP of the strongest candidate SyncRef UE exceeds the S-RSRP of the current SyncRef UE by syncRefDiffHyst; or

3>
if the S-RSRP of the candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the candidate SyncRef UE belongs to a higher priority group than the current SyncRef UE; or

3>
if the S-RSRP of the current SyncRef UE is less than the minimum requirement TS 36.133 [16]:

4>
consider no SyncRef UE to be selected;

2>
if the UE has not selected a SyncRef UE,
3>
if the UE detects one or more SLSSIDs for which the S-RSRP exceeds the minimum requirement defined in TS 36.133 [16] by syncRefMinHyst and for which the UE received the corresponding MasterInformationBlock-SL message (candidate SyncRef UEs), select a SyncRef UE according to the following priority order:

4>
UEs of which inCoverage, included in the MasterInformationBlock-SL message received from this UE, is set to TRUE, starting with the UE with the highest S-RSRP result (priority group 1);

4>
UE which SLSSID is part of the set defined for in coverage, starting with the UE with the highest S-RSRP result (priority group 2);

4>
Other UEs, starting with the UE with the highest S-RSRP result (priority group 3);
	NEXT CHANGE


5.10.x
V2X sidelink communication monitoring
A UE capable of V2X sidelink communication that is configured by upper layers to receive V2X sidelink communication shall:

1> if the conditions for sidelink operation as defined in 5.10.1a are met:

2> if in coverage on the frequency used for V2X sidelink communication, as defined in TS 36.304 [4, 11.4]:
3>
if the cell chosen for sidelink communication reception broadcasts SystemInformationBlockType21 including v2x-CommRxPool included in sl-V2X-ConfigCommon in v2x-CommConfig or,

3> if the UE is configured with v2x-CommRxPool included in mobilityControlInfoV2X in RRCConnectionReconfiguration: 

4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated;
2>
else (i.e. out of coverage on the carrier for V2X sidelink communication):

3>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources that were preconfigured (i.e. v2x-CommRxPoolList in SL-PreconfigurationV2X defined in 9.3);
	NEXT CHANGE


5.10.y
V2X sidelink communication transmission

5.10.y.1
Transmission of V2X sidelink communication
A UE capable of V2X sidelink communication that is configured by upper layers to transmit V2X sidelink communication and has related data to be transmitted shall:

1> if the conditions for sidelink operation as defined in 5.10.1a are met:

2> if in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:
3> if the UE is in RRC_CONNECTED and uses the PCell for sidelink communication:

4> if the UE is configured, by the current PCell with commTxResources set to scheduled:

5> if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon; or

5> if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType21 including v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon; or

5> if T304 is running and the UE is configured with v2x-CommTxPoolExceptional included in mobilityControlInfoV2X in RRCConnectionReconfiguration:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in v2x-CommTxPoolExceptional;

5>
else:

6>
configure lower layers to request E-UTRAN to assign transmission resources for sidelink communication;

4>
else if the UE is configured with commTxPoolNormalDedicated or commTxPoolNormalDedicatedExt:

5>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by commTxPoolNormalDedicated and/or commTxPoolNormalDedicatedExt according to 5.10.y.2;

3> else (i.e. V2X sidelink communication in RRC_IDLE or on cell other than PCell in RRC_CONNECTED):

4>
if the cell chosen for sidelink communication transmission broadcasts v2x-CommConfig in SystemInformationBlockType21:
5>
if SystemInformationBlockType21 includes v2x-TxPoolNormalCommon in sl-V2X-ConfigCommon:
6>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by v2x-TxPoolNormalCommon i.e. indicate all entries of these fields to lower layers according to 5.10.y.2;
5>
else if SystemInformationBlockType21 includes v2x-CommTxPoolExceptional in sl-V2X-ConfigCommon:

6>
from the moment the UE initiates connection establishment until receiving an RRCConnectionReconfiguration including sl-V2X-Config or until receiving an RRCConnectionRelease or an RRCConnectionReject;

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in v2x-CommTxPoolExceptional;

2>
else (i.e. out of coverage on sidelink carrier):

3>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated v2x-CommTxPoolList in SL-PreconfigurationV2X i.e. indicate all entries of this field to lower layers and in accordance with the timing of the selected reference as defined in 5.10.8 according to 5.10.y.2;
5.10.y.2
V2X sidelink communication transmission pool selection
The UE configured by upper layers for V2X sidelink communiation shall only use the pools which are corresponding to geographical location of the UE. 
NOTE 1:
Details are FFS.
	NEXT CHANGE


6.2.2
Message definitions
<Text removed here>
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

-- Late non-critical extensions:

RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL, 


nonCriticalExtension



RRCConnectionReconfiguration-v10i0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {

antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-10

nonCriticalExtension



SEQUENCE {}



OPTIONAL
}

-- Regular non-critical extensions:
RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInformationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR


}

}
















OPTIONAL,

-- Need ON

scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig

sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1310-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListExt-r13


SCellToAddModListExt-r13

OPTIONAL,
-- Need ON


lwa-Configuration-r13



LWA-Configuration-r13


OPTIONAL,
-- Need ON

lwip-Configuration-r13



LWIP-Configuration-r13


OPTIONAL,
-- Need ON


rclwi-Configuration-r13



RCLWI-Configuration-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v14x0-IEs





OPTIONAL

}
RRCConnectionReconfiguration-v14x0-IEs ::= SEQUENCE {


v2x-CommConfig-r14



V2X-CommConfig-r14




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
V2X-CommConfig-r14 ::=


SEQUENCE {


v2x-CommTxPath-r14



ENUMERATED {pc5, uu, both, spare1}
OPTIONAL, 
-- Need ON


sl-V2X-Config-r14



SL-CommConfig-r12




OPTIONAL 
-- Need ON

}

SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL

-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd

radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...,


[[
antennaInfoDedicatedPSCell-v1280

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]],


[[
sCellIndex-r13




SCellIndex-r13
OPTIONAL

-- Need ON

]]

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13

SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]],


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]]
}
SCellToAddModExt-r13 ::=


SEQUENCE {


sCellIndex-r13





SCellIndex-r13,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9

}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2

antennaInfoDedicatedSCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL
-- Need ON
}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13
SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON



powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON



...



}















OPTIONAL,
-- Need ON


scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON

sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON

sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON

...,


[[

sCellToReleaseListSCG-Ext-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListSCG-Ext-r13



SCellToAddModListExt-r13
OPTIONAL
-- Need ON

]]
}
SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA and DC for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration
WLAN traffic steering command as specified in 5.6.16.2.

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt 
Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. 

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	sl-V2X-Config
Indicates sidelink configuration for V2X sidelink communication.

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.

	v2x-CommTxPath
This field indicates the transmission path configured by E-UTRAN for V2X communication.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


<Text removed here>

–
SidelinkUEInformation
The SidelinkUEInformation message is used for the indication of sidelink information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SidelinkUEInformation message
-- ASN1START

SidelinkUEInformation-r12 ::=

SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE {




sidelinkUEInformation-r12

SidelinkUEInformation-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SidelinkUEInformation-r12-IEs ::=
SEQUENCE {


commRxInterestedFreq-r12

ARFCN-ValueEUTRA-r9


OPTIONAL,


commTxResourceReq-r12


SL-CommTxResourceReq-r12
OPTIONAL,


discRxInterest-r12



ENUMERATED {true}


OPTIONAL,


discTxResourceReq-r12


INTEGER (1..63)



OPTIONAL,


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


nonCriticalExtension


SidelinkUEInformation-v1310-IEs
OPTIONAL
}

SidelinkUEInformation-v1310-IEs ::=
SEQUENCE {


commTxResourceReqUC-r13

SL-CommTxResourceReq-r12
OPTIONAL,

commTxResourceInfoReqRelay-r13

SEQUENCE {



commTxResourceReqRelay-r13

SL-CommTxResourceReq-r12

OPTIONAL,



commTxResourceReqRelayUC-r13
SL-CommTxResourceReq-r12

OPTIONAL,


ue-Type-r13





ENUMERATED {relayUE, remoteUE}

}














OPTIONAL,


discTxResourceReq-v1310


SEQUENCE {



carrierFreqDiscTx-r13


INTEGER (1..maxFreq)

OPTIONAL,



discTxResourceReqAddFreq-r13
SL-DiscTxResourceReqPerFreqList-r13
OPTIONAL


}














OPTIONAL,


discTxResourceReqPS-r13


SL-DiscTxResourceReq-r13
OPTIONAL,

discRxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discTxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discSysInfoReportFreqList-r13

SL-DiscSysInfoReportFreqList-r13
OPTIONAL,


nonCriticalExtension


SidelinkUEInformation-v14x0-IEs




OPTIONAL

}

SidelinkUEInformation-v14x0-IEs ::=
SEQUENCE {


v2x-CommRxInterestedFreq-r14

ARFCN-ValueEUTRA-r9




OPTIONAL,


v2x-CommTxResourceReq-r14


V2X-CommTxResourceReq-r14


OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

V2X-CommTxResourceReq-r14 ::=
SEQUENCE {


v2x-CommTxFreq-r14




ARFCN-ValueEUTRA-r9




OPTIONAL,


v2x-DestinationInfoList-r14

SL-DestinationInfoList-r12


OPTIONAL

}

SL-CommTxResourceReq-r12 ::=

SEQUENCE {


carrierFreq-r12




ARFCN-ValueEUTRA-r9


OPTIONAL,


destinationInfoList-r12


SL-DestinationInfoList-r12

}

SL-DiscTxResourceReqPerFreqList-r13 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceReq-r13
SL-DiscTxResourceReq-r13 ::=

SEQUENCE {


carrierFreqDiscTx-r13


INTEGER (1..maxFreq)


OPTIONAL,


discTxResourceReq-r13


INTEGER (1..63)

}
SL-DestinationInfoList-r12 ::=
SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SL-DestinationIdentity-r12

SL-DestinationIdentity-r12 ::=
BIT STRING (SIZE (24))

SL-DiscSysInfoReportFreqList-r13 ::=
SEQUENCE (SIZE (1.. maxSL-DiscSysInfoReportFreq-r13)) OF SL-DiscSysInfoReport-r13
-- ASN1STOP

	SidelinkUEInformation field descriptions

	carrierFreqDiscTx
Indicates the frequency by the index of the entry in field discInterFreqList within SystemInformationBlockType19. Value 1 corresponds to the first entry in discInterFreqList within SystemInformationBlockType19, value 2 corresponds to the second entry in this list and so on.

	commRxInterestedFreq

Indicates the frequency on which the UE is interested to receive PS sidelink communication.

	commTxResourceReq

Indicates the frequency on which the UE is interested to transmit non-relay related PS sidelink communication as well as the one-to-many PS sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources. NOTE 1.

	commTxResourceReqRelay
Indicates the relay related one-to-many PS sidelink communication transmission destination(s) for which the sidelink relay UE requests E-UTRAN to assign dedicated resources.

	commTxResourceReqRelayUC
Indicates the relay related one-to-one PS sidelink communication transmission destination(s) for which the sidelink relay UE or sidelink remote UE requests E-UTRAN to assign dedicated resources i.e. either contains the unicast destination identity of the sidelink relay UE or of the sidelink remote UE.

	commTxResourceReqUC
Indicates the frequency on which the UE is interested to transmit non-relay related one-to-one PS sidelink communication as well as the sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources. NOTE 1.

	destinationInfoList

Indicates the destination(s) for relay or non-relay related one-to-one or one-to-many PS sidelink communication. For one-to-one PS sidelink communication the destination is identified by the ProSe UE ID for unicast communication, while for one-to-many the destination it is identified by the ProSe Layer-2 Group ID as specified in TS 23.303 [68].

	discRxInterest

Indicates that the UE is interested to monitor sidelink discovery announcements.

	discSysInfoReportFreqList

Indicates, for one or more frequecies, a list of sidelink discovery related parameters acquired from system Information of cells on configured inter-frequency carriers.

	discTxResourceReq

Indicates the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqAddFreq

Indicates, for any frequencies in addition to the one covered by discTxResourceReq, the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqPS
Indicates the number of separate PS related discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting PS related sidelink discovery announcement(s).

	v2x-CommRxInterestedFreq
Indicates the frequency on which the UE is interested to receive V2X sidelink communication.

	v2x-CommTxFreq
Indicates the frequency on which the UE is interested to transmit V2X sidelink communication.

	v2x-DestinationInfoList
Indicates the destination(s) for V2X sidelink communication.


NOTE 1:
When configuring commTxResourceReq, commTxResourceReqUC, commTxResourceReqRelay and commTxResourceReqRelayUC, E-UTRAN configures at most maxSL-Dest-r12 destinations in total (i.e. as included in the four fields together).

<Text removed here>

–
SystemInformation
The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity. SystemInformation-BR uses the same structure as SystemInformation.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformation message
-- ASN1START

SystemInformation-BR-r13 ::=
SystemInformation

SystemInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r8



SystemInformation-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-r8-IEs ::=

SEQUENCE {


sib-TypeAndInfo





SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2







SystemInformationBlockType2,



sib3







SystemInformationBlockType3,



sib4







SystemInformationBlockType4,



sib5







SystemInformationBlockType5,



sib6







SystemInformationBlockType6,



sib7







SystemInformationBlockType7,



sib8







SystemInformationBlockType8,



sib9







SystemInformationBlockType9,



sib10







SystemInformationBlockType10,



sib11







SystemInformationBlockType11,



...,



sib12-v920






SystemInformationBlockType12-r9,



sib13-v920






SystemInformationBlockType13-r9,



sib14-v1130






SystemInformationBlockType14-r11,



sib15-v1130






SystemInformationBlockType15-r11,



sib16-v1130






SystemInformationBlockType16-r11,



sib17-v1250






SystemInformationBlockType17-r12,



sib18-v1250






SystemInformationBlockType18-r12,



sib19-v1250






SystemInformationBlockType19-r12,



sib20-v1310






SystemInformationBlockType20-r13,


sib21-v14x0






SystemInformationBlockType21-r14

},


nonCriticalExtension



SystemInformation-v8a0-IEs


OPTIONAL

}

SystemInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR

nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ

nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL
}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2

freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI

nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL





}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR

cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120, 














ms160, ms200, spare},


si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},


schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Need OR



fdd-DownlinkOrTddSubframeBitmapBR-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL, 
-- Need OP



fdd-UplinkSubframeBitmapBR-r13


BIT STRING (SIZE (10)) 

OPTIONAL, 
-- Need OP



startSymbolBR-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR

}















OPTIONAL,
-- Cond BW-reduced

nonCriticalExtension





SystemInformationBlockType1-v1320-IEs
OPTIONAL
}

SystemInformationBlockType1-v1320-IEs ::=
SEQUENCE {

freqHoppingParametersDL-r13



SEQUENCE {



mpdcch-pdsch-HoppingNB-r13



ENUMERATED {nb2, nb4}

OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeA-r13  CHOICE {




interval-FDD-r13




ENUMERATED {int1, int2, int4, int8},




interval-TDD-r13




ENUMERATED {int1, int5, int10, int20}


}
















OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeB-r13  CHOICE {




interval-FDD-r13




ENUMERATED {int2, int4, int8, int16},




interval-TDD-r13




ENUMERATED { int5, int10, int20, int40}



}
















OPTIONAL,
-- Need OR



mpdcch-pdsch-HoppingOffset-r13


INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR

}















OPTIONAL,
-- Cond SI-Hopping

nonCriticalExtension





SEQUENCE {}




OPTIONAL
}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,












b808, b936}
}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v14x0}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}
CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

-- ASN1STOP

	NEXT CHANGE


6.3.1
System information blocks

<Text removed here>

–
SystemInformationBlockType18

The IE SystemInformationBlockType18 indicates E-UTRAN supports the sidelink UE information procedure and may contain PS sidelink communication related resource configuration information.
SystemInformationBlockType18 information element
-- ASN1START

SystemInformationBlockType18-r12 ::= SEQUENCE {


commConfig-r12





SEQUENCE {



commRxPool-r12





SL-CommRxPoolList-r12,



commTxPoolNormalCommon-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commTxPoolExceptional-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...,


[[
commTxPoolNormalCommonExt-r13


SL-CommTxPoolListExt-r13
OPTIONAL,
-- Need OR


commTxResourceUC-ReqAllowed-r13


ENUMERATED {true}

OPTIONAL,
-- Need OR



commTxAllowRelayCommon-r13



ENUMERATED {true}


OPTIONAL
-- Need OR


]]
}

-- ASN1STOP

	SystemInformationBlockType18 field descriptions

	commRxPool

Indicates the resources by which the UE is allowed to receive PS sidelink communication while in RRC_IDLE and while in RRC_CONNECTED.

	commSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures commSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	commTxAllowRelayCommon

Indicates whether the UE is allowed to transmit relay related PS sidelink communication data using the transmission pools included in SystemInformationBlockType18 i.e. either via commTxPoolNormalCommon, commTxPoolNormalCommonExt or via commTxPoolExceptional.

	commTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit PS sidelink communication in exceptional conditions, as specified in 5.10.4.

	commTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit PS sidelink communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary.

	commTxPoolNormalCommonExt

Indicates transmission resource pool(s) in addition to the pool(s) indicated by field commTxPoolNormalCommon, by which the UE is allowed to transmit PS sidelink communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary. E-UTRAN configures commTxPoolNormalCommonExt only when it configures commTxPoolNormalCommon.

	commTxResourceUC-ReqAllowed

Indicates whether the UE is allowed to request transmission pools for non-relay related one-to-one PS sidelink communication.


–
SystemInformationBlockType19

The IE SystemInformationBlockType19 indicates E-UTRAN supports the sidelink UE information procedure and may contain sidelink discovery related resource configuration information.
SystemInformationBlockType19 information element
-- ASN1START

SystemInformationBlockType19-r12 ::= SEQUENCE {


discConfig-r12





SEQUENCE {



discRxPool-r12





SL-DiscRxPoolList-r12,



discTxPoolCommon-r12



SL-DiscTxPoolList-r12 


OPTIONAL,
-- Need OR



discTxPowerInfo-r12



SL-DiscTxPowerInfoList-r12 
OPTIONAL,
-- Cond Tx


discSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


discInterFreqList-r12



SL-CarrierFreqInfoList-r12

OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...,


[[
discConfig-v1310



SEQUENCE {



discInterFreqList-v1310


SL-CarrierFreqInfoList-v1310
OPTIONAL,
-- Need OR



gapRequestsAllowedCommon

ENUMERATED {true}


OPTIONAL
-- Need OR


}















OPTIONAL,
-- Need OR


discConfigRelay-r13



SEQUENCE {




relayUE-Config-r13



SL-DiscConfigRelayUE-r13,




remoteUE-Config-r13



SL-DiscConfigRemoteUE-r13



}















OPTIONAL,
-- Need OR



discConfigPS-13




SEQUENCE {



discRxPoolPS-r13



SL-DiscRxPoolList-r12,




discTxPoolPS-Common-r13


SL-DiscTxPoolList-r12

OPTIONAL
-- Need OR


}















OPTIONAL
-- Need OR


]]
}

SL-CarrierFreqInfoList-r12 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-CarrierFreqInfo-r12

SL-CarrierFreqInfoList-v1310 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-CarrierFreqInfo-v1310
SL-CarrierFreqInfo-r12::= 

SEQUENCE {


carrierFreq-r12 




ARFCN-ValueEUTRA-r9,


plmn-IdentityList-r12


PLMN-IdentityList4-r12


OPTIONAL
-- Need OP
}

SL-DiscConfigRelayUE-r13
::= SEQUENCE {



threshHigh-r13


RSRP-RangeSL4-r13





OPTIONAL,
-- Need OR


threshLow-r13


RSRP-RangeSL4-r13





OPTIONAL,
-- Need OR


hystMax-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf}
OPTIONAL,
-- Cond ThreshHigh


hystMin-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12}
OPTIONAL
-- Cond ThreshLow

}

SL-DiscConfigRemoteUE-r13
::= SEQUENCE {



threshHigh-r13


RSRP-RangeSL4-r13





OPTIONAL,
-- Need OR


hystMax-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12}
OPTIONAL,
-- Cond ThreshHigh


reselectionInfoIC-r13
ReselectionInfoRelay-r13

}

ReselectionInfoRelay-r13 ::=
SEQUENCE {


q-RxLevMin-r13




Q-RxLevMin,


-- Note that the mapping of invidual values may be different for PC5, but the granularity/


-- number of values is same as for Uu


filterCoefficient-r13


FilterCoefficient,


minHyst-r13




ENUMERATED {dB0, dB3,











dB6, dB9, dB12, dBinf}
OPTIONAL
-- Need OR

}

SL-CarrierFreqInfo-v1310::= 
SEQUENCE {


discResourcesNonPS-r13


SL-ResourcesInterFreq-r13

OPTIONAL, 
-- Need OR


discResourcesPS-r13



SL-ResourcesInterFreq-r13

OPTIONAL, 
-- Need OR


discConfigOther-r13


SL-DiscConfigOtherInterFreq-r13

OPTIONAL,
-- Need OR


...

}

PLMN-IdentityList4-r12 ::=
SEQUENCE (SIZE (1..maxPLMN-r11)) OF
PLMN-IdentityInfo2-r12

PLMN-IdentityInfo2-r12 ::=

CHOICE
{


plmn-Index-r12




INTEGER (1..maxPLMN-r11),


plmnIdentity-r12



PLMN-Identity

}

SL-DiscTxResourcesInterFreq-r13 ::=
CHOICE {

acquireSI-FromCarrier-r13

NULL,


discTxPoolCommon-r13


SL-DiscTxPoolList-r12,


requestDedicated-r13


NULL,


noTxOnCarrier-r13



NULL
}

SL-DiscConfigOtherInterFreq-r13::= 
SEQUENCE {


txPowerInfo-r13




SL-DiscTxPowerInfoList-r12 


OPTIONAL,
-- Cond Tx


refCarrierCommon-r13


ENUMERATED {pCell}




OPTIONAL,
-- Need OR


discSyncConfig-r13



SL-SyncConfigListNFreq-r13


OPTIONAL,
-- Need OR


discCellSelectionInfo-r13

CellSelectionInfoNFreq-r13


OPTIONAL
-- Need OR

}

SL-ResourcesInterFreq-r13 ::= SEQUENCE {


discRxResourcesInterFreq-r13
SL-DiscRxPoolList-r12



OPTIONAL,
-- Need OR


discTxResourcesInterFreq-r13
SL-DiscTxResourcesInterFreq-r13

OPTIONAL
-- Need OR

}

-- ASN1STOP

	SystemInformationBlockType19 field descriptions

	discCellSelectionInfo
Parameters that may be used by the UE to select/ reselect a cell on the concerned non serving frequency. If absent, the UE acquires the information from the target cell on the concerned frequency. See TS 36.304 [4, 11.4].

	discInterFreqList

Indicates the neighbouring frequencies on which sidelink discovery announcement is supported. May also provide further information i.e. reception resource pool and/ or transmission resource pool, or an indication how resources could be obtained.

	discRxPool

Indicates the resources by which the UE is allowed to receive non-PS related sidelink discovery announcements while in RRC_IDLE and while in RRC_CONNECTED.

	discRxPoolPS
Indicates the resources by which the UE is allowed to receive PS related sidelink discovery announcements while in RRC_IDLE and while in RRC_CONNECTED.

	discRxResourcesInterFreq

Indicates the resource pool configuration for receiving discovery announcements on a carrier frequency.

	discSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures discSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	discTxPoolCommon

Indicates the resources by which the UE is allowed to transmit non-PS related sidelink discovery announcements while in RRC_IDLE.

	discTxPoolPS-Common

Indicates the resources by which the UE is allowed to transmit PS related sidelink discovery announcements while in RRC_IDLE.

	discTxResourcesInterFreq

For the concerned frequency, either provides the UE with a pool of sidelink discovery announcement transmission resources the UE is allowed to use while in RRC_IDLE, or indicates whether such transmission is allowed, and if so how the UE may obtain the required resources. Value noTxOnCarrier indicates that the UE is not allowed to transmit sidelink discovery announcements on the concerned frequency. Value acquireSI-FromCarrier indicates that the required resources are to be obtained by autonomously acquiring SIB19 and other relevant SIBs from the concerned frequency. Value requestDedicated indicates, that for the concerned carrier, the required sidelink discovery resources are to be obtained by means of a dedicated resource request using the SidelinkUEInformation message.

	plmn-IdentityList

List of PLMN identities for the neighbouring frequency indicated by carrierFreq. Absence of the field indicates the same PLMN identities as listed in plmn-IdentityList (without suffix) in SystemInformationBlockType1.

	plmn-Index

Index of the corresponding entry in field plmn-IdentityList (without suffix) within SystemInformationBlockType1.

	refCarrierCommon 
Indicates if the PCell (RRC_CONNECTED)/ serving cell (RRC_IDLE) is to be used as reference for DL measurements and synchronization, instead of the DL frequency paired with the one used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	reselectionInfoIC
Includes the parameters used by the UE when selecting/ reselecting a sidelink relay UE.

	SL-CarrierFreqInfoList-v1310

If included, the UE shall include the same number of entries, and listed in the same order, as in SL-CarrierFreqInfoList-r12.

	threshHigh, threshLow (relayUE)

Indicates when a sidelink remote UE or sidelink relay UE that is in network coverage may use the broadcast PS related sidelink discovery Tx resource pool, if broadcast, or request Tx resources by dedicated signalling otherwise. For remote UEs, this parameter is used similarly for relay related PS sidelink communication.


	Conditional presence
	Explanation

	ThreshHigh
	The field is mandatory present if threshHigh is included in the corresponding IE. Otherwise the field is not present and UE shall delete any existing value for this field.

	ThreshLow
	The field is mandatory present if threshLow is included. Otherwise the field is not present UE shall delete any existing value for this field.

	Tx
	The field is mandatory present if discTxPoolCommon is included. Otherwise the field is optional present, need OR.


–
SystemInformationBlockType20
The IE SystemInformationBlockType20 contains the information required to acquire the control information associated transmission of MBMS using SC-PTM.

SystemInformationBlockType20 information element
-- ASN1START

SystemInformationBlockType20-r13 ::=
SEQUENCE {


sc-mcch-RepetionPeriod-r13

ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256},


sc-mcch-Offset-r13



INTEGER (0..10),


sc-mcch-FirstSubframe-r13

INTEGER (0..9),

sc-mcch-duration-r13 


INTEGER (2..9)
OPTIONAL,

sc-mcch-ModificationPeriod-r13
ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,











 rf512, rf1024, r2048, rf4096, rf8192, rf16384, rf32768, 











 rf65536},


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...
}

-- ASN1STOP
	SystemInformationBlockType20 field descriptions

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to 2 radio frames, value rf4 corresponds to 4 radio frames and so on.

	sc-mcch-duration
Indicates, starting from the subframe indicated by sc-mcch-FirstSubframe, the duration in subframes during which SC-MCCH may be scheduled in PDCCH sub-frames, see TS 36.321 [6]. Absence of this IE means that SC-MCCH is only scheduled in the subframe indicated by sc-mcch-FirstSubframe.

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the radio frames in which SC-MCCH is scheduled i.e. SC-MCCH is scheduled in radio frames for which: SFN mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-FirstSubframe

Indicates the first subframe in which SC-MCCH is scheduled

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on.


–
SystemInformationBlockType 21
The IE SystemInformationBlockType21 contains V2X communication configuration which indicates E-UTRAN supports V2X communication.
SystemInformationBlockType21 information element
-- ASN1START

SystemInformationBlockType21-r14 ::= SEQUENCE {


v2x-CommConfig-r14




SEQUENCE {



v2x-CommTxPath-r14



ENUMERATED {pc5, uu, both, spare1},


sl-V2X-ConfigCommon-r14


SL-V2X-ConfigCommon-r14


OPTIONAL, 
-- Need OR

}
















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...
}

SL-V2X-ConfigCommon-r14::= 

SEQUENCE {

v2x-CommRxPool-r14




SL-V2X-CommRxPoolList-r14 


OPTIONAL,
-- Need OR


v2x-CommTxPoolNormalCommon-r14

SL-V2X-CommTxPoolList-r14


OPTIONAL,
-- Need OR


v2x-CommTxPoolExceptional-r14

SL-V2X-CommTxPoolList-r14


OPTIONAL,
-- Need OR


v2x-SyncConfig-r14




SL-V2X-SyncConfigList-r14


OPTIONAL,
-- Need OR


v2x-InterFreqList-r14



SL-V2X-InterFreqList-r14


OPTIONAL,
-- Need OR

pssch-TxConfigList-r14



SL-PSSCH-TxConfigList-r14


OPTIONAL,
-- Need OR


txTimingDiffPSCCH-PSSCH-r14


SL-TxTimingDiffPSCCH-PSSCH-r14

OPTIONAL
-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType21 field descriptions

	pssch-TxConfigList
Indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, which can be associated with the condition of the UE absolute speed and reference type in UE autonomous resource selection.

	v2x-SyncConfig
Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for V2X sidelink communication. E-UTRAN configures v2x-SyncConfig including txParameters when configuring UEs to transmit synchronisation information.

	txTimingDiffPSCCH-PSSCH
Indicates the range of transmission timing difference between PSCCH and the associated PSSCH in UE autonomous resource selection mode.

	v2x-CommConfig
Indicates the configurations by which the UE is allowed to perform V2X communication.

	v2x-CommRxPool 

Indicates the resources by which the UE is allowed to receive V2X sidelink communication while in RRC_IDLE and in RRC_CONNECTED.

	v2x-CommTxPath
Indicates the transmission path (Uu, PC5 or both) for V2X communication.

	v2x-CommTxPoolExceptional
Indicates the resources by which the UE is allowed to transmit V2X sidelink communication in exceptional conditions, as specified in 5.10.X.

	v2x-CommTxPoolNormalCommon
Indicates the resources by which the UE is allowed to transmit V2X sidelink communication when in RRC_IDLE or when in RRC_CONNECTED while transmitting V2X sidelink communication via a frequency other than the primary.


	NEXT CHANGE


6.3.4
Mobility control information elements

<Text removed here>

–
MobilityControlInfo
The IE MobilityControlInfo includes parameters relevant for network controlled mobility to/within E‑UTRA.

MobilityControlInfo information element

-- ASN1START

MobilityControlInfo ::=

SEQUENCE {


targetPhysCellId




PhysCellId,


carrierFreq






CarrierFreqEUTRA




OPTIONAL,
-- Cond HO-toEUTRA2


carrierBandwidth




CarrierBandwidthEUTRA



OPTIONAL,
-- Cond HO-toEUTRA


additionalSpectrumEmission


AdditionalSpectrumEmission


OPTIONAL,
-- Cond HO-toEUTRA


t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, ms10000-v1310},


newUE-Identity





C-RNTI,


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need OP


...,


[[
carrierFreq-v9e0



CarrierFreqEUTRA-v9e0



OPTIONAL
-- Need ON


]],


[[
drb-ContinueROHC-r11


ENUMERATED {true}




OPTIONAL
-- Cond HO


]],


[[
mobilityControlInfoV2X-r14
MobilityControlInfoV2X-r14

OPTIONAL,
-- Need OR

]]
}

MobilityControlInfoV2X-r14 ::=
SEQUENCE {

--NOTES: FFS “Exceptional”

v2x-CommTxPoolExceptional-r14

SL-V2X-CommTxPoolList-r14

OPTIONAL,

-- Need OR

v2x-CommRxPool-r14




SL-V2X-CommRxPoolList-r14

OPTIONAL,

-- Need OR

v2x-CommSyncConfig-r14



SL-V2X-SyncConfigList-r14

OPTIONAL

-- Need OR
}
MobilityControlInfoSCG-r12 ::=

SEQUENCE {


t307-r12






ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


ue-IdentitySCG-r12




C-RNTI






OPTIONAL,
-- Cond SCGEst,


rach-ConfigDedicated-r12


RACH-ConfigDedicated


OPTIONAL,
-- Need OP

cipheringAlgorithmSCG-r12

CipheringAlgorithm-r12

OPTIONAL,
-- Need ON

...

}
CarrierBandwidthEUTRA ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1},


ul-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1}
OPTIONAL -- Need OP

}

CarrierFreqEUTRA ::=



SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL
-- Cond FDD

}

CarrierFreqEUTRA-v9e0 ::=


SEQUENCE {


dl-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9,


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9


OPTIONAL
-- Cond FDD

}

-- ASN1STOP

	MobilityControlInfo field descriptions

	additionalSpectrumEmission

For a UE with no SCells configured for UL in the same band as the PCell, the UE shall apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. For a UE with SCell(s) configured for UL in the same band as the PCell, the UE shall, in case all SCells configured for UL in that band are released after handover completion, apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1].

	carrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth, see TS 36.101 [42].

	carrierFreq

Provides the EARFCN to be used by the UE in the target cell.

	cipheringAlgorithmSCG

Indicates the ciphering algorithm to be used for SCG DRBs. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	dl-Bandwidth

Parameter: Downlink bandwidth, see TS 36.101 [42].

	drb-ContinueROHC 

This field indicates whether to continue or reset, for this handover, the header compression protocol context for the RLC UM bearers configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. E-UTRAN includes the field only in case of a handover within the same eNB.

	rach-ConfigDedicated

The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on. EUTRAN includes extended value ms10000-v1310 only when UE supports CE.

	t307

Timer T307 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	ul-Bandwidth

Parameter: Uplink bandwidth, see TS 36.101 [42, table 5.6-1]. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD, apply the same value as applies for the downlink bandwidth.

	mobilityControlInfoV2X
Indicates sidelink configurations of the target cell for V2X sidelink communication during handover. 

	v2x-CommRxPool

Indicates reception pools for receiving V2X sidelink communication during handover. 

	v2x-CommSyncConfig
Indicates synchronization configurations for performing V2X sidelink communication during handover.

	v2x-CommTxPoolExceptional
Indicates the resources by which the UE is allowed to transmit V2X sidelink communication during handover in case scheduled resource allocation is configured by the target cell.


	Conditional presence
	Explanation

	FDD
	The field is mandatory with default value (the default duplex distance defined for the concerned band, as specified in TS 36.101 [42]) in case of “FDD”; otherwise the field is not present.

	HO
	This field is optionally present, need OP, in case of handover within E-UTRA when the fullConfig is not included; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of inter-RAT handover to E-UTRA; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is absent if carrierFreq-v9e0 is present. Otherwise it is mandatory present in case of inter-RAT handover to E-UTRA and optionally present, need ON, in all other cases.

	SCGEst
	This field is mandatory present in case of SCG establishment; otherwise the field is optionally present, need ON.


	NEXT CHANGE


6.3.8
Sidelink information elements

–
SL-CommConfig
The IE SL-CommConfig specifies the dedicated configuration information for sidelink communication. In particular it concerns the transmission resource configuration for sidelink communication on the primary frequency.

SL-CommConfig information element

-- ASN1START

SL-CommConfig-r12 ::= 



SEQUENCE
{


commTxResources-r12




CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r12




SEQUENCE {





sl-RNTI-r12





C-RNTI,





mac-MainConfig-r12



MAC-MainConfigSL-r12,





sc-CommTxConfig-r12



SL-CommResourcePool-r12,





mcs-r12






INTEGER (0..28) 



OPTIONAL
-- Need OP




},




ue-Selected-r12




SEQUENCE {





-- Pool for normal usage





commTxPoolNormalDedicated-r12
SEQUENCE {






poolToReleaseList-r12


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON






poolToAddModList-r12


SL-CommTxPoolToAddModList-r12 OPTIONAL
-- Need ON





}




}



}


}

















OPTIONAL,
-- Need ON


...,


[[
commTxResources-v1310





CHOICE {




release







NULL,




setup







CHOICE {





scheduled-v1310





SEQUENCE {






logicalChGroupInfoList-r13


LogicalChGroupInfoList-r13,






multipleTx-r13





BOOLEAN




},




ue-Selected-v1310




SEQUENCE {





commTxPoolNormalDedicatedExt-r13
SEQUENCE {






poolToReleaseListExt-r13


SL-TxPoolToReleaseListExt-r13 OPTIONAL,
-- Need ON







poolToAddModListExt-r13



SL-CommTxPoolToAddModListExt-r13
OPTIONAL
-- Need ON






}





}




}



}















OPTIONAL,
-- Need ON



commTxAllowRelayDedicated-r13

BOOLEAN


OPTIONAL
-- Need ON

]],

[[
ue-Selected-v14x0




SEQUENCE {



pssch-TxConfigList-r14


SL-PSSCH-TxConfigList-r14


OPTIONAL, -- Need ON



txTimingDiffPSCCH-PSSCH-r14

SL-TxTimingDiffPSCCH-PSSCH-r14

OPTIONAL, -- Need ON



}

















OPTIONAL, -- Need OP


v2x-InterFreqList-r14



SL-V2X-InterFreqList-r14


OPTIONAL, -- Need ON

]]
}

LogicalChGroupInfoList-r13 ::=

SEQUENCE (SIZE (1..maxLCG-r13)) OF SL-PriorityList-r13
SL-CommTxPoolToAddModList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommTxPoolToAddMod-r12

SL-CommTxPoolToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommTxPoolToAddModExt-r13
SL-CommTxPoolToAddMod-r12 ::=

SEQUENCE
{


poolIdentity-r12




SL-TxPoolIdentity-r12,


pool-r12






SL-CommResourcePool-r12

}

SL-CommTxPoolToAddModExt-r13 ::=

SEQUENCE
{


poolIdentity-v1310




SL-TxPoolIdentity-v1310,


pool-r13






SL-CommResourcePool-r12

}

SL-CommTxPoolToAddModExt-r14 ::=

SEQUENCE
{


poolIdentity-v14x0




SL-TxPoolIdentity-v14x0,


pool-r14






SL-CommResourcePool-r12

}

MAC-MainConfigSL-r12 ::= 

SEQUENCE
{


periodic-BSR-TimerSL




PeriodicBSR-Timer-r12 

OPTIONAL, 
-- Need ON

retx-BSR-TimerSL





RetxBSR-Timer-r12
}

-- ASN1STOP

	SL-CommConfig field descriptions

	commTxAllowRelayDedicated
Indicates whether the UE is allowed to transmit relay related PS sidelink communication using the configured dedicated transmission resources i.e. either via scheduled or via UE selected resources.

	commTxPoolNormalDedicated
Indicates a pool of transmission resources the UE is allowed to use while in RRC_CONNECTED.

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity.

	mcs
Indicates the MCS as defined in TS 36.212 [23, 14.2.1]. If not configured, the selection of MCS is up to UE implementation.

	multipleTx
Indicates whether the UE should perform multiple transmissions to different destinations in one SC period in accordance with TS 36.321 [6, 5.14.1.1]. Value TRUE indicates that multiple transmissions should be performed.

	pssch-TxConfigList
Indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, which can be associated with the condition of the UE absolute speed and reference type.

	sc-CommTxConfig
Indicates a pool of resources for SC when E-UTRAN schedules Tx resources (i.e. when indices included in DCI format 5 indicate the actual data resources to be used as specified in TS 36.212 [22, 5.3.3.1.9]).

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	txTimingDiffPSCCH-PSSCH
Indicates the range of transmission timing difference between PSCCH and the associated PSSCH in UE autonomous resource selection mode.

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN. The field ue-Selected-v14x0 is optionally present, need ON, in case ue-Selected-r12 is configured; otherwise, it is not present.

	v2x-InterFreqList

Indicates synchronization configurations of neighboring frequencies for V2X sidelink communication.


–
SL-CommResourcePool
The IE SL-CommResourcePool specifies the configuration information for an individual pool of resources for sidelink communication. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12
SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-V2X-CommTxPoolList-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePool-r12

SL-V2X-CommRxPoolList-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePool-r12

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,

ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP

}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP


syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx

...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]
}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))
-- ASN1STOP

	SL-CommResourcePool field descriptions

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional or sc-CommTxConfig. Otherwise the field is not present.


–
SL-CP-Len
The IE SL-CP-Len indicates the cyclic prefix length, see TS 36.211 [21].

SL-CP-Len information element

-- ASN1START

SL-CP-Len-r12 ::=



ENUMERATED {normal, extended}

-- ASN1STOP

–
SL-DiscConfig
The IE SL-DiscConfig specifies the dedicated configuration information for sidelink discovery.

SL-DiscConfig information element

-- ASN1START

SL-DiscConfig-r12 ::=




SEQUENCE {


discTxResources-r12





CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r12




SEQUENCE {





discTxConfig-r12




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON





discTF-IndexList-r12



SL-TF-IndexPairList-r12 
OPTIONAL, -- Need ON





discHoppingConfig-r12



SL-HoppingConfigDisc-r12















OPTIONAL
-- Need ON



},




ue-Selected-r12




SEQUENCE {





discTxPoolDedicated-r12


SEQUENCE {






poolToReleaseList-r12


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON






poolToAddModList-r12


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON





} 












OPTIONAL
-- Need ON




}



}


}















OPTIONAL,
-- Need ON


...,


[[
discTF-IndexList-v1260



CHOICE {




release







NULL,




setup







SEQUENCE {





discTF-IndexList-r12b



SL-TF-IndexPairList-r12b




}



}














OPTIONAL
-- Need ON

]],


[[
discTxResourcesPS-r13


CHOICE {




release







NULL,




setup







CHOICE {





scheduled-r13





SL-DiscTxConfigScheduled-r13,





ue-Selected-r13





SEQUENCE {






discTxPoolPS-Dedicated-r13


SL-DiscTxPoolDedicated-r13





}




}



}














OPTIONAL,
-- Need ON



discTxInterFreqInfo-r13


CHOICE {




release







NULL,




setup







SEQUENCE {





discTxCarrierFreq-r13



ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OR





discTxRefCarrierDedicated-r13

SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR





discTxInfoInterFreqListAdd-r13


SL-DiscTxInfoInterFreqListAdd-r13
OPTIONAL
-- Need ON




}



}














OPTIONAL,
-- Need ON



gapRequestsAllowedDedicated-r13

BOOLEAN


OPTIONAL,
-- Need ON



discRxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discTxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discSysInfoToReportConfig-r13

CHOICE {




release







NULL,




setup







SL-DiscSysInfoToReportFreqList-r13



}














OPTIONAL
-- Need ON


]]

}

SL-DiscSysInfoToReportFreqList-r13 ::= SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9

SL-DiscTxInfoInterFreqListAdd-r13 ::=
SEQUENCE {


discTxFreqToAddModList-r13



SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceInfoPerFreq-r13
OPTIONAL,
-- Need ON


discTxFreqToReleaseList-r13



SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9
OPTIONAL,
-- Need ON


...

}

SL-DiscTxResourceInfoPerFreq-r13 ::=
SEQUENCE
{


discTxCarrierFreq-r13




ARFCN-ValueEUTRA-r9,


discTxResources-r13





SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxResourcesPS-r13




SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxRefCarrierDedicated-r13


SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR


discCellSelectionInfo-r13




CellSelectionInfoNFreq-r13


OPTIONAL,
-- Need OR


...

}

SL-DiscTxResource-r13 ::=



CHOICE {


release







NULL,


setup







CHOICE {



scheduled-r13




SL-DiscTxConfigScheduled-r13,



ue-Selected-r13




SL-DiscTxPoolDedicated-r13

}

}

SL-DiscTxPoolToAddModList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscTxPoolToAddMod-r12

SL-DiscTxPoolToAddMod-r12 ::=

SEQUENCE
{


poolIdentity-r12




SL-TxPoolIdentity-r12,


pool-r12






SL-DiscResourcePool-r12

}

SL-DiscTxConfigScheduled-r13 ::=


SEQUENCE {


discTxConfig-r13




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON


discTF-IndexList-r13



SL-TF-IndexPairList-r12b
OPTIONAL, -- Need ON


discHoppingConfig-r13



SL-HoppingConfigDisc-r12
OPTIONAL,-- Need ON

...

}

SL-DiscTxPoolDedicated-r13 ::=


SEQUENCE {


poolToReleaseList-r13


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON


poolToAddModList-r13


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12

SL-TF-IndexPair-r12 ::=

SEQUENCE
{


discSF-Index-r12




INTEGER (1.. 200)

OPTIONAL,
-- Need ON


discPRB-Index-r12




INTEGER (1.. 50)

OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12b ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12b
SL-TF-IndexPair-r12b ::=

SEQUENCE
{


discSF-Index-r12b




INTEGER (0..209)

OPTIONAL,
 -- Need ON


discPRB-Index-r12b




INTEGER (0..49)


OPTIONAL
 -- Need ON

}

SL-DiscTxRefCarrierDedicated-r13 ::=
CHOICE {


pCell







NULL,


sCell







SCellIndex-r10

}

-- ASN1STOP

	SL-DiscConfig field descriptions

	discCellSelectionInfo

Parameters that may be used by the UE to select/ reselect a cell on the concerned non serving frequency. If absent, the UE acquires the information from the target cell on the concerned frequency. See TS 36.304 [4, 11.4].

	discSysInfoToReportConfig

Indicates the request to start a SidelinkUEInformation procedure for reporting system information acquired during an inter-frequency discovery procedure.

	discTF-IndexList

Indicates a list of time-frequency resource indices pair where each pair of indices corresponds to one discovery message. E-UTRAN only configures discTF-IndexList-r12b when configuring the UE with scheduled SL discovery Tx resources. When receiving discTF-IndexList-r12b, the UE shall only consider this field (and hence ignore discTF-IndexList-r12, if included or previously configured).

	discTxConfig
Indicates the resources configuration used when E-UTRAN schedules Tx resources (i.e. the fields discSF-Index and discPRB-Index indicate the actual resources to be used).

	discTxInterFreqInfo
Indicates frequency applicable for the resources indicated by discTxResources-r12 (i.e. original resource field may cover first inter-frequency), and possibly resource allocations on additional frequencies as may be indicated by field discTxInfoInterFreqListAdd.

	discTxRefCarrierDedicated
Indicates if the PCell or an SCell is to be used as reference for DL measurements and synchronization, instead of the DL frequency paired with the one used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	discTxResources
Indicates the resources assigned to the UE for discovery announcements, which can either be a pool from which the UE may select or a set of resources specifically assigned for use by the UE.

	discTxResourcesPS
Indicates the resources assigned to the UE for PS discovery announcements, which can either be a pool from which the UE may select or a set of resources specifically assigned for use by the UE.

	SL-TF-IndexPair
A pair of indices, one for the time domain and one for the frequency domain, indicating the start of resources within the pool covered by discTxConfig, see TS 36.211 [21, 9.5.6] for one discovery message. The upper limits of discSF-Index and discPRB-Index are defined in TS 36.213 [23, 14.3.1].


–
SL-DiscResourcePool
The IE SL-DiscResourcePool specifies the configuration information for an individual pool of resources for sidelink discovery.

SL-DiscResourcePool information element

-- ASN1START

SL-DiscTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscResourcePool-r12

SL-DiscRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-DiscResourcePool-r12

SL-DiscResourcePool-r12 ::=

SEQUENCE
{


cp-Len-r12





SL-CP-Len-r12,


discPeriod-r12



ENUMERATED {rf32, rf64, rf128,












rf256, rf512, rf1024, rf16-v1310, spare},


numRetx-r12




INTEGER (0..3),


numRepetition-r12



INTEGER (1..50),


tf-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


txParameters-r12



SEQUENCE {



txParametersGeneral-r12

SL-TxParameters-r12,



ue-SelectedResourceConfig-r12
SEQUENCE {




poolSelection-r12



CHOICE {





rsrpBased-r12




SL-PoolSelectionConfig-r12,





random-r12





NULL




},




txProbability-r12


ENUMERATED {p25, p50, p75, p100}



}














OPTIONAL 
-- Need OR


}















OPTIONAL, 
-- Cond Tx

rxParameters-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OR



syncConfigIndex-r12


INTEGER (0..15)


}















OPTIONAL, 
-- Need OR


...,

[[
discPeriod-v1310



CHOICE {




release







NULL,




setup







ENUMERATED {rf4, rf6, rf7, rf8,













 rf12, rf14, rf24, rf28}




}













OPTIONAL,
-- Need ON



rxParamsAddNeighFreq-r13

CHOICE {




release






NULL,




setup






SEQUENCE {





physCellId-r13




PhysCellIdList-r13



}



}














OPTIONAL,
-- Need ON


txParamsAddNeighFreq-r13

CHOICE {




release






NULL,




setup






SEQUENCE {





physCellId-r13




PhysCellIdList-r13,





p-Max






P-Max




OPTIONAL,
-- Need OP





tdd-Config-r13




TDD-Config



OPTIONAL,
-- Cond TDD-OR





tdd-Config-v1130



TDD-Config-v1130

OPTIONAL,
-- Cond TDD-OR





freqInfo






SEQUENCE {






ul-CarrierFreq





ARFCN-ValueEUTRA
OPTIONAL,
-- Need OP






ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP





additionalSpectrumEmission


AdditionalSpectrumEmission





},





referenceSignalPower



INTEGER (-60..50),




syncConfigIndex-r13



INTEGER (0..15)


OPTIONAL
-- Need OR




}



}














OPTIONAL
-- Need ON

]]
}

PhysCellIdList-r13
::=

SEQUENCE (SIZE (1.. maxSL-DiscCells-r13)) OF PhysCellId
SL-PoolSelectionConfig-r12 ::=

SEQUENCE {


threshLow-r12






RSRP-RangeSL2-r12,


threshHigh-r12






RSRP-RangeSL2-r12

}

-- ASN1STOP

	SL-DiscResourcePool field descriptions

	discPeriod
Indicates the period over which resources are allocated in a cell for discovery message transmission/reception, see PSDCH period in TS 36.213 [23]. Value in number of radio frames. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on. The extended values apply for PS discovery (not only for sidelink relaying). When broadcasting an extended value, E-UTRAN sets the original field to spare to ensure legacy UEs ignore the concerned pool entry.

	numRepetition
Indicates the number of times subframeBitmap is repeated for mapping to subframes that occurs within a discPeriod. The highest value E-UTRAN uses is value 5 for FDD and TDD configuration 0, value 13 for TDD configuration 1, value 25 for TDD configuration 2, value 17 for TDD configuration 3, value 25 for TDD configuration 4, value 50 for TDD configuration 5 and value 7 for TDD configuration 6. E-UTRAN configures numRepetition and subframeBitmap such that the mapped subframes do not exceed the discPeriod.

	poolSelection
Indicates the mechanism for selecting a (transmission) pool when multiple candidates are provided. E-UTRAN configures the same value (i.e. a pool selection method) for all candidate pools within one pool list (discTxPoolCommon or discTxPoolDedicated) but the pool selection method in different pool lists may or may not be the same.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception or transmission pool, by means of an index to the corresponding entry of discSyncConfig in SystemInformationBlockType19.

	threshLow, threshHigh
Specifies the thresholds used to select a resource pool in RSRP based pool selection. The E-UTRAN should configure threshLow and threshHigh such that the UE selects only one resource pool upon RSRP based pool selection. 

	txProbability
Indicates the probability of transmitting announcement in a discovery period when configured with a pool of resources, see TS 36.321 [6].


	Conditional presence
	Explanation

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	Tx
	The field is mandatory present when included in discTxPoolDedicated or discTxPoolCommon. Otherwise the field is not present.


–
SL-DiscTxPowerInfo
The IE SL-DiscTxPowerInfo specifies power control parameters for one or more power classes.

SL-DiscTxPowerInfo information element

-- ASN1START

SL-DiscTxPowerInfoList-r12 ::= 
SEQUENCE (SIZE (maxSL-DiscPowerClass-r12)) OF SL-DiscTxPowerInfo-r12

SL-DiscTxPowerInfo-r12 ::= 



SEQUENCE
{


discMaxTxPower-r12






P-Max,


...

}

-- ASN1STOP

	SL-DiscTxPowerInfo field descriptions

	discMaxTxPower
Indicates the P-Max parameter used to calculate the maximum transmit power a UE configured with the concerned range class, see TS 24.333 [70, 4.2.11]. The first entry in SL-DiscTxPowerInfoList corresponds to UE range class ‘short’, the second entry corresponds to ‘medium’ and the third entry corresponds to ‘long’.


–
SL-GapConfig
The IE SL-GapConfig indicates the gaps, requested or assigned, to enable the UE to receive or transmit sidelink discovery, intra or inter frequency (includings inter-PLMN).

SL-GapConfig information element

-- ASN1START

SL-GapConfig-r13 ::=



SEQUENCE {


gapPatternList-r13



SL-GapPatternList-r13
}

SL-GapPatternList-r13 ::=
SEQUENCE (SIZE (1..maxSL-GP-r13)) OF SL-GapPattern-r13
SL-GapPattern-r13 ::=



SEQUENCE {

gapPeriod-r13





ENUMERATED {sf40, sf60, sf70, sf80, sf120, sf140, sf160,












 sf240, sf280, sf320, sf640, sf1280, sf2560, sf5120,











 sf10240},


gapOffset-r12





SL-OffsetIndicator-r12,


gapSubframeBitmap-r13 



BIT STRING (SIZE (1..10240)),

...

}

-- ASN1STOP

	SL-GapConfig field descriptions

	gapOffset

Indicates the offset from the start of SFN 0 to the start of the first gapPeriod. If the SFN period is not an integer multiple of gapPeriod, no subframes within this period (i.e. from SFN 0 to offset) are considered part of the gap.

	gapPeriod

Indicates the period by which gapSubframeBitmap is repeated.

	gapSubframeBitmap
Indicates the subframes of one or more individual gaps, not only covering the subframes of the associated discovery resources but also including e.g. re-tuning and synchronisation delays. The UE and E-UTRAN signal bit strings of valid sizes only i.e. sizes equal to or less than gapPeriod. Value 1 indicates that the UE is allowed to use the subframe for sidelink discovery.


–
SL-GapRequest
The IE SL-GapRequest indicates the gaps requested by the UE to receive or transmit sidelink discovery, intra or inter frequency (includings inter-PLMN).

SL-GapRequest information element

-- ASN1START

SL-GapRequest-r13 ::=



SEQUENCE (SIZE (1..maxFreq)) OF SL-GapFreqInfo-r13
SL-GapFreqInfo-r13 ::=



SEQUENCE {


carrierFreq-r13




ARFCN-ValueEUTRA-r9




OPTIONAL,


gapPatternList-r13



SL-GapPatternList-r13
}

-- ASN1STOP

–
SL-HoppingConfig
The IE SL-HoppingConfig indicates the hopping configuration used for sidelink.
SL-HoppingConfig information element

-- ASN1START

SL-HoppingConfigComm-r12 ::=

SEQUENCE
{


hoppingParameter-r12



INTEGER (0..504),

numSubbands-r12





ENUMERATED {ns1, ns2, ns4},


rb-Offset-r12





INTEGER (0..110)

}

SL-HoppingConfigDisc-r12 ::=
SEQUENCE
{


a-r12








INTEGER (1..200),


b-r12








INTEGER (1..10),


c-r12








ENUMERATED {n1, n5}

}

-- ASN1STOP

	SL-HoppingConfig field descriptions
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	hoppingParameter
Affects the hopping performed as specificed in TS 36.213 [23, 14.1.1.2 and 14.1.1.4]. In case value 504 is received, the value used by the UE is 510.
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–
SL-OffsetIndicator
The IE SL-OffsetIndicator indicates the offset of the pool of resources relative to SFN 0 of the cell from which it was obtained or, when out of coverage, relative to DFN 0.

SL-OffsetIndicator information element

-- ASN1START

SL-OffsetIndicator-r12 ::=


CHOICE {


small-r12







INTEGER (0..319),


large-r12







INTEGER (0..10239)

}

SL-OffsetIndicatorSync-r12 ::=


INTEGER (0..39)
-- ASN1STOP

	SL-OffsetIndicator field descriptions

	SL-OffsetIndicator
In sc-TF-ResourceConfig, it indicates the offset of the first period of pool of resources within a SFN cycle. For data-TF-ResourceConfig, it corresponds to the offsetIndicator as defined in TS 36.213 [23, 14.1.3].

	SL-OffsetIndicatorSync
Synchronisation resources are present in those SFN and subframes which satisfy the relation: (SFN*10+ Subframe Number) mod 40 = SL-OffsetIndicatorSync.


–
SL-PeriodComm
The IE SL-PeriodComm indicates the period over which resources allocated in a cell for sidelink communication.

SL-PeriodComm information element

-- ASN1START

SL-PeriodComm-r12 ::=




ENUMERATED {sf40, sf60, sf70, sf80, sf120, sf140,













 sf160, sf240, sf280, sf320, spare6, spare5,













 spare4, spare3, spare2, spare}

-- ASN1STOP

–
SL-Priority
The IE SL-Priority indicates the one or more priorities of resource pool used for sidelink communication, or of a logical channel group used in case of scheduled sidelink communication resources, see TS 36.321 [6].

SL-Priority information element

-- ASN1START

SL-PriorityList-r13 ::=

SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13
SL-Priority-r13 ::=


INTEGER (1..8)
-- ASN1STOP

–
SL-PSSCH-TxConfig
The IE SL-PSSCH-TxConfig indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, which can be associated with the condition of the UE absolute speed and reference type.

SL-PSSCH-TxConfig information element

-- ASN1START
SL-PSSCH-TxConfigList-r14 ::=
SEQUENCE (SIZE (1..maxPSSCH-TxConfig-r14)) OF SL-PSSCH-TxConfig-r14
SL-PSSCH-TxConfig-r14 ::=

SEQUENCE {


-- Editor Note: The values of these parameters need to be provided by RAN1

minMCS-PSSCH-r14


MinMCS-PSSCH-r14,

maxMCS-PSSCH-r14


MaxMCS-PSSCH-r14,

minRBNumberPSSCH-r14

MinRBNumberPSSCH-r14,

maxRBNumberPSSCH-r14

MaxRBNumberPSSCH-r14,

minReTXNumberPSSCH-r14

MinReTXNumberPSSCH-r14,

maxReTXNumberPSSCH-r14

MaxReTXNumberPSSCH-r14,

typeTXSync-r14



ENUMERATED {gnss, enb, ue, spare1}

OPTIONAL,
-- Need OP


conditionUESpeed-r14

ConditionUESpeed-r14




OPTIONAL,
-- Need OP

...
}

-- ASN1STOP

	SL-PSSCH-TxConfig field descriptions

	conditionUESpeed
Indicate the condition of UE speed which is associated with the concerned configuration. If the field is absent, the configuration is applicable for all UE speeds.

	minMCS-PSSCH, maxMCS-PSSCH
Indicates the minimum and maximum MCS values used for transmissions on PSSCH, corresponding to a synchronization configuration and a UE speed condition.

	minRBNumberPSSCH, maxRBNumberPSSCH
Indicates the minimum and maximum number of PRBs which can be used for transmissions on PSSCH, corresponding to a synchronization configuration and a UE speed condition.

	minReTXNumberPSSCH, maxReTXNumberPSSCH
Indicates the minimum and maximum retransmission number for transmissions on PSSCH, corresponding to a synchronization configuration and a UE speed condition.

	typeTXSync
Indicate the synchronization reference type. For configurations by the eNB, only gnss and enb can be configured; and for pre-configuration, only gnss and ue can be configured. If the field is absent, the configuration is applicable for all synchronization reference types.


–
SLSSID
The IE SLSSID identifies a cell and is used by the receiving UE to detect asynchronous neighbouring cells, and by transmitting UEs to extend the synchronisation signals beyond the cell’s coverage area.

SLSSID information element

-- ASN1START

SLSSID-r12 ::=




INTEGER (0..167)

-- ASN1STOP

–
SL-SyncConfig
The IE SL-SyncConfig specifies the configuration information concerning reception of synchronisation signals from neighbouring cells as well as concerning the transmission of synchronisation signals for sidelink communication and sidelink discovery.

SL-SyncConfig information element

-- ASN1START

SL-SyncConfigList-r12 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfig-r12

SL-SyncConfig-r12 ::=




SEQUENCE {


syncCP-Len-r12






SL-CP-Len-r12,


syncOffsetIndicator-r12



SL-OffsetIndicatorSync-r12,


slssid-r12







SLSSID-r12,


txParameters-r12






SEQUENCE {



syncTxParameters-r12




SL-TxParameters-r12,



syncTxThreshIC-r12





RSRP-RangeSL-r12,



syncInfoReserved-r12





BIT STRING (SIZE (19))
OPTIONAL 
-- Need OR


}
















OPTIONAL, 
-- Need OR


rxParamsNCell-r12





SEQUENCE {



physCellId-r12






PhysCellId,



discSyncWindow-r12



ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...,


[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL
-- Need OR


]]
}

SL-SyncConfigListNFreq-r13 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfigNFreq-r13
SL-SyncConfigNFreq-r13 ::=


SEQUENCE {


asyncParameters-r13




SEQUENCE {



syncCP-Len-r13





SL-CP-Len-r12,



syncOffsetIndicator-r13



SL-OffsetIndicatorSync-r12,



slssid-r13






SLSSID-r12


}















OPTIONAL,
-- Need OR


txParameters-r13




SEQUENCE {



syncTxParameters-r13



SL-TxParameters-r12,



syncTxThreshIC-r13




RSRP-RangeSL-r12,



syncInfoReserved-r13




BIT STRING (SIZE (19))
OPTIONAL,
-- Need OR



syncTxPeriodic-r13




ENUMERATED {true}

OPTIONAL
-- Need OR


}















OPTIONAL,
-- Need OR


rxParameters-r13




SEQUENCE {



discSyncWindow-r13




ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...
}
SL-V2X-SyncConfigList-r14 ::=
SEQUENCE (SIZE (1.. maxSL-V2X-SyncConfig-r14)) OF SL-SyncConfig-r12
SL-V2X-SyncConfigListNFreq-r14 ::=



SEQUENCE (SIZE (1..maxSL-V2X-SyncConfig-r14)) OF SL-SyncConfigNFreq-r13
-- ASN1STOP

	SL-SyncConfig field descriptions

	discSyncWindow
Indicates the synchronization window over which the UE expects that SLSS or discovery resources indicated by the pool configuration (see TS 36.213 [23, 14.4]). The value w1 denotes 5 milliseconds. The value w2 denotes the length corresponding to normal cyclic prefix divided by 2.

	syncInfoReserved
Reserved for future use.

	syncOffsetIndicator
E-UTRAN should ensure syncOffsetIndicator is set to the same value as syncOffsetIndicator1 or syncOffsetIndicator2 in preconfigSync within SL-Preconfiguration, if configured.

	syncTxPeriodic
Indicates whether in each discovery period in which UE transmits discovery, the UE transmits SLSS once or periodically (i.e. every 40ms). In the latter case (periodic) the UE also transmits the MasterInformationBlock-SL message alongside. E-UTRAN configures this field only for synchronisation configurations applicable for PS discovery.

	syncTxThreshIC
Indicates the threshold used while in coverage. In case the RSRP measurement of the cell chosen for transmission of sidelink communication/ discovery announcements, or of the cell used as reference for DL measurements and synchronization, is below the level indicated by this field, the UE may transmit SLSS (i.e. become synchronisation reference) when performing the corresponding sidelink transmission..

	txParameters
Includes parameters relevant only for transmission. E-UTRAN includes the field in one entry per list, as included in commSyncConfig or discSyncConfig.


<Text removed here>
–
SL-TxParameters
The IE SL-TxParameters identifies a set of parameters configured for sidelink transmission, used for communication, discovery and synchronisation.

SL-TxParameters information element

-- ASN1START

SL-TxParameters-r12 ::=



SEQUENCE
{


alpha-r12







Alpha-r12,


p0-r12








P0-SL-r12
}

P0-SL-r12 ::=






INTEGER (-126..31)
-- ASN1STOP

	SL-TxParameters field descriptions

	alpha
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–
SL-TxPoolIdentity
The IE SL-TxPoolIdentity identifies an individual pool entry configured for sidelink transmission, used for communication and discovery.

SL-TxPoolIdentity information element

-- ASN1START

SL-TxPoolIdentity-r12 ::=


INTEGER (1.. maxSL-TxPool-r12)

SL-TxPoolIdentity-v1310 ::=

INTEGER (maxSL-TxPool-r12Plus1-r13.. maxSL-TxPool-r13)

SL-TxPoolIdentity-r13 ::=

INTEGER (1.. maxSL-TxPool-r13)

-- ASN1STOP

–
SL-TxPoolToReleaseList
The IE SL-TxPoolToReleaseList is used to release one or more individual pool entries used for sidelink transmission, for communication and discovery.

SL-TxPoolToReleaseList information element

-- ASN1START

SL-TxPoolToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12

SL-TxPoolToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-TxPoolIdentity-v1310
-- ASN1STOP
–
SL-TxTimingDiffPSCCH-PSSCH
The IE SL-TxTimingDiffPSCCH-PSSCH indicates the range of transmission timing difference between PSCCH and the associated PSSCH in UE autonomous resource selection mode.

SL-TxTimingDiffPSCCH-PSSCH information element

-- ASN1START
SL-TxTimingDiffPSCCH-PSSCH-r14 ::=

SEQUENCE {

-- Editor Note: The values of these paramters need to be provided by RAN1

minTxTimingDiffPSCCH-PSSCH-r14

MinTxTimingDiffPSCCH-PSSCH-r14,

maxTxTimingDiffPSCCH-PSSCH-r14

MaxTxTimingDiffPSCCH-PSSCH-r14
}

-- ASN1STOP

	SL-TxTimingDiffPSCCH-PSSCH field descriptions

	minTxTimingDiffPSCCH-PSSCH, maxTxTimingDiffPSCCH-PSSCH
Indicates the minimum and maximum values of timing difference between transmission on PSCCH and the associated transmission on PSSCH. The UE should randomly select a value between the minimum and the maximum values when transmitting sidelink communication based on UE autonomous resource selection.


–
SL-V2X-InterFreqInfo
The IE SL-V2X-InterFreqInfo indicates synchronization configurations of the neighboring frequency for V2X sidelink communication.

SL-V2X-InterFreqInfo information element

-- ASN1START
SL-V2X-InterFreqList-r14 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-V2X-InterFreqInfo-r14

SL-V2X-InterFreqInfo-r14::= 

SEQUENCE {


v2x-CommCarrierFreq-r14 


ARFCN-ValueEUTRA-r9,


typeTXSync-r14





ENUMERATED {gnss, enb}



OPTIONAL,
-- Need OR

v2x-SyncConfigListNFreq-r14

SL-V2X-SyncConfigListNFreq-r14

OPTIONAL,
-- Need OR


...
}

-- ASN1STOP

	SL-V2X-InterFreqInfo field descriptions

	typeTXSync
Indicates synchronization type (i.e., eNB or GNSS) for performing V2X sidelink communication on a carrier frequency.

	v2x-SyncConfigListNFreq
Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for V2X sidelink communication on neighbour frequencies.


<Text removed here>
–
Multiplicity and type constraint definitions

-- ASN1START
maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands
maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance
maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations
maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)
maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)
maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)
maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS











-- configuration (per carrier frequency)
maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32
maxObjectId-Plus1-r13

INTEGER ::= 33
maxObjectId-r13



INTEGER ::= 64
maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell











-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15
maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations
maxQCI-r13




INTEGER ::= 6   -- Maximum number of QCIs
maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink












-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14 

INTEGER ::= 16
-- Maximum number of RX resource pools for 












-- V2X sidelink communication

maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for 













-- V2X sidelink communication

maxSL-V2X-TxPool-r14 

INTEGER ::= 8
-- Maximum number of TX resource pools for 













-- V2X sidelink communication
maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for 













-- V2X sidelink communication

maxSL-V2X-SyncConfig-r14 
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations












-- for V2X sidelink communication

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells
maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands

maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13 
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

9.3
Sidelink pre-configured parameters
9.3.1
Specified parameters
This section only list parameters which value is specified in the standard.
Parameters

	Name
	Value
	Semantics description
	Ver

	preconfigSync

>syncTxParameters
>>alpha
	
	0
	

	preconfigComm

>sc-TxParameters
>>alpha

>dataTxParameters
>>alpha
	
	0
0
	


9.3.2
Pre-configurable parameters
This ASN.1 segment is the start of the E‑UTRA definitions of pre-configured sidelink parameters.
NOTE 1:
Upper layers are assumed to provide a set of pre-configured parameters that are valid at the current UE location if any, see TS 24.334 [69, 10.2].
-- ASN1START

EUTRA-Sidelink-Preconf DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


FilterCoefficient,


maxSL-TxPool-r12,


maxSL-CommRxPoolPreconf-v1310,


maxSL-CommTxPoolPreconf-v1310,


maxSL-DiscRxPoolPreconf-r13,


maxSL-DiscTxPoolPreconf-r13,

P-Max,

ReselectionInfoRelay-r13,

SL-CP-Len-r12,


SL-HoppingConfigComm-r12,

SL-OffsetIndicatorSync-r12,


SL-PeriodComm-r12,

RSRP-RangeSL3-r12,


SL-PriorityList-r13,


SL-TF-ResourceConfig-r12,

SL-TRPT-Subset-r12,

P0-SL-r12,


TDD-ConfigSL-r12,

SL-PSSCH-TxConfigList-r14,

SL-TxTimingDiffPSCCH-PSSCH-r14,

maxSL-V2X-RxPoolPreconf-r14,


maxSL-V2X-TxPoolPreconf-r14
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
SL-Preconfiguration
The IE SL-Preconfiguration includes the sidelink pre-configured parameters.

SL-Preconfiguration information elements

-- ASN1START

SL-Preconfiguration-r12 ::=

SEQUENCE {


preconfigGeneral-r12



SL-PreconfigGeneral-r12,


preconfigSync-r12




SL-PreconfigSync-r12,


preconfigComm-r12




SL-PreconfigCommPoolList4-r12,


...,


[[
preconfigComm-v1310



SEQUENCE {




commRxPoolList-r13


SL-PreconfigCommRxPoolList-r13,




commTxPoolList-r13


SL-PreconfigCommTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigDisc-r13



SEQUENCE {



discRxPoolList-r13



SL-PreconfigDiscRxPoolList-r13,




discTxPoolList-r13



SL-PreconfigDiscTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigRelay-r13



SL-PreconfigRelay-r13



OPTIONAL

]]
}
SL-PreconfigurationV2X-r14 ::=

SEQUENCE {


v2x-CommPreconfigGeneral-r14

SL-PreconfigGeneral-r12,

v2x-CommPreconfigSync-r14


SL-PreconfigSync-r12,


v2x-CommRxPoolList-r14



SL-PreconfigV2X-RxPoolList-r14,

v2x-CommTxPoolList-r14



SL-PreconfigV2X-TxPoolList-r14,

pssch-TxConfigList-r14



SL-PSSCH-TxConfigList-r14



OPTIONAL,

txTimingDiffPSCCH-PSSCH-r14


SL-TxTimingDiffPSCCH-PSSCH-r14


OPTIONAL,

...
}
SL-PreconfigV2X-RxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-PreconfigCommPool-r12

SL-PreconfigV2X-TxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-PreconfigCommPool-r12

SL-PreconfigGeneral-r12 ::=

SEQUENCE {


-- PDCP configuration


rohc-Profiles-r12




SEQUENCE {



profile0x0001-r12





BOOLEAN,



profile0x0002-r12





BOOLEAN,



profile0x0004-r12





BOOLEAN,



profile0x0006-r12





BOOLEAN,



profile0x0101-r12





BOOLEAN,



profile0x0102-r12





BOOLEAN,



profile0x0104-r12





BOOLEAN


},


-- Physical configuration


carrierFreq-r12





ARFCN-ValueEUTRA-r9,


maxTxPower-r12





P-Max,


additionalSpectrumEmission-r12

AdditionalSpectrumEmission,


sl-bandwidth-r12




ENUMERATED {n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


reserved-r12





BIT STRING (SIZE (19)),


...
}

SL-PreconfigSync-r12 ::=
SEQUENCE {


syncCP-Len-r12





SL-CP-Len-r12,


syncOffsetIndicator1-r12


SL-OffsetIndicatorSync-r12,


syncOffsetIndicator2-r12


SL-OffsetIndicatorSync-r12,


syncTxParameters-r12



P0-SL-r12,


syncTxThreshOoC-r12




RSRP-RangeSL3-r12,


filterCoefficient-r12



FilterCoefficient,


syncRefMinHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12},


syncRefDiffHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},

...,

[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL


]]
}

SL-PreconfigCommPoolList4-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommRxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommTxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommPool-r12 ::=

SEQUENCE {

-- This IE is same as SL-CommResourcePool with rxParametersNCell absent


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


sc-TxParameters-r12




P0-SL-r12,


data-CP-Len-r12





SL-CP-Len-r12,


data-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


dataTxParameters-r12



P0-SL-r12,


trpt-Subset-r12





SL-TRPT-Subset-r12,


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL
-- For Tx


]]

}

SL-PreconfigDiscRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscRxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscTxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscPool-r13 ::=

SEQUENCE {

-- This IE is same as SL-DiscResourcePool with rxParameters absent


cp-Len-r13





SL-CP-Len-r12,


discPeriod-r13



ENUMERATED {rf4, rf6, rf7, rf8, rf12, rf14, rf16, rf24, rf28,










 rf32, rf64, rf128, rf256, rf512, rf1024, spare},


numRetx-r13




INTEGER (0..3),


numRepetition-r13



INTEGER (1..50),


tf-ResourceConfig-r13


SL-TF-ResourceConfig-r12,


txParameters-r13



SEQUENCE {



txParametersGeneral-r13

P0-SL-r12,



txProbability-r13


ENUMERATED {p25, p50, p75, p100}


}















OPTIONAL,


...

}

SL-PreconfigRelay-r13 ::=
SEQUENCE {


reselectionInfoOoC-r13


ReselectionInfoRelay-r13

}

END

-- ASN1STOP

	SL-Preconfiguration field descriptions

	carrierFreq

Indicates the carrier frequency for out of coverage PS sidelink communication and sidelink discovery. In case of FDD it is uplink carrier frequency and the corresponding downlink frequency can be determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1].

	commRxPoolList

Indicates a list of reception pools for PS sidelink communication in addition to the resource pools indicated by preconfigComm.

	commTxPoolList

Indicates a list of transmission pools for PS sidelink communication in addition to the first resource pool within preconfigComm.

	preconfigComm

Indicates a list of resource pools. The first resource pool in the list is used for both reception and transmission of PS sidelink communication. The other resource pools, if present, are only used for reception of PS sidelink communication.

	syncRefDiffHyst

Hysteresis when evaluating a SyncRef UE using relative comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on, value dBinf corresponds to infinite dB.

	syncRefMinHyst

Hysteresis when evaluating a SyncRef UE using absolute comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on.

	v2x-CommRxPoolList
Indicates a list of reception pools for V2X sidelink communication.

	v2x-CommTxPoolList
Indicates a list of transmission pools for V2X sidelink communication.


NOTE 1:
The network may configure one or more of the reception only resource pools in preconfigComm to cover reception from in coverage UEs using scheduled resource allocation. For such a resource pool the network should set all bits of subframeBitmap to 1 and offsetIndicator to indicate the subframe immediately following the sidelink control information.
NOTE 2:
The network should ensure that the resources defined by the first entry in preconfigComm (used for transmission by an out of coverage UE) do not overlap with those of the pool(s) covering scheduled transmissions by in coverage UEs. Furthermore, the network should ensure that for none of the entries in preconfigComm the resources defined by sc-TF-ResourceConfig overlap.
<Text removed here>
10.2
Inter-node RRC messages 

10.2.1
General

This section specifies RRC messages that are sent either across the X2- or the S1-interface, either to or from the eNB, i.e. a single 'logical channel' is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,


AntennaInfoDedicated-v10i0,

ARFCN-ValueEUTRA,


ARFCN-ValueEUTRA-v9e0,

ARFCN-ValueEUTRA-r9,

CellIdentity,


C-RNTI,


DL-DCCH-Message,


DRB-Identity,


DRB-ToReleaseList,

FreqBandIndicator-r11,


InDeviceCoexIndication-r11,


MasterInformationBlock,

maxBands,

maxFreq,


maxDRB,


maxSCell-r10,


maxSCell-r13,


maxServCell-r10,

maxServCell-r13,


MBMSInterestIndication-r11,


MeasConfig,


MeasGapConfig,

OtherConfig-r9,


PhysCellId,

P-Max,

PowerCoordinationInfo-r12,


SidelinkUEInformation-r12,


SL-CommConfig-r12,


SL-DiscConfig-r12,


RadioResourceConfigDedicated,


RSRP-Range,


RSRQ-Range,

RSRQ-Range-v1250,

RS-SINR-Range-r13,

SCellToAddModList-r10,


SCellToAddModListExt-r13,

SCG-ConfigPartSCG-r12,


SecurityAlgorithmConfig,


SCellIndex-r10,


SCellIndex-r13,

SCellToReleaseList-r10,


SCellToReleaseListExt-r13,

ServCellIndex-r10,

ServCellIndex-r13,


ShortMAC-I,

MeasResultSSTD-r13,

SystemInformationBlockType1,


SystemInformationBlockType1-v890-IEs,


SystemInformationBlockType2,


UEAssistanceInformation-r11,


UECapabilityInformation,


UE-CapabilityRAT-ContainerList,


UE-RadioPagingInfo-r12,

V2X-CommConfig-r14,

WLAN-OffloadConfig-r12
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

<Text removed here>
10.2.2
Message definitions

–
HandoverCommand
This message is used to transfer the handover command generated by the target eNB.

Direction: target eNB to source eNB/ source RAN

HandoverCommand message

-- ASN1START

HandoverCommand ::=




SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverCommand-r8




HandoverCommand-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverCommand-r8-IEs ::=


SEQUENCE {


handoverCommandMessage



OCTET STRING (CONTAINING DL-DCCH-Message),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	HandoverCommand field descriptions

	handoverCommandMessage

Contains the entire DL-DCCH-Message including the RRCConnectionReconfiguration message used to perform handover within E-UTRAN or handover to E-UTRAN, generated (entirely) by the target eNB.


NOTE:
The source BSC, in case of inter-RAT handover from GERAN to E-UTRAN, expects that the HandoverCommand message includes DL-DCCH-Message only. Thus, criticalExtensionsFuture, spare1-spare7 and nonCriticalExtension should not be used regardless whether the source RAT is E-UTRAN, UTRAN or GERAN.

–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message

-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL, 

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL, 

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, rel12, v10j0, v11e0,











v1280, rel13, ...} 


OPTIONAL, 
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)
OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

-- Late non-critical extensions:

HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v10j0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {

as-Config-v10j0





AS-Config-v10j0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-10

nonCriticalExtension



SEQUENCE {}



OPTIONAL
}

-- Regular non-critical extensions:
HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1250-IEs





OPTIONAL

}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12 



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v1250




AS-Config-v1250



OPTIONAL, 
-- Cond HO2 


nonCriticalExtension



HandoverPreparationInformation-v1320-IEs





OPTIONAL

}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {


as-Config-v1320





AS-Config-v1320




OPTIONAL, 
-- Cond HO2 

as-Context-v1320




AS-Context-v1320



OPTIONAL, 
-- Cond HO2

nonCriticalExtension



HandoverPreparationInformation-v14x0-IEs





OPTIONAL

}
HandoverPreparationInformation-v14x0-IEs ::= SEQUENCE {


as-Config-v14x0




AS-Config-v14x0





OPTIONAL, 
-- Cond HO2 


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	as-Config

The radio resource configuration. Applicable in case of intra-E-UTRA handover. If the target receives an incomplete MeasConfig and RadioResourceConfigDedicated in the as-Config, the target eNB may decide to apply the full configuration option based on the ue-ConfigRelease.

	as-Context

Local E-UTRAN context required by the target eNB.

	rrm-Config

Local E-UTRAN context used depending on the target node’s implementation, which is mainly used for the RRM purpose.

	ue-ConfigRelease

Indicates the RRC protocol release or version applicable for the current UE configuration. This could be used by target eNB to decide if the full configuration approach should be used. If this field is not present, the target assumes that the current UE configuration is based on the release 8 version of RRC protocol. NOTE 1.

	ue-RadioAccessCapabilityInfo

NOTE 2

	ue-SupportedEARFCN
Includes UE supported EARFCN of the handover target E-UTRA cell if the target E-UTRA cell belongs to multiple frequency bands.


NOTE 1:
The source typically sets the ue-ConfigRelease to the release corresponding with the current dedicated radio configuration. The source may however also consider the common radio resource configuration e.g. in case interoperability problems would appear if the UE temporary continues extensions of this part of the configuration in a target PCell not supporting them.

NOTE 2:
The following table indicates per source RAT whether RAT capabilities are included or not.

	Source RAT
	E-UTRA capabilites
	UTRA capabilities
	GERAN capabilities

	UTRAN
	Included
	May be included, ignored by eNB if received
	May be included

	GERAN CS
	Excluded
	May be included, ignored by eNB if received
	Included

	GERAN PS
	Excluded
	May be included, ignored by eNB if received
	Included

	E-UTRAN
	Included
	May be included
	May be included


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.

	HO3
	The field is optional present in case of handover from GERAN to E-UTRA, otherwise the field is not present.


<Text removed here>
10.3
Inter-node RRC information element definitions

–
AS-Config
The AS-Config IE contains information about RRC configuration information in the source eNB which can be utilized by target eNB to determine the need to change the RRC configuration during the handover preparation phase. The information can also be used after the handover is successfully performed or during the RRC connection re-establishment.

AS-Config information element

-- ASN1START

AS-Config ::=



SEQUENCE {


sourceMeasConfig




MeasConfig,


sourceRadioResourceConfig


RadioResourceConfigDedicated,


sourceSecurityAlgorithmConfig

SecurityAlgorithmConfig,


sourceUE-Identity




C-RNTI,


sourceMasterInformationBlock

MasterInformationBlock,


sourceSystemInformationBlockType1
SystemInformationBlockType1(WITH COMPONENTS












{..., nonCriticalExtension ABSENT}),


sourceSystemInformationBlockType2
SystemInformationBlockType2,


antennaInfoCommon




AntennaInfoCommon,


sourceDl-CarrierFreq



ARFCN-ValueEUTRA,


...,


[[
sourceSystemInformationBlockType1Ext
OCTET STRING (CONTAINING













SystemInformationBlockType1-v890-IEs)
OPTIONAL,



sourceOtherConfig-r9



OtherConfig-r9


-- sourceOtherConfig-r9 should have been optional. A target eNB compliant with this transfer


-- syntax should support receiving an AS-Config not including this extension addition group


-- e.g. from a legacy source eNB


]],


[[
sourceSCellConfigList-r10


SCellToAddModList-r10


OPTIONAL


]],

[[
sourceConfigSCG-r12




SCG-Config-r12

OPTIONAL


]]

}

AS-Config-v9e0 ::=



SEQUENCE {


sourceDl-CarrierFreq-v9e0

ARFCN-ValueEUTRA-v9e0

}

AS-Config-v10j0 ::=



SEQUENCE {


antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL
}
AS-Config-v1250 ::=



SEQUENCE {

sourceWlan-OffloadConfig-r12

WLAN-OffloadConfig-r12



OPTIONAL,


sourceSL-CommConfig-r12



SL-CommConfig-r12




OPTIONAL,


sourceSL-DiscConfig-r12



SL-DiscConfig-r12




OPTIONAL

}

AS-Config-v14x0 ::=



SEQUENCE {

sourceV2X-CommConfig-r14


V2X-CommConfig-r14




OPTIONAL
}

-- ASN1STOP

NOTE:
The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. Consequently, the information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

	AS-Config field descriptions

	antennaInfoCommon

This field provides information about the number of antenna ports in the source PCell.

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source PCell, see TS 36.101 [42]. If the source eNB provides AS-Config-v9e0, it sets sourceDl-CarrierFreq (i.e. without suffix) to maxEARFCN.

	sourceOtherConfig

Provides other configuration in the source PCell.

	sourceMasterInformationBlock

MasterInformationBlock transmitted in the source PCell.

	sourceMeasConfig

Measurement configuration in the source cell. The measurement configuration for all measurements existing in the source eNB when handover is triggered shall be included. See 10.5.

	sourceSL-CommConfig

This field covers the sidelink communication configuration.

	sourceSL-DiscConfig

This field covers the sidelink discovery configuration.

	sourceRadioResourceConfig

Radio configuration in the source PCell. The radio resource configuration for all radio bearers existing in the source PCell when handover is triggered shall be included. See 10.5.

	sourceSCellConfigList

Radio resource configuration (common and dedicated) of the SCells configured in the source eNB.

	sourceSecurityAlgorithmConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) algorithm configuration used in the source PCell.

	sourceSystemInformationBlockType1

SystemInformationBlockType1 transmitted in the source PCell.

	sourceSystemInformationBlockType2

SystemInformationBlockType2 transmitted in the source PCell.


	CHANGE END


_1485603188.doc


UE







EUTRAN











































SidelinkUEInformation



























SIB 18/ SIB19 acquisition












_1532501524.doc


UE







EUTRAN











































SidelinkUEInformation



























SIB 18/ SIB19/ SIB21 acquisition












_1532504539.doc


UE







EUTRAN



































SLSS & Master Information Block-SL











RRC Connection Reconfiguration



























SIB 18/ SIB 21 acquisition












_1488611745.doc


UE







EUTRAN



































SLSS & Master Information Block-SL











RRC Connection Reconfiguration



























SIB 18 acquisition












_1506864951.doc


RRC Connection Reconfiguration







SIB 19 acquisition







EUTRAN







SLSS with/ without Master Information Block-SL







UE
























_1484130433.unknown

_1484130503.unknown

_1484130580.unknown

_1484130607.unknown

_1485184151.doc






SLSS & Master Information Block-SL



































UE











UE



























SLSS & Master Information Block-SL












_1484130606.unknown

_1484130512.unknown

_1484130579.unknown

_1484130511.unknown

_1484130442.unknown

_1484130502.unknown

_1484130441.unknown

_1483449284.unknown

_1483449285.unknown

_1484130432.unknown

_1483449283.unknown

_1284358785.unknown

