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	Reason for change:
	This stopping of WLAN status monitoring upon LWIP release seems missing


	
	

	Summary of change:
	This introduces stopping of WLAN status monitoring upon LWIP release
Impact analysis

Impacted functionality
WLAN status monitoring

Inter-operability
No interoperability problems are foreseen i.e. the UE might merely continue WLAN status monitoring unnecesarily 
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5.6.17.3
LWIP release
The UE shall:

1>
delete any existing values in VarWLAN-MobilityConfig and VarWLAN-Status;

1>
stop timer T351, if running;

1>
release the entire LWIP RRC configuration;
1>
stop performing the WLAN status monitoring procedure as specified in 5.6.15.4;
1>
 indicate to higher layers to stop all DRBs from using the LWIP resources;
1>
indicate to higher layers to release the LWIP tunnel [32];
(To be removed) Annex on Start/ stop of WLAN status monitoring (does not seem consistently specified)

WLAN status monitoring as described in 5.6.15.4 starts upon:

· receiving LWA configuration set to setup and including lwa-MobilityConfig, see 5.6.14.2
· receiving RCLWI configuration set to setup and with command is set to steerToWLAN, see 5.6.16.2
· receiving LWIP configuration setup and including lwip-MobilityConfig, see 5.6.17.2

WLAN status monitoring stops upon

· release of LWA configuration, see 5.6.14.3
· receiving RCLWI configuration set to setup and with command is set to other value than steerToWLAN (i.e. steerToLTE_, see 5.6.16.2
· release of RCLWI configuration, see 5.6.16.2
· T351 expiry, see 5.6.15.3

· WLAN connection (attempt) failure, see 5.6.15.4
