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1. Introduction
In R2-16xxxx, UE behavior for V2X inter-carrier configuration was discussed and some proposals were proposed. 

In this contribution, Text proposal to specify in 36.331 is discussed and proposed. 
2. Text Proposal for 36.331
Begin of Change 
9.3.2
Pre-configurable parameters
This ASN.1 segment is the start of the E‑UTRA definitions of pre-configured sidelink parameters.
NOTE 1:
Upper layers are assumed to provide a set of pre-configured parameters that are valid at the current UE location if any, see TS 24.334 [69, 10.2].
-- ASN1START

EUTRA-Sidelink-Preconf DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


FilterCoefficient,


maxSL-TxPool-r12,


maxSL-CommRxPoolPreconf-v1310,


maxSL-CommTxPoolPreconf-v1310,


maxSL-DiscRxPoolPreconf-r13,


maxSL-DiscTxPoolPreconf-r13,

P-Max,

PLMN-Identity,

ReselectionInfoRelay-r13,

SL-CP-Len-r12,


SL-HoppingConfigComm-r12,

SL-OffsetIndicatorSync-r12,


SL-PeriodComm-r12,

RSRP-RangeSL3-r12,


SL-PriorityList-r13,


SL-TF-ResourceConfig-r12,

SL-TRPT-Subset-r12,

P0-SL-r12,


TDD-ConfigSL-r12

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
SL-Preconfiguration
The IE SL-Preconfiguration includes the sidelink pre-configured parameters.

SL-Preconfiguration information elements

-- ASN1START

SL-Preconfiguration-r12 ::=

SEQUENCE {


preconfigGeneral-r12



SL-PreconfigGeneral-r12,


preconfigSync-r12




SL-PreconfigSync-r12,


preconfigComm-r12




SL-PreconfigCommPoolList4-r12,


...,


[[
preconfigComm-v1310



SEQUENCE {




commRxPoolList-r13


SL-PreconfigCommRxPoolList-r13,




commTxPoolList-r13


SL-PreconfigCommTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigDisc-r13



SEQUENCE {



discRxPoolList-r13



SL-PreconfigDiscRxPoolList-r13,




discTxPoolList-r13



SL-PreconfigDiscTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigRelay-r13



SL-PreconfigRelay-r13



OPTIONAL

]],


[[




sl-PreconfigV2X-List-r14

sl-PreconfigV2X-List-r14


OPTIONAL

]]
}

SL-PreconfigGeneral-r12 ::=

SEQUENCE {


-- PDCP configuration


rohc-Profiles-r12




SEQUENCE {



profile0x0001-r12





BOOLEAN,



profile0x0002-r12





BOOLEAN,



profile0x0004-r12





BOOLEAN,



profile0x0006-r12





BOOLEAN,



profile0x0101-r12





BOOLEAN,



profile0x0102-r12





BOOLEAN,



profile0x0104-r12





BOOLEAN


},


-- Physical configuration


carrierFreq-r12





ARFCN-ValueEUTRA-r9,


maxTxPower-r12





P-Max,


additionalSpectrumEmission-r12

AdditionalSpectrumEmission,


sl-bandwidth-r12




ENUMERATED {n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


reserved-r12





BIT STRING (SIZE (19)),


...

}

SL-PreconfigSync-r12 ::=
SEQUENCE {


syncCP-Len-r12





SL-CP-Len-r12,


syncOffsetIndicator1-r12


SL-OffsetIndicatorSync-r12,


syncOffsetIndicator2-r12


SL-OffsetIndicatorSync-r12,


syncTxParameters-r12



P0-SL-r12,


syncTxThreshOoC-r12




RSRP-RangeSL3-r12,


filterCoefficient-r12



FilterCoefficient,


syncRefMinHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12},


syncRefDiffHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},

...,

[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL


]]
}

SL-PreconfigCommPoolList4-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommRxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommTxPoolPreconf-v1310)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommPool-r12 ::=

SEQUENCE {

-- This IE is same as SL-CommResourcePool with rxParametersNCell absent


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


sc-TxParameters-r12




P0-SL-r12,


data-CP-Len-r12





SL-CP-Len-r12,


data-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


dataTxParameters-r12



P0-SL-r12,


trpt-Subset-r12





SL-TRPT-Subset-r12,


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL
-- For Tx


]]

}

SL-PreconfigDiscRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscRxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscTxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscPool-r13 ::=

SEQUENCE {

-- This IE is same as SL-DiscResourcePool with rxParameters absent


cp-Len-r13





SL-CP-Len-r12,


discPeriod-r13



ENUMERATED {rf4, rf6, rf7, rf8, rf12, rf14, rf16, rf24, rf28,










 rf32, rf64, rf128, rf256, rf512, rf1024, spare},


numRetx-r13




INTEGER (0..3),


numRepetition-r13



INTEGER (1..50),


tf-ResourceConfig-r13


SL-TF-ResourceConfig-r12,


txParameters-r13



SEQUENCE {



txParametersGeneral-r13

P0-SL-r12,



txProbability-r13


ENUMERATED {p25, p50, p75, p100}


}















OPTIONAL,


...

}

SL-PreconfigRelay-r13 ::=
SEQUENCE {


reselectionInfoOoC-r13


ReselectionInfoRelay-r13

}
SL-PreconfigV2X-List-r14 ::=

SEQUENCE (SIZE (1..16)) OF SL-PreconfigV2X-r14
SL-PreconfigV2X-r14 ::=
SEQUENCE {


plmn-Identity-r14




PLMN-Identity,


v2x-ConfigCarrierFreq-r14


ARFCN-ValueEUTRA-r9,

...
}
END

-- ASN1STOP

	SL-Preconfiguration field descriptions

	carrierFreq

Indicates the carrier frequency for out of coverage sidelink communication and sidelink discovery. In case of FDD it is uplink carrier frequency and the corresponding downlink frequency can be determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1].

	commRxPoolList

Indicates a list of reception pools for sidelink communication in addition to the resource pools indicated by preconfigComm.

	commTxPoolList

Indicates a list of transmission pools for sidelink communication in addition to the first resource pool within preconfigComm.

	preconfigComm

Indicates a list of resource pools. The first resource pool in the list is used for both reception and transmission of sidelink communication. The other resource pools, if present, are only used for reception of sidelink communication.

	syncRefDiffHyst

Hysteresis when evaluating a SyncRef UE using relative comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on, value dBinf corresponds to infinite dB.

	syncRefMinHyst

Hysteresis when evaluating a SyncRef UE using absolute comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on.

	v2x-ConfigCarrierFreq
Indicates the configured carrier frequency for V2X sidelink communication per PLMN. 


NOTE 1:
The network may configure one or more of the reception only resource pools in preconfigComm to cover reception from in coverage UEs using scheduled resource allocation. For such a resource pool the network should set all bits of subframeBitmap to 1 and offsetIndicator to indicate the subframe immediately following the sidelink control information.
NOTE 2:
The network should ensure that the resources defined by the first entry in preconfigComm (used for transmission by an out of coverage UE) do not overlap with those of the pool(s) covering scheduled transmissions by in coverage UEs. Furthermore, the network should ensure that for none of the entries in preconfigComm the resources defined by sc-TF-ResourceConfig overlap.
End of Change
3. Suggestion
It is proposed to discuss the text proposal in section 2. The terminology and/or detailed wording can be elaborated via offline discussion. RAN2 can agree this change on the principle.
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