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	Reason for change:
	The UE may experience IDC problems due to that the eNB has configured the UE to perform WLAN interworking (LWA, LWIP or RCLWI) and the UE should indicate whether the IDC problems is due to WLAN interworking allowing the eNB to deconfigure WLAN interworking for the UE.

	
	

	Summary of change:
	If supported by the UE and configured by the eNB, the UE indicates if IDC problems are due to WLAN interworking.

Impact analysis
· Impacted functionality:
IDC
· Inter-operability:
No inter-operability issues are foreseen.

	
	

	Consequences if not approved:
	The eNB does not know that IDC problems can be solved by deconfiguring WLAN interworking in favor of protecting LTE communication.
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	Other comments:
	


Beginning of changes
4.3.15
Other parameters
4.3.15.1
Void

4.3.15.2
inDeviceCoexInd-r11
This parameter defines whether the UE supports in-device coexistence indication as well as autonomous denial functionality as specified in TS 36.331 [5].

4.3.15.3
powerPrefInd-r11
This parameter defines whether the UE supports power preference indication as specified in TS 36.331 [5].

4.3.15.4
ue-Rx-TxTimeDiffMeasurements-r11
This parameter defines whether the UE supports Rx - Tx time difference measurements as specified in TS 36.331 [5] and TS 36.355 [13].
4.3.15.5
Void
4.3.15.6
Void
4.3.15.7
Void
4.3.15.8
inDeviceCoexInd-UL-CA-r11
This parameter defines whether the UE supports UL CA related in-device coexistence indication as specified in TS 36.331 [5]. A UE that supports UL CA related in-device coexistence indication shall also support in-device coexistence indication. 
4.3.15.X
inDeviceCoexInd-WLAN-interworking-r13
This parameter defines whether the UE supports WLAN interworking related in-device coexistence indication as specified in TS 36.331 [5]. A UE that supports WLAN interworking related in-device coexistence indication shall also support in-device coexistence indication.
End of changes

