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1. Introduction
In RAN2’s email discussion [1], the formula used for zone calculation is discussed. Majority of companies prefer option 4. This contribution gives a text proposal to capture configuration for zone calculation in 36.331.
2. Text Proposal for 36.331
Begin of Change 
· –
SystemInformationBlockType 21

The IE SystemInformationBlockType21 contains vehicle communication configuration which indicates E-UTRAN supports vehicle communication.
SystemInformationBlockType21 information element
-- ASN1START

SystemInformationBlockType21-r14 ::= SEQUENCE {


v2x-CommConfig-r14




SEQUENCE {



v2x-CommTxPath-r14



ENUMERATED {pc5, uu, both, spare1},



sl-V2X-ConfigCommon-r14


SL-V2X-ConfigCommon-r14


OPTIONAL, 
-- Need OR


zoneCalculationInfo-r14         ZoneCalculationInfo-r14         OPTIOANL    -- Need OR

}
















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...

}

SL-V2X-ConfigCommon-r14::= 

SEQUENCE {

v2x-CommRxPool-r14




SL-V2X-CommRxPoolList-r14 


OPTIONAL,
-- Need OR


v2x-CommTxPoolNormalCommon-r14

SL-V2X-CommTxPoolList-r14


OPTIONAL,
-- Need OR


v2x-CommTxPoolExceptional-r14

SL-V2X-CommTxPoolList-r14


OPTIONAL,
-- Need OR


v2x-SyncConfig-r14




SL-V2X-SyncConfigList-r14


OPTIONAL,
-- Need OR


v2x-InterFreqList-r14



SL-V2X-InterFreqList-r14


OPTIONAL,
-- Need OR

pssch-TxConfigList-r14



SL-PSSCH-TxConfigList-r14


OPTIONAL,
-- Need OR


txTimingDiffPSCCH-PSSCH-r14


SL-TxTimingDiffPSCCH-PSSCH-r14

OPTIONAL
-- Need OR

}
ZoneCalculationInfo-r14::=      SEQUENCE {

zoneLength-r14              ENUMERATED {m100, m200, m300, m400, m500,spare3, spare2, spare1},

zoneWidth-r14               ENUMERATED {m100, m200, m300, m400, m500,spare3, spare2, spare1},
zoneNumofLength-r14         INTEGER (1..8),

zoneNumofWidth-r14          INTEGER (1..8),


...

}
-- ASN1STOP

	SystemInformationBlockType21 field descriptions

	pssch-TxConfigList
Indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, which can be associated with the condition of the UE absolute speed and reference type in UE autonomous resource selection.

	v2x-SyncConfig
Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information for vehicle related non-PS sidelink communication. E-UTRAN configures vehicSyncConfig including txParameters when configuring UEs to transmit synchronisation information.

	txTimingDiffPSCCH-PSSCH
Indicates the range of transmission timing difference between PSCCH and the associated PSSCH in UE autonomous resource selection mode.

	v2x-CommConfig
Indicates the configurations by which the UE is allowed to perform vehicle communication.

	v2x-CommRxPool 

Indicates the resources by which the UE is allowed to receive vehicle related non-PS sidelink communication while in RRC_IDLE and in RRC_CONNECTED.

	v2x-CommTxPath
Indicates the transmission path (Uu, PC5 or both) for vehicle communication.

	v2x-CommTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit vehicle related non-PS sidelink communication in exceptional conditions, as specified in 5.10.X.

	v2x-CommTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit vehicle related non-PS sidelink communication when in RRC_IDLE or when in RRC_CONNECTED while transmitting vehicle related non-PS sidelink communication via a frequency other than the primary.

	zoneCalculationInfo-r14
Indicates the parameters which UE uses in zone calculation.

	zoneLength/ ZoneWidth
Indicates the length/width of each zone.(in meters)

	zoneNumofLength/ ZoneNumofWidth
Indicates the number of zones in length/width direction.


End of Change 
3. Conclusion
It is proposed to discuss the text proposal in section 2. The terminology and/or detailed wording can be elaborated via offline discussion. RAN2 can agree this change on the principle.
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�The value ranges are FFS.
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