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	Reason for change:
	It is not clear whether upon WLAN becoming available again (i.e. following report that it WLAN became unavailable – related to user preferences), the UE has to (again) report WLANs meeting the conditions for triggering a WLAN event. Hence, EUTRAN may not be informed about WLAN becoming available again so it may just have to try every now and then to configure WLAN offloading


	
	

	Summary of change:
	Specify that upon reporting that WLAN became unavailable, the UE clears the variable containing the previously reported WLANs (i.e. cellsTriggered). As a result,  UE will trigger a measurement report upon WLAN becoming available again even for WLANs it previously reported

Impact analysis

Impacted functionality
Resumption of LWA, RCLWI and LWIP following WLAN unavailability
Inter-operability
If the UE is implemented according to the CR but the eNB is not, no interoperability problems are foreseen
If the UE is not implemented according to the CR but the eNB is, no interoperability problems are foreseen (but the eNB is not made aware of WLAN becoming available again and may just have to use trial and error when subsequently wanting to configure WLAN offload)
Implementation of this CR in an earlier release does not result in any backwards compatibility/ interoperability issues



	
	

	Consequences if not approved:
	Resumption of LWA, RCLWI and LWIP following WLAN unavailability is a matter of trial and error..
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	Other comments:
	Same as CR in R2-165043 (CR 2276)


5.6.15.4
WLAN status monitoring

To perform WLAN status monitoring, the UE shall:

1>
if UE is not configured with rclwi-Configuration and WLAN connection to a WLAN inside the WLAN mobility set is successfully established or maintained after a WLAN mobility set configuration update or after a lwa-WT-Counter update:

2>
set the status in VarWLAN-Status to successfulAssociation;

2>
stop timer T351, if running;
2>
if successReportRequested in VarWLAN-MobilityConfig is set to TRUE:

3>
perform WLAN Connection Status Reporting procedure in 5.6.15.2; 

1>
if WLAN connection or connection attempts to all WLAN(s) inside WLAN mobility set fails: 

2>
if the failure is due to WLAN radio link issues:

3>
set the status in VarWLAN-Status to failureWlanRadioLink;
2>
else if the failure is due to UE internal problems related to WLAN:

3>
set the status in VarWLAN-Status to failureWlanUnavailable;

NOTE 1:
The UE internal problems related to WLAN includes connection to another WLAN based on user preferences or turning off WLAN connection or connection rejection from WLAN or other WLAN problems.
3>
remove all WLAN related measurement reporting entries within VarMeasReportList;

2>
stop timer T351, if running;

2>
perform WLAN Connection Status Reporting procedure in 5.6.15.2;

2>
if the UE is configured with rclwi-Configuration:

3>
release rclwi-Configuration and inform upper layers of a move-traffic-from-WLAN indication (see TS 24.302 [74]);

2>
stop WLAN Status Monitoring and WLAN connection attempts;
