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1. Overall Description:

The work Item on Signalling reduction to enable light connection for LTE was approved at RAN#71 and the WID is in RP-160540, and it is attached.The endorsed stage 2 running CR (R2-166627) in RAN2 describes characters of lightly connected state UE, and is also attached. In RAN2 95 bis, RAN2 have made the agreements listed in Annex section.
In particular, RAN2 discussed on the ECM state and decided that the NAS state is ECM_CONNECTED from the network point of view, given that the S1 connection is kept and active when the UE is in “light connected” state. About the UE point of view, RAN WG2 has not decided yet on the modelling and therefore would like to ask the following questions. RAN2 intends to decide between Modelling A and Modelling B in the next RAN2 meeting.
RAN2 would kindly as to CT1 to provide their input on the following aspects:
As agreed in this meeting “UE should be configured into lightly connection by dedicated RRC signalling (i.e. RRC reconfiguration or RRC release). From MME point of view, lightly connected UE is in ECM_CONNECTED.” 
Q1: RAN2 would kindly like to ask CT1 to consider potential NAS impacts that ECM state mismatch between the MME and UE could bring (e.g. Periodic tracking area update shown in R2-166628) if modelling B is used or any other.
As agreed in this meeting, “For modelling A, if RRC resume procedure is used by lightly connected UEs, eNB should be allowed to trigger the fallback procedure to establish the RRC connection upon RRC connection setup.” 
Q2: In R13, if RRC resume procedure is used the eNB should be allowed to trigger the fallback procedure to establish the RRC connection upon RRC connection setup, the RRC layer will indicate the upper layers that the RRC connection resume has been fallbacked. RAN2 would kindly like to ask CT1 about the feasibility of fallback to RRC Connection establishment in the case of modelling A.
RAN2 would kindly as to RAN3 to provide their input on the following aspects:
As agreed in this meeting “For the RAN-initiated paging occasion calculation, the preferred UE ID is "IMSI mod x" design (similar to legacy paging calculation), as per option d) in R2-166688.” 
Q3: RAN2 would kindly like to ask RAN3 whether there are any concerns to enable the signalling to provide the "UE IMSI mod X" to the eNB when the UE is in ECM_CONNECTED from MME point of view.
2. Actions:

To CT1: RAN2 would kindly ask CT1 to respond the questions Q1 and Q2 above on the CT1 impact and  provide analyses regarding possible impact caused by different modelling..
To RAN3: RAN2 would kindly ask RAN3 to respond the question Q3 above on the RAN3 impact.
3. Date of Next TSG-RAN WG2 Meetings:

TSG RAN WG2 Meeting #96
14 - 18 Nov 2016

Reno, Nevada, US
TSG RAN WG2 Meeting #97
13 - 17 Feb 2017

Athens, GR
4. Annex 
RAN2 agreements in RAN2 #95bis
0 UE should be configured into light connection by dedicated RRC signalling (i.e. RRC reconfiguration or RRC release). From MME point of view, lightly connected UE is in ECM_CONNECTED.
5 To define a new optional radio capability within the UE-EUTRA-Capability IE for the UE to indicate its support of Rel-14 Light Connection operation.
FFS: UE should know whether a UE lightly connected function is supported or not in the cell.
FFS: The UE's NAS layer is aware when the UE is in light connection.
For modelling :

Modelling A : Lightly connected UEs are in RRC_CONNECTED with light connection indication and ECM_CONNECTED from UE point of view.
1 When a UE exits from light connection into RRC_CONNECTED, UE should perform RAN level access control mechanism. For modelling A, SSAC is applicable. 
2.2 The RRC connection cause comes from AS layer for modelling A.
3.The lightly connected UEs enter into legacy behavior in RRC connected via RRC procedure including three messages (i.e. request, response and complete). For Modelling A, the procedure should be RRC resume or reestablishment procedure.
4.2 For modelling A, if RRC resume procedure is used by lightly connected UEs, eNB should be allowed to trigger the fallback procedure to establish the RRC connection upon RRC connection setup. But the feasibility should be considered in CT1.
4.3 For modelling A, if RRC reestablishment procedure is used by lightly connected UEs, legacy NAS recovery procedure will be triggered in the failure case.
Modelling B : Lightly connected UEs are in RRC_IDLE with light connection indication and ECM_IDLE from UE point of view.
1 When a UE exits from light connection into RRC_CONNECTED, UE should perform RAN level access control mechanism. All the existing mechanisms of access control are applicable for modelling B.
2 The network should be able to reject access via a certain RRC connection cause sent via msg.3. For modelling B, the RRC cause is RRC resume cause.
2.1For modelling B: the UE's NAS provides to UE's AS the call type and the RRC Resume Cause (similar to legacy when resuming/establishing the connection).
3.The lightly connected UEs enter into legacy behavior in RRC connected via RRC procedure including three messages (i.e. request, response and complete). For Modelling B, the procedure should be RRC resume.
4.1 For modelling B, if RRC resume procedure is used by lightly connected UEs, eNB should be allowed to trigger the fallback procedure to establish the RRC connection upon RRC connection setup.
For RAN-initiated paging:
1 For the RAN-initiated paging occasion calculation, the preferred UE ID is "IMSI mod x" design (similar to legacy paging calculation), as per option d) in R2-166688.
2 The RRC RAN-initiated paging message is defined reusing (with extensions if necessary) legacy RRC paging message, as per option a) in R2-166688.
