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1
Overall description
CT1 thanks RAN2 for their LS in C1-164970/R2-167315 on mobility enhancements for eNB-IoT.
CT1 has discussed the requirement mentioned in the incoming LS and would like to provide the answers as below:

“- RAN2 would like RAN3, CT1, and SA2 to confirm that the DL NAS data transport PDUs can be transmitted by the MME to the new eNB when the MME is notified that the UE has accessed via the new eNB, and whether this could be supported by RAN3, CT1, and SA2 specifications.”
[CT1 answer] Yes, for the intra-MME mobility cases, it is feasible that the DL NAS data transport PDUs can be transmitted by the MME to the new eNB when the MME is notified that the UE has accessed via the new eNB. For the inter-MME mobility cases, CT1 does not see any feasible solution so far.
“- RAN2 would like CT1 and SA2 to confirm that the UL NAS data transport PDUs can be retransmitted by the UE to the new eNB after the RRC connection re-establishment to the new eNB, and whether this could be supported by CT1 and SA2 specifications, assuming that AS provides an indication to NAS that the NAS PDU has not been transmitted.”
[CT1 answer] Yes, it is feasible that the UL NAS data transport PDUs can be retransmitted by the UE. From NAS perspective, it does not care whether the retransmission is to the new eNB or the old eNB.
Furthermore, about DL NAS data retransmission after the RRC connection re-establishment during RRC_CONNECTED mode mobility, in order to provide clear guidance for future work, CT1 would like to ask below question to RAN3:

Question: In case of RLF using RRC connection re-establishment during RRC_CONNECTED mode mobility as indicated in RAN2’s LS, which cause value will be provided to the MME NAS layer for non-delivered NAS PDU indication?

2
Actions
To RAN2 

ACTION: 
CT1 kindly asks RAN2 to take above answers into account for their future work.
To RAN3

ACTION: 
CT1 kindly asks RAN3 to provide the answer for above question.

3
Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 101bis
16-20 January 2017
TBD (North America)

TSG CT WG1 Meeting 102
13-17 February 2017
Dubrovnik, Croatia
