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1. Introduction
The contribution discusses whether to report the plmn-IdentityList if the si-RequestForHO is configured.

2. Discussion

Up to Rel-11, UE does not include the plmn-IdentityList in the measurement report if the si-RequestForHO is configured [1]:
	5.5.5
Measurement reporting

…
3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:
6>
include the cgi-Info containing all the fields that have been successfully acquired, except for the plmn-IdentityList;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired;


Observation 1: Up to Rel-11, UE does not report the plmn-IdentityList if the si-RequestForHO is configured.
However, since we updated the text for the inbound mobility to shared CSG cell from Rel-12, the text becomes unclear whether to include the plmn-IdentityList in the measurement report if the si-RequestForHO is configured [2]:

	5.5.5
Measurement reporting

…
3>
else if the purpose is set to reportCGI:

4>
if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:

5>
if the cell broadcasts a CSG identity:

6>
include the csg-Identity;

6>
include the csg-MemberStatus and set it to member if the cell is a CSG member cell;

5>
if the si-RequestForHO is configured within the reportConfig associated with this measId:
6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:

a)
equal to the RPLMN or an EPLMN; and

b)
the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;

7>
if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;

7>
if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;

5>
else:

6>
include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:

7>
include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;




Observation 2: From Rel-12, UE reports the plmn-IdentityList if the si-RequestForHO is configured, and the condition specified in bullet 7> is met.

But, from the CR [3] for the updated text above, the plmn-IdentityList is included only if the gray-highlighted condition is met.
	Reason for change:
	When literally following the current specification text, the UE has to include the field plmn-IdentityList even if there are no PLMNs meeting the condition. At the same time, the ASN.1 does not allow the UE to include an empty list in this field.


	
	

	Summary of change:
	A condition is added that the UE includes field plmn-IdentityList only if there is at least one PLMNs meeting the specified conditions


	
	

	Consequences if not approved:
	The specification remains inconsistent regarding the inclusion of plmn-IdentityList.


Observation 3: From Rel-12, UE should not report the plmn-IdentityList if the si-RequestForHO is configured, and the condition specified in bullet 7> is not met.

Therefore, the current text should be clarified to avoid ambiguity.
Proposal 1: Confirm that the observations 1–3 above are correct.

Proposal 2: Adopt the text as proposed in R2-167923.
3. Conclusion
Proposal 1: Confirm that the following observations 1–3 are correct.
Observation 1: Up to Rel-11, UE does not report the plmn-IdentityList if the si-RequestForHO is configured.

Observation 2: From Rel-12, UE reports the plmn-IdentityList if the si-RequestForHO is configured, and the condition specified in bullet 7> is met.

Observation 3: From Rel-12, UE should not report the plmn-IdentityList if the si-RequestForHO is configured, and the condition specified in bullet 7> is not met.

Proposal 2: Adopt the text as proposed in R2-167923.
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